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	Reason for change:
(

	According to TS 37.320, 1I event is configured for UMTS M2 reporting trigger. In TS 32.422, it should be described as a UMTS M2 reporting trigger in MDT activation configuration. Currently 1I event is wrongly configured for UMTS M1. 



	
	

	Summary of change:
(

	Change event 1I to UMTS M2 reporting trigger and a event threshold for M2 event 1I trigger. 

Add the description of reporting trigger to support UMTS M2.

	
	

	Consequences if 
(

not approved:
	Cannot use UMTS M2 tirgger event 1I correctly.
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	Other comments:
(

	Revision of CR S5-122515 approved at SA5 #85 meeting. This change aligns with approved CR S5-122830 in text description of section 5.10.4.


	First Modification


5.10.4
Reporting Trigger

This parameter is mandatory if the list of measurements parameter is configured for UE side measurement (such as M1 measurement in LTE and M1/M2 measurement in UMTS) and the jobtype is configured for Immediate MDT or combined Immediate MDT and Trace.

The parameter is one octet long bitmap and can have the following values (detailed definition of the parameter is in 3GPP TS 37.320 [30]):

The parameter shall not have the combination of periodical and event based reporting at the same time, i.e. bit1 cannot be set if either bit2 or bit3 or bit4 is set.

· Periodical,
· Event A2 for LTE:  
· Event 1F for UMTS, 
· Event 1I for UMTS 1.28 Mcps TDD,

	Bit 8
	Bit 7
	Bit 6
	Bit 5
	Bit 4
	Bit 3
	Bit 2
	Bit 1

	Reserved
	Reserved
	Reserved
	Reserved
	Event 1I for UMTS 1.28 MCPS TDD
	 Event 1F for UMTS 
	Event A2 for LTE
	Periodical


	Next Modification


5.10.13
Event Threshold for Event 1F

The parameter is mandatory if the reporting trigger parameter is configured for 1F event reporting and the job type parameter is configured for Immediate MDT or combined Trace and Immediate MDT. 

The parameter defines the threshold for reporting UMTS M1 measurements for 1F event based reporting trigger. Detailed definition of the parameter is in 3GPP TS 25.331 section 14.1.2.6 [31].
· The parameter is an Integer number between -120-165

The range used depends on the measurement quantity: 

· CPICH RSCP the range is: -120 – 25 dBm

· For CPICH Ec/No the range is -24 - 0 dB
· For Pathloss 30-165 dB.
	Next Modification


5.10.14
Event threshold for Event 1I
The parameter is mandatory if the reporting trigger parameter is configured for 1I event reporting and the job type parameter is configured for Immediate MDT or combined Trace and Immediate MDT. 

The parameter defines the threshold for reporting UMTS M2 measurements for 1I event based reporting trigger. Detailed definition of the parameter is in 3GPP TS 25.331 section 14.1.3.3. [31].
The parameter is an Integer number between -120 .. -25. 
	End of Modification
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