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ognus  Background

« Call for IMinputin TD SP-120658



Overall Guidelines
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1. Address the growing demand for capacity
due to data traffic increase

* Should be the primary criterion for defining the scope of
Release 12

2. Focus on existing WIs
* No new Wis are suggested

* Consolidation of several Wls into one W1 is an option,
although we do not make any explicit suggestions



WLAN Offload
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« Data offload is probably one of the main means of addressing
Increased data traffic

 Network selection is an important piece of data offload
« Several Release 12 WIs address network selection

e  WLAN_NS
¢  WORM
« OPIIS

Network selection also addressed in other forums
. WFA Hotspot 2.0
. IEEE 802.11 — ongoing work (PAD SG)

Important to fix open key issues related to network selection
and produce a coherent set of rules



UPCON — User Plane Congestion
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Increased traffic leads to more congestion
Improved congestion control and mitigation is necessary
* to maintain subscriber satisfaction

* toincrease capacity without impacting too severely the user
experience

 to ensure resource availability for high priority traffic

« Requires not only identification of application type, but also
type and need of traffic within the application, e.g., OTT video
VS. browsing.

« Requires RAN traffic load / congestion status information



ACDC — Application Specific Congestion

Yanus — control for Data Communication

 Addresses access barring of particular
application types

 Addresses access barring in situations of
very high load on the RAN

 Important to ensure resource availability for
high(er) priority traffic



