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The following CRs were agreed by SA WG2 and are provided to TSG SA#58 for approval:

	TS
	CR
	Rv
	Rel
	Title
	Cat
	Vsn
	S2 mtg
	SA2 TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.060
	1698
	2
	Rel-10
	Correction on existence of uplink packet filter in TFT
	F
	10.9.0
	S2-94
	S2-124677
	Huawei, Hisilicon
	TEI10, SAES
	9.2.0, 9.3, 15.3.3.4
	

	23.060
	1699
	2
	Rel-11
	Correction on existence of uplink packet filter in TFT
	A
	11.3.0
	S2-94
	S2-124678
	Huawei, Hisilicon
	TEI10, SAES
	9.2.0, 9.3, 15.3.3.4
	

	23.237
	0452
	1
	Rel-10
	Definition of the MSC Assisted Mid-call feature
	F
	10.9.0
	S2-93
	S2-124073
	Orange
	TEI10, IMS_SCC-SPI
	3.1, 4.3.1.2.2A (new), 4.3.1.2.3, 6.3.1.2
	

	23.237
	0449
	2
	Rel-11
	Definition of the MSC Assisted Mid-call feature
	A
	11.5.0
	S2-93
	S2-124074
	Orange
	TEI10, IMS_SCC-SPI
	3.1, 4.3.1.2.2A (new), 4.3.1.2.3, 6.3.1.2
	

	23.237
	0450
	2
	Rel-12
	Definition of the MSC Assisted Mid-call feature
	A
	12.0.0
	S2-93
	S2-124075
	Orange
	TEI10, IMS_SCC-SPI
	3.1, 4.3.1.2.2A (new), 4.3.1.2.3, 6.3.1.2
	

	23.401
	2446
	2
	Rel-10
	Correction of packet filters in TFT
	F
	10.8.0
	S2-94
	S2-124646
	Huawei, Hisilicon
	TEI10, SAES
	4.7.2.1
	

	23.401
	2447
	2
	Rel-11
	Correction of packet filters in TFT
	A
	11.3.0
	S2-94
	S2-124647
	Huawei, Hisilicon
	TEI10, SAES
	4.7.2.1
	

	23.401
	2477
	4
	Rel-10
	Notifying UE on specific PDN disconnection while the UE is in the idle state

NOTE: Rel-11 changes are slightly different and are contained in 23.401 CR2478R3 under TEI11 (SP-120726).
	F
	10.8.0
	S2-93
	S2-124134
	Alcatel-Lucent, Samsung, KT, LG Uplus, SKT, Orange, Ericsson, ST-Ericsson, Nokia Siemens Networks, NEC
	TEI10
	5.4.4.1, 5.10.3
	


