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Abstract of document:

This Technical Report addresses the stage 2 study for the Evolved Packet System (EPS) to facilitate policy and charging control for the fixed broadband access network in the convergent scenario where a single operator is deploying both the fixed broadband access network and the Evolved Packet Core (EPC).

The scope of this TR is to consider the convergent scenario where the PCRF implements a direct interface to provision policies to the IP Edge in the fixed broadband access network without the mediation of a different policy server, such as the BPCF defined in TS 23.139.

The work in this TR considers the fixed broadband accesses network as specified by BroadBand Forum as a reference. This does not preclude the applicability of the solutions to other types of fixed broadband access networks.

This P4C_F BB will address policy and charging control for:

-
Traffic to/from fixed devices.

-
NSWO traffic exchanged by 3GPP UEs connected to the fixed broadband access via WLAN.

Changes since last presentation to TSG SA Meeting:

The TR is being presented for the first time to TSG SA.

Outstanding Issues:

The issues under consideration are listed as follow:

-
Definition of enhancement of SPR/UDR for providing subscriber information for fixed device.

-
Definition of Default-QoS for fixed device.

-
Support of other PCC features (e.g. Usage Monitoring, credit reauthorization triggers and event triggers)

NOTE 1:
For the above issues several contributions have been already submitted to this SA2 meeting, but not handled.

-
AAA-based accounting

For the case when fixed network broadband access network is based on BroadBand Forum specifications, SA2 has asked BBF for feedback on 3GPP assumptions related to BBF network elements functionalities. The reference architecture is being verified with BroadBand Forum before being captured in normative 3GPP specifications
SA2 plans to liaise with SA5 in its next meeting in order to share the complete contents of the study and to facilitate progressing of relevant work under SA5 responsibility.

NOTE 2:
The support of other Building Blocks (P4C_Sbc, P4C_TC, P4C_HeNB, P4C_L2) that are candidates to be documented as part of this TR are no more planned as part of Rel-12.

Contentious Issues:

-
Possibility for some deployments of using the Access Line Id to select the PCRF

