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	The DASH QoE Reporting example in clause 10.6.3 is not a valid instantiation of the DASH QoE Reporting Schema of clause 10.6.2.

	
	

	Summary of change:
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	1. The example refers to many elements and attributes with wrong first letter capitalization

· element receptionReport should be ReceptionReport.
· element qoeReport         should be QoeReport.
· element qoeMetric          should be QoeMetric.
· attribute ContentURI       should be contentURI.

· attribute ClientID             should be clientID.
· attribute PeriodID            should be periodID.

· attribute ReportTime       should be reportTime.

· attribute ReportPeriod     should be reportPeriod.

2. Need to add mandatory Trace elements, as it is mandatory to include at least 1 instance as a child of HttpListEntry element. 

3. The example needs to include the schemalocation attribute, so the instance is validated against the QoE reporting schema.
4. The example is modified to show an instance of the b attribute in the Trace element as a list of unsignedInt according to schema modification in CR 26.247-0021.
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FIRST CHANGE
10.6.3
Reporting Protocols

If a specific metrics server has been configured, the client shall send QoE reports using the HTTP (RFC 2616) [9] POST request carrying XML formatted metadata in its body. 

An example QoE reporting based on HTTP POST request signalling is shown below:

	POST http://www.exampleserver.com HTTP/1.1

Host: 192.68.1.1

User-Agent: Mozilla/4.0 (compatible; MSIE 8.0; Windows NT 6.1; Trident/4.0)

Content-Type: text/xml; charset=utf-8

Content-Length: 4408



	<?xml version="1.0"?>
<ReceptionReport contentURI="http://www.example.com/content/content.mpd" clientID="35848574673" xmlns="urn:3gpp:metadata:2011:HSD:receptionreport"  
xsi:schemaLocation="urn:3gpp:metadata:2011:HSD:receptionreport DASH-QoE-Report.xsd" 

    xmlns:xsi="http://www.w3.org/2001/XMLSchema-instance">
    <QoeReport periodID="Period1" reportTime="2011-02-16T09:00:00" reportPeriod="500">
        <QoeMetric>
            <HttpList>
                <HttpListEntry type="MPD" url="http://www.example.com/content/content.mpd" trequest="2011-02-16T08:59:30" tresponse="2011-02-16T08:59:31" interval="50"> 
                   <Trace s="2011-02-16T08:59:30Z" d="171" b="2367 1990 2463 1254"/>

                </HttpListEntry> 
                <HttpListEntry type="InitializationSegment" url="http://www.example.com/content/initRep1.3gp" trequest="2011-02-16T08:59:40" tresponse="2011-02-16T08:59:41" interval="200"> 
                   <Trace s="2011-02-16T08:59:40.5Z" d="159" b="9345"/>

                </HttpListEntry> 
                <HttpListEntry type="InitializationSegment" url="http://www.example.com/content/initRep2.3gp" trequest="2011-02-16T08:59:41" tresponse="2011-02-16T08:59:42" interval="200">  
                   <Trace s="2011-02-16T08:59:41.5Z" d="123" b="6723"/>

                </HttpListEntry> 
                <HttpListEntry type="InitializationSegment" url="http://www.example.com/content/initRep3.3gp" trequest="2011-02-16T08:59:42" tresponse="2011-02-16T08:59:43" interval="200">  
                   <Trace s="2011-02-16T08:59:42.5Z" d="195" b="9786"/>

                </HttpListEntry> 
            </HttpList>
        </QoeMetric>
        <QoeMetric>
            <InitialPlayoutDelay>10000</InitialPlayoutDelay> 
        </QoeMetric>
    </QoeReport>
    <QoeReport periodID="Period1" reportTime="2011-02-16T09:08:20" reportPeriod="500">
        <QoeMetric>
            <BufferLevel>
                <BufferLevelEntry t="2011-02-16T09:08:19" level="84673"/>
                <BufferLevelEntry t="2011-02-16T09:08:20" level="93874"/>
            </BufferLevel> 
        </QoeMetric>
        <QoeMetric>
            <RepSwitchList>  
                <RepSwitchEvent to="Rep2"/> 
                <RepSwitchEvent to="Rep3"/> 
            </RepSwitchList>
        </QoeMetric>
    </QoeReport>
</ReceptionReport>
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