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	Reason for change:
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	For rSRVCC to work, the UE has to be registered in IMS using I2 and the MSC Server has to be updated with the UE's IMS registration status and/or changes to the ATCF management URI. However, the specification lacks an explicit requirement to ensure this.
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* * * Start of changes * * * *

6.1.3.2
UE IMS Registration change update

As a prerequisite for CS to PS SRVCC to be applied, the UE shall be attached to an MSC Server enhanced for ICS and IMS-registered via CS access by this MSC Server using I2 reference point, as specified in TS 23.292 sub-clause 7.2.1. In addition, as part of this registration procedure, the MSC Server enhanced for ICS shall indicate to the SCC AS that it needs to be updated with the UE's IMS registration status and/or changes to the ATCF management URI, as described below. 
Figure 6.1.3.2-1 provides the procedures of how the MSC Server indicates to the SCC AS to retrieve the UE's IMS registration status and updates to ATCF management URI, and how it is updated with changes.
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Figure 6.1.3.2-1: Subscription to UE's IMS registration status

1.
As part of the IMS registration from the MSC Server, the MSC Server may indicate to the SCC AS the wish to be updated with the UE's IMS registration status and/or changes to the ATCF management URI.

2-3.
If the UE's IMS registration status changes or the ATCF management URI changes for the UE's IMS registration, the SCC AS provides the information to the MSC Server. The UE CS to PS SRVCC capability is also provided in this message and is not updated further.

* * * End of change * * * *
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