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*** FIRST CHANGE ***

6.5.1
Events and information

This clause describes the information sent from the Delivery Function (DF) to the Law Enforcement Monitoring Facility (LEMF) to support Lawfully Authorized Electronic Surveillance (LAES). The information is described as records and information carried by a record. This focus is on describing the information being transferred to the LEMF.

The IRI events and data are encoded into records as defined in the Table 6.1  Mapping between GPRS Events and HI2 records type and Annexes B.3 and B.9 Intercept related information (HI2). IRI is described in terms of a 'causing event' and information associated with that event. Within each IRI Record there is a set of events and associated information elements to support the particular service.

The communication events described in Table 6.1: Mapping between GPRS Events and HI2 record type and Table 6.2: Mapping between Events information and IRI information convey the basic information for reporting the disposition of a communication. This clause describes those events and supporting information.

Each record described in this clause consists of a set of parameters. Each parameter is either:

mandatory (M)
- required for the record,

conditional (C)
- required in situations where a condition is met (the condition is given in the Description), or

optional (O)
- provided at the discretion of the implementation.

The information to be carried by each parameter is identified. Both optional and conditional parameters are considered to be OPTIONAL syntactically in ASN.1 Stage 3 descriptions. The Stage 2 inclusion takes precedence over Stage 3 syntax.

*** NEXT CHANGE ***
7.5.1
Events and information

This clause describes the information sent from the Delivery Function (DF) to the Law Enforcement Monitoring Facility (LEMF) to support Lawfully Authorized Electronic Surveillance (LAES). The information is described as records and information carried by a record. This focus is on describing the information being transferred to the LEMF.

The IRI events and data are encoded into records as defined in the Table 7.1  Mapping between IMS Events and HI2 Records Type and Annexes B.3 and B.9 Intercept related information (HI2). IRI is described in terms of a 'causing event' and information associated with that event. Within each IRI Record there is a set of events and associated information elements to support the particular service.

The communication events described in Table 7-1: Mapping between the IMS Event and HI2 Record Type and Table 7.2: Mapping between IMS Events Information and IRI Information convey the basic information for reporting the disposition of a communication. This clause describes those events and supporting information.

Each record described in this clause consists of a set of parameters. Each parameter is either:

mandatory (M)
- required for the record,

conditional (C)
- required in situations where a condition is met (the condition is given in the Description), or

optional (O)
- provided at the discretion of the implementation.

The information to be carried by each parameter is identified. Both optional and conditional parameters are considered to be OPTIONAL syntactically in ASN.1 Stage 3 descriptions. The Stage 2 inclusion takes precedence over Stage 3 syntax.

Table 7.3: SIP-Message REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the interception target (if available).

	observed TEL-URL
	C
	TEL URL of the interception target (if available).

	event type
	M
	Provide IMS event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	correlation number
	O
	If available and not included in the SIP-message.

	Correlation
	O
	If applicable for this communication

	SIP message
	M
	The relevant SIP message or SIP message header.


If transfer of ticket related information, as specified in 3GPP TS 33.328 [54], is detected by the MF/DF via an intercepted SIP messages analysis during an IMS session, the DF/MF, after extracting and collecting the exchanged tickets and getting the corresponding decryption keys info from the KMS, as specified in 3GPP TS 33.107 [19], shall send a Media Decryption key available IRI REPORT to the LEMF containg the information needed to decrypted the media: 

Table 7.4: Media Decryption key available REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the interception target (if available).

	observed TEL-URL
	C
	TEL URL of the interception target (if available).

	event type
	M
	Decryption Keys Available

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	Network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	correlation number
	C
	Provided if available

	Correlation
	C
	Provided if available

	mediaDecryption-info.CCKeyInfo. 

cCCSID
	M
	Uniquely map the session key to the SRTP streams to decrypt.

There could be several SRTP streams (audio, video, etc.)  with different decryption keys and salt for a media session. The field reports the value from the CS_ID field in the ticket exchange headers as defined in RFC “draft-mattsson-mikey-ticket”. 

	mediaDecryption-info. CCKeyInfo.cCDecKey
	M
	Decryption key in both media directions.

	mediaDecryption-info. CCKeyInfo.cCSalt
	O
	Present if available.


*** END OF CHANGES ***
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