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7
String Representation of DN

7.A
Overview

This clause specifies the string representation of DN. This work is based on IETF RFC 2253 [7]. A DN string representation, using the string-encoding scheme specified in the present document, is also a valid DN string according to IETF RFC 2253 [7].

The string-encoding scheme specified in the present document imposes further restrictions as compared to IETF RFC 2253 [7]. The most important restrictions are:

· Multi-valued RDN is not supported in the subject name convention.

· Character asterisk is used to denote wildcard in the subject name convention.
7.B
Allowed character sets

Subject to further restrictions described in the present document, the allowed characters for the string representation of DN are:

-
Characters of ISO/IEC 646 [14] International Reference Version (IRV) coded character set, and

-
Characters of standard coded character sets supporting and extending ISO/IEC 646 [14] IRV coded character set, i.e. ISO/IEC 10646 [15] coded character set.

NOTE 1:
ISO/IEC 646 [14] IRV coded character set is the international equivalent to the ANSI X3.4 ASCII coded character set.

NOTE 2:
The character set of ISO/IEC 646 [14] IRV corresponds to the subset of characters that range from U+0000 to U+007F in the character set of ISO/IEC 10646 [15].

NOTE 3:
The ISO/IEC 646 [14] IRV characters specifically referenced in this specification are further identified using ISO/IEC 10646 [15] character short identifier notation form "U+XXXX".

	Next modification


7.2
Character syntax

This subclause specifies the character syntax for AttributeType and AttributeValue. (“The ISO/IEC 646 [14] IRV characters specifically referenced in this specification are further identified using ISO/IEC 10646 [15] character short identifier notation form "U+XXXX"”, from note 3 subclause 7.B.)
They are:

1.
Any character except:

-
comma character (',', U+002C),

-
equals sign character ('=', U+003D),

-
carriage return character (U+000D),

-
line feed character (U+000A),

-
plus sign character ('+', U+002B),

-
less-than sign character ('<', U+003C),

-
greater-than sign character ('>', U+003E),
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