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5.3.2b
MSC Server enhanced for CS to PS SRVCC

In addition to the standard MSC Server behaviour defined in TS 23.002 [15] and TS 23.292 [13] for MSC Server enhanced for ICS, an MSC Server which has been enhanced for SRVCC from CS to PS provides the following functions as needed:

-
The MSC Server informs the RAN about the possibility to perform CS to PS SRVCC by sending a "CS to PS SRVCC operation possible" to the RNC/BSC only for normal TS 11 call. The RAN uses that information for deciding the cells for which the UE reports measurements that lead to handover request to the core network.

-
The MSC Server determines the possibility of performing CS to PS SRVCC based on:

-
The CS to PS SRVCC capability indication of the UE received from IMS as defined in TS 23.237 [14].

-
The presence of the CS to PS SRVCC allowed indication in the subscription data of the user.

-
The IMS registration status of the UE.

-
The MSC Server informs RAN that CS to PS SRVCC is not possible by sending a "CS to PS SRVCC operation possible" set to "false" to the RNC/BSC on reception of the UE's IMS registration expiration notification from SCC AS during an ongoing CS call.

-
The target MME/SGSN selection for supporting CS to PS SRVCC is based on Target ID contained in the HO required and can be performed using the SGSN/MME selection procedures specified in TS 29.303 [37] or using local configuration in the MSC Server.

-
The call is a normal TS 11 call (i.e. not an emergency call - TS12, TS 22.003 [39]).

NOTE:
The IMS emergency session that is transferred from PS to CS is not subjected for this CS to PS SRVCC procedure.
-  
If roaming restriction to E-UTRAN access needs to be enforced, an MSC server connected to RNCs that may handover or invoke release with redirection to E-UTRAN is configured with a list of HPLMN IDs that are permitted to access E-UTRAN unless restricted by the UE individual access restriction information received from HLR/HSS (see TS 29.002[xx]). Also, the MSC server shall set the E-UTRAN Service Handover IE (in Iu mode) for CS bearers to an appropriate value  to inform the RNC about connected-mode mobility restriction to E-UTRAN.
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