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Annex F:
Status of all 3GPP CRs after TSG SA #61 Meeting (including GERAN #59)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-130365
	21.801
	0035
	1
	11.2.0
	Rel‑12
	Use of colour and other text decoration
	approved
	C
	12.0.0
	TEI12
	SP

	SP-130365
	21.801
	0036
	-
	11.2.0
	Rel‑12
	Permissible file formats
	approved
	C
	12.0.0
	TEI12
	SP

	SP-130365
	21.801
	0037
	-
	11.2.0
	Rel‑11
	Eliminate contents of Rel‑11 and substitute with pointer to Rel‑12
	approved
	C
	11.3.0
	TEI11
	SP

	SP-130411
	22.041
	0018
	1
	11.2.0
	Rel‑11
	Removal of IMS Operator Determined Barring Outgoing Premium Rate requirements
	approved
	A
	11.3.0
	TEI8
	S1

	SP-130411
	22.041
	0019
	-
	10.0.0
	Rel‑10
	Removal of IMS Operator Determined Barring Outgoing Premium Rate requirements
	approved
	A
	10.1.0
	TEI8
	S1

	SP-130411
	22.041
	0020
	-
	9.0.0
	Rel‑9
	Removal of IMS Operator Determined Barring Outgoing Premium Rate requirements
	approved
	A
	9.1.0
	TEI8
	S1

	SP-130411
	22.041
	0021
	-
	8.1.0
	Rel‑8
	Removal of IMS Operator Determined Barring Outgoing Premium Rate requirements
	approved
	F
	8.2.0
	TEI8
	S1

	SP-130410
	22.088
	0006
	2
	11.0.0
	Rel‑11
	SMSC Usage Restriction in Roaming
	revised
	F
	
	TEI11
	S1

	SP-130420
	22.088
	0006
	3
	11.0.0
	Rel‑11
	SMSC Usage Restriction in Roaming
	revised
	F
	
	TEI11
	S1

	SP-130456
	22.088
	0006
	4
	11.0.0
	Rel‑11
	SMSC Usage Restriction in Roaming
	approved
	F
	11.1.0
	TEI11
	S1

	SP-130413
	22.101
	0463
	1
	12.4.0
	Rel‑13
	E-UTRAN Sharing Enhancements
	approved
	B
	13.0.0
	RSE
	S1

	SP-130412
	22.115
	0071
	-
	12.1.0
	Rel‑12
	Removing duplicate ProSe definitions
	approved
	D
	12.2.0
	ProSe
	S1

	SP-130412
	22.278
	0186
	-
	12.3.0
	Rel‑12
	Removing duplicate ProSe definitions
	approved
	D
	12.4.0
	ProSe
	S1

	SP-130412
	22.278
	0187
	1
	12.3.0
	Rel‑12
	Clarification on the ProSe Communication part in ProSe Feature description
	approved
	F
	12.4.0
	ProSe
	S1

	SP-130412
	22.278
	0188
	1
	12.3.0
	Rel‑12
	"Clarification on the agreed wording on ""concurrent"" or ""concurrently"" in ProSe"
	approved
	F
	12.4.0
	ProSe
	S1

	SP-130412
	22.278
	0189
	1
	12.3.0
	Rel‑12
	Clarify requirements for ProSe Security in Public Safety applications.
	approved
	F
	12.4.0
	ProSe
	S1

	CP-130439
	23.003
	0355
	-
	8.17.0
	Rel‑8
	Updating IMEI URN draft reference
	approved
	F
	8.18.0
	TEI8
	C4

	CP-130439
	23.003
	0356
	-
	9.11.0
	Rel‑9
	Updating IMEI URN draft reference
	approved
	A
	9.12.0
	TEI8
	C4

	CP-130439
	23.003
	0357
	-
	10.6.0
	Rel‑10
	Updating IMEI URN draft reference
	approved
	A
	10.7.0
	TEI8
	C4

	CP-130439
	23.003
	0358
	-
	11.5.0
	Rel‑11
	Updating IMEI URN draft reference
	approved
	A
	11.6.0
	TEI8
	C4

	CP-130440
	23.003
	0359
	1
	9.11.0
	Rel‑9
	MBMS SAI Definition Correction for LTE Access
	approved
	F
	9.12.0
	TEI9
	C4

	CP-130440
	23.003
	0360
	1
	10.6.0
	Rel‑10
	MBMS SAI Definition Correction for LTE Access
	approved
	A
	10.7.0
	TEI9
	C4

	CP-130440
	23.003
	0361
	1
	11.5.0
	Rel‑11
	MBMS SAI Definition Correction for LTE Access
	approved
	A
	11.6.0
	TEI9
	C4

	CP-130453
	23.003
	0362
	2
	11.5.0
	Rel‑12
	SIPTO permission for Local Network LHN ID definition
	approved
	B
	12.0.0
	LIMONET-SIPTO
	C4

	CP-130447
	23.003
	0363
	2
	11.5.0
	Rel‑11
	NRI and MMEC coordination
	approved
	F
	11.6.0
	Full_MOCN-GERAN
	C4

	CP-130462
	23.003
	0364
	-
	11.5.0
	Rel‑12
	GERAN Iu Mode
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130454
	23.007
	0246
	1
	12.1.0
	Rel‑12
	MBMS Session Start Request received for an on-going MBMS bearer service
	approved
	B
	12.2.0
	eMBMS_Rest
	C4

	CP-130454
	23.007
	0247
	1
	12.1.0
	Rel‑12
	MBMS Session duration
	approved
	B
	12.2.0
	eMBMS_Rest
	C4

	CP-130454
	23.007
	0248
	1
	12.1.0
	Rel‑12
	BM-SC behaviour during SGmb path failure
	approved
	B
	12.2.0
	eMBMS_Rest
	C4

	CP-130454
	23.007
	0249
	1
	12.1.0
	Rel‑12
	MCE behaviour on MME restart
	approved
	B
	12.2.0
	eMBMS_Rest
	C4

	CP-130454
	23.007
	0250
	1
	12.1.0
	Rel‑12
	Release of resources at old MME/SGSN during transient Sm path failure
	approved
	B
	12.2.0
	eMBMS_Rest
	C4

	CP-130454
	23.007
	0251
	1
	12.1.0
	Rel‑12
	Separate Clause for MCE and RNC restoration functionality
	approved
	B
	12.2.0
	eMBMS_Rest
	C4

	CP-130467
	23.007
	0252
	2
	12.1.0
	Rel‑12
	Correct S-GW behaviours when a peer P-GW failed
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130467
	23.007
	0253
	1
	12.1.0
	Rel‑12
	Correct wrong NOTE reference
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130467
	23.007
	0255
	2
	12.1.0
	Rel‑12
	Handling of VLR Failure for MO SMS
	approved
	B
	12.2.0
	TEI12
	C4

	CP-130454
	23.008
	0404
	1
	12.0.1
	Rel‑12
	MBMS Session Re-establishment Indication
	approved
	B
	12.1.0
	eMBMS_Rest
	C4

	CP-130466
	23.018
	0198
	2
	12.1.0
	Rel‑12
	MTRF Optimal Routing when the GMSC and new MSC/VLR are the same node
	approved
	B
	12.2.0
	TEI12
	C4

	CP-130510
	23.040
	0139
	1
	12.0.0
	Rel‑12
	Clarification on MWD for single-shot short messages
	approved
	B
	12.1.0
	TEI12
	C1

	CP-130503
	23.041
	0118
	3
	12.2.0
	Rel‑12
	Stop-all broadcasting of warning messages and report from MME on Stop Warning Messages in E-UTRAN
	approved
	B
	12.3.0
	REP_WMD
	C1

	CP-130510
	23.041
	0132
	1
	12.2.0
	Rel‑12
	CellID in E-UTRAN
	approved
	F
	12.3.0
	TEI12
	C1

	CP-130510
	23.041
	0133
	1
	12.2.0
	Rel‑12
	Clarification on Duplication Detection
	approved
	F
	12.3.0
	TEI12
	C1

	CP-130510
	23.041
	0134
	1
	12.2.0
	Rel‑12
	Clarification on PWS CB Data for the eUTRAN Radio interface
	approved
	F
	12.3.0
	TEI12
	C1

	SP-130374
	23.060
	1802
	2
	12.1.0
	Rel‑12
	Clarifications on QoS and roaming
	approved
	A
	12.2.0
	TEI11
	S2

	SP-130374
	23.060
	1803
	2
	11.6.0
	Rel‑11
	Clarifications on QoS and roaming
	approved
	F
	11.7.0
	TEI11
	S2

	SP-130384
	23.060
	1804
	2
	12.1.0
	Rel‑12
	GTP-C overload/Load handling
	approved
	B
	12.2.0
	TEI12
	S2

	SP-130379
	23.060
	1805
	1
	12.1.0
	Rel‑12
	Correction of SIPTO at Local Network
	approved
	F
	12.2.0
	LIMONET
	S2

	SP-130384
	23.060
	1806
	1
	12.1.0
	Rel‑12
	Removal of GERAN Iu mode
	approved
	C
	12.2.0
	TEI12
	S2

	SP-130379
	23.060
	1807
	2
	12.1.0
	Rel‑12
	Correction of Local Home Network
	approved
	F
	12.2.0
	LIMONET
	S2

	CP-130468
	23.078
	0845
	-
	11.3.0
	Rel‑12
	Clarification of allowed values for SS-status in Any Time Modification procedure
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130510
	23.122
	0234
	1
	12.1.0
	Rel‑12
	Last PLMN selection mode at switch on
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130510
	23.122
	0235
	1
	12.1.0
	Rel‑12
	Switch off after manual CSG selection in a PLMN different from the RPLMN
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130510
	23.122
	0237
	-
	12.1.0
	Rel‑12
	Clarifying requirement for steering of roaming
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130510
	23.122
	0238
	-
	12.1.0
	Rel‑12
	Handling the received error cause #25
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130462
	23.153
	0129
	1
	11.1.0
	Rel‑12
	GERAN Iu Mode
	approved
	F
	12.0.0
	TEI12
	C4

	SP-130367
	23.167
	0228
	2
	7.12.0
	Rel‑7
	Requirement Alignment for emergency registration and call back
	approved
	F
	7.13.0
	EMC1
	S2

	SP-130367
	23.167
	0229
	2
	8.5.0
	Rel‑8
	Requirement Alignment for emergency registration and call back
	approved
	A
	8.6.0
	EMC1
	S2

	SP-130367
	23.167
	0230
	2
	9.10.0
	Rel‑9
	Requirement Alignment for emergency registration and call back
	approved
	A
	9.11.0
	EMC1
	S2

	SP-130367
	23.167
	0231
	2
	10.7.0
	Rel‑10
	Requirement Alignment for emergency registration and call back
	approved
	A
	10.8.0
	EMC1
	S2

	SP-130367
	23.167
	0232
	2
	11.7.0
	Rel‑11
	Requirement Alignment for emergency registration and call back
	approved
	A
	11.8.0
	EMC1
	S2

	SP-130376
	23.167
	0234
	1
	11.7.0
	Rel‑11
	Requirement Alignment for call back
	approved
	C
	11.8.0
	TEI11, EMC1
	S2

	SP-130383
	23.203
	0823
	2
	12.1.0
	Rel‑12
	Editorial corrections for Application Based Charging
	approved
	F
	12.2.0
	ABC
	S2

	SP-130382
	23.203
	0826
	2
	12.1.0
	Rel‑12
	Fixed Broadband Access Annex. Functional Entities
	approved
	B
	12.2.0
	P4C-F
	S2

	SP-130382
	23.203
	0830
	1
	12.1.0
	Rel‑12
	Adding New Annex to support Fixed Broadband Access: general, definition and high level requirements
	approved
	B
	12.2.0
	P4C-F
	S2

	SP-130382
	23.203
	0831
	2
	12.1.0
	Rel‑12
	Adding New Annex to support Fixed Broadband Access: Reference Architecture
	approved
	B
	12.2.0
	P4C-F
	S2

	SP-130382
	23.203
	0832
	2
	12.1.0
	Rel‑12
	Adding new Annex to support Fixed Broadband Access: functional description
	approved
	B
	12.2.0
	P4C-F
	S2

	SP-130382
	23.203
	0833
	1
	12.1.0
	Rel‑12
	Adding New Annex to support Fixed Broadband Access: IP-CAN procedures
	approved
	B
	12.2.0
	P4C-F
	S2

	SP-130373
	23.203
	0834
	1
	11.10.0
	Rel‑11
	Some corrections to SAPP
	approved
	F
	11.11.0
	SAPP
	S2

	SP-130373
	23.203
	0835
	1
	12.1.0
	Rel‑12
	Some corrections to SAPP
	approved
	A
	12.2.0
	SAPP
	S2

	SP-130369
	23.203
	0836
	1
	9.12.0
	Rel‑9
	Clarifications for CSG information transfer
	approved
	F
	9.13.0
	EHNB
	S2

	SP-130369
	23.203
	0837
	2
	10.8.0
	Rel‑10
	Clarifications for CSG information transfer
	approved
	A
	10.9.0
	EHNB
	S2

	SP-130369
	23.203
	0838
	1
	11.10.0
	Rel‑11
	Clarifications for CSG information transfer
	approved
	A
	11.11.0
	EHNB
	S2

	SP-130369
	23.203
	0839
	1
	12.1.0
	Rel‑12
	Clarifications for CSG information transfer
	approved
	F
	12.2.0
	ABC, EHNB
	S2

	SP-130370
	23.204
	0102
	1
	11.4.0
	Rel‑11
	IP-SM-GW with Diameter interfaces for SMS in MME
	approved
	F
	11.5.0
	SIMTC
	S2

	SP-130370
	23.204
	0103
	1
	12.2.0
	Rel‑12
	IP-SM-GW with Diameter interfaces for SMS in MME
	approved
	A
	12.3.0
	SIMTC
	S2

	CP-130462
	23.205
	0251
	1
	11.0.0
	Rel‑12
	GERAN Iu Mode
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130513
	23.218
	0171
	1
	12.2.0
	Rel‑12
	Updating TS 23.218 to RFC 6665
	approved
	C
	12.3.0
	UP6665
	C1

	SP-130371
	23.228
	1041
	2
	11.8.0
	Rel‑11
	Use of ECN in MPS
	approved
	F
	11.9.0
	eMPS
	S2

	SP-130371
	23.228
	1042
	2
	12.1.0
	Rel‑12
	Use of ECN in MPS
	approved
	A
	12.2.0
	eMPS
	S2

	SP-130378
	23.237
	0466
	2
	11.8.0
	Rel‑11
	Correction of IMEI encoding
	approved
	F
	11.9.0
	TEI11, IMS_EMER_GPRS_EPS-SRVCC
	S2

	SP-130378
	23.237
	0467
	1
	12.3.0
	Rel‑12
	Correction of IMEI encoding
	approved
	A
	12.4.0
	IMS_EMER_GPRS_EPS-SRVCC
	S2

	SP-130377
	23.272
	0880
	2
	11.5.0
	Rel‑11
	Fix CSFB MT call failure due to HO
	revised
	F
	
	TEI11, SAES-CSFB
	S2

	SP-130362
	23.272
	0880
	3
	11.5.0
	Rel‑11
	Fix CSFB MT call failure due to HO
	approved
	F
	11.6.0
	TEI11, SAES-CSFB
	S2

	SP-130370
	23.272
	0881
	1
	11.5.0
	Rel‑11
	SMS in MME and SMS over IP
	approved
	F
	11.6.0
	SIMTC
	S2

	SP-130376
	23.272
	0882
	1
	11.5.0
	Rel‑11
	Improve how CSFB UE return back to the former LTE PLMN
	approved
	F
	11.6.0
	TEI11, SAES-CSFB
	S2

	SP-130376
	23.272
	0883
	2
	11.5.0
	Rel‑11
	Correction on 1xCSFB IMS interaction
	approved
	D
	11.6.0
	TEI11, SAES-CSFB
	S2

	SP-130385
	23.272
	0885
	2
	11.5.0
	Rel‑12
	Adding a recommendation on hysteresis mechanism for WORM feature
	approved
	C
	12.0.0
	WORM
	S2

	SP-130376
	23.272
	0889
	2
	11.5.0
	Rel‑11
	TMSI reallocation for CSFB/emergency handling with IMSI
	approved
	F
	11.6.0
	TEI11, SAES-CSFB
	S2

	SP-130368
	23.272
	0890
	2
	9.14.0
	Rel‑9
	ISR with CSFB/ emergency handling with IMSI
	approved
	F
	9.15.0
	TEI9, SAES-CSFB
	S2

	SP-130368
	23.272
	0891
	1
	10.11.0
	Rel‑10
	ISR with CSFB/ emergency handling with IMSI
	approved
	A
	10.12.0
	TEI9, SAES-CSFB
	S2

	SP-130368
	23.272
	0892
	1
	11.5.0
	Rel‑11
	ISR with CSFB/ emergency handling with IMSI
	approved
	A
	11.6.0
	TEI9, SAES-CSFB
	S2

	SP-130376
	23.272
	0893
	2
	11.5.0
	Rel‑11
	Corrections to UE return to last used LTE PLMN after CSFB
	approved
	F
	11.6.0
	TEI11, SAES-CSFB
	S2

	CP-130452
	23.333
	0061
	3
	11.1.0
	Rel‑12
	Introduction of support for Coordination of Video Orientation (CVO)
	approved
	B
	12.0.0
	CVO-CT
	C4

	CP-130471
	23.333
	0062
	3
	11.1.0
	Rel‑12
	Introduction of support for generic Image Attribute/signalling of image size
	approved
	B
	12.0.0
	SIS_CT
	C4

	CP-130471
	23.334
	0030
	3
	12.0.0
	Rel‑12
	Introduction of support for generic Image Attribute/signalling of image size
	approved
	B
	12.1.0
	SIS_CT
	C4

	CP-130452
	23.334
	0034
	2
	12.0.0
	Rel‑12
	CVO Procedural Clarifications
	approved
	B
	12.1.0
	CVO-CT
	C4

	SP-130375
	23.401
	2493
	3
	11.6.0
	Rel‑11
	Interoperation between MME and Gn/Gp SGSN
	approved
	F
	11.7.0
	TEI11, SAES
	S2

	SP-130375
	23.401
	2528
	2
	12.1.0
	Rel‑12
	Interoperation between MME and Gn/Gp SGSN
	approved
	A
	12.2.0
	TEI11, SAES
	S2

	SP-130384
	23.401
	2567
	2
	12.1.0
	Rel‑12
	Introduction of GTP-c Load Control
	approved
	B
	12.2.0
	TEI12
	S2

	SP-130374
	23.401
	2569
	2
	12.1.0
	Rel‑12
	Clarifications on QoS and roaming
	approved
	A
	12.2.0
	TEI11
	S2

	SP-130374
	23.401
	2570
	2
	11.6.0
	Rel‑11
	Clarifications on QoS and roaming
	approved
	F
	11.7.0
	TEI11
	S2

	SP-130384
	23.401
	2571
	2
	12.1.0
	Rel‑12
	GTP-C overload handling
	approved
	B
	12.2.0
	TEI12
	S2

	SP-130379
	23.401
	2574
	2
	12.1.0
	Rel‑12
	Correction of SIPTO at Local Network
	approved
	F
	12.2.0
	LIMONET
	S2

	SP-130375
	23.401
	2575
	1
	11.6.0
	Rel‑11
	Fix equivalent PLMN list handling
	approved
	F
	11.7.0
	TEI11, SAES
	S2

	SP-130375
	23.401
	2576
	1
	12.1.0
	Rel‑12
	Fix equivalent PLMN list handling
	approved
	A
	12.2.0
	TEI11, SAES
	S2

	SP-130385
	23.401
	2578
	2
	12.1.0
	Rel‑12
	Addition of a note in general description of inter-RAT HO
	approved
	C
	12.2.0
	WORM
	S2

	SP-130372
	23.401
	2581
	2
	11.6.0
	Rel‑11
	Reporting ULI and TimeZone at Network-initiated bearer release related procedures
	approved
	F
	11.7.0
	NWK-PL2IMS
	S2

	SP-130372
	23.401
	2582
	2
	12.1.0
	Rel‑12
	Reporting ULI and TimeZone at Network-initiated bearer release related procedures
	approved
	A
	12.2.0
	NWK-PL2IMS
	S2

	SP-130378
	23.401
	2583
	1
	11.6.0
	Rel‑11
	Avoiding PDN GW relocation when radio and S1 bearers are active
	approved
	F
	11.7.0
	TEI11, SIPTO
	S2

	SP-130378
	23.401
	2584
	2
	12.1.0
	Rel‑12
	Avoiding PDN GW relocation when radio and S1 bearers are active
	approved
	A
	12.2.0
	TEI11, SIPTO
	S2

	SP-130379
	23.401
	2585
	1
	12.1.0
	Rel‑12
	Correction of Local Home Network
	approved
	F
	12.2.0
	LIMONET
	S2

	SP-130380
	23.401
	2586
	1
	12.1.0
	Rel‑12
	Correction on ISR handling for SIPTO@LN
	postponed
	F
	
	LIMONET
	S2

	SP-130379
	23.401
	2587
	1
	12.1.0
	Rel‑12
	Clarification on deactivating SIPTO@LN upon idle mode mobility
	approved
	F
	12.2.0
	LIMONET
	S2

	SP-130423
	23.402
	1162
	2
	12.1.0
	Rel‑12
	Add Interface Description of E-UTRAN-HRPD Inter-RAT SON
	approved
	B
	12.2.0
	LTE_HRPD_SON
	S2

	SP-130381
	23.402
	1166
	1
	12.1.0
	Rel‑12
	Provisioning of IARP by H-ANDSF only
	approved
	F
	12.2.0
	OPIIS
	S2

	SP-130385
	23.402
	1170
	1
	12.1.0
	Rel‑12
	Adding a recommendation on hysteresis mechanism for WORM feature
	approved
	C
	12.2.0
	WORM
	S2

	SP-130403
	23.682
	0075
	1
	11.4.0
	Rel‑11
	HSS filtering SMS-delivered device trigger message
	approved
	F
	11.5.0
	SIMTC-Reach
	S2

	CP-130514
	24.008
	2382
	3
	12.2.0
	Rel‑12
	ISR handling for SIPTO at the local network
	approved
	B
	12.3.0
	LIMONET-SIPTO
	C1

	CP-130510
	24.008
	2392
	-
	12.2.0
	Rel‑12
	Correction of conditions brought about by approval of C1-132663
	approved
	F
	12.3.0
	TEI12
	C1

	CP-130510
	24.008
	2393
	1
	12.2.0
	Rel‑12
	"Addition of cause #25 to ""abnormal cases in the MS"""
	approved
	F
	12.3.0
	TEI12
	C1

	CP-130510
	24.008
	2403
	2
	12.2.0
	Rel‑12
	Correction on encoding for Quality of Service information element
	approved
	F
	12.3.0
	TEI12
	C1

	CP-130498
	24.008
	2406
	3
	11.7.0
	Rel‑11
	Including the last used LTE PLMN ID in the EPLMN list for CSFB return
	approved
	F
	11.8.0
	SAES2-CSFB
	C1

	CP-130498
	24.008
	2407
	3
	12.2.0
	Rel‑12
	Including the last used LTE PLMN ID in the EPLMN list for CSFB return
	approved
	A
	12.3.0
	SAES2-CSFB
	C1

	CP-130510
	24.008
	2409
	1
	12.2.0
	Rel‑12
	Non-GPRS update triggered during periodic routing area update
	approved
	F
	12.3.0
	TEI12
	C1

	CP-130510
	24.008
	2413
	1
	12.2.0
	Rel‑12
	Conditions when T3346 is not running
	approved
	F
	12.3.0
	TEI12
	C1

	CP-130510
	24.008
	2416
	1
	12.2.0
	Rel‑12
	MS Class Mark3 Table numbering
	approved
	D
	12.3.0
	TEI12
	C1

	CP-130514
	24.008
	2420
	1
	12.2.0
	Rel‑12
	Service request procedure for SIPTO at the local network with stand-alone GW
	approved
	B
	12.3.0
	LIMONET-SIPTO
	C1

	CP-130514
	24.008
	2422
	1
	12.2.0
	Rel‑12
	Local home network identifier
	approved
	F
	12.3.0
	LIMONET-SIPTO
	C1

	CP-130499
	24.008
	2429
	3
	12.2.0
	Rel‑12
	Allow access to CS Services for AC 11-15 when timer T3246 is running
	approved
	A
	12.3.0
	TEI11
	C1

	CP-130499
	24.008
	2430
	3
	11.7.0
	Rel‑11
	Allow access to CS Services for AC 11-15 when timer T3246 is running
	approved
	F
	11.8.0
	TEI11
	C1

	CP-130494
	24.008
	2434
	2
	12.2.0
	Rel‑12
	Reset LAU Counter
	approved
	A
	12.3.0
	NIMTC
	C1

	CP-130494
	24.008
	2435
	2
	11.7.0
	Rel‑11
	Reset LAU Counter
	approved
	A
	11.8.0
	NIMTC
	C1

	CP-130494
	24.008
	2436
	2
	10.10.0
	Rel‑10
	Reset LAU Counter
	approved
	F
	10.11.0
	NIMTC
	C1

	CP-130510
	24.008
	2437
	1
	12.2.0
	Rel‑12
	Remove mention of starting T3246 when noT3246 timeout value was provided by the network
	approved
	F
	12.3.0
	TEI12
	C1

	CP-130510
	24.008
	2439
	1
	12.2.0
	Rel‑12
	Suitable cell search when the MS receives a reject cause code #15 or #25
	approved
	F
	12.3.0
	TEI12
	C1

	CP-130510
	24.008
	2442
	1
	12.2.0
	Rel‑12
	MS behavior for MS abnormal case in RAU procedure
	approved
	F
	12.3.0
	TEI12
	C1

	CP-130513
	24.141
	0115
	1
	11.0.0
	Rel‑12
	Updating Presence to RFC 6665
	approved
	C
	12.0.0
	UP6665
	C1

	CP-130511
	24.147
	0099
	1
	11.1.0
	Rel‑12
	User joining a conference by using a conference URI
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130511
	24.167
	0065
	2
	11.0.1
	Rel‑12
	Supplementary Services Configuration
	approved
	B
	12.0.0
	TEI12
	C1

	CP-130487
	24.182
	0073
	1
	9.8.0
	Rel‑9
	Correction of IANA registration of g.3gpp.cat
	approved
	F
	9.9.0
	eCAT-SS
	C1

	CP-130487
	24.182
	0074
	1
	10.3.0
	Rel‑10
	Correction of IANA registration of g.3gpp.cat
	approved
	A
	10.4.0
	eCAT-SS
	C1

	CP-130487
	24.182
	0075
	1
	11.0.0
	Rel‑11
	Correction of IANA registration of g.3gpp.cat
	approved
	A
	11.1.0
	eCAT-SS
	C1

	CP-130486
	24.183
	0040
	1
	9.7.0
	Rel‑9
	Correction of IANA registration of g.3gpp.cat
	approved
	F
	9.8.0
	CRS
	C1

	CP-130486
	24.183
	0041
	1
	10.4.0
	Rel‑10
	Correction of IANA registration of g.3gpp.cat
	approved
	A
	10.5.0
	CRS
	C1

	CP-130486
	24.183
	0042
	1
	11.2.0
	Rel‑11
	Correction of IANA registration of g.3gpp.cat
	approved
	A
	11.3.0
	CRS
	C1

	CP-130504
	24.229
	4574
	5
	12.1.0
	Rel‑12
	Indication of network supported services to the UE in Feature-Caps header
	approved
	B
	12.2.0
	IMSProtoc6
	C1

	CP-130504
	24.229
	4575
	6
	12.1.0
	Rel‑12
	Nonce caching handling to optimize authentication procedures
	approved
	C
	12.2.0
	IMSProtoc6
	C1

	CP-130507
	24.229
	4602
	3
	12.1.0
	Rel‑12
	Ignore a PSAP callback indicator defined in draft-ietf-ecrit-psap-callback at the UE
	approved
	B
	12.2.0
	EMC_PC
	C1

	CP-130481
	24.229
	4612
	1
	8.24.0
	Rel‑8
	Updating IMEI URN draft reference
	approved
	F
	8.25.0
	ICSRA
	C1

	CP-130481
	24.229
	4613
	1
	9.16.0
	Rel‑9
	Updating IMEI URN draft reference
	approved
	A
	9.17.0
	ICSRA
	C1

	CP-130481
	24.229
	4614
	1
	10.12.0
	Rel‑10
	Updating IMEI URN draft reference
	approved
	A
	10.13.0
	ICSRA
	C1

	CP-130481
	24.229
	4615
	1
	11.8.0
	Rel‑11
	Updating IMEI URN draft reference
	approved
	A
	11.9.0
	ICSRA
	C1

	CP-130481
	24.229
	4616
	1
	12.1.0
	Rel‑12
	Updating IMEI URN draft reference
	approved
	A
	12.2.0
	ICSRA
	C1

	CP-130513
	24.229
	4617
	1
	12.1.0
	Rel‑12
	Updating TS 24.229 to RFC 6665
	approved
	C
	12.2.0
	UP6665
	C1

	CP-130511
	24.229
	4620
	-
	12.1.0
	Rel‑12
	Clarification of Service-Route header usage
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130504
	24.229
	4621
	3
	12.1.0
	Rel‑12
	Clarifying that ISO 3166-1 alpha-2 codes are not neccesarily country codes
	approved
	F
	12.2.0
	IMSProtoc6
	C1

	CP-130512
	24.229
	4622
	2
	12.1.0
	Rel‑12
	Access via WLAN connected to EPC when WLAN is a restrictive non-3GPP access network
	approved
	B
	12.2.0
	TURAN-CT
	C1

	CP-130504
	24.229
	4623
	2
	12.1.0
	Rel‑12
	Fixing issues in RTP media security
	approved
	F
	12.2.0
	IMSProtoc6
	C1

	CP-130504
	24.229
	4626
	2
	12.1.0
	Rel‑12
	"Correct ""otherwise"" condition, causing emergency call failure or delay"
	approved
	F
	12.2.0
	IMSProtoc6
	C1

	CP-130493
	24.229
	4627
	-
	10.12.0
	Rel‑10
	Via header field handling on Privacy protection at IBCF
	approved
	F
	10.13.0
	IMSProtoc4
	C1

	CP-130493
	24.229
	4628
	-
	11.8.0
	Rel‑11
	Via header field handling on Privacy protection at IBCF
	approved
	A
	11.9.0
	IMSProtoc4
	C1

	CP-130493
	24.229
	4629
	-
	12.1.0
	Rel‑12
	Via header field handling on Privacy protection at IBCF
	approved
	A
	12.2.0
	IMSProtoc4
	C1

	CP-130483
	24.229
	4630
	-
	8.24.0
	Rel‑8
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	F
	8.25.0
	IMSProtoc2
	C1

	CP-130483
	24.229
	4631
	-
	9.16.0
	Rel‑9
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	9.17.0
	IMSProtoc2
	C1

	CP-130483
	24.229
	4632
	1
	10.12.0
	Rel‑10
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	10.13.0
	IMSProtoc2
	C1

	CP-130483
	24.229
	4633
	1
	11.8.0
	Rel‑11
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	11.9.0
	IMSProtoc2
	C1

	CP-130483
	24.229
	4634
	1
	12.1.0
	Rel‑12
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	12.2.0
	IMSProtoc2
	C1

	CP-130511
	24.229
	4635
	2
	12.1.0
	Rel‑12
	P-CSCF discovery
	approved
	C
	12.2.0
	TEI12
	C1

	CP-130511
	24.229
	4638
	2
	12.1.0
	Rel‑12
	S-CSCF matching between ICSIs and SIP request content
	approved
	C
	12.2.0
	TEI12
	C1

	CP-130504
	24.229
	4639
	1
	12.1.0
	Rel‑12
	Overload control application
	approved
	C
	12.2.0
	IMSprotoc6
	C1

	CP-130504
	24.229
	4640
	-
	12.1.0
	Rel‑12
	Correction on the supported SIP status codes profile
	approved
	F
	12.2.0
	IMSProtoc6
	C1

	CP-130511
	24.229
	4642
	1
	12.1.0
	Rel‑12
	Priority Consideration for SIP Overload Control
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130511
	24.229
	4643
	3
	12.1.0
	Rel‑12
	Switching to CS domain when the PS voice call initiation is failed due to access class barring (24.229) alternative2
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130501
	24.229
	4647
	3
	11.8.0
	Rel‑11
	Identifying the home network to TRF
	approved
	F
	11.9.0
	RAVEL-CT
	C1

	CP-130501
	24.229
	4648
	3
	12.1.0
	Rel‑12
	Identifying the home network to TRF
	approved
	A
	12.2.0
	RAVEL-CT
	C1

	CP-130500
	24.229
	4651
	1
	11.8.0
	Rel‑11
	IMS debug removal of feature
	approved
	F
	11.9.0
	OAM8-Trace
	C1

	CP-130511
	24.229
	4652
	3
	12.1.0
	Rel‑12
	Clarification on UE reaction to IP-CAN bearer changes during a VoLTE/VT call
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130512
	24.229
	4653
	2
	12.1.0
	Rel‑12
	Tunnelling over restrictive access networks IMS case
	approved
	B
	12.2.0
	TURAN-CT
	C1

	CP-130504
	24.229
	4654
	-
	12.1.0
	Rel‑12
	draft-ietf-ecrit-psap-callback reference update
	approved
	F
	12.2.0
	IMSProtoc6
	C1

	CP-130507
	24.229
	4655
	-
	12.1.0
	Rel‑12
	draft-ietf-ecrit-psap-callback reference update
	approved
	F
	12.2.0
	EMC_PC
	C1

	CP-130507
	24.229
	4656
	-
	12.1.0
	Rel‑12
	Addition of AS to profile tables
	approved
	B
	12.2.0
	EMC_PC
	C1

	CP-130488
	24.229
	4663
	2
	9.16.0
	Rel‑9
	Fixing essential issues in RTP media security
	approved
	F
	9.17.0
	MEDIASEC_CORE
	C1

	CP-130488
	24.229
	4664
	1
	10.12.0
	Rel‑10
	Fixing essential issues in RTP media security
	approved
	A
	10.13.0
	MEDIASEC_CORE
	C1

	CP-130488
	24.229
	4665
	1
	11.8.0
	Rel‑11
	Fixing essential issues in RTP media security
	approved
	A
	11.9.0
	MEDIASEC_CORE
	C1

	CP-130488
	24.229
	4666
	1
	12.1.0
	Rel‑12
	Fixing essential issues in RTP media security
	approved
	A
	12.2.0
	MEDIASEC_CORE
	C1

	CP-130482
	24.237
	0908
	2
	8.13.0
	Rel‑8
	Removing the mandate for the SCC AS to have to support PS-PS access transfer
	approved
	F
	8.14.0
	IMS-Cont
	C1

	CP-130482
	24.237
	0909
	2
	9.15.0
	Rel‑9
	Removing the mandate for the SCC AS to have to support PS-PS access transfer
	approved
	A
	9.16.0
	IMS-Cont
	C1

	CP-130482
	24.237
	0910
	2
	10.11.0
	Rel‑10
	Removing the mandate for the SCC AS to have to support PS-PS access transfer
	approved
	A
	10.12.0
	IMS-Cont
	C1

	CP-130482
	24.237
	0911
	2
	11.7.0
	Rel‑11
	Removing the mandate for the SCC AS to have to support PS-PS access transfer
	approved
	A
	11.8.0
	IMS-Cont
	C1

	CP-130482
	24.237
	0912
	2
	12.1.0
	Rel‑12
	Removing the mandate for the SCC AS to have to support PS-PS access transfer
	approved
	A
	12.2.0
	IMS-Cont
	C1

	CP-130511
	24.237
	0913
	-
	12.1.0
	Rel‑12
	T313 expiry in the MSC server
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130511
	24.237
	0914
	-
	12.1.0
	Rel‑12
	PS to CS SRVCC of calls in alerting phase - invocation condition correction
	approved
	F
	12.2.0
	TEI12, aSRVCC
	C1

	CP-130508
	24.237
	0915
	1
	12.1.0
	Rel‑12
	Removing duplicate text on DRVCC and SRVCC indicator inclusion
	approved
	F
	12.2.0
	eDRVCC
	C1

	CP-130508
	24.237
	0916
	-
	12.1.0
	Rel‑12
	DRVCC and SRVCC indicator inclusion in PS to PS access transfer and Gm control adding
	approved
	F
	12.2.0
	eDRVCC
	C1

	CP-130492
	24.237
	0917
	1
	10.11.0
	Rel‑10
	Providing Contact of far end on SRVCC
	approved
	F
	10.12.0
	IMS_SCC-SPI
	C1

	CP-130492
	24.237
	0918
	1
	11.7.0
	Rel‑11
	Providing Contact of far end on SRVCC
	approved
	A
	11.8.0
	IMS_SCC-SPI
	C1

	CP-130492
	24.237
	0919
	1
	12.1.0
	Rel‑12
	Providing Contact of far end on SRVCC
	approved
	A
	12.2.0
	IMS_SCC-SPI
	C1

	CP-130511
	24.237
	0920
	-
	12.1.0
	Rel‑12
	MSC server trough-connection and alignment with 24.008
	approved
	F
	12.2.0
	TEI12, aSRVCC
	C1

	CP-130511
	24.237
	0921
	1
	12.1.0
	Rel‑12
	ATCF server trough-connection
	approved
	F
	12.2.0
	TEI12, eSRVCC
	C1

	CP-130508
	24.237
	0922
	1
	12.1.0
	Rel‑12
	PS-CS Dual Radio access transfer scenarios
	approved
	B
	12.2.0
	eDRVCC
	C1

	CP-130508
	24.237
	0923
	-
	12.1.0
	Rel‑12
	PS to CS DRVCC - MSC server enhancements
	approved
	B
	12.2.0
	eDRVCC
	C1

	CP-130495
	24.237
	0924
	2
	10.11.0
	Rel‑10
	Dual radio MID-CALL error corrections and clarifications
	approved
	F
	10.12.0
	TEI10, IMS_SCC-SPI
	C1

	CP-130495
	24.237
	0925
	2
	11.7.0
	Rel‑11
	Dual radio MID-CALL error corrections and clarifications
	approved
	A
	11.8.0
	TEI10, IMS_SCC-SPI
	C1

	CP-130495
	24.237
	0926
	2
	12.1.0
	Rel‑12
	Dual radio MID-CALL error corrections and clarifications
	approved
	A
	12.2.0
	TEI10, IMS_SCC-SPI
	C1

	CP-130508
	24.237
	0928
	2
	12.1.0
	Rel‑12
	eDRVCC - Minor corrections and clarifications
	approved
	F
	12.2.0
	eDRVCC
	C1

	CP-130491
	24.237
	0929
	1
	10.11.0
	Rel‑10
	SRVCC support of RFC 3262
	approved
	F
	10.12.0
	aSRVCC
	C1

	CP-130491
	24.237
	0930
	1
	11.7.0
	Rel‑11
	SRVCC support of RFC 3262
	approved
	A
	11.8.0
	aSRVCC
	C1

	CP-130491
	24.237
	0931
	1
	12.1.0
	Rel‑12
	SRVCC support of RFC 3262
	approved
	A
	12.2.0
	aSRVCC
	C1

	CP-130508
	24.237
	0932
	-
	12.1.0
	Rel‑12
	Inconsistent setting of the TI flag
	approved
	F
	12.2.0
	eDRVCC
	C1

	CP-130511
	24.237
	0933
	-
	12.1.0
	Rel‑12
	Deregistration of the SC UE
	approved
	F
	12.2.0
	TEI12, IMS-cont
	C1

	CP-130511
	24.237
	0935
	1
	12.1.0
	Rel‑12
	SDP handling at ATCF
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130495
	24.237
	0937
	1
	10.11.0
	Rel‑10
	Correction for call termination procedures in the ATCF
	approved
	F
	10.12.0
	TEI10
	C1

	CP-130495
	24.237
	0938
	1
	11.7.0
	Rel‑11
	Correction for call termination procedures in the ATCF
	approved
	A
	11.8.0
	TEI10
	C1

	CP-130495
	24.237
	0939
	1
	12.1.0
	Rel‑12
	Correction for call termination procedures in the ATCF
	approved
	A
	12.2.0
	TEI10
	C1

	CP-130495
	24.237
	0940
	2
	10.11.0
	Rel‑10
	SCC AS send REFER to ATCF in case of PS to CS eSRVCC with additional call
	approved
	F
	10.12.0
	TEI10
	C1

	CP-130495
	24.237
	0941
	2
	11.7.0
	Rel‑11
	SCC AS send REFER to ATCF in case of PS to CS eSRVCC with additional call
	approved
	A
	11.8.0
	TEI10
	C1

	CP-130495
	24.237
	0942
	2
	12.1.0
	Rel‑12
	SCC AS send REFER to ATCF in case of PS to CS eSRVCC with additional call
	approved
	A
	12.2.0
	TEI10
	C1

	CP-130511
	24.237
	0947
	1
	12.1.0
	Rel‑12
	Correction for signalling flows for CS to PS SRVCC
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130511
	24.237
	0948
	1
	12.1.0
	Rel‑12
	Correction for the functionalities division of the SC UE
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130511
	24.238
	0011
	-
	11.2.0
	Rel‑12
	Correction to SIP user configuration
	approved
	F
	12.0.0
	TEI12
	C1

	CP-130489
	24.259
	0042
	1
	9.7.0
	Rel‑9
	Updating IMEI URN draft reference
	approved
	F
	9.8.0
	PAN_EPNM
	C1

	CP-130489
	24.259
	0043
	1
	10.4.0
	Rel‑10
	Updating IMEI URN draft reference
	approved
	A
	10.5.0
	PAN_EPNM
	C1

	CP-130489
	24.259
	0044
	1
	11.1.0
	Rel‑11
	Updating IMEI URN draft reference
	approved
	A
	11.2.0
	PAN_EPNM
	C1

	CP-130511
	24.292
	0274
	1
	12.0.0
	Rel‑12
	Correct service description ICS Conf.
	approved
	F
	12.1.0
	TEI12, ICSRA
	C1

	CP-130498
	24.301
	1617
	3
	11.7.0
	Rel‑11
	Control of the release of the NAS signalling connection for reject messages
	approved
	F
	11.8.0
	SAES2
	C1

	CP-130514
	24.301
	1734
	3
	12.1.0
	Rel‑12
	ISR handling for SIPTO at the local network
	approved
	B
	12.2.0
	LIMONET-SIPTO
	C1

	CP-130505
	24.301
	1755
	2
	12.1.0
	Rel‑12
	E-UTRA re-enabling after UE initiated detach for EPS services
	approved
	F
	12.2.0
	SAES3
	C1

	CP-130514
	24.301
	1761
	4
	12.1.0
	Rel‑12
	Introduce SR accept procedures for PDN connection with stand-alone GW deployment and collocated LGW deployement
	revised
	B
	
	LIMONET-SIPTO
	C1

	CP-130574
	24.301
	1761
	5
	12.1.0
	Rel‑12
	Introduce SR accept procedures for UEs with only SIPTO@LN PDN connection in stand-alone GW deployment or collocated LGW deployment
	postponed
	B
	
	LIMONET-SIPTO
	C1

	CP-130510
	24.301
	1763
	1
	12.1.0
	Rel‑12
	Correction of conditions brought about by approval of C1-132662
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130510
	24.301
	1764
	1
	12.1.0
	Rel‑12
	"Addition of cause #25 to ""abnormal cases in the UE"""
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130505
	24.301
	1765
	1
	12.1.0
	Rel‑12
	Update of EMM-REGISTERED.ATTEMPTING-TO-UPDATE definition
	approved
	F
	12.2.0
	SAES3
	C1

	CP-130510
	24.301
	1771
	2
	12.1.0
	Rel‑12
	EPS QoS GBR/MBR rate handling at the NAS interface
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130505
	24.301
	1772
	2
	12.1.0
	Rel‑12
	TAU trigger at return to LTE after CSFB cancellation
	approved
	F
	12.2.0
	SAES3-CSFB
	C1

	CP-130505
	24.301
	1775
	1
	12.1.0
	Rel‑12
	Clarification of the update type to be used in TAU Request
	approved
	F
	12.2.0
	SAES3-CSFB
	C1

	CP-130498
	24.301
	1780
	1
	12.1.0
	Rel‑12
	Control of the release of the NAS signalling connection for reject messages
	approved
	A
	12.2.0
	SAES2
	C1

	CP-130505
	24.301
	1781
	2
	12.1.0
	Rel‑12
	"TIN set to ""P-TMSI"" and inclusion of the NonceUE in the TRACKING AREA UPDATE REQUEST message"
	approved
	F
	12.2.0
	SAES3
	C1

	CP-130510
	24.301
	1783
	1
	12.1.0
	Rel‑12
	Non-EPS update triggered during periodic tracking area update
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130510
	24.301
	1786
	1
	12.1.0
	Rel‑12
	Conditions when T3346 is not running
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130514
	24.301
	1792
	1
	12.1.0
	Rel‑12
	Service request procedure for SIPTO at the local network with stand-along GW
	approved
	B
	12.2.0
	LIMONET-SIPTO
	C1

	CP-130497
	24.301
	1793
	-
	11.7.0
	Rel‑11
	Correcting requirement for including SRVCC support indicator
	approved
	F
	11.8.0
	vSRVCC-CT, TEI11
	C1

	CP-130497
	24.301
	1794
	-
	12.1.0
	Rel‑12
	Correcting requirement for including SRVCC support indicator
	approved
	A
	12.2.0
	vSRVCC-CT, TEI11
	C1

	CP-130505
	24.301
	1795
	-
	12.1.0
	Rel‑12
	Clean-up of agreed correction for failed CSFB cases
	approved
	F
	12.2.0
	SAES3-CSFB
	C1

	CP-130514
	24.301
	1796
	1
	12.1.0
	Rel‑12
	Local home network identifier
	approved
	F
	12.2.0
	LIMONET-SIPTO
	C1

	CP-130510
	24.301
	1806
	1
	12.1.0
	Rel‑12
	Suitable cell search when the UE receives a EMM cause code #15 or #25
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130510
	24.301
	1809
	1
	12.1.0
	Rel‑12
	Collision of UE behavior for UE abnormal case in TAU procedure
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130505
	24.301
	1813
	1
	12.1.0
	Rel‑12
	Handling of update status upon combined Attach abnormal failure
	approved
	F
	12.2.0
	SAES3-CSFB
	C1

	CP-130505
	24.301
	1814
	1
	12.1.0
	Rel‑12
	On NAS Security Mode control and KeNB re-keying
	approved
	C
	12.2.0
	SAES3
	C1

	CP-130505
	24.301
	1815
	-
	12.1.0
	Rel‑12
	Fixing table 4.3.2.5.2 implementation error
	approved
	F
	12.2.0
	SAES3, SAES3-CSFB
	C1

	CP-130512
	24.302
	0243
	1
	12.1.0
	Rel‑12
	Tunnelling of UE Services over Restrictive Access Networks - cleanup and editor's note resolution
	approved
	F
	12.2.0
	TURAN-CT
	C1

	CP-130509
	24.302
	0246
	2
	12.1.0
	Rel‑12
	IARP in roaming scenarios
	approved
	B
	12.2.0
	OPIIS-CT
	C1

	CP-130505
	24.312
	0131
	1
	12.1.0
	Rel‑12
	Removal of APN node from validity criteria of ISRP flow distribution rules
	approved
	F
	12.2.0
	SAES3-non3GPP
	C1

	CP-130505
	24.312
	0132
	-
	12.1.0
	Rel‑12
	OMA DM commands modifying several nodes at once
	approved
	F
	12.2.0
	SAES3-non3GPP
	C1

	CP-130510
	24.312
	0133
	-
	12.1.0
	Rel‑12
	Occurrences of ISRP place holder node
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130505
	24.312
	0137
	4
	12.1.0
	Rel‑12
	Clarification of the ValidityArea node in the Policy node
	approved
	F
	12.2.0
	SAES3-non3GPP
	C1

	CP-130505
	24.312
	0138
	4
	12.1.0
	Rel‑12
	Clarification of the TimeOfDay node in the ISMP rule
	approved
	F
	12.2.0
	SAES3-non3GPP
	C1

	CP-130505
	24.312
	0139
	1
	12.1.0
	Rel‑12
	Definition of empty node
	approved
	F
	12.2.0
	SAES3-non3GPP
	C1

	CP-130505
	24.312
	0140
	-
	12.1.0
	Rel‑12
	ISRP terminology correction
	approved
	F
	12.2.0
	SAES3-non3GPP
	C1

	CP-130506
	24.341
	0051
	1
	12.1.0
	Rel‑12
	SM Submit Report for MSISDN less operation
	approved
	B
	12.2.0
	SMSMI-CT
	C1

	CP-130506
	24.341
	0052
	1
	12.1.0
	Rel‑12
	New feature-caps header field
	approved
	B
	12.2.0
	SMSMI-CT
	C1

	CP-130506
	24.341
	0053
	1
	12.1.0
	Rel‑12
	Procedures for Feature-Caps header field
	approved
	B
	12.2.0
	SMSMI-CT
	C1

	CP-130506
	24.341
	0054
	1
	12.1.0
	Rel‑12
	Correlation ID in XML
	approved
	B
	12.2.0
	SMSMI-CT
	C1

	CP-130506
	24.341
	0055
	1
	12.1.0
	Rel‑12
	Procedure for Correlation ID
	approved
	B
	12.2.0
	SMSMI-CT
	C1

	CP-130506
	24.341
	0056
	-
	12.1.0
	Rel‑12
	Editorial correction IANA section
	approved
	D
	12.2.0
	SMSMI-CT
	C1

	CP-130496
	24.390
	0018
	2
	11.3.0
	Rel‑11
	Ambiguous reference to encoding of the language value in XML body
	approved
	F
	11.4.0
	USSI
	C1

	CP-130484
	24.504
	0044
	-
	8.17.0
	Rel‑8
	Update reference
	approved
	F
	8.18.0
	MAINT_R2
	C1

	CP-130513
	24.604
	0114
	-
	12.0.0
	Rel‑12
	Updating Call Diversion to RFC 6665
	approved
	C
	12.1.0
	UP6665
	C1

	CP-130484
	24.604
	0115
	-
	8.14.0
	Rel‑8
	Update reference
	approved
	F
	8.15.0
	MAINT_R2
	C1

	CP-130484
	24.604
	0116
	-
	9.11.0
	Rel‑9
	Update reference
	approved
	A
	9.12.0
	MAINT_R2
	C1

	CP-130484
	24.604
	0117
	-
	10.6.0
	Rel‑10
	Update reference
	approved
	A
	10.7.0
	MAINT_R2
	C1

	CP-130484
	24.604
	0118
	-
	11.6.0
	Rel‑11
	Update reference
	approved
	A
	11.7.0
	MAINT_R2
	C1

	CP-130484
	24.604
	0119
	-
	12.0.0
	Rel‑12
	Update reference
	approved
	A
	12.1.0
	MAINT_R2
	C1

	CP-130507
	24.604
	0125
	-
	12.0.0
	Rel‑12
	draft-ietf-ecrit-psap-callback reference update
	approved
	F
	12.1.0
	EMC_PC
	C1

	CP-130507
	24.605
	0016
	-
	12.0.0
	Rel‑12
	draft-ietf-ecrit-psap-callback reference update
	approved
	F
	12.1.0
	EMC_PC
	C1

	CP-130485
	24.610
	0023
	2
	8.5.0
	Rel‑8
	Call Hold Bandwidth Management
	approved
	F
	8.6.0
	TEI8
	C1

	CP-130485
	24.610
	0024
	2
	9.2.0
	Rel‑9
	Call Hold Bandwidth Management
	approved
	A
	9.3.0
	TEI8
	C1

	CP-130485
	24.610
	0025
	2
	10.1.0
	Rel‑10
	Call Hold Bandwidth Management
	approved
	A
	10.2.0
	TEI8
	C1

	CP-130485
	24.610
	0026
	2
	11.2.0
	Rel‑11
	Call Hold Bandwidth Management
	approved
	A
	11.3.0
	TEI8
	C1

	CP-130485
	24.610
	0027
	2
	12.0.0
	Rel‑12
	Call Hold Bandwidth Management
	approved
	A
	12.1.0
	TEI8
	C1

	CP-130507
	24.610
	0028
	-
	12.0.0
	Rel‑12
	draft-ietf-ecrit-psap-callback reference update
	approved
	F
	12.1.0
	EMC_PC
	C1

	CP-130507
	24.611
	0035
	-
	12.0.0
	Rel‑12
	draft-ietf-ecrit-psap-callback reference update
	approved
	F
	12.1.0
	EMC_PC
	C1

	CP-130511
	24.623
	0034
	2
	12.1.0
	Rel‑12
	Supplementary Services Configuration fallback procedure
	approved
	C
	12.2.0
	TEI12
	C1

	CP-130504
	24.628
	0042
	3
	12.0.0
	Rel‑12
	Screening of OPTIONS's response content
	approved
	B
	12.1.0
	IMSProtoc6
	C1

	CP-130511
	24.629
	0024
	2
	12.0.0
	Rel‑12
	Blind and Assured Transfer description
	approved
	B
	12.1.0
	TEI12
	C1

	CP-130507
	24.629
	0025
	-
	12.0.0
	Rel‑12
	draft-ietf-ecrit-psap-callback reference update
	approved
	F
	12.1.0
	EMC_PC
	C1

	CP-130513
	24.642
	0086
	-
	11.4.0
	Rel‑12
	Updating TS 24.642 to RFC 6665
	approved
	C
	12.0.0
	UP6665
	C1

	RP-131280
	25.101
	0982
	1
	9.12.0
	Rel‑9
	CM and MPR for DC-HSUPA with 16QAM
	approved
	F
	9.13.0
	RANimp-DC_HSUPA
	R4

	RP-131304
	25.101
	0983
	1
	11.6.0
	Rel‑11
	Introduction of UE demodulation performance requirements for Multiflow HSDPA
	approved
	B
	11.7.0
	HSDPA_MFTX-Perf
	R4

	RP-131304
	25.101
	0984
	1
	11.6.0
	Rel‑11
	Introduction of UE CQI reporting performance requirements for Multiflow HSDPA
	approved
	B
	11.7.0
	HSDPA_MFTX-Perf
	R4

	RP-131280
	25.101
	0986
	-
	10.9.0
	Rel‑10
	CM and MPR for DC-HSUPA with 16QAM
	approved
	A
	10.10.0
	RANimp-DC_HSUPA
	R4

	RP-131280
	25.101
	0987
	-
	11.6.0
	Rel‑11
	CM and MPR for DC-HSUPA with 16QAM
	approved
	A
	11.7.0
	RANimp-DC_HSUPA
	R4

	RP-131280
	25.101
	0988
	-
	12.0.0
	Rel‑12
	CM and MPR for DC-HSUPA with 16QAM
	approved
	A
	12.1.0
	RANimp-DC_HSUPA
	R4

	RP-131304
	25.101
	0989
	-
	12.0.0
	Rel‑12
	Introduction of UE demodulation performance requirements for Multiflow HSDPA
	approved
	A
	12.1.0
	HSDPA_MFTX-Perf
	R4

	RP-131304
	25.101
	0990
	-
	12.0.0
	Rel‑12
	Introduction of UE CQI reporting performance requirements for Multiflow HSDPA
	approved
	A
	12.1.0
	HSDPA_MFTX-Perf
	R4

	RP-131289
	25.104
	0656
	-
	11.6.0
	Rel‑11
	Updates to requirements for BS capable of multi-band operation
	approved
	F
	11.7.0
	MB_MSR_RF-Perf
	R4

	RP-131289
	25.104
	0657
	-
	12.0.0
	Rel‑12
	Updates to requirements for BS capable of multi-band operation
	approved
	A
	12.1.0
	MB_MSR_RF-Perf
	R4

	RP-131293
	25.104
	0658
	-
	11.6.0
	Rel‑11
	Correction on TX-RX sepration for TS 25.104 (R11)
	approved
	F
	11.7.0
	TEI11
	R4

	RP-131283
	25.104
	0659
	1
	11.6.0
	Rel‑11
	Co-location requirements for protection of E-UTRA Medium Range BS
	approved
	F
	11.7.0
	medBS_class_LTE_MSR-Core
	R4

	RP-131293
	25.104
	0660
	-
	12.0.0
	Rel‑12
	Correction on TX-RX sepration for TS 25.104 (R12)
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131283
	25.104
	0661
	-
	12.0.0
	Rel‑12
	Co-location requirements for protection of E-UTRA Medium Range BS
	approved
	F
	12.1.0
	medBS_class_LTE_MSR-Core
	R4

	RP-131288
	25.104
	0662
	1
	11.6.0
	Rel‑11
	Introduction of BS demodulation performance requirements for HSUPA MIMO
	approved
	B
	11.7.0
	MIMO_64QAM_HSUPA-Perf
	R4

	RP-131288
	25.104
	0663
	-
	12.0.0
	Rel‑12
	Introduction of BS demodulation performance requirements for HSUPA MIMO
	approved
	A
	12.1.0
	MIMO_64QAM_HSUPA-Perf
	R4

	RP-131289
	25.105
	0304
	-
	11.4.0
	Rel‑11
	Updates to requirements for BS capable of multi-band operation
	approved
	F
	11.5.0
	MB_MSR_RF-Perf
	R4

	RP-131286
	25.133
	1288
	-
	11.5.0
	Rel‑11
	Testcase for reselection to E-UTRA with Measurement Occasions
	approved
	F
	11.6.0
	Cell_FACH_enh-Perf
	R4

	RP-131293
	25.133
	1289
	1
	11.5.0
	Rel‑11
	Inter-frequency measurement requirements without CM for MC-HSPA with DRX
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131293
	25.133
	1290
	-
	12.0.0
	Rel‑12
	Inter-frequency measurement requirements without CM for MC-HSPA with DRX
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131293
	25.133
	1293
	-
	11.5.0
	Rel‑11
	Requirements for Inter-RAT WB-RSRQ
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131293
	25.133
	1294
	-
	12.0.0
	Rel‑12
	Requirements for Inter-RAT WB-RSRQ
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131293
	25.133
	1295
	-
	11.5.0
	Rel‑11
	Square brackets removal of RSRQ based cell reselction testing
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131293
	25.133
	1296
	-
	12.0.0
	Rel‑12
	Square brackets removal of RSRQ based cell reselction testing
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131303
	25.133
	1297
	-
	12.0.0
	Rel‑12
	Part I RRM tests: Inter-RAT RSRP measurement accuracy tests
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	25.133
	1299
	-
	12.0.0
	Rel‑12
	Part I RRM tests: Inter-RAT RSRQ measurement accuracy tests
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131286
	25.133
	1300
	-
	11.5.0
	Rel‑11
	Introduction of test cases for E-UTRA reselection in CELL_FACH
	approved
	B
	11.6.0
	Cell_FACH_enh-Perf
	R4

	RP-131286
	25.133
	1301
	-
	12.0.0
	Rel‑12
	Introduction of test cases for E-UTRA reselection in CELL_FACH
	approved
	A
	12.1.0
	Cell_FACH_enh-Perf
	R4

	RP-131293
	25.133
	1302
	-
	11.5.0
	Rel‑11
	Correction to misplaced clause and clause headings for E-UTRA and GSM reselection
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131293
	25.133
	1303
	-
	12.0.0
	Rel‑12
	Correction to misplaced clause and clause headings for E-UTRA and GSM reselection
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131286
	25.133
	1304
	-
	11.5.0
	Rel‑11
	Introduction of test cases for network controlled E-UTRA measurement reporting in CELL_FACH
	approved
	B
	11.6.0
	Cell_FACH_enh-Perf
	R4

	RP-131286
	25.133
	1305
	-
	12.0.0
	Rel‑12
	Introduction of test cases for network controlled E-UTRA measurement reporting in CELL_FACH
	approved
	A
	12.1.0
	Cell_FACH_enh-Perf
	R4

	RP-131286
	25.133
	1306
	-
	11.5.0
	Rel‑11
	Introduction of test cases for UTRA reselection with DRX and 2nd DRX in CELL_FACH
	approved
	B
	11.6.0
	Cell_FACH_enh-Perf
	R4

	RP-131286
	25.133
	1307
	-
	12.0.0
	Rel‑12
	Introduction of test cases for UTRA reselection with DRX and 2nd DRX in CELL_FACH
	approved
	A
	12.1.0
	Cell_FACH_enh-Perf
	R4

	RP-131293
	25.141
	0652
	-
	11.5.0
	Rel‑11
	Correction on TX-RX sepration for TS 25.141 (R11)
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131283
	25.141
	0654
	1
	11.5.0
	Rel‑11
	Co-location requirements for protection of E-UTRA Medium Range BS
	approved
	F
	11.6.0
	medBS_class_LTE_MSR-Core
	R4

	RP-131293
	25.141
	0655
	-
	12.0.0
	Rel‑12
	Correction on TX-RX sepration for TS 25.141 (R12)
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131283
	25.141
	0656
	-
	12.0.0
	Rel‑12
	Co-location requirements for protection of E-UTRA Medium Range BS
	approved
	F
	12.1.0
	medBS_class_LTE_MSR-Core
	R4

	RP-131293
	25.141
	0657
	1
	11.5.0
	Rel‑11
	Correction on Base station maximum output power for TS 25.141 (R11)
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131293
	25.141
	0658
	-
	12.0.0
	Rel‑12
	Correction on Base station maximum output power for TS 25.141 (R12)
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131287
	25.141
	0659
	1
	11.5.0
	Rel‑11
	Introduction of MIMO mode with 4 transmit antennas
	approved
	B
	11.6.0
	4Tx_HSDPA-Perf
	R4

	RP-131288
	25.141
	0660
	1
	11.5.0
	Rel‑11
	Introduction of BS demodulation performance requirements for HSUPA MIMO
	approved
	B
	11.6.0
	MIMO_64QAM_HSUPA-Perf
	R4

	RP-131287
	25.141
	0661
	-
	12.0.0
	Rel‑12
	Introduction of MIMO mode with 4 transmit antennas
	approved
	A
	12.1.0
	4Tx_HSDPA-Perf
	R4

	RP-131288
	25.141
	0662
	-
	12.0.0
	Rel‑12
	Introduction of BS demodulation performance requirements for HSUPA MIMO
	approved
	A
	12.1.0
	MIMO_64QAM_HSUPA-Perf
	R4

	RP-131245
	25.212
	0321
	-
	11.5.0
	Rel‑11
	Correction of HS-SCCH type 4 order
	approved
	F
	11.6.0
	4Tx_HSDPA-Core
	R1

	RP-131247
	25.214
	0709
	-
	11.6.0
	Rel‑11
	Corrections to Discontinuous downlink reception when the UE is in Multiflow mode
	approved
	F
	11.7.0
	HSDPA_MFTX-Core
	R1

	RP-131246
	25.214
	0710
	-
	11.6.0
	Rel‑11
	Random Access Procedure
	approved
	F
	11.7.0
	Cell_FACH_enh-Core
	R1

	RP-131313
	25.304
	0360
	-
	11.3.0
	Rel‑11
	Correction to autonomous CSG search function on intra-frequency
	approved
	F
	11.4.0
	HNB-supp, TEI11
	R2

	RP-131311
	25.306
	0433
	-
	11.6.0
	Rel‑11
	Introduction of UE capability signalling for wideband RSRQ measurements
	approved
	F
	11.7.0
	LTE-L23, TEI11
	R2

	RP-131317
	25.306
	0434
	-
	11.6.0
	Rel‑11
	Introduction of non-contiguous multi-cell with MIMO
	postponed
	C
	
	NC_4C_HSDPA-Core
	R2

	RP-131317
	25.306
	0437
	1
	11.6.0
	Rel‑11
	Introduction of non-contiguous Multiflow with MIMO
	postponed
	C
	
	HSDPA_MFTX-Core, NC_4C_HSDPA-Core
	R2

	RP-131310
	25.308
	0150
	-
	11.5.0
	Rel‑11
	Removal of FFS and notes in HSDPA stage 2 description
	approved
	F
	11.6.0
	HSDPA-L23, RANimp-CPC, TEI11
	R2

	RP-131317
	25.308
	0151
	-
	11.5.0
	Rel‑11
	Introduction of non-contiguous multi-cell with MIMO
	postponed
	C
	
	NC_4C_HSDPA-Core
	R2

	RP-131317
	25.308
	0152
	-
	11.5.0
	Rel‑11
	Introduction of non-contiguous Multiflow with MIMO
	postponed
	C
	
	HSDPA_MFTX-Core, NC_4C_HSDPA-Core
	R2

	RP-131310
	25.319
	0110
	-
	11.6.0
	Rel‑11
	Removal of FFS and TBD in Enhanced Uplink stage 2 description
	approved
	F
	11.7.0
	EDCH-L23, TEI11
	R2

	RP-131313
	25.331
	5434
	1
	10.12.0
	Rel‑10
	Clarification of MAC header combination when MAC-i/is is configured
	approved
	F
	10.13.0
	RANimp-UplinkL2dataRates, TEI10
	R2

	RP-131313
	25.331
	5435
	-
	11.6.0
	Rel‑11
	Clarification of MAC header combination when MAC-i/is is configured
	approved
	A
	11.7.0
	RANimp-UplinkL2dataRates, TEI10
	R2

	RP-131320
	25.331
	5438
	-
	11.6.0
	Rel‑11
	Editorial corrections for 25.331 RRC specification
	approved
	D
	11.7.0
	TEI11
	R2

	RP-131320
	25.331
	5441
	-
	11.6.0
	Rel‑11
	Clarification on Deferred Measurement Control Reading
	approved
	F
	11.7.0
	TEI11
	R2

	RP-131314
	25.331
	5442
	1
	9.15.0
	Rel‑9
	Physical Channel establishment and Radio Link Failure on the secondary uplink frequency
	approved
	F
	9.16.0
	RANimp-DC_HSUPA
	R2

	RP-131314
	25.331
	5443
	1
	10.12.0
	Rel‑10
	Physical Channel establishment and Radio Link Failure on the secondary uplink frequency
	approved
	A
	10.13.0
	RANimp-DC_HSUPA
	R2

	RP-131314
	25.331
	5444
	1
	11.6.0
	Rel‑11
	Physical Channel establishment and Radio Link Failure on the secondary uplink frequency
	approved
	A
	11.7.0
	RANimp-DC_HSUPA
	R2

	RP-131316
	25.331
	5447
	1
	11.6.0
	Rel‑11
	Correction of description for PRACH selection when æweightÆ is in use
	approved
	F
	11.7.0
	Cell_FACH_enh-Core
	R2

	RP-131316
	25.331
	5449
	1
	11.6.0
	Rel‑11
	Correction of concurrent deployment of 2ms and 10ms TTI
	approved
	F
	11.7.0
	Cell_FACH_enh-Core
	R2

	RP-131316
	25.331
	5450
	-
	11.6.0
	Rel‑11
	Correction for SIB7 reading and 2nd DRX in CELL_FACH
	approved
	F
	11.7.0
	Cell_FACH_enh-Core
	R2

	RP-131311
	25.331
	5451
	-
	11.6.0
	Rel‑11
	Introduction of UE capability signalling for wideband RSRQ measurements
	approved
	F
	11.7.0
	LTE-L23, TEI11
	R2

	RP-131317
	25.331
	5452
	-
	11.6.0
	Rel‑11
	Introduction of non-contiguous multi-cell with MIMO
	postponed
	C
	
	NC_4C_HSDPA-Core
	R2

	RP-131313
	25.331
	5454
	-
	11.6.0
	Rel‑11
	Delete Access Class barred List, DSAC and PPAC information upon SRNS relocation
	approved
	F
	11.7.0
	TEI11, PPACR, SIMTC-RAN_OC-Core
	R2

	RP-131320
	25.331
	5466
	-
	11.6.0
	Rel‑11
	Expand the EUTRA measurement capability list
	approved
	C
	11.7.0
	TEI11
	R2

	RP-131312
	25.331
	5467
	1
	10.12.0
	Rel‑10
	Further corrections on MFBI related issues
	postponed
	F
	
	TEI10, LTE-RF
	R2

	RP-131312
	25.331
	5468
	1
	11.6.0
	Rel‑11
	Further corrections on MFBI related issues
	postponed
	A
	
	TEI10, LTE-RF
	R2

	RP-131317
	25.331
	5469
	-
	11.6.0
	Rel‑11
	Introduction of non-contiguous Multiflow with MIMO
	postponed
	C
	
	HSDPA_MFTX-Core, NC_4C_HSDPA-Core
	R2

	RP-131310
	25.331
	5470
	2
	9.15.0
	Rel‑9
	Applying MAC-hs/ehs reset for state transition
	approved
	F
	9.16.0
	RANimp-EnhState, TEI9
	R2

	RP-131310
	25.331
	5471
	2
	10.12.0
	Rel‑10
	Applying MAC-hs/ehs reset for state transition
	approved
	F
	10.13.0
	RANimp-EnhState, TEI10
	R2

	RP-131310
	25.331
	5472
	2
	11.6.0
	Rel‑11
	Applying MAC-hs/ehs reset for state transition
	approved
	A
	11.7.0
	RANimp-EnhState, TEI10
	R2

	RP-131180
	25.423
	1803
	1
	11.5.0
	Rel‑11
	Correct Criticality of UL MIMO DL Control Channel Information  
	approved
	F
	11.6.0
	MIMO_64QAM_HSUPA-Core
	R3

	RP-131180
	25.433
	2002
	1
	11.5.0
	Rel‑11
	Correct Criticality of UL MIMO DL Control Channel Information        
	approved
	F
	11.6.0
	MIMO_64QAM_HSUPA-Core
	R3

	RP-131180
	25.433
	2007
	-
	11.5.0
	Rel‑11
	Clarification on flexible MAC-d PDU size in abnormal conditions
	approved
	F
	11.6.0
	4Tx_HSDPA-Core
	R3

	RP-131183
	25.467
	0204
	-
	11.3.0
	Rel‑11
	Correction of HNB Verification
	approved
	F
	11.4.0
	TEI11
	R3

	RP-131183
	25.467
	0205
	-
	11.3.0
	Rel‑11
	Correction for the reference model
	approved
	F
	11.4.0
	TEI11
	R3

	SP-130355
	26.114
	0255
	1
	12.2.0
	Rel‑12
	Procedures for selecting the media sending rate
	approved
	C
	12.3.0
	E2EMTSI
	S4

	SP-130352
	26.114
	0257
	2
	12.2.0
	Rel‑12
	Complementing Definition of CVO Angle
	approved
	D
	12.3.0
	CVO
	S4

	SP-130351
	26.114
	0258
	-
	11.7.0
	Rel‑11
	Correction of DTMF handling
	approved
	F
	11.8.0
	TEI11
	S4

	SP-130351
	26.114
	0259
	-
	12.2.0
	Rel‑12
	Correction of DTMF handling
	approved
	A
	12.3.0
	TEI11
	S4

	SP-130352
	26.114
	0260
	-
	12.2.0
	Rel‑12
	Correction to CVO
	approved
	F
	12.3.0
	CVO
	S4

	SP-130345
	26.237
	0075
	1
	9.10.0
	Rel‑9
	Corrections on SDP Attributes
	approved
	F
	9.11.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-130345
	26.237
	0076
	1
	10.7.0
	Rel‑10
	Corrections on SDP Attributes
	approved
	A
	10.8.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-130345
	26.237
	0077
	1
	11.1.0
	Rel‑11
	Corrections on SDP Attributes
	approved
	A
	11.2.0
	IMS_PSS_MBMS_US_EXT
	S4

	SP-130356
	26.237
	0078
	2
	11.1.0
	Rel‑12
	Missing IANA Registration Information and Corrections on SDP Attributes
	approved
	F
	12.0.0
	TEI12
	S4

	SP-130353
	26.237
	0079
	1
	11.1.0
	Rel‑12
	Blending of IMS-based Presence and DASH
	approved
	C
	12.0.0
	IMS_SDE
	S4

	SP-130353
	26.237
	0080
	-
	11.1.0
	Rel‑12
	IMS-based MBMS File Repair
	approved
	B
	12.0.0
	IMS_SDE
	S4

	SP-130352
	26.244
	0050
	-
	12.0.0
	Rel‑12
	Indication of CVO in Codecs Parameter
	approved
	F
	12.1.0
	CVO
	S4

	SP-130354
	26.245
	0003
	1
	11.0.0
	Rel‑12
	3D timed text
	approved
	B
	12.0.0
	M3DV_Ext
	S4

	SP-130354
	26.247
	0035
	-
	11.3.0
	Rel‑12
	3D Video Disparity Range and 3D Video Display Information Descriptor Schemes
	approved
	B
	12.0.0
	M3DV_Ext
	S4

	SP-130347
	26.247
	0036
	-
	10.4.0
	Rel‑10
	Corrections to DASH
	approved
	F
	10.5.0
	HTTP_SDS
	S4

	SP-130350
	26.247
	0037
	-
	11.3.0
	Rel‑11
	Corrections to DASH
	approved
	F
	11.4.0
	M3DV
	S4

	SP-130349
	26.346
	0327
	-
	11.5.0
	Rel‑11
	Correction to Reception Reporting Aggregation postReceptionReport timer calculation
	approved
	F
	11.6.0
	EMM-DDE
	S4

	SP-130346
	26.346
	0328
	-
	9.11.0
	Rel‑9
	Essential Correction to Schedule Fragment MIME Type
	approved
	F
	9.12.0
	PMA-MBS_Ext
	S4

	SP-130346
	26.346
	0329
	-
	10.8.0
	Rel‑10
	Essential Correction to Schedule Fragment MIME Type
	approved
	A
	10.9.0
	PMA-MBS_Ext
	S4

	SP-130346
	26.346
	0330
	-
	11.5.0
	Rel‑11
	Essential Correction to Schedule Fragment MIME Type
	approved
	A
	11.6.0
	PMA-MBS_Ext
	S4

	SP-130348
	26.346
	0331
	3
	10.8.0
	Rel‑10
	Essential Corrections of DASH over MBMS
	approved
	F
	10.9.0
	MBS_Enh
	S4

	SP-130348
	26.346
	0332
	1
	11.5.0
	Rel‑11
	Essential Corrections of DASH over MBMS
	approved
	A
	11.6.0
	MBS_Enh
	S4

	SP-130354
	26.430
	0002
	1
	11.0.0
	Rel‑12
	3D timed graphic
	approved
	B
	12.0.0
	M3DV_Ext
	S4

	CP-130510
	27.007
	0413
	-
	12.1.0
	Rel‑12
	+CCSFB informative example correction
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130502
	27.007
	0414
	1
	11.7.0
	Rel‑11
	+CDEFMP error response
	approved
	F
	11.8.0
	ATURI
	C1

	CP-130502
	27.007
	0415
	1
	12.1.0
	Rel‑12
	+CDEFMP error response
	approved
	A
	12.2.0
	ATURI
	C1

	CP-130510
	27.007
	0416
	-
	12.1.0
	Rel‑12
	+CPOS and +CPOSR Enhancements for LTE ECID and OTDOA
	approved
	B
	12.2.0
	TEI12
	C1

	SP-130441
	28.628
	0005
	-
	11.2.0
	Rel‑11
	CR Rel‑11 28.628 Add missing Object class id for SONPolicy IOCs
	approved
	F
	11.3.0
	OAM-FMC-IRP
	S5

	SP-130441
	28.629
	0003
	1
	11.1.0
	Rel‑11
	CR Rel‑11 28.629 Add missing Object class id for SONPolicy IOCs
	approved
	F
	11.2.0
	OAM-FMC-IRP
	S5

	SP-130433
	28.652
	0002
	1
	11.1.0
	Rel‑11
	28.652 UTRAN NRM Correction of wrong import references
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130433
	28.653
	0002
	1
	11.1.1
	Rel‑11
	28.653 UTRAN NRM SS Correction of wrong import references and name space identifiers
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130433
	28.661
	0001
	3
	11.0.0
	Rel‑11
	CR R11 28.661 Add missing Repeater Object requirements definitions
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130433
	28.662
	0001
	3
	11.0.0
	Rel‑11
	CR R11 28.662 Add missing Repeater Object IS definitions
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130433
	28.663
	0001
	1
	11.0.0
	Rel‑11
	CR R11 28.663 Add missing Repeater Object SS definitions
	approved
	F
	11.1.0
	OAM11
	S5

	SP-130433
	28.732
	0001
	1
	11.0.0
	Rel‑11
	CR on 28732 - Removal of wrong and redundant modelling statements
	approved
	F
	11.1.0
	OAM11
	S5

	CP-130469
	29.002
	1130
	2
	12.1.0
	Rel‑12
	SMS for IMS UE to IMS UE without MSISDN
	approved
	B
	12.2.0
	SMSMI-CT
	C4

	CP-130446
	29.002
	1148
	1
	11.7.0
	Rel‑11
	Returning to former LTE PLMN after CSFB
	approved
	F
	11.8.0
	TEI11
	C4

	CP-130446
	29.002
	1149
	2
	12.1.0
	Rel‑12
	Returning to former LTE PLMN after CSFB
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130463
	29.002
	1150
	2
	12.1.0
	Rel‑12
	CancelLocation requesting reattach
	approved
	B
	12.2.0
	TEI12
	C4

	CP-130440
	29.002
	1151
	-
	9.11.0
	Rel‑9
	Subscribed RFSP index for Gn SGSNs
	approved
	F
	9.12.0
	TEI9
	C4

	CP-130456
	29.002
	1152
	2
	12.1.0
	Rel‑12
	Complements for Gdd support
	approved
	B
	12.2.0
	Dia_SGSN_SMS
	C4

	CP-130462
	29.002
	1153
	1
	12.1.0
	Rel‑12
	GERAN Iu Mode
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130438
	29.002
	1154
	1
	8.20.0
	Rel‑8
	Addition of Missing Supported Features
	approved
	F
	8.21.0
	TEI8
	C4

	CP-130438
	29.002
	1155
	1
	9.11.0
	Rel‑9
	Addition of Missing Supported Features
	approved
	F
	9.12.0
	TEI9
	C4

	CP-130438
	29.002
	1156
	1
	10.9.0
	Rel‑10
	Addition of Missing Supported Features
	approved
	F
	10.10.0
	TEI10
	C4

	CP-130438
	29.002
	1157
	1
	11.7.0
	Rel‑11
	Addition of Missing Supported Features
	approved
	F
	11.8.0
	TEI11
	C4

	CP-130438
	29.002
	1158
	2
	12.1.0
	Rel‑12
	Addition of Missing Supported Features
	approved
	A
	12.2.0
	TEI11
	C4

	CP-130445
	29.002
	1159
	-
	11.7.0
	Rel‑11
	ASN.1 module version update
	approved
	F
	11.8.0
	TEI11
	C4

	CP-130445
	29.002
	1160
	-
	12.1.0
	Rel‑12
	ASN.1 module version update
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130467
	29.002
	1161
	1
	12.1.0
	Rel‑12
	Enforcing access restriction during I-RAT RAU/TAU procedures
	approved
	B
	12.2.0
	TEI12
	C4

	CP-130510
	29.018
	0123
	-
	12.1.0
	Rel‑12
	Move text on state transition without signaling to new dedicated clause
	approved
	D
	12.2.0
	TEI12
	C1

	CP-130510
	29.018
	0129
	2
	12.1.0
	Rel‑12
	Implicit IMSI detach triggering criteria
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130467
	29.060
	0950
	2
	12.1.0
	Rel‑12
	Clarification of Aggregate Maximum Bit Rate (AMBR) terms
	approved
	B
	12.2.0
	TEI12
	C4

	CP-130467
	29.060
	0950
	2
	12.1.0
	Rel‑12
	Enforcing access restriction during I-RAT RAU/TAU procedures
	approved
	B
	12.2.0
	TEI12
	C4

	CP-130442
	29.060
	0958
	2
	10.8.0
	Rel‑10
	Correction to the condition of inclusion of the RAT Type IE
	approved
	F
	10.9.0
	TEI10
	C4

	CP-130442
	29.060
	0959
	2
	11.7.0
	Rel‑11
	Correction to the condition of inclusion of the RAT Type IE
	approved
	A
	11.8.0
	TEI10
	C4

	CP-130442
	29.060
	0960
	2
	12.1.0
	Rel‑12
	Correction to the condition of inclusion of the RAT Type IE
	approved
	A
	12.2.0
	TEI10
	C4

	CP-130453
	29.060
	0961
	2
	12.1.0
	Rel‑12
	SIPTO at the Local Network introduction of Local home network ID
	approved
	B
	12.2.0
	LIMONET-SIPTO
	C4

	CP-130462
	29.060
	0962
	1
	12.1.0
	Rel‑12
	GERAN Iu Mode
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130449
	29.060
	0963
	2
	11.7.0
	Rel‑11
	ULI Timestamp IE format
	approved
	F
	11.8.0
	NWK-PL2IMS-CT
	C4

	CP-130449
	29.060
	0964
	2
	12.1.0
	Rel‑12
	ULI Timestamp IE format
	approved
	A
	12.2.0
	NWK-PL2IMS-CT
	C4

	CP-130557
	29.061
	0424
	1
	12.2.0
	Rel‑12
	New MBMS session re-establishment indicator
	approved
	B
	12.3.0
	eMBMS_Rest
	C3

	CP-130505
	29.118
	0276
	-
	12.1.0
	Rel‑12
	General description for UE fallback supervision procedure
	approved
	F
	12.2.0
	SAES3-CSFB
	C1

	CP-130505
	29.118
	0277
	2
	12.1.0
	Rel‑12
	Re-paging for MT CSFB call at VLR
	approved
	F
	12.2.0
	SAES3-CSFB
	C1

	CP-130505
	29.118
	0278
	1
	12.1.0
	Rel‑12
	MME handling when receiving paging at the SGs-NULL
	approved
	F
	12.2.0
	SAES3-CSFB
	C1

	CP-130505
	29.118
	0279
	2
	12.1.0
	Rel‑12
	Handling the collision of call services
	approved
	F
	12.2.0
	SAES3-CSFB
	C1

	CP-130505
	29.118
	0283
	2
	12.1.0
	Rel‑12
	CSFB supervision via timer Ts5/Ts14 and CFNRy/CRNRc handling
	approved
	F
	12.2.0
	SAES3-CSFB
	C1

	CP-130510
	29.118
	0284
	2
	12.1.0
	Rel‑12
	Implicit IMSI detach triggering criteria
	approved
	F
	12.2.0
	TEI12
	C1

	CP-130568
	29.118
	0290
	3
	12.1.0
	Rel‑12
	Handling of VLR failure without restart during MO-SMS procedure
	revised
	F
	
	SAES3-CSFB
	C1

	CP-130573
	29.118
	0290
	4
	12.1.0
	Rel‑12
	Handling of VLR failure without restart during MO-SMS procedure
	approved
	F
	12.2.0
	SAES3-CSFB
	C1

	CP-130498
	29.118
	0291
	1
	11.7.0
	Rel‑11
	Clarification on SS code used in the Paging message
	approved
	F
	11.8.0
	SAES2-CSFB
	C1

	CP-130498
	29.118
	0292
	1
	12.1.0
	Rel‑12
	Clarification on SS code used in the Paging message
	approved
	A
	12.2.0
	SAES2-CSFB
	C1

	CP-130490
	29.118
	0293
	1
	9.8.0
	Rel‑9
	State of SGs association in the MME for emergency CSFB
	revised
	F
	
	TEI9
	C1

	CP-130522
	29.118
	0293
	2
	9.8.0
	Rel‑9
	State of SGs association in the MME for emergency CSFB
	approved
	F
	9.9.0
	TEI9
	C1

	CP-130490
	29.118
	0294
	1
	10.10.0
	Rel‑10
	State of SGs association in the MME for emergency CSFB
	revised
	A
	
	TEI9
	C1

	CP-130523
	29.118
	0294
	2
	10.10.0
	Rel‑10
	State of SGs association in the MME for emergency CSFB
	approved
	A
	10.11.0
	TEI9
	C1

	CP-130490
	29.118
	0295
	1
	11.7.0
	Rel‑11
	State of SGs association in the MME for emergency CSFB
	revised
	A
	
	TEI9
	C1

	CP-130524
	29.118
	0295
	2
	11.7.0
	Rel‑11
	State of SGs association in the MME for emergency CSFB
	approved
	A
	11.8.0
	TEI9
	C1

	CP-130490
	29.118
	0296
	1
	12.1.0
	Rel‑12
	State of SGs association in the MME for emergency CSFB
	revised
	A
	
	TEI9
	C1

	CP-130525
	29.118
	0296
	2
	12.1.0
	Rel‑12
	State of SGs association in the MME for emergency CSFB
	approved
	A
	12.2.0
	TEI9
	C1

	CP-130575
	29.118
	0300
	-
	12.1.0
	Rel‑12
	Correction on the cause mapping condition in MME when 2G/3G Roaming Agreement does not exist
	postponed
	F
	
	TEI12
	C1

	CP-130559
	29.162
	0118
	1
	12.0.0
	Rel‑12
	Introduction of support for Generic Image Attribute/signalling of image size
	approved
	B
	12.1.0
	SIS_CT
	C3

	CP-130562
	29.162
	0119
	1
	12.0.0
	Rel‑12
	Removal of mobile in scope
	approved
	F
	12.1.0
	IMS-CCR-IWIP
	C3

	CP-130546
	29.163
	0758
	1
	9.14.0
	Rel‑9
	Updating IMEI URN draft reference
	approved
	F
	9.15.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-130546
	29.163
	0759
	1
	10.10.0
	Rel‑10
	Updating IMEI URN draft reference
	approved
	A
	10.11.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-130546
	29.163
	0760
	1
	11.7.0
	Rel‑11
	Updating IMEI URN draft reference
	approved
	A
	11.8.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-130546
	29.163
	0761
	1
	12.0.0
	Rel‑12
	Updating IMEI URN draft reference
	approved
	A
	12.1.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-130556
	29.163
	0762
	1
	12.0.0
	Rel‑12
	Call back from PSAP
	approved
	B
	12.1.0
	EMC_PC
	C3

	CP-130540
	29.163
	0763
	1
	8.22.0
	Rel‑8
	Interworking of ISDN subaddress information at O-MGCF
	approved
	F
	8.23.0
	FBI
	C3

	CP-130540
	29.163
	0764
	1
	9.14.0
	Rel‑9
	Interworking of ISDN subaddress information at O-MGCF
	approved
	A
	9.15.0
	FBI
	C3

	CP-130540
	29.163
	0765
	1
	10.10.0
	Rel‑10
	Interworking of ISDN subaddress information at O-MGCF
	approved
	A
	10.11.0
	FBI
	C3

	CP-130540
	29.163
	0766
	1
	11.7.0
	Rel‑11
	Interworking of ISDN subaddress information at O-MGCF
	approved
	A
	11.8.0
	FBI
	C3

	CP-130540
	29.163
	0767
	1
	12.0.0
	Rel‑12
	Interworking of ISDN subaddress information at O-MGCF
	approved
	A
	12.1.0
	FBI
	C3

	CP-130538
	29.163
	0768
	1
	7.27.0
	Rel‑7
	Erroneous reference to Table 17
	approved
	F
	7.28.0
	IMS-CCR-IWCS
	C3

	CP-130538
	29.163
	0769
	1
	8.22.0
	Rel‑8
	Erroneous reference to Table 17
	approved
	A
	8.23.0
	IMS-CCR-IWCS
	C3

	CP-130538
	29.163
	0770
	1
	9.14.0
	Rel‑9
	Erroneous reference to Table 17
	approved
	A
	9.15.0
	IMS-CCR-IWCS
	C3

	CP-130538
	29.163
	0771
	1
	10.10.0
	Rel‑10
	Erroneous reference to Table 17
	approved
	A
	10.11.0
	IMS-CCR-IWCS
	C3

	CP-130538
	29.163
	0772
	1
	11.7.0
	Rel‑11
	Erroneous reference to Table 17
	approved
	A
	11.8.0
	IMS-CCR-IWCS
	C3

	CP-130538
	29.163
	0773
	1
	12.0.0
	Rel‑12
	Erroneous reference to Table 17
	approved
	A
	12.1.0
	IMS-CCR-IWCS
	C3

	CP-130545
	29.163
	0778
	1
	9.14.0
	Rel‑9
	Mapping Location Number to P-Access-Network-Info header field
	approved
	F
	9.15.0
	IMS-CCR-IWCS
	C3

	CP-130545
	29.163
	0779
	1
	10.10.0
	Rel‑10
	Mapping Location Number to P-Access-Network-Info header field
	approved
	A
	10.11.0
	IMS-CCR-IWCS
	C3

	CP-130545
	29.163
	0780
	1
	11.7.0
	Rel‑11
	Mapping Location Number to P-Access-Network-Info header field
	approved
	A
	11.8.0
	IMS-CCR-IWCS
	C3

	CP-130545
	29.163
	0781
	1
	12.0.0
	Rel‑12
	Mapping Location Number to P-Access-Network-Info header field
	approved
	A
	12.1.0
	IMS-CCR-IWCS
	C3

	CP-130562
	29.163
	0782
	1
	12.0.0
	Rel‑12
	From mapping clarifications
	approved
	F
	12.1.0
	IMS-CCR-IWCS
	C3

	CP-130562
	29.163
	0783
	1
	12.0.0
	Rel‑12
	P-Early-Media header in MGCF
	approved
	F
	12.1.0
	FBI
	C3

	CP-130538
	29.163
	0784
	1
	8.22.0
	Rel‑8
	UDI & H.223 & H.245 indication
	approved
	F
	8.23.0
	IMS-CCR-IWCS
	C3

	CP-130538
	29.163
	0785
	1
	9.14.0
	Rel‑9
	UDI & H.223 & H.245 indication
	approved
	A
	9.15.0
	IMS-CCR-IWCS
	C3

	CP-130538
	29.163
	0786
	1
	10.10.0
	Rel‑10
	UDI & H.223 & H.245 indication
	approved
	A
	10.11.0
	IMS-CCR-IWCS
	C3

	CP-130538
	29.163
	0787
	1
	11.7.0
	Rel‑11
	UDI & H.223 & H.245 indication
	approved
	A
	11.8.0
	IMS-CCR-IWCS
	C3

	CP-130538
	29.163
	0788
	1
	12.0.0
	Rel‑12
	UDI & H.223 & H.245 indication
	approved
	A
	12.1.0
	IMS-CCR-IWCS
	C3

	CP-130544
	29.165
	0563
	-
	9.14.0
	Rel‑9
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	F
	9.15.0
	II-NNI
	C3

	CP-130544
	29.165
	0564
	-
	10.12.0
	Rel‑10
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	10.13.0
	II-NNI
	C3

	CP-130544
	29.165
	0565
	-
	11.7.0
	Rel‑11
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	11.8.0
	II-NNI
	C3

	CP-130544
	29.165
	0566
	-
	12.0.0
	Rel‑12
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	12.1.0
	II-NNI
	C3

	CP-130547
	29.165
	0567
	-
	10.12.0
	Rel‑10
	Clarification of operator agreements for SIP message body MIMEs
	approved
	F
	10.13.0
	II-NNI2
	C3

	CP-130547
	29.165
	0568
	-
	11.7.0
	Rel‑11
	Clarification of operator agreements for SIP message body MIMEs
	approved
	A
	11.8.0
	II-NNI2
	C3

	CP-130547
	29.165
	0569
	-
	12.0.0
	Rel‑12
	Clarification of operator agreements for SIP message body MIMEs
	approved
	A
	12.1.0
	II-NNI2
	C3

	CP-130562
	29.165
	0570
	1
	12.0.0
	Rel‑12
	"Clarification of supporting the ""early-session"" extension for the CAT service implementing early session model"
	approved
	F
	12.1.0
	II-NNI
	C3

	CP-130555
	29.165
	0575
	1
	12.0.0
	Rel‑12
	Correction of reference item for preconditions
	approved
	F
	12.1.0
	IMSProtoc6
	C3

	CP-130556
	29.165
	0576
	1
	12.0.0
	Rel‑12
	PSAP call back support
	approved
	B
	12.1.0
	EMC_PC
	C3

	CP-130555
	29.165
	0577
	1
	12.0.0
	Rel‑12
	Protocol enhancement for IPXS
	approved
	B
	12.1.0
	IMSprotoc6
	C3

	CP-130547
	29.165
	0578
	2
	10.12.0
	Rel‑10
	Transfer of IP Multimedia Service Tariff Information
	approved
	F
	10.13.0
	II-NNI2
	C3

	CP-130547
	29.165
	0579
	3
	11.7.0
	Rel‑11
	Transfer of IP Multimedia Service Tariff Information
	approved
	A
	11.8.0
	II-NNI2
	C3

	CP-130547
	29.165
	0580
	3
	12.0.0
	Rel‑12
	Transfer of IP Multimedia Service Tariff Information
	approved
	A
	12.1.0
	II-NNI2
	C3

	CP-130547
	29.165
	0581
	1
	10.12.0
	Rel‑10
	Feature-capabilities in target refresh
	approved
	F
	10.13.0
	II-NNI2
	C3

	CP-130547
	29.165
	0582
	1
	11.7.0
	Rel‑11
	Feature-capabilities in target refresh
	approved
	A
	11.8.0
	II-NNI2
	C3

	CP-130547
	29.165
	0583
	1
	12.0.0
	Rel‑12
	Feature-capabilities in target refresh
	approved
	A
	12.1.0
	II-NNI2
	C3

	CP-130556
	29.165
	0584
	1
	12.0.0
	Rel‑12
	Update of reference to the draft-ietf-ecrit-psap-callback
	approved
	F
	12.1.0
	EMC_PC
	C3

	CP-130544
	29.165
	0585
	2
	9.14.0
	Rel‑9
	draft-avasarala-dispatch-comm-div-notification ref update
	approved
	F
	9.15.0
	II-NNI
	C3

	CP-130544
	29.165
	0586
	2
	10.12.0
	Rel‑10
	draft-avasarala-dispatch-comm-div-notification ref update
	approved
	A
	10.13.0
	II-NNI
	C3

	CP-130544
	29.165
	0587
	2
	11.7.0
	Rel‑11
	draft-avasarala-dispatch-comm-div-notification ref update
	approved
	A
	11.8.0
	II-NNI
	C3

	CP-130544
	29.165
	0588
	2
	12.0.0
	Rel‑12
	draft-avasarala-dispatch-comm-div-notification ref update
	approved
	A
	12.1.0
	II-NNI
	C3

	CP-130554
	29.165
	0590
	1
	11.7.0
	Rel‑11
	Priority Consideration for SIP Overload Control across II-NNI
	approved
	F
	11.8.0
	IOC
	C3

	CP-130554
	29.165
	0591
	1
	12.0.0
	Rel‑12
	Priority Consideration for SIP Overload Control across II-NNI
	approved
	A
	12.1.0
	IOC
	C3

	CP-130455
	29.168
	0033
	3
	12.2.0
	Rel‑12
	Report to CBC on Warning Message Delivery
	approved
	B
	12.3.0
	REP-WMD
	C4

	CP-130455
	29.168
	0038
	1
	12.2.0
	Rel‑12
	Stop-all Warning Messages
	approved
	B
	12.3.0
	REP-WMD
	C4

	CP-130458
	29.172
	0019
	1
	12.1.0
	Rel‑12
	Addressing the editor's note of the Location-Event AVP
	approved
	B
	12.2.0
	Dia_SGSN_GMLC
	C4

	CP-130457
	29.172
	0020
	1
	9.4.0
	Rel‑9
	Defining reserved values of the Location-Event AVP
	approved
	F
	9.5.0
	TEI9
	C4

	CP-130457
	29.172
	0021
	1
	10.1.0
	Rel‑10
	Defining reserved values of the Location-Event AVP
	approved
	A
	10.2.0
	TEI9
	C4

	CP-130457
	29.172
	0022
	1
	11.0.0
	Rel‑11
	Defining reserved values of the Location-Event AVP
	approved
	A
	11.1.0
	TEI9
	C4

	CP-130561
	29.212
	1020
	2
	12.1.0
	Rel‑12
	Addition of Application Based Charging feature
	approved
	B
	12.2.0
	ABC-CT3
	C3

	CP-130539
	29.212
	1021
	-
	8.19.0
	Rel‑8
	REVALIDATION_TIMEOUT event trigger over Gxx
	approved
	F
	8.20.0
	PCC
	C3

	CP-130539
	29.212
	1022
	-
	9.14.0
	Rel‑9
	REVALIDATION_TIMEOUT event trigger over Gxx
	approved
	A
	9.15.0
	PCC
	C3

	CP-130539
	29.212
	1023
	-
	10.11.0
	Rel‑10
	REVALIDATION_TIMEOUT event trigger over Gxx
	approved
	A
	10.12.0
	PCC
	C3

	CP-130539
	29.212
	1024
	1
	11.9.0
	Rel‑11
	REVALIDATION_TIMEOUT event trigger over Gxx
	approved
	A
	11.10.0
	PCC
	C3

	CP-130539
	29.212
	1025
	1
	12.1.0
	Rel‑12
	REVALIDATION_TIMEOUT event trigger over Gxx
	approved
	A
	12.2.0
	PCC
	C3

	CP-130548
	29.212
	1026
	1
	11.9.0
	Rel‑11
	Alignment correction on PCC rule definition in the PCEF
	approved
	F
	11.10.0
	SAPP-CT3
	C3

	CP-130548
	29.212
	1027
	1
	12.1.0
	Rel‑12
	Alignment correction on PCC rule definition in the PCEF
	approved
	A
	12.2.0
	SAPP-CT3
	C3

	CP-130563
	29.212
	1028
	3
	12.1.0
	Rel‑12
	Adding new Annex to support Fixed Broadband Access network convergence
	approved
	B
	12.2.0
	P4C_F-CT3
	C3

	CP-130563
	29.212
	1029
	2
	12.1.0
	Rel‑12
	The scope of Fixed Broadband Access network convergence
	approved
	B
	12.2.0
	P4C_F-CT3
	C3

	CP-130539
	29.212
	1032
	-
	8.19.0
	Rel‑8
	Correction to QoS handling for interoperation with GnGp SGSN
	approved
	F
	8.20.0
	SAES-St3-PCC
	C3

	CP-130539
	29.212
	1033
	1
	9.14.0
	Rel‑9
	Correction to QoS handling for interoperation with GnGp SGSN
	approved
	A
	9.15.0
	SAES-St3-PCC
	C3

	CP-130539
	29.212
	1034
	1
	10.11.0
	Rel‑10
	Correction to QoS handling for interoperation with GnGp SGSN
	approved
	A
	10.12.0
	SAES-St3-PCC
	C3

	CP-130539
	29.212
	1035
	1
	11.9.0
	Rel‑11
	Correction to QoS handling for interoperation with GnGp SGSN
	approved
	A
	11.10.0
	SAES-St3-PCC
	C3

	CP-130539
	29.212
	1036
	1
	12.1.0
	Rel‑12
	Correction to QoS handling for interoperation with GnGp SGSN
	approved
	A
	12.2.0
	SAES-St3-PCC
	C3

	CP-130542
	29.212
	1037
	1
	9.14.0
	Rel‑9
	Clarifications for CSG information transfer
	approved
	F
	9.15.0
	PCC-Enh
	C3

	CP-130542
	29.212
	1038
	2
	10.11.0
	Rel‑10
	Clarifications for CSG information transfer
	approved
	A
	10.12.0
	PCC-Enh
	C3

	CP-130542
	29.212
	1039
	2
	11.9.0
	Rel‑11
	Clarifications for CSG information transfer
	approved
	A
	11.10.0
	PCC-Enh
	C3

	CP-130542
	29.212
	1040
	2
	12.1.0
	Rel‑12
	Clarifications for CSG information transfer
	approved
	A
	12.2.0
	PCC-Enh
	C3

	CP-130548
	29.212
	1041
	-
	11.9.0
	Rel‑11
	Correction to event report indication for SAPP
	approved
	F
	11.10.0
	SAPP-CT3
	C3

	CP-130548
	29.212
	1042
	-
	12.1.0
	Rel‑12
	Correction to event report indication for SAPP
	approved
	A
	12.2.0
	SAPP-CT3
	C3

	CP-130551
	29.212
	1043
	-
	11.9.0
	Rel‑11
	AVP code value correction
	approved
	F
	11.10.0
	BBAI_BBI-CT
	C3

	CP-130551
	29.212
	1044
	-
	12.1.0
	Rel‑12
	AVP code value correction
	approved
	A
	12.2.0
	BBAI_BBI-CT
	C3

	CP-130553
	29.212
	1049
	2
	11.9.0
	Rel‑11
	One time reporting of the present Access Network Information
	approved
	F
	11.10.0
	NWK-PL2IMS-CT
	C3

	CP-130553
	29.212
	1050
	2
	12.1.0
	Rel‑12
	One time reporting of the present Access Network Information
	approved
	A
	12.2.0
	NWK-PL2IMS-CT
	C3

	CP-130553
	29.212
	1051
	3
	11.9.0
	Rel‑11
	Completion of NetLoc procedures in Gx & Gxx reference points
	approved
	F
	11.10.0
	NWK-PL2IMS-CT
	C3

	CP-130553
	29.212
	1052
	3
	12.1.0
	Rel‑12
	Completion of NetLoc procedures in Gx & Gxx reference points
	approved
	A
	12.2.0
	NWK-PL2IMS-CT
	C3

	CP-130552
	29.212
	1053
	1
	11.9.0
	Rel‑11
	TWAN-Identifier applicability for Trusted-WLAN supported feature
	approved
	F
	11.10.0
	SaMOG_WLAN-CN
	C3

	CP-130552
	29.212
	1054
	1
	12.1.0
	Rel‑12
	TWAN-Identifier applicability for Trusted-WLAN supported feature
	approved
	A
	12.2.0
	SaMOG_WLAN-CN
	C3

	CP-130561
	29.213
	0494
	1
	12.0.0
	Rel‑12
	Handling of Application Based Charging for PCC procedures
	approved
	B
	12.1.0
	ABC-CT3
	C3

	CP-130563
	29.213
	0495
	2
	12.0.0
	Rel‑12
	Adding new Annex to support Fixed Broadband Access network convergence
	approved
	B
	12.1.0
	P4C_F-CT3
	C3

	CP-130563
	29.213
	0496
	2
	12.0.0
	Rel‑12
	The scope of Fixed Broadband Access network convergence
	approved
	B
	12.1.0
	P4C_F-CT3
	C3

	CP-130548
	29.213
	0497
	1
	11.7.0
	Rel‑11
	Alignment of the TDF session definition
	approved
	F
	11.8.0
	SAPP-CT3
	C3

	CP-130548
	29.213
	0498
	1
	12.0.0
	Rel‑12
	Alignment of the TDF session definition
	approved
	A
	12.1.0
	SAPP-CT3
	C3

	CP-130551
	29.213
	0499
	-
	11.7.0
	Rel‑11
	Remove the editors note of VPLMN-Id provisioning
	approved
	F
	11.8.0
	BBAI_BBII-CT
	C3

	CP-130551
	29.213
	0500
	-
	12.0.0
	Rel‑12
	Remove the editors note of VPLMN-Id provisioning
	approved
	A
	12.1.0
	BBAI_BBII-CT
	C3

	CP-130553
	29.213
	0501
	2
	11.7.0
	Rel‑11
	network provided location information related call flow corrections
	approved
	F
	11.8.0
	NWK-PL2IMS-CT
	C3

	CP-130553
	29.213
	0502
	1
	12.0.0
	Rel‑12
	network provided location information related call flow corrections
	approved
	A
	12.1.0
	NWK-PL2IMS-CT
	C3

	CP-130539
	29.214
	0285
	1
	8.16.0
	Rel‑8
	Specific Action of recovery from limited PCC deployment correction
	approved
	F
	8.17.0
	SAES-St3-PCC
	C3

	CP-130539
	29.214
	0286
	1
	9.13.0
	Rel‑9
	Specific Action of recovery from limited PCC deployment correction
	approved
	A
	9.14.0
	SAES-St3-PCC
	C3

	CP-130539
	29.214
	0287
	1
	10.10.0
	Rel‑10
	Specific Action of recovery from limited PCC deployment correction
	approved
	A
	10.11.0
	SAES-St3-PCC
	C3

	CP-130543
	29.214
	0288
	2
	9.13.0
	Rel‑9
	Correction to resource allocation handling
	approved
	F
	9.14.0
	SAES-St3-PCC
	C3

	CP-130543
	29.214
	0289
	1
	10.10.0
	Rel‑10
	Correction to resource allocation handling
	approved
	A
	10.11.0
	SAES-St3-PCC
	C3

	CP-130543
	29.214
	0290
	1
	11.9.0
	Rel‑11
	Correction to resource allocation handling
	approved
	A
	11.10.0
	SAES-St3-PCC
	C3

	CP-130543
	29.214
	0291
	1
	12.0.0
	Rel‑12
	Correction to resource allocation handling
	approved
	A
	12.1.0
	SAES-St3-PCC
	C3

	CP-130553
	29.214
	0292
	1
	11.9.0
	Rel‑11
	One-time specific action for retrieval of network provided location information
	approved
	F
	11.10.0
	NWK-PL2IMS-CT
	C3

	CP-130553
	29.214
	0293
	1
	12.0.0
	Rel‑12
	One-time specific action for retrieval of network provided location information
	approved
	A
	12.1.0
	NWK-PL2IMS-CT
	C3

	CP-130549
	29.214
	0294
	2
	11.9.0
	Rel‑11
	SGW Restoration impacts in Rx reference point
	approved
	F
	11.10.0
	eNR_EPC
	C3

	CP-130549
	29.214
	0295
	2
	12.0.0
	Rel‑12
	SGW Restoration impacts in Rx reference point
	approved
	A
	12.1.0
	eNR_EPC
	C3

	CP-130548
	29.215
	0297
	-
	11.9.0
	Rel‑11
	Not applicable AVPs for the SAPP over S9 interface
	approved
	F
	11.10.0
	SAPP-CT3
	C3

	CP-130548
	29.215
	0298
	1
	12.0.0
	Rel‑12
	Not applicable AVPs for the SAPP over S9 interface
	approved
	A
	12.1.0
	SAPP-CT3
	C3

	CP-130560
	29.215
	0299
	1
	12.0.0
	Rel‑12
	Correction to the time-based usage monitoring control
	approved
	F
	12.1.0
	UMONC-CT3
	C3

	CP-130461
	29.228
	0601
	-
	11.8.0
	Rel‑12
	Correction on Emergency Registration
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130439
	29.228
	0603
	2
	8.18.0
	Rel‑8
	Cancellation of the old S-CSCF for IMS Subscription and IMS Restoration Procedures
	approved
	F
	8.19.0
	TEI8
	C4

	CP-130439
	29.228
	0604
	2
	9.11.0
	Rel‑9
	Cancellation of the old S-CSCF for IMS Subscription and IMS Restoration Procedures
	approved
	A
	9.12.0
	TEI8
	C4

	CP-130439
	29.228
	0605
	2
	10.7.0
	Rel‑10
	Cancellation of the old S-CSCF for IMS Subscription and IMS Restoration Procedures
	approved
	A
	10.8.0
	TEI8
	C4

	CP-130439
	29.228
	0606
	2
	11.8.0
	Rel‑11
	Cancellation of the old S-CSCF for IMS Subscription and IMS Restoration Procedures
	approved
	A
	11.9.0
	TEI8
	C4

	CP-130454
	29.230
	0364
	2
	12.1.0
	Rel‑12
	New MBMS flag for eMBMS restoration
	approved
	B
	12.2.0
	eMBMS_Rest
	C4

	CP-130461
	29.230
	0366
	-
	12.1.0
	Rel‑12
	AVP code reservation for 32.299 Rel‑12
	approved
	B
	12.2.0
	TEI12
	C4

	CP-130460
	29.230
	0367
	-
	11.7.0
	Rel‑11
	Allocation of Diameter codes and identifiers for 29.212 and 29.215
	approved
	F
	11.8.0
	TEI11
	C4

	CP-130460
	29.230
	0368
	-
	12.1.0
	Rel‑12
	Allocation of Diameter codes and identifiers for 29.212 and 29.215
	approved
	A
	12.2.0
	TEI11
	C4

	CP-130541
	29.235
	0097
	1
	8.7.0
	Rel‑8
	INVITE without SDP
	approved
	F
	8.8.0
	SIP_Nc
	C3

	CP-130541
	29.235
	0098
	1
	9.9.0
	Rel‑9
	INVITE without SDP
	approved
	A
	9.10.0
	SIP_Nc
	C3

	CP-130541
	29.235
	0099
	1
	10.2.0
	Rel‑10
	INVITE without SDP
	approved
	A
	10.3.0
	SIP_Nc
	C3

	CP-130541
	29.235
	0100
	1
	11.2.0
	Rel‑11
	INVITE without SDP
	approved
	A
	11.3.0
	SIP_Nc
	C3

	CP-130452
	29.238
	0048
	3
	11.2.0
	Rel‑12
	Introduction of support for Coordination of Video Orientation (CVO)
	approved
	B
	12.0.0
	CVO-CT
	C4

	CP-130471
	29.238
	0049
	3
	11.2.0
	Rel‑12
	Introduction of support for generic Image Attribute/signalling of image size
	approved
	B
	12.0.0
	SIS_CT
	C4

	CP-130444
	29.272
	0514
	-
	11.7.0
	Rel‑11
	Correction to the restoration priority levels during SGW and PGW restoration procedures
	approved
	F
	11.8.0
	eNR_EPC
	C4

	CP-130444
	29.272
	0515
	-
	12.1.0
	Rel‑12
	Correction to the restoration priority levels during SGW and PGW restoration procedures
	approved
	A
	12.2.0
	eNR_EPC
	C4

	CP-130450
	29.272
	0516
	-
	11.7.0
	Rel‑11
	HPLMN-ODB Correction
	approved
	F
	11.8.0
	SIMTC-PS_Only
	C4

	CP-130450
	29.272
	0517
	-
	12.1.0
	Rel‑12
	HPLMN-ODB Correction
	approved
	A
	12.2.0
	SIMTC-PS_Only
	C4

	CP-130463
	29.272
	0518
	2
	12.1.0
	Rel‑12
	CancelLocation requesting reattach
	approved
	B
	12.2.0
	TEI12
	C4

	CP-130456
	29.272
	0519
	1
	12.1.0
	Rel‑12
	Indication of Gdd support over S6d
	approved
	B
	12.2.0
	Dia_SGSN_SMS
	C4

	CP-130461
	29.272
	0520
	2
	12.1.0
	Rel‑12
	Homogeneous Support Of Voice over IP
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130461
	29.272
	0521
	1
	12.1.0
	Rel‑12
	Definition of User-State values
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130461
	29.272
	0522
	1
	12.1.0
	Rel‑12
	Context Identifier Range Inconsistency
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130461
	29.273
	0327
	2
	12.0.0
	Rel‑12
	Clarification on provision of HA information for DHCP-based HA discovery on Sta
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130472
	29.273
	0328
	2
	11.6.0
	Rel‑11
	Add 3GPP AAA Proxy detailed Behaviour on SWa
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130472
	29.273
	0329
	2
	12.0.0
	Rel‑12
	Add 3GPP AAA Proxy detailed Behaviour on SWa
	approved
	A
	12.1.0
	TEI11
	C4

	CP-130472
	29.273
	0330
	1
	11.6.0
	Rel‑11
	Correction on the general description
	approved
	F
	11.7.0
	TEI11
	C4

	CP-130472
	29.273
	0331
	1
	12.0.0
	Rel‑12
	Correction on the general description
	approved
	A
	12.1.0
	TEI11
	C4

	CP-130461
	29.273
	0332
	-
	12.0.0
	Rel‑12
	Applicability of IP Filters and Routing Policies functionality on EPC
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130459
	29.273
	0333
	1
	12.0.0
	Rel‑12
	Category of Authentication Data Information Element in SWx/MAR command
	approved
	A
	12.1.0
	TEI12
	C4

	CP-130459
	29.273
	0334
	-
	8.12.0
	Rel‑8
	Category of Authentication Data Information Element in SWx/MAR command
	approved
	F
	8.13.0
	TEI8
	C4

	CP-130459
	29.273
	0335
	-
	9.11.0
	Rel‑9
	Category of Authentication Data Information Element in SWx/MAR command
	approved
	A
	9.12.0
	TEI8
	C4

	CP-130459
	29.273
	0336
	-
	10.9.0
	Rel‑10
	Category of Authentication Data Information Element in SWx/MAR command
	approved
	A
	10.10.0
	TEI8
	C4

	CP-130459
	29.273
	0337
	-
	11.6.0
	Rel‑11
	Category of Authentication Data Information Element in SWx/MAR command
	approved
	A
	11.7.0
	TEI8
	C4

	CP-130454
	29.274
	1347
	1
	12.1.0
	Rel‑12
	New MBMS flags for eMBMS restoration
	approved
	B
	12.2.0
	eMBMS_Rest
	C4

	CP-130467
	29.274
	1348
	1
	12.1.0
	Rel‑12
	Serving Network IE definition
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130449
	29.274
	1349
	1
	11.7.0
	Rel‑11
	Reporting ULI and TimeZone at MME-initiated bearer related procedures
	approved
	F
	11.8.0
	NWK-LP2IMS-CT
	C4

	CP-130449
	29.274
	1350
	1
	12.1.0
	Rel‑12
	Reporting ULI and TimeZone at MME-initiated bearer related procedures
	approved
	A
	12.2.0
	NWK-LP2IMS-CT
	C4

	CP-130446
	29.274
	1351
	1
	11.7.0
	Rel‑11
	Returning to former LTE PLMN after CSFB
	approved
	F
	11.8.0
	TEI11
	C4

	CP-130446
	29.274
	1352
	1
	12.1.0
	Rel‑12
	Returning to former LTE PLMN after CSFB
	approved
	A
	12.2.0
	TEI11
	C4

	CP-130467
	29.274
	1354
	3
	12.1.0
	Rel‑12
	Indication Flags
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130467
	29.274
	1355
	2
	12.1.0
	Rel‑12
	Sending Recovery IE in GTPv2 messages
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130467
	29.274
	1361
	2
	12.1.0
	Rel‑12
	Enforcing access restriction during I-RAT RAU/TAU procedures
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130443
	29.274
	1362
	1
	11.7.0
	Rel‑11
	Inclusion of ePDG IP address of IKEv2 tunnel endpoint on S2b-GTP
	approved
	F
	11.8.0
	BBAI_BBI-CT
	C4

	CP-130443
	29.274
	1363
	1
	12.1.0
	Rel‑12
	Inclusion of ePDG IP address of IKEv2 tunnel endpoint on S2b-GTP
	approved
	A
	12.2.0
	BBAI_BBI-CT
	C4

	CP-130453
	29.274
	1364
	1
	12.1.0
	Rel‑12
	SIPTO at the Local Network introduction of Local home network ID
	approved
	B
	12.2.0
	LIMONET-SIPTO
	C4

	CP-130462
	29.274
	1365
	1
	12.1.0
	Rel‑12
	GERAN Iu Mode
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130470
	29.274
	1366
	-
	12.1.0
	Rel‑12
	Update to cover the S121
	approved
	B
	12.2.0
	TEI12
	C4

	CP-130449
	29.274
	1367
	2
	11.7.0
	Rel‑11
	ULI Timestamp IE format
	revised
	F
	
	NWK-PL2IMS-CT
	C4

	CP-130577
	29.274
	1367
	3
	11.7.0
	Rel‑11
	ULI Timestamp IE format
	revised
	F
	
	NWK-PL2IMS-CT
	C4

	CP-130582
	29.274
	1367
	4
	11.7.0
	Rel‑11
	ULI Timestamp IE format
	approved
	F
	11.8.0
	NWK-PL2IMS-CT
	C4

	CP-130449
	29.274
	1368
	2
	12.1.0
	Rel‑12
	ULI Timestamp IE format
	revised
	A
	
	NWK-PL2IMS-CT
	C4

	CP-130578
	29.274
	1368
	3
	12.1.0
	Rel‑12
	ULI Timestamp IE format
	revised
	A
	
	NWK-PL2IMS-CT
	C4

	CP-130583
	29.274
	1368
	4
	12.1.0
	Rel‑12
	ULI Timestamp IE format
	approved
	A
	12.2.0
	NWK-PL2IMS-CT
	C4

	CP-130467
	29.274
	1371
	1
	12.1.0
	Rel‑12
	Modify Access Bearer for Intra TAU w/o SGW change
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130467
	29.274
	1372
	1
	12.1.0
	Rel‑12
	GTP-C message types for rSRVCC
	approved
	D
	12.2.0
	TEI12
	C4

	CP-130465
	29.275
	0278
	1
	11.7.0
	Rel‑12
	Clarification of operator identifier field within APN encoding
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130465
	29.275
	0280
	1
	11.7.0
	Rel‑12
	Incorrect IE description for Service Selection Mobility Option in BRA
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130464
	29.275
	0281
	2
	11.7.0
	Rel‑12
	Addition of End Marker Support for Handover Scenarios with SGW Relocation
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130470
	29.276
	0057
	1
	11.0.0
	Rel‑12
	Path management messages over the S104 reference point
	approved
	B
	12.0.0
	LTE_HRPD_SON-CT
	C4

	CP-130470
	29.276
	0058
	1
	11.0.0
	Rel‑12
	Security requirements for the S104 reference point
	approved
	B
	12.0.0
	LTE_HRPD_SON-CT
	C4

	CP-130470
	29.276
	0059
	1
	11.0.0
	Rel‑12
	Networking Technology for the S104 reference point
	approved
	B
	12.0.0
	LTE_HRPD_SON-CT
	C4

	CP-130470
	29.276
	0060
	1
	11.0.0
	Rel‑12
	Update scope to cover the S121 reference point
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130470
	29.276
	0061
	1
	11.0.0
	Rel‑12
	Definition of S121 Message Header
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130470
	29.276
	0062
	1
	11.0.0
	Rel‑12
	Definition of S121 Message and message format
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130467
	29.276
	0063
	1
	11.0.0
	Rel‑12
	GTP-C message types for rSRVCC
	approved
	F
	12.0.0
	TEI12
	C4

	CP-130451
	29.280
	0061
	-
	11.4.0
	Rel‑11
	GTP-C message types for rSRVCC
	approved
	F
	11.5.0
	rSRVCC-CT
	C4

	CP-130470
	29.280
	0062
	1
	11.4.0
	Rel‑12
	Update to cover the S121
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130464
	29.282
	0027
	-
	11.1.0
	Rel‑12
	Addition of End Marker Notification information element
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130558
	29.292
	0088
	-
	12.0.0
	Rel‑12
	Identity mapping correction
	approved
	F
	12.1.0
	ICS_IWE
	C3

	CP-130453
	29.303
	0069
	2
	12.0.0
	Rel‑12
	SGW selection for SIPTO at the Local Network
	approved
	B
	12.1.0
	LIMONET-SIPTO
	C4

	CP-130462
	29.303
	0070
	2
	12.0.0
	Rel‑12
	GERAN Iu Mode
	approved
	F
	12.1.0
	TEI12
	C4

	CP-130463
	29.305
	0046
	2
	11.5.0
	Rel‑12
	CancelLocation requesting reattach
	approved
	B
	12.0.0
	TEI12
	C4

	CP-130456
	29.305
	0047
	1
	11.5.0
	Rel‑12
	Complements for Gdd support
	approved
	B
	12.0.0
	Dia_SGSN_SMS
	C4

	CP-130450
	29.305
	0048
	-
	11.5.0
	Rel‑11
	MME Diameter address mapping
	approved
	F
	11.6.0
	SIMTC-PS_Only
	C4

	CP-130448
	29.328
	0470
	-
	11.8.0
	Rel‑11
	Missing tags and XML Schema corrections
	approved
	F
	11.9.0
	TEI11
	C4

	CP-130448
	29.328
	0471
	1
	12.1.0
	Rel‑12
	Missing tags and XML Schema corrections
	approved
	A
	12.2.0
	TEI11
	C4

	CP-130461
	29.328
	0472
	-
	12.1.0
	Rel‑12
	Correction on Wrong Implementation of CR
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130441
	29.328
	0473
	1
	9.12.0
	Rel‑9
	XML definitions for CS Location Information Extension
	approved
	F
	9.13.0
	TEI9
	C4

	CP-130441
	29.328
	0474
	1
	10.10.0
	Rel‑10
	XML definitions for CS Location Information Extension
	approved
	A
	10.11.0
	TEI9
	C4

	CP-130441
	29.328
	0475
	1
	11.8.0
	Rel‑11
	XML definitions for CS Location Information Extension
	approved
	A
	11.9.0
	TEI9
	C4

	CP-130441
	29.328
	0476
	1
	12.1.0
	Rel‑12
	XML definitions for CS Location Information Extension
	approved
	A
	12.2.0
	TEI9
	C4

	CP-130461
	29.328
	0477
	-
	12.1.0
	Rel‑12
	tISDNAddress
	approved
	F
	12.2.0
	TEI12
	C4

	CP-130452
	29.333
	0068
	3
	11.3.0
	Rel‑12
	Introduction of support for Coordination of Video Orientation (CVO)
	approved
	B
	12.0.0
	CVO-CT
	C4

	CP-130471
	29.333
	0069
	3
	11.3.0
	Rel‑12
	Introduction of support for generic Image Attribute/signalling of image size
	approved
	B
	12.0.0
	SIS_CT
	C4

	CP-130471
	29.334
	0045
	3
	12.0.0
	Rel‑12
	Introduction of support for generic Image Attribute/signalling of image size
	approved
	B
	12.1.0
	SIS_CT
	C4

	CP-130456
	29.336
	0005
	2
	12.0.0
	Rel‑12
	SGSN Diameter address with Gdd support
	approved
	B
	12.1.0
	Dia_SGSN_SMS
	C4

	CP-130450
	29.338
	0006
	1
	11.0.0
	Rel‑11
	Correction on Routing for MO SM
	approved
	F
	11.1.0
	SIMTC-Reach
	C4

	CP-130450
	29.338
	0007
	1
	12.1.0
	Rel‑12
	Correction on Routing for MO SM
	approved
	A
	12.2.0
	SIMTC-Reach
	C4

	CP-130456
	29.338
	0008
	2
	12.1.0
	Rel‑12
	SGSN Diameter address with Gdd support
	approved
	B
	12.2.0
	Dia_SGSN_SMS
	C4

	CP-130550
	29.368
	0009
	-
	11.3.0
	Rel‑11
	Correction of Application-Port-Identifier AVP type
	approved
	F
	11.4.0
	SIMTC-Reach
	C3

	CP-130530
	31.102
	0559
	2
	9.13.0
	Rel‑9
	Handling of Multiple CSG ID display indicators for same PLMN id
	approved
	F
	9.14.0
	EHNB-CT6
	C6

	CP-130530
	31.102
	0560
	2
	10.9.0
	Rel‑10
	Handling of Multiple CSG ID display indicators for same PLMN id
	approved
	A
	10.10.0
	EHNB-CT6
	C6

	CP-130530
	31.102
	0561
	2
	11.5.0
	Rel‑11
	Handling of Multiple CSG ID display indicators for same PLMN id
	approved
	A
	11.6.0
	EHNB-CT6
	C6

	CP-130530
	31.102
	0562
	2
	12.0.0
	Rel‑12
	Handling of Multiple CSG ID display indicators for same PLMN id
	approved
	A
	12.1.0
	EHNB-CT6
	C6

	CP-130531
	31.102
	0565
	2
	12.0.0
	Rel‑12
	Usage of SMS record identifier of EFSMSR as pattern for SEARCH RECORD
	approved
	F
	12.1.0
	TEI12
	C6

	CP-130534
	31.111
	0177
	1
	12.0.0
	Rel‑12
	PLMN ID to 'CSG Cell Selection' ENVELOPE COMMAND
	approved
	C
	12.1.0
	TEI12
	C6

	CP-130533
	31.121
	0304
	1
	10.5.0
	Rel‑10
	Rel‑10 content replacement by reference to TS 31.121, Rel‑11
	approved
	F
	10.6.0
	TEI10
	C6

	RP-131112
	34.123-3
	3076
	-
	10.4.0
	Rel‑11
	3C/4C QoS & updates
	approved
	F
	11.0.0
	4C_HSDPA-UEConTest
	R5

	RP-131102
	34.123-3
	3077
	-
	10.4.0
	Rel‑10
	Corrections to the test QoS paramenters of PDP contexts
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131114
	34.123-3
	3078
	-
	10.4.0
	Rel‑11
	34123-3: Routine maintenance and updates
	approved
	F
	11.0.0
	TEI10_Test
	R5

	RP-131105
	34.123-3
	3079
	-
	10.4.0
	Rel‑10
	Addition of UTRA Capability test case 8.1.5.7 (TTCN-3)
	approved
	B
	10.5.0
	TEI_Test
	R5

	RP-131105
	34.123-3
	3080
	-
	10.4.0
	Rel‑10
	Correction in implementation of new tcv for UTRAN test cases
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-131105
	34.123-3
	3081
	-
	10.4.0
	Rel‑10
	Correction of UTRA HSPA9 TC 8.1.5.7
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131105
	34.123-3
	3082
	-
	10.4.0
	Rel‑10
	Summary of regression errors in 13wk23 HSPA_R8 ATS
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-131105
	34.123-3
	3083
	-
	10.4.0
	Rel‑10
	Corrections to ts_CheckR9_Capabilities function
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131105
	34.123-3
	3084
	-
	10.4.0
	Rel‑10
	Correction for UTRA HS8 TC 7.1.7.3
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-131105
	34.123-3
	3085
	-
	10.4.0
	Rel‑10
	Correction to 16QAM RAB testcases 14.7.1a & 14.7.6a
	approved
	F
	10.5.0
	TEI7_Test
	R5

	RP-131105
	34.123-3
	3086
	-
	10.4.0
	Rel‑10
	Correction of UTRA NAS TC 12.4.1.4a
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-131105
	34.123-3
	3087
	-
	10.4.0
	Rel‑10
	Correction to UTRA Capability test case 8.1.5.7 (TTCN-3)
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-131105
	34.123-3
	3088
	-
	10.4.0
	Rel‑10
	Correction of UTRA NAS TC 12.9.7b and 12.9.7c
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-131105
	34.123-3
	3089
	-
	10.4.0
	Rel‑10
	Correction to UTRA test case 12.4.1.4c proc 1
	approved
	F
	10.5.0
	TEI5_Test
	R5

	RP-131105
	34.123-3
	3090
	-
	10.4.0
	Rel‑10
	Correction of UTRA HSPA Test Case 8.3.4.16a
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-131105
	34.123-3
	3091
	-
	10.4.0
	Rel‑10
	Corrections to UTRAN TTCN-3 test suite.
	approved
	B
	10.5.0
	TEI_Test
	R5

	RP-131105
	34.123-3
	3092
	-
	10.4.0
	Rel‑10
	Correction to UTRAN PICS definitions
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-131105
	34.123-3
	3093
	-
	10.4.0
	Rel‑10
	Correction for UTRAN test case 9.4.5.4.6
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-131105
	34.123-3
	3094
	-
	10.4.0
	Rel‑10
	Correction of UTRA HS7 TC 8.1.7.3c
	approved
	F
	10.5.0
	TEI7_Test
	R5

	RP-131105
	34.123-3
	3095
	-
	10.4.0
	Rel‑10
	Correction to UTRA Device Audit test case 8.1.5.7 in TTCN-3
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131105
	34.123-3
	3096
	-
	10.4.0
	Rel‑10
	Correction to Fast dormancy testcase 8.1.9c
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-131105
	34.123-3
	3097
	-
	10.4.0
	Rel‑10
	Correction to IR_U testcase 8.3.7.17
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-131105
	34.123-3
	3098
	-
	10.4.0
	Rel‑10
	Correction to DL RB0 configuration
	approved
	F
	10.5.0
	TEI_Test
	R5

	RP-131105
	34.123-3
	3099
	-
	10.4.0
	Rel‑10
	Correction to testcase 8.2.2.43a and 8.2.2.43b
	approved
	F
	10.5.0
	TEI7_Test
	R5

	RP-131105
	34.123-3
	3100
	-
	10.4.0
	Rel‑10
	Correction to ETWS testcase 8.1.1.13
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-131104
	34.123-3
	3101
	-
	10.4.0
	Rel‑10
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	10.5.0
	TEI9_Test
	R5

	CP-130532
	31.124
	0301
	1
	11.3.0
	Rel‑11
	Correction of Terminal Profile evaluation
	approved
	F
	11.4.0
	TEI11
	C6

	CP-130532
	31.124
	0301
	1
	11.3.0
	Rel‑11
	Correction of chapter numbering in 27.22.7.15
	approved
	F
	11.4.0
	TEI11
	C6

	CP-130535
	31.124
	0303
	-
	10.6.0
	Rel‑10
	Rel‑10 content replacement by reference to TS 31.124, Rel‑11
	approved
	F
	10.7.0
	TEI10
	C6

	CP-130532
	31.124
	0305
	1
	11.3.0
	Rel‑11
	Correction to applicability information of test case 27.22.4.15 seq 1.10
	approved
	F
	11.4.0
	TEI11
	C6

	CP-130529
	31.213
	0010
	2
	6.1.0
	Rel‑6
	Modification of the statements on security parameters
	approved
	A
	6.2.0
	TEI4
	C6

	CP-130529
	31.213
	0011
	2
	7.2.0
	Rel‑7
	Modification of the statements on security parameters
	approved
	A
	7.3.0
	TEI4
	C6

	CP-130529
	31.213
	0012
	2
	8.1.0
	Rel‑8
	Modification of the statements on security parameters
	approved
	A
	8.2.0
	TEI4
	C6

	CP-130529
	31.213
	0013
	2
	9.1.0
	Rel‑9
	Modification of the statements on security parameters
	approved
	A
	9.2.0
	TEI4
	C6

	CP-130529
	31.213
	0014
	2
	10.0.0
	Rel‑10
	Modification of the statements on security parameters
	approved
	A
	10.1.0
	TEI4
	C6

	CP-130529
	31.213
	0015
	2
	11.1.0
	Rel‑11
	Modification of the statements on security parameters
	approved
	A
	11.2.0
	TEI4
	C6

	RP-131100
	34.229-3
	0110
	-
	9.8.0
	Rel‑10
	34229-3: Routine maintenance and updates
	approved
	F
	10.0.0
	TEI8_Test
	R5

	RP-131107
	34.229-3
	0111
	-
	9.8.0
	Rel‑9
	Correction to EPS ATTACH procedure to enable IMS Registration via NAS signalling
	approved
	F
	9.9.0
	TEI9_Test
	R5

	RP-131107
	34.229-3
	0112
	-
	9.8.0
	Rel‑9
	Correction to IMS test cases 8.1, 8.2, 8.3 and 8.4
	approved
	F
	9.9.0
	TEI8_Test
	R5

	RP-131107
	34.229-3
	0113
	-
	9.8.0
	Rel‑9
	Correction to encoding rules to be used for Reginfo_Type
	approved
	F
	9.9.0
	TEI8_Test
	R5

	RP-131107
	34.229-3
	0114
	-
	9.8.0
	Rel‑9
	Corrections for IMS call control test case 12.12
	approved
	F
	9.9.0
	TEI8_Test
	R5

	RP-131107
	34.229-3
	0115
	-
	9.8.0
	Rel‑9
	Addition of GCF WI-154/ee1 IMS Emergency Call over EPS test case 19.1.2 ^^(… using TS 36.523-3 test model)
	approved
	B
	9.9.0
	TEI9_Test
	R5

	RP-131107
	34.229-3
	0116
	-
	9.8.0
	Rel‑9
	Re-verification for IMS TC 12.13 over LTE with 34.229-3 test model
	approved
	F
	9.9.0
	TEI8_Test
	R5

	RP-131107
	34.229-3
	0117
	-
	9.8.0
	Rel‑9
	Corrections to GCF WI-128 SMS over IMS Testcase 18.1
	approved
	F
	9.9.0
	TEI8_Test
	R5

	RP-131107
	34.229-3
	0118
	-
	9.8.0
	Rel‑9
	Correction of IMS test case 9.2 over LTE with 34.229-3 test model
	approved
	F
	9.9.0
	TEI8_Test
	R5

	RP-131107
	34.229-3
	0119
	-
	9.8.0
	Rel‑9
	Verification for IMS test case 12.2 over LTE with 34.229-1 test model
	approved
	B
	9.9.0
	TEI8_Test
	R5

	RP-131107
	34.229-3
	0120
	-
	9.8.0
	Rel‑9
	Correction of IMS test case 12.12 over LTE with 34.229-3 test model
	approved
	F
	9.9.0
	TEI8_Test
	R5

	RP-131106
	34.229-3
	0121
	-
	9.8.0
	Rel‑9
	CR to 34.229-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.229-3 (prose), Annex A
	approved
	F
	9.9.0
	TEI9_Test
	R5

	SP-130433
	32.102
	0050
	1
	11.1.0
	Rel‑11
	CR R11 32.102 Alignment with 23.002 regarding what an 3GPP system can consist of.
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130433
	32.103
	0005
	1
	11.2.0
	Rel‑11
	CR on 32103 - correction of references
	approved
	F
	11.3.0
	OAM11
	S5

	RP-131124
	34.121-2
	0139
	-
	10.7.0
	Rel‑10
	Addition of applicabilities for RSRQ based reselection TC
	approved
	F
	10.8.0
	TEI11_Test
	R5

	RP-131097
	34.121-2
	0140
	-
	10.7.0
	Rel‑10
	34.121-2 specification clean up
	approved
	F
	10.8.0
	TEI_Test
	R5

	RP-131121
	34.121-2
	0141
	-
	10.7.0
	Rel‑11
	Updating applicability for Chapter 5 UL CLTD test cases.
	approved
	F
	11.0.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-131102
	34.123-2
	0643
	-
	10.5.0
	Rel‑10
	Correction the contents of c729 and c730 in table 1a
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-131116
	34.123-2
	0644
	-
	10.5.0
	Rel‑11
	Applicability of new UTRA test cases for eMDT
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131102
	34.123-2
	0645
	-
	10.5.0
	Rel‑10
	HNB test case title changes in applicability table
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-131114
	34.123-2
	0646
	-
	10.5.0
	Rel‑10
	Addition of applicability for RAT release
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131097
	34.123-2
	0647
	-
	10.5.0
	Rel‑10
	Correction to the case number of 7.2.4.3x
	approved
	F
	10.6.0
	TEI_Test
	R5

	RP-131102
	34.123-2
	0648
	-
	10.5.0
	Rel‑10
	Addition of LCR RRC test cases into TS 34.123-2
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-131097
	34.123-2
	0649
	-
	10.5.0
	Rel‑10
	Removal of deleted RRC test cases in TS 34.123-2
	approved
	F
	10.6.0
	TEI_Test
	R5

	RP-131114
	34.123-2
	0650
	-
	10.5.0
	Rel‑10
	Addition of applicability for new test case 9.4.3.3a
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131114
	34.123-2
	0651
	-
	10.5.0
	Rel‑10
	Update of applicability of ANR for UTRAN test cases
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131114
	34.123-2
	0652
	-
	10.5.0
	Rel‑10
	Addition of applicability for new RRC test cases for combinations of DB-DC-HSDPA with MIMO
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131100
	34.123-2
	0653
	-
	10.5.0
	Rel‑10
	Applicability of BCCH Mapping on HS-DSCH for Transmitting System Information Change Indication test cases (TC. 8.1.10.2 and 8.1.10.2a)
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-131112
	34.123-2
	0654
	-
	10.5.0
	Rel‑10
	Adding applicability of new Radio Bearer 3C HSDPA test cases
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-2
	0655
	-
	10.5.0
	Rel‑10
	Addition of applicability for 4C-HSDPA test cases 8.2.2.81.x
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131099
	34.123-2
	0656
	-
	10.5.0
	Rel‑10
	Update Applicability of UTRA HS7 TC 8.1.7.3c
	approved
	F
	10.6.0
	TEI7_Test
	R5

	SP-130433
	32.157
	0002
	1
	11.1.0
	Rel‑11
	CR on 32157 - Correction of ambiguous statements
	approved
	F
	11.2.0
	OAM11
	S5

	RP-131114
	34.229-2
	0116
	-
	10.1.0
	Rel‑10
	Update reference for Update UE Location Information
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-131102
	34.229-2
	0117
	-
	10.1.0
	Rel‑10
	Correction of applicability for test cases 19.1.1 and 19.3.1
	approved
	F
	10.2.0
	TEI9_Test
	R5

	SP-130436
	32.240
	0367
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32.240 Modification of Gzn to support Ga
	approved
	C
	12.2.0
	ABC
	S5

	SP-130442
	32.240
	0368
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32240 Introduction of PCEF located in Fixed Broadband access for Convergent scenario
	approved
	B
	12.2.0
	P4C-F-CH_P
	S5

	SP-130436
	32.251
	0280
	1
	12.2.0
	Rel‑12
	Rel‑12 CR 32.251 skeleton for ABC modification of 32251
	approved
	B
	12.3.0
	ABC
	S5

	SP-130436
	32.251
	0281
	1
	12.2.0
	Rel‑12
	Rel‑12 CR 32.251 Adding new symbols and abbreviations for ABC
	approved
	B
	12.3.0
	ABC
	S5

	SP-130436
	32.251
	0282
	1
	12.2.0
	Rel‑12
	Rel‑12 CR 32.251 Introduction of the architecture for supporting application based charging
	approved
	B
	12.3.0
	ABC
	S5

	SP-130436
	32.251
	0283
	1
	12.2.0
	Rel‑12
	Rel‑12 CR 32.251 charging information collected for ABC
	approved
	B
	12.3.0
	ABC
	S5

	SP-130434
	32.251
	0286
	1
	10.10.0
	Rel‑10
	Rel‑10 CR 32.251 Correction on SGW-CDR
	approved
	F
	10.11.0
	CH10
	S5

	SP-130435
	32.251
	0287
	-
	12.2.0
	Rel‑12
	Rel‑12 CR 32251 on retransmission indication in PS CDRs
	approved
	F
	12.3.0
	CH12
	S5

	SP-130442
	32.251
	0288
	1
	12.2.0
	Rel‑12
	Rel‑12 CR 32251 Introduction of Scope and abbreviations Charging PCEF located in Fixed Broadband access
	approved
	B
	12.3.0
	P4C-F-CH_P
	S5

	SP-130442
	32.251
	0289
	1
	12.2.0
	Rel‑12
	Rel‑12 CR 32251 Introduction IP-Edge (PCEF) Charging Offline and Online Charging architectures
	approved
	B
	12.3.0
	P4C-F-CH_P
	S5

	SP-130442
	32.251
	0290
	1
	12.2.0
	Rel‑12
	Rel‑12 CR 32251 Introduction IP-Edge (PCEF) Charging High level requirements
	approved
	B
	12.3.0
	P4C-F-CH_P
	S5

	SP-130436
	32.251
	0291
	-
	12.2.0
	Rel‑12
	Rel‑12 CR 32.251 Addition of TDF on Rf and Ro
	approved
	B
	12.3.0
	ABC
	S5

	SP-130443
	32.260
	0213
	-
	11.8.0
	Rel‑11
	Rel‑11 CR 32.260 Requested Party Address clarification
	approved
	F
	11.9.0
	UCHIMS_AS-SRVCC
	S5

	SP-130443
	32.260
	0214
	-
	12.0.0
	Rel‑12
	Rel‑12 CR 32.260 Requested Party Address clarification
	approved
	A
	12.1.0
	UCHIMS_AS-SRVCC
	S5

	SP-130438
	32.260
	0218
	-
	9.13.0
	Rel‑9
	Rel‑9 CR 32.260 Remove RTTI from ACR [Stop] and CCR [Terminate]
	approved
	F
	9.14.0
	IMSTSS-RTTI-CH
	S5

	SP-130438
	32.260
	0219
	-
	10.10.1
	Rel‑10
	Rel‑10 CR 32.260 Remove RTTI from ACR [Stop] and CCR [Terminate]
	approved
	A
	10.11.0
	IMSTSS-RTTI-CH
	S5

	SP-130438
	32.260
	0220
	-
	11.8.0
	Rel‑11
	Rel‑11 CR 32.260 Remove RTTI from ACR [Stop] and CCR [Terminate]
	approved
	A
	11.9.0
	IMSTSS-RTTI-CH
	S5

	SP-130438
	32.260
	0221
	-
	12.0.0
	Rel‑12
	Rel‑12 CR 32.260 Remove RTTI from ACR [Stop] and CCR [Terminate]
	approved
	A
	12.1.0
	IMSTSS-RTTI-CH
	S5

	SP-130435
	32.260
	0224
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.260 Additional Access Network Information Field
	approved
	B
	12.1.0
	CH12
	S5

	SP-130464
	32.275
	0044
	1
	11.2.1
	Rel‑11
	Rel‑11 CR 32.275 Correct use of PS information elements
	approved
	F
	11.3.0
	CH11
	S5

	SP-130437
	32.275
	0045
	-
	9.5.0
	Rel‑9
	Rel‑9 CR 32.275 Correction on MMTel Online Charging
	approved
	F
	9.6.0
	eMMTel-SS-CH
	S5

	SP-130437
	32.275
	0046
	-
	10.0.0
	Rel‑10
	Rel‑10 CR 32.275 Correction on MMTel Online Charging
	approved
	A
	10.1.0
	eMMTel-SS-CH
	S5

	SP-130437
	32.275
	0047
	-
	11.2.1
	Rel‑11
	Rel‑11 CR 32.275 Correction on MMTel Online Charging
	approved
	A
	11.3.0
	eMMTel-SS-CH
	S5

	SP-130435
	32.295
	0007
	1
	11.0.0
	Rel‑12
	R12 CR 32.295 Justification on usage of Sequence numbers
	approved
	F
	12.0.0
	CH12
	S5

	SP-130435
	32.296
	0030
	1
	11.5.0
	Rel‑12
	Rel‑12 CR 32.296 Correction on Sy message flow
	approved
	B
	12.0.0
	CH12
	S5

	SP-130435
	32.296
	0031
	1
	11.5.0
	Rel‑12
	Rel‑12 CR 32.296 Supplement for accurate credit control
	approved
	B
	12.0.0
	CH12
	S5

	SP-130436
	32.296
	0032
	1
	11.5.0
	Rel‑12
	TDF interaction support for OCS
	approved
	B
	12.0.0
	ABC
	S5

	SP-130435
	32.298
	0404
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.298 Additional Access Network Information Field
	approved
	B
	12.1.0
	CH12
	S5

	SP-130435
	32.298
	0405
	-
	12.0.0
	Rel‑12
	Rel‑12 CR 32298 on retransmission indication in PS CDRs
	approved
	F
	12.1.0
	CH12
	S5

	SP-130435
	32.299
	0532
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32.299 Correction on the Tariff-Time-Change and Tariff-Change-Usage AVP
	approved
	F
	12.2.0
	CH12
	S5

	SP-130435
	32.299
	0533
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32.299 Correction on on data accounting
	approved
	F
	12.2.0
	CH12
	S5

	SP-130443
	32.299
	0536
	-
	11.8.0
	Rel‑11
	Rel‑11 CR 32.299 Missing value for ATCF in Node-Functionality AVP
	approved
	F
	11.9.0
	UCHIMS_AS-SRVCC
	S5

	SP-130443
	32.299
	0537
	-
	12.1.0
	Rel‑12
	Rel‑12 CR 32.299 Missing value for ATCF in Node-Functionality AVP
	approved
	A
	12.2.0
	UCHIMS_AS-SRVCC
	S5

	SP-130435
	32.299
	0539
	-
	12.1.0
	Rel‑12
	Rel‑12 CR 32.299 Additional Access Network Information Field
	approved
	B
	12.2.0
	CH12
	S5

	SP-130435
	32.299
	0540
	-
	12.1.0
	Rel‑12
	Rel‑12 CR 32299 Align RAR/RAA description with other messages description and Correction on proxy-info AVP in RAA
	approved
	F
	12.2.0
	CH12
	S5

	SP-130432
	32.423
	0074
	2
	10.6.0
	Rel‑10
	CR R10 32.423 Correction on some inconsistent definitons for trace data file parameters
	approved
	F
	10.7.0
	OAM10
	S5

	SP-130432
	32.423
	0075
	2
	11.5.0
	Rel‑11
	CR R11 32.423 Correction on some inconsistent definitons for trace data file parameters
	approved
	A
	11.6.0
	OAM10
	S5

	SP-130465
	32.501
	0006
	-
	11.0.0
	Rel‑12
	Rel‑12 CR 32.501 Introducing MUPPET features
	approved
	B
	12.0.0
	SON-NM-MUPPET
	S5

	SP-130439
	32.522
	0140
	-
	9.2.0
	Rel‑9
	CR Rel‑9 32.522 Add missing Object class id for SONPolicy IOC
	approved
	F
	9.3.0
	LTE_SON-OAM
	S5

	SP-130439
	32.522
	0141
	-
	10.5.0
	Rel‑10
	CR Rel‑10 32.522 Add missing Object class id for SONPolicy IOCs
	approved
	A
	10.6.0
	LTE_SON-OAM
	S5

	SP-130439
	32.522
	0142
	1
	11.6.1
	Rel‑11
	CR Rel‑11 32.522 Add missing Object class id for SONPolicy IOCs
	approved
	A
	11.7.0
	LTE_SON-OAM
	S5

	SP-130439
	32.523
	0003
	1
	9.2.0
	Rel‑9
	CR Rel‑9 32.523 Add missing Object class id for SONPolicy IOCs
	approved
	F
	9.3.0
	LTE_SON-OAM
	S5

	SP-130440
	32.526
	0031
	1
	10.3.1
	Rel‑10
	CR Rel‑10 32.526 Add missing Object class id for SONPolicy IOCs
	approved
	F
	10.4.0
	LTE-SON-OAM_SO
	S5

	SP-130440
	32.526
	0032
	1
	11.5.0
	Rel‑11
	CR Rel‑11 32.526 Add missing Object class id for SONPolicy IOCs
	approved
	A
	11.6.0
	LTE-SON-OAM_SO
	S5

	SP-130433
	32.526
	0033
	-
	11.5.0
	Rel‑11
	Rel‑11 CR 32.526 Add missing XML elements for SON coordination
	approved
	F
	11.6.0
	OAM11
	S5

	SP-130432
	32.526
	0034
	-
	10.3.1
	Rel‑10
	Rel‑10 CR 32.526 Add missing XML element for energy saving containment
	approved
	F
	10.4.0
	OAM10
	S5

	SP-130433
	32.526
	0035
	-
	11.5.0
	Rel‑11
	Rel‑11 CR 32.526 Add missing XML element for energy saving containment
	approved
	F
	11.6.0
	OAM11
	S5

	RP-131102
	37.571-5
	0045
	-
	10.4.0
	Rel‑10
	Removal of old Assistance Data files
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-5
	0046
	-
	10.4.0
	Rel‑10
	Addition of missing Assistance Data files
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-5
	0047
	-
	10.4.0
	Rel‑10
	Correction of Doppler 1 values for RRC
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-5
	0048
	-
	10.4.0
	Rel‑10
	Change of SV for GNSS Scenario #2 for Multi-path test
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-5
	0050
	-
	10.4.0
	Rel‑10
	Correction of Doppler 1 values for RRC
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-5
	0051
	-
	10.4.0
	Rel‑10
	Correction of Doppler values for LPP
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-5
	0052
	-
	10.4.0
	Rel‑10
	Correction of Doppler values for LPP
	approved
	F
	10.5.0
	TEI9_Test
	R5

	SP-130432
	32.626
	0005
	-
	10.2.0
	Rel‑10
	Rel‑10 CR 32.626 Correct wrong XML implementation of energy saving containment
	approved
	F
	10.3.0
	OAM10
	S5

	SP-130433
	32.626
	0006
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 32.626 Correct wrong XML implementation of energy saving containment
	approved
	F
	11.2.0
	OAM11
	S5

	SP-130431
	32.712
	0004
	-
	8.0.0
	Rel‑8
	CR on 32712 R8 - Removal of wrong and redundant modelling statements
	approved
	F
	8.1.0
	OAM8
	S5

	SP-130431
	32.712
	0005
	-
	9.0.0
	Rel‑9
	CR on 32712 R9 - Removal of wrong and redundant modelling statements
	approved
	A
	9.1.0
	OAM8
	S5

	SP-130431
	32.712
	0006
	-
	10.0.0
	Rel‑10
	CR on 32712 R10 - Removal of wrong and redundant modelling statements
	approved
	A
	10.1.0
	OAM8
	S5

	SP-130431
	32.712
	0007
	-
	11.0.0
	Rel‑11
	CR on 32712 R11 - Removal of wrong and redundant modelling statements
	approved
	A
	11.1.0
	OAM8
	S5

	SP-130433
	32.766
	0055
	-
	11.5.0
	Rel‑11
	Rel‑11 CR 32.766 Add missing XML elements for SON coordination
	approved
	F
	11.6.0
	OAM11
	S5

	SP-130401
	33.106
	0129
	-
	12.0.0
	Rel‑12
	Adding version to non 3GPP references
	approved
	F
	12.1.0
	LI12
	S3

	SP-130401
	33.107
	0128
	-
	12.3.0
	Rel‑12
	Addition of LI to GBA
	approved
	B
	12.4.0
	LI12
	S3

	SP-130401
	33.107
	0129
	-
	12.3.0
	Rel‑12
	Adding version to non 3GPP references
	approved
	F
	12.4.0
	LI12
	S3

	SP-130401
	33.107
	0130
	-
	12.3.0
	Rel‑12
	Updating Tel URL to Tel URI
	approved
	F
	12.4.0
	LI12
	S3

	SP-130401
	33.108
	0212
	-
	12.1.0
	Rel‑12
	Annex H Changes for Gateway Interception at Inter-PLMN Interface
	approved
	B
	12.2.0
	LI12
	S3

	SP-130401
	33.108
	0213
	-
	12.1.0
	Rel‑12
	Updating Tel URL to Tel URI
	approved
	F
	12.2.0
	LI12
	S3

	RP-131124
	34.121-1
	1508
	-
	11.0.1
	Rel‑11
	Addition of RSRQ based reselection TC
	approved
	F
	11.1.0
	TEI11_Test
	R5

	RP-131114
	34.121-1
	1509
	-
	10.7.0
	Rel‑10
	Removal of technical content in 34.121-1 v10.7.0 and substitution with pointer to the next Release
	approved
	F
	10.8.0
	TEI10_Test
	R5

	RP-131114
	34.121-1
	1510
	-
	11.0.1
	Rel‑11
	Correction to FRC information in clause 9.2 for HS-DSCH categories 21 to 28
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-131102
	34.121-1
	1511
	-
	11.0.1
	Rel‑11
	Correction to MIMO Performance test case 9.2.4C
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131102
	34.121-1
	1512
	-
	11.0.1
	Rel‑11
	Correction to MIMO Performance test case 9.2.4D
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131100
	34.121-1
	1513
	-
	11.0.1
	Rel‑11
	Clarification of the power settng time in FDD HO test cases
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131114
	34.121-1
	1514
	-
	11.0.1
	Rel‑11
	New MIMO Performance test case for DB-DC-HSDPA and FRC H-Set 9A
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-131114
	34.121-1
	1515
	-
	11.0.1
	Rel‑11
	New MIMO Performance test case for DB-DC-HSDPA and FRC H-Set 11A
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-131121
	34.121-1
	1516
	-
	11.0.1
	Rel‑11
	New RF TC for 34.121-1_5.3C_Uplink Transmit Diversity for HSPA Rel‑11
	approved
	F
	11.1.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-131121
	34.121-1
	1517
	-
	11.0.1
	Rel‑11
	New RF TC for 34.121-1_5.3D_Uplink Transmit Diversity for HSPA Rel‑11
	approved
	F
	11.1.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-131121
	34.121-1
	1518
	-
	11.0.1
	Rel‑11
	Updates to minimum output power test cases for uplink CLTD
	approved
	F
	11.1.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-131121
	34.121-1
	1519
	-
	11.0.1
	Rel‑11
	Addition of CDP and ILPC test cases for UL CLTD
	approved
	F
	11.1.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-131121
	34.121-1
	1520
	-
	11.0.1
	Rel‑11
	Addition of out of sync and Change of TFC scenarios for UL CLTD
	approved
	F
	11.1.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-131124
	34.121-1
	1521
	-
	11.0.1
	Rel‑11
	Update to minimum requirement of Maximum Output Power
	approved
	F
	11.1.0
	TEI11_Test
	R5

	RP-131097
	34.123-1
	3339
	-
	10.5.1
	Rel‑10
	Correction to Testcase 9.4.8
	approved
	F
	10.6.0
	TEI_Test
	R5

	RP-131102
	34.123-1
	3340
	-
	10.5.1
	Rel‑10
	Corrections to HNB TCs in clause 8.3.12.x
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-131102
	34.123-1
	3341
	-
	10.5.1
	Rel‑10
	Update to test case 8.1.5.7
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-131097
	34.123-1
	3342
	-
	10.5.1
	Rel‑10
	Correction of UTRA GMM TC 12.9.7b & 12.9.7c
	approved
	F
	10.6.0
	TEI_Test
	R5

	RP-131114
	34.123-1
	3343
	-
	10.5.1
	Rel‑10
	Introduction of new Test Case 9.4.3.3a
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131114
	34.123-1
	3344
	-
	10.5.1
	Rel‑10
	Merge of ANR for UTRAN test cases 8.7.1.1 and 8.7.1.1a
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131114
	34.123-1
	3345
	-
	10.5.1
	Rel‑10
	Correction to ANR for UTRAN test cases 8.7.1.2 and 8.7.1.2a
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131114
	34.123-1
	3346
	-
	10.5.1
	Rel‑10
	Merge of ANR for UTRAN test cases 8.7.1.3 and 8.7.1.3a
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131114
	34.123-1
	3347
	-
	10.5.1
	Rel‑10
	Merge of ANR for UTRAN test cases 8.7.1.5 and 8.7.1.5a
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131114
	34.123-1
	3348
	-
	10.5.1
	Rel‑10
	Merge of ANR for UTRAN test cases 8.7.2.1 and 8.7.2.1a
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131114
	34.123-1
	3349
	-
	10.5.1
	Rel‑10
	New RRC test case 8.2.2.68a for combination of DB-DC-HSDPA with MIMO
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131114
	34.123-1
	3350
	-
	10.5.1
	Rel‑10
	New RRC test case 8.2.2.69a for combination of DB-DC-HSDPA with MIMO
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131114
	34.123-1
	3351
	-
	10.5.1
	Rel‑10
	New RRC test case 8.3.4.19b for combination of DB-DC-HSDPA with MIMO
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-131098
	34.123-1
	3352
	-
	10.5.1
	Rel‑10
	Correction to tiiming maintained handover testcases
	approved
	F
	10.6.0
	TEI6_Test
	R5

	RP-131112
	34.123-1
	3353
	-
	10.5.1
	Rel‑10
	Introduction of new Radio Bearer Test Case 14.6.1j for 3C-HSDPA Single Band
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-1
	3354
	-
	10.5.1
	Rel‑10
	Introduction of new Radio Bearer Test Case 14.6.1k for 3C-HSDPA Dual Band
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-1
	3355
	-
	10.5.1
	Rel‑10
	Introduction of new Radio Bearer Test Case 14.6.1l for 3C-HSDPA Dual Band
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-1
	3356
	-
	10.5.1
	Rel‑10
	Introduction of new Generic test procedure for radio bearer combinations for 3 Carriers
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-1
	3357
	-
	10.5.1
	Rel‑10
	Correction to 3C-HSDPA test case 8.3.4.23.1 and 8.3.4.23.3
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-1
	3358
	-
	10.5.1
	Rel‑10
	Correction to 3C-HSDPA test case 8.3.4.23.2 and 8.3.4.23.4
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-1
	3359
	-
	10.5.1
	Rel‑10
	Addition of new 4C HSDPA test case 8.2.2.81.1
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-1
	3360
	-
	10.5.1
	Rel‑10
	Addition of new 4C HSDPA test case 8.2.2.81.2
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-1
	3361
	-
	10.5.1
	Rel‑10
	Addition of new 4C HSDPA test case 8.2.2.81.3
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-1
	3362
	-
	10.5.1
	Rel‑10
	Addition of new 4C HSDPA test case 8.2.2.81.4
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131112
	34.123-1
	3363
	-
	10.5.1
	Rel‑10
	Addition of new 4C HSDPA test case 8.2.2.81.5
	approved
	F
	10.6.0
	4C_HSDPA-UEConTest
	R5

	RP-131116
	34.123-1
	3364
	-
	10.5.1
	Rel‑11
	Addition of eMDT test case 8.6.2.1a
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	34.123-1
	3365
	-
	10.5.1
	Rel‑11
	Addition of eMDT test case 8.6.2.2a
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	34.123-1
	3366
	-
	10.5.1
	Rel‑11
	Addition of eMDT test case 8.6.2.3a
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	34.123-1
	3367
	-
	10.5.1
	Rel‑11
	Addition of eMDT test case 8.6.2.4a
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	34.123-1
	3368
	-
	10.5.1
	Rel‑11
	Addition of eMDT test case 8.6.2.9
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	34.123-1
	3369
	-
	10.5.1
	Rel‑11
	Addition of eMDT test case 8.6.4.1
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	34.123-1
	3370
	-
	10.5.1
	Rel‑11
	Addition of eMDT test case 8.6.4.2
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	34.123-1
	3371
	-
	10.5.1
	Rel‑11
	Addition of eMDT test case 8.6.4.3
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	34.123-1
	3372
	-
	10.5.1
	Rel‑11
	Addition of eMDT test case 8.6.4.4
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	34.123-1
	3373
	-
	10.5.1
	Rel‑11
	Addition of eMDT test case 8.6.4.5
	approved
	F
	11.0.0
	eMDT_UMTSLTE-UEConTest
	R5

	SP-130404
	33.203
	0199
	1
	12.2.0
	Rel‑12
	Firewall traversal for IMS services based on ICE
	approved
	B
	12.3.0
	TURAN
	S3

	SP-130402
	33.203
	0200
	-
	12.2.0
	Rel‑12
	Clarification regarding NAT and GIBA
	approved
	D
	12.3.0
	SEC12
	S3

	SP-130404
	33.203
	0201
	1
	12.2.0
	Rel‑12
	Correction of Specification of Tunnelling of UE Services over Restrictive Access Networks - IMS case
	approved
	F
	12.3.0
	TURAN
	S3

	SP-130404
	33.203
	0202
	-
	12.2.0
	Rel‑12
	Missing caption and hanging paragraph
	approved
	D
	12.3.0
	TURAN
	S3

	RP-131100
	34.229-1
	0450
	-
	10.2.0
	Rel‑10
	Correction to reference to RFC 6442
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0451
	-
	10.2.0
	Rel‑10
	Correction to PRACK default message contents
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0452
	-
	10.2.0
	Rel‑10
	Correction of TC 15 series
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0453
	-
	10.2.0
	Rel‑10
	Correction of Annex C.29
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0454
	-
	10.2.0
	Rel‑10
	Add MMI command releasing call in TC 12.12
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0455
	-
	10.2.0
	Rel‑10
	Refering to generic procedure C.30 in TC 8.3
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0456
	-
	10.2.0
	Rel‑10
	Correction of A.2.7
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0457
	-
	10.2.0
	Rel‑10
	Clarification of A.2.9
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0458
	-
	10.2.0
	Rel‑10
	Correction of C.30
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0459
	-
	10.2.0
	Rel‑10
	Correction of the magic cookie value in Via branch as per the RFC 3261 definition
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0460
	-
	10.2.0
	Rel‑10
	Restricting usage of rport to UDP as transport protocol
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0461
	-
	10.2.0
	Rel‑10
	Correction to IMS Deregistration procedure in case of using TCP
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0462
	-
	10.2.0
	Rel‑10
	Corrections to allow both ISIM or USIM to be used in IMS CC test cases
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0463
	-
	10.2.0
	Rel‑10
	Correction of Option tags to indicate support of '100rel' and/or 'precondition'
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0464
	-
	10.2.0
	Rel‑10
	Updating conformance requirements for test case 18.1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0465
	-
	10.2.0
	Rel‑10
	Clarification on SDP messages and SIP signalling of C.21
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0466
	-
	10.2.0
	Rel‑10
	Clarification on SDP messages of C.13
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131100
	34.229-1
	0467
	-
	10.2.0
	Rel‑10
	Corrections to SMS over IMS test cases
	approved
	F
	10.3.0
	TEI8_Test
	R5

	SP-130407
	33.320
	0094
	3
	11.6.0
	Rel‑12
	Access mode verification for H(e)NBs
	approved
	C
	12.0.0
	TEI12, EHNB-Sec
	S3

	SP-130406
	33.328
	0054
	1
	12.3.0
	Rel‑12
	KMS based solution for immediate messaging
	approved
	C
	12.4.0
	eMEDIASEC
	S3

	SP-130406
	33.328
	0055
	1
	12.3.0
	Rel‑12
	Secure UDPTL based T.38 fax
	approved
	B
	12.4.0
	eMEDIASEC
	S3

	SP-130407
	33.401
	0522
	1
	12.8.0
	Rel‑12
	Revision of clause on KeNB re-keying
	approved
	C
	12.9.0
	TEI12,SAES
	S3

	SP-130407
	33.402
	0114
	1
	12.0.0
	Rel‑12
	Correction of the editorial errors and the incorrect description
	approved
	F
	12.1.0
	TEI12,SAES
	S3

	RP-131113
	36.521-3
	0758
	-
	11.1.0
	Rel‑11
	Uncertainties and Test Tolerances for eICIC Absolute RSRP test cases 9.1.8.1+9.1.9.1
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131113
	36.521-3
	0759
	-
	11.1.0
	Rel‑11
	Uncertainties and Test Tolerances for eICIC Relative RSRP test cases 9.1.8.2+9.1.9.2
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131101
	36.521-3
	0760
	-
	11.1.0
	Rel‑11
	Uncertainties and Test Tolerances update for Inter-freq RSRP Test cases 9.1.3.x and 9.1.4.x
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131113
	36.521-3
	0761
	-
	11.1.0
	Rel‑11
	Addition of test cases 7.3.13 and 7.3.15
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131114
	36.521-3
	0762
	-
	11.1.0
	Rel‑11
	RRM: Uncertainties and test tolerances for TCs 9.6.1 and 9.6.2
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131113
	36.521-3
	0763
	-
	11.1.0
	Rel‑11
	eICIC RRM: Message contents for TC-s 7.3.9-12, 8.1.7 and 8.2.5
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131101
	36.521-3
	0764
	-
	11.1.0
	Rel‑11
	Uncertainties and Test Tolerances update for Intra-freq RSRP Test cases 9.1.1.1 and 9.1.2.1
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131101
	36.521-3
	0765
	-
	11.1.0
	Rel‑11
	Band 28 update for Intra-freq relative RSRP Test case 9.1.1.2
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131111
	36.521-3
	0766
	-
	11.1.0
	Rel‑11
	Correction to Common Exception messages for ReportConfig-A6
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131101
	36.521-3
	0767
	-
	11.1.0
	Rel‑11
	Correction to 8.7.3 of 36.521-3
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131103
	36.521-3
	0768
	-
	11.1.0
	Rel‑11
	Correction to 8.11.5 and 8.11.6 of 36.521-3
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131103
	36.521-3
	0769
	-
	11.1.0
	Rel‑11
	Correction to 9.5.1 and 9.5.2 of 36.521-3
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131101
	36.521-3
	0770
	-
	11.1.0
	Rel‑11
	Correction to Common Exception messages in RLM tests
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131113
	36.521-3
	0771
	-
	11.1.0
	Rel‑11
	Addition of TC 7.3.14 E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131113
	36.521-3
	0772
	-
	11.1.0
	Rel‑11
	Addition of TC 7.3.16 E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131114
	36.521-3
	0773
	-
	11.1.0
	Rel‑11
	Corrections to Conditions for UE Measurements Procedures in RRC_CONNECTED State
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131111
	36.521-3
	0774
	-
	11.1.0
	Rel‑11
	Correction to RRM CA test case 8.16.1
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0775
	-
	11.1.0
	Rel‑11
	Correction to RRM CA test case 8.16.3
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131103
	36.521-3
	0776
	-
	11.1.0
	Rel‑11
	Correction to 8.11.4 InterRAT E-UTRA TDD to E-UTRA TDD and UTRA TDD cell search
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131103
	36.521-3
	0777
	-
	11.1.0
	Rel‑11
	Addition of Uplink-downlink configuration in 6.3.5 of 36.521-3
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131111
	36.521-3
	0778
	-
	11.1.0
	Rel‑11
	Cell Timing offsets and Cell Timing uncertainties for CA 8.x and 9.x test cases
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131103
	36.521-3
	0779
	-
	11.1.0
	Rel‑11
	Correction to 9.6.1 and 9.6.2 of 36.521-3
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131111
	36.521-3
	0780
	-
	11.1.0
	Rel‑11
	Addition of new CA TC 8.16.5 E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0781
	-
	11.1.0
	Rel‑11
	Addition of new CA TC 8.16.6 E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0782
	-
	11.1.0
	Rel‑11
	Addition of new CA TC 9.2.12.1 TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0783
	-
	11.1.0
	Rel‑11
	Addition of new CA TC 9.2.12.2 TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0784
	-
	11.1.0
	Rel‑11
	Correction to RRM CA test case 8.20.1
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0785
	-
	11.1.0
	Rel‑11
	New RRM TC 9.1.13.2 TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0786
	-
	11.1.0
	Rel‑11
	New RRM TC 9.1.13.1 TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0787
	-
	11.1.0
	Rel‑11
	Cell configuration mapping for new CA TCs for 20MHz
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0788
	-
	11.1.0
	Rel‑11
	Corrections to RRM CA measurement accuracy CA test cases with PCell and SCell switching
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0789
	-
	11.1.0
	Rel‑11
	Correction to E-UTRAN RSRP and RSRQ accuracy for CA test cases of 36.521-3
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0790
	-
	11.1.0
	Rel‑11
	Addition of RMC and OCNG pattern for CA 20 MHz
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131103
	36.521-3
	0791
	-
	11.1.0
	Rel‑11
	Correction to CGI test cases
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131111
	36.521-3
	0792
	-
	11.1.0
	Rel‑11
	CA RRM: Clarification of applicability and completness status of CA RRM TC-s
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-3
	0793
	-
	11.1.0
	Rel‑11
	Correction of configurations in RSRP TDD absolute and relative accuracy for CA test cases
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131114
	36.523-3
	1679
	-
	10.4.0
	Rel‑10
	Removal of technical content in 36.523-3 v10.4.0 and substitution with pointer to the next Release
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-131114
	36.523-3
	1680
	-
	11.0.0
	Rel‑11
	36523-3: Routine maintenance and updates
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-131109
	36.523-3
	1681
	-
	11.0.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-096 test case 13.1.4
	approved
	B
	10.0.0
	TEI8_Test
	R5

	RP-131109
	36.523-3
	1682
	-
	11.0.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-096 test case 13.1.16
	approved
	B
	10.0.0
	TEI8_Test
	R5

	RP-131109
	36.523-3
	1683
	-
	11.0.0
	Rel‑11
	LTE_TDD : Correction to EUTRA RRC TC 8.3.1.16
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131109
	36.523-3
	1684
	-
	11.0.0
	Rel‑11
	LTE_TDD: Addition to GCF WI-096 EUTRA EMM test case 9.2.3.2.1c
	approved
	B
	11.1.0
	TEI8_Test
	R5

	RP-131109
	36.523-3
	1685
	-
	11.0.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-162 LTE-A Carrier Aggregation RRC intra-band test case 8.5.1.7.1
	approved
	B
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-131109
	36.523-3
	1686
	-
	11.0.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-162 LTE-A Carrier Aggregation RRC intra-band test case 8.2.2.4.1
	approved
	B
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-131109
	36.523-3
	1687
	-
	11.0.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-162 LTE-A Carrier Aggregation RRC intra-band test case 8.2.2.5.1
	approved
	B
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-131109
	36.523-3
	1688
	-
	11.0.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-096 test case 6.2.2.5
	approved
	B
	11.1.0
	TEI8_Test
	R5

	RP-131109
	36.523-3
	1689
	-
	11.0.0
	Rel‑11
	LTE_TDD: Addition to GCF WI-096 EUTRA Multilayer test case 13.4.2.1
	approved
	B
	11.1.0
	TEI8_Test
	R5

	RP-131109
	36.523-3
	1690
	-
	11.0.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-169 test case 8.1.3.6a
	approved
	B
	11.1.0
	TEI9_Test
	R5

	RP-131109
	36.523-3
	1691
	-
	11.0.0
	Rel‑11
	LTE_TDD : Addition of LTE-A ZUC test case 7.3.3.5
	approved
	B
	11.1.0
	TEI11_Test
	R5

	RP-131109
	36.523-3
	1692
	-
	11.0.0
	Rel‑11
	LTE_TDD : Addition of LTE-A ZUC test case 7.3.3.6
	approved
	B
	11.1.0
	TEI11_Test
	R5

	RP-131109
	36.523-3
	1693
	-
	11.0.0
	Rel‑11
	LTE_TDD : Addition of LTE-A ZUC test case 7.3.4.3
	approved
	B
	11.1.0
	TEI11_Test
	R5

	RP-131109
	36.523-3
	1694
	-
	11.0.0
	Rel‑11
	LTE_TDD : Addition of LTE-A ZUC test case 9.4.6
	approved
	B
	11.1.0
	TEI11_Test
	R5

	RP-131109
	36.523-3
	1695
	-
	11.0.0
	Rel‑11
	LTE_TDD : Addition of LTE-A ZUC test case 9.4.5
	approved
	B
	11.1.0
	TEI11_Test
	R5

	RP-131109
	36.523-3
	1696
	-
	11.0.0
	Rel‑11
	LTE_TDD: Addition of GCF WI-169 test case 6.2.3.4a
	approved
	B
	11.1.0
	TEI9_Test
	R5

	RP-131108
	36.523-3
	1697
	-
	11.0.0
	Rel‑11
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	11.1.0
	TEI11_Test
	R5

	RP-131266
	36.523-3
	1698
	-
	11.0.0
	Rel‑11
	Improved guidance of the test operator during ETWS and CMAS test case execution
	approved
	F
	10.0.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1699
	-
	11.0.0
	Rel‑11
	Correction to Generic IMS Registration procedure
	approved
	F
	10.0.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1700
	-
	11.0.0
	Rel‑11
	Addition of GCF WI-167 EUTRA-UTRAN Idle Mode test case 6.2.3.33
	approved
	B
	10.0.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1701
	-
	11.0.0
	Rel‑11
	Corrections to EPS Attach Procedure to enable IMS Registration via NAS signalling in 36.523 Suite
	approved
	F
	10.0.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1702
	-
	11.0.0
	Rel‑11
	Correction to Idle mode test cases 6.2.3.4
	approved
	F
	10.0.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1703
	-
	11.0.0
	Rel‑11
	Correction to Idle mode test cases 6.2.3.4a
	approved
	F
	10.0.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1704
	-
	11.0.0
	Rel‑11
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC inter-band test case 8.5.1.7.2
	approved
	B
	10.0.0
	TEI10_Test
	R5

	RP-131266
	36.523-3
	1705
	-
	11.0.0
	Rel‑11
	Re-verification of EMM Test Case 9.2.3.3.4
	approved
	F
	10.0.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1706
	-
	11.0.0
	Rel‑11
	Addition of LTE-A (Rel‑10) Carrier Aggregation MAC test case 7.1.4.18
	approved
	B
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-131266
	36.523-3
	1707
	-
	11.0.0
	Rel‑11
	Addition of LTE-A (Rel‑10) Carrier Aggregation RRC test case 8.3.1.18.2
	approved
	B
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-131266
	36.523-3
	1708
	-
	11.0.0
	Rel‑11
	Addition of LTE-A (Rel‑10) Carrier Aggregation RRC test case 8.3.1.17.2
	approved
	B
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-131266
	36.523-3
	1709
	-
	11.0.0
	Rel‑11
	Addition of LTE-A (Rel‑10) Carrier Aggregation RRC test case 8.3.1.22.2
	approved
	B
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-131266
	36.523-3
	1710
	-
	11.0.0
	Rel‑11
	Addition of LTE-A (Rel‑10) Carrier Aggregation RRC test case 8.2.2.3.2
	approved
	B
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-131266
	36.523-3
	1711
	-
	11.0.0
	Rel‑11
	Addition of LTE-A Carrier Aggregation RRC inter-band test case 8.2.2.4.2
	approved
	B
	10.0.0
	TEI10_Test
	R5

	RP-131266
	36.523-3
	1712
	-
	11.0.0
	Rel‑11
	Addition of LTE-A Carrier Aggregation RRC inter-band test case 8.2.2.5.2
	approved
	B
	10.0.0
	TEI10_Test
	R5

	RP-131266
	36.523-3
	1713
	-
	11.0.0
	Rel‑11
	Re-verification of EMM Test Case 9.2.3.4.1
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1714
	-
	11.0.0
	Rel‑11
	Correction to template cr_SingleAccessCapAny in LTE ATS
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1715
	-
	11.0.0
	Rel‑11
	LTE/SAE ATS cleanup (… moving "modulepar" PICS to 'parameters.ttcn')
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1716
	-
	11.0.0
	Rel‑11
	Correction to Eutra RRC TC 8.5.1.2
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1717
	-
	11.0.0
	Rel‑11
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC handover test case 8.2.4.18.2
	approved
	B
	11.1.0
	TEI10_Test
	R5

	RP-131266
	36.523-3
	1718
	-
	11.0.0
	Rel‑11
	Correction to EUTRA multi layer Test Case 13.3.1.3
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1719
	-
	11.0.0
	Rel‑11
	Correction to EUTRA EMM TC 9.2.2.1.3
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1720
	-
	11.0.0
	Rel‑11
	Correction to EMM test case 9.2.2.2.2
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1721
	-
	11.0.0
	Rel‑11
	Correction to function f_EUTRA_ActivateAdditionalPDNOnDef()
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1722
	-
	11.0.0
	Rel‑11
	Correction to RLC Explicit size for FACH configuration in UTRA TDD
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1723
	-
	11.0.0
	Rel‑11
	Correction to function f_UTRAN_Init
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1724
	-
	11.0.0
	Rel‑11
	Correction to testcase 9.2.3.2.3 & 9.2.3.2.1b
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1725
	-
	11.0.0
	Rel‑11
	Correction to EUTRA Multi-Layer Test Case 13.1.9
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1726
	-
	11.0.0
	Rel‑11
	Correction to GCF WI-082 EUTRA EMM Testcase 9.1.4.2
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1727
	-
	11.0.0
	Rel‑11
	Correction to GCF WI-151 EUTRA FDD-TDD Testcase 8.3.1.13a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1728
	-
	11.0.0
	Rel‑11
	Correction to GCF WI-151 EUTRA FDD-TDD Testcase 8.3.1.16a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1729
	-
	11.0.0
	Rel‑11
	Correction to EUTRA RRC Test Case 8.2.4.14
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1730
	-
	11.0.0
	Rel‑11
	Correction to GCF WI-151 EUTRA FDD-TDD Testcase 8.3.1.15a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1731
	-
	11.0.0
	Rel‑11
	Correction to EMM Test Case 9.2.3.1.6
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1732
	-
	11.0.0
	Rel‑11
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.3.2.3
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1733
	-
	11.0.0
	Rel‑11
	Correction to the naming convention of ASN.1 type controlChannelDRXInfoTDD128 for TD LTE<>TDSDMA testcases
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1734
	-
	11.0.0
	Rel‑11
	Correction to Generic IMS Registration procedure
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1735
	-
	11.0.0
	Rel‑11
	Correction to functions in f_EUTRA_Preamble_EmptyCSG_AllowedList()
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1736
	-
	11.0.0
	Rel‑11
	Correction to EMM Test Cases 9.2.3.2.1b and 9.2.1.2.1b
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1737
	-
	11.0.0
	Rel‑11
	GCF Priority 1 - Corrections to EUTRA RRC Test Case 8.2.4.13a
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1738
	-
	11.0.0
	Rel‑11
	Correction to EMM TC 9.2.3.2.1b
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1739
	-
	11.0.0
	Rel‑11
	Correction to EUTRA Idle Mode TC 6.4.1
	approved
	F
	11.1.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1740
	-
	11.0.0
	Rel‑11
	Correction to EMM test cases 9.2.3.3.5 and 9.2.3.2.3
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1741
	-
	11.0.0
	Rel‑11
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC intra-band test case 8.5.1.7.1
	approved
	B
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-131266
	36.523-3
	1742
	-
	11.0.0
	Rel‑11
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC intra-band test case 8.2.2.5.1
	approved
	B
	11.1.0
	LTE_CA-UEConTest
	R5

	RP-131266
	36.523-3
	1743
	-
	11.0.0
	Rel‑11
	Addition of GCF WI-154/ee1 EUTRA IMS Emergency Call test case 8.1.2.11
	approved
	B
	11.1.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1744
	-
	11.0.0
	Rel‑11
	Corrections to PLMN values for UTRAN band VI
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1745
	-
	11.0.0
	Rel‑11
	Correction to AddressInfo in PktDataProtoAddr
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1746
	-
	11.0.0
	Rel‑11
	Correction to Test Case Selection Expressions for TC 6.2.2.5
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1747
	-
	11.0.0
	Rel‑11
	Correction to f_EUTRA_508RRC_AddModRel_Scell_Common function
	approved
	F
	11.1.0
	TEI10_Test
	R5

	RP-131266
	36.523-3
	1748
	-
	11.0.0
	Rel‑11
	TTCN Correction in Test case 8.5.4.1 for optional IE checking in UE Capability Information
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1749
	-
	11.0.0
	Rel‑11
	Correction to GCF WI-086 EUTRA Multilayer Testcase 13.4.2.1
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1750
	-
	11.0.0
	Rel‑11
	Correction to Selection Expressions for SMS over SGs test cases.
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1751
	-
	11.0.0
	Rel‑11
	Correction to IP Handing for EUTRA<>UTRA Testcases
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1752
	-
	11.0.0
	Rel‑11
	Correction to the System Information for EUTRA Testcases
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1753
	-
	11.0.0
	Rel‑11
	Correction to EUTRA Idle Mode TC 6.2.2.5
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1754
	-
	11.0.0
	Rel‑11
	Addition of LTE-A ZUC test case 7.3.3.5 for FDD
	approved
	B
	11.1.0
	TEI11_Test
	R5

	RP-131266
	36.523-3
	1755
	-
	11.0.0
	Rel‑11
	Addition of LTE-A ZUC test case 7.3.3.6 for FDD
	approved
	B
	11.1.0
	TEI11_Test
	R5

	RP-131266
	36.523-3
	1756
	-
	11.0.0
	Rel‑11
	Addition of LTE-A ZUC test case 7.3.4.3 for FDD
	approved
	B
	11.1.0
	TEI11_Test
	R5

	RP-131266
	36.523-3
	1757
	-
	11.0.0
	Rel‑11
	Addition of LTE-A ZUC test case 9.4.5 for FDD
	approved
	B
	11.1.0
	TEI11_Test
	R5

	RP-131266
	36.523-3
	1758
	-
	11.0.0
	Rel‑11
	Addition of LTE-A ZUC test case 9.4.6 for FDD
	approved
	B
	11.1.0
	TEI11_Test
	R5

	RP-131266
	36.523-3
	1759
	-
	11.0.0
	Rel‑11
	Correction to f_UT_CheckETWS_CMAS_NoAlert
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1760
	-
	11.0.0
	Rel‑11
	Correction to GCF WI-081 EUTRA MAC Testcase 7.1.5.1
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1761
	-
	11.0.0
	Rel‑11
	Correction to LTE-GERAN test case 13.4.2.5
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1762
	-
	11.0.0
	Rel‑11
	Correction to LTE-GERAN Idle Mode testcase 6.2.3.1
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1763
	-
	11.0.0
	Rel‑11
	Correction to GCF WI-096 EUTRA EMM Testcase 9.2.3.2.1b
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1764
	-
	11.0.0
	Rel‑11
	Correction to Ciphering configuration for UTRA TDD
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1765
	-
	11.0.0
	Rel‑11
	Correction to DL RB0 configuration and BCCH configuration for UTRA TDD
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131266
	36.523-3
	1766
	-
	11.0.0
	Rel‑11
	Addition of HeNB test case 6.3.9
	approved
	B
	11.1.0
	TEI9_Test
	R5

	RP-131266
	36.523-3
	1767
	-
	11.0.0
	Rel‑11
	Correction to EMM Testcase 9.2.1.2.11
	approved
	F
	11.1.0
	TEI8_Test
	R5

	RP-131110
	37.571-4
	0016
	-
	10.2.0
	Rel‑10
	Correction to EUTRA UE Positioning test cases 7.3.4.2.5s and 7.3.4.4.5s
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-131110
	37.571-4
	0017
	-
	10.2.0
	Rel‑10
	Correction to EUTRA UE Positioning test case 7.3.5.1.1s
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-131110
	37.571-4
	0018
	-
	10.2.0
	Rel‑10
	Correction to EUTRA UE Positioning test cases 7.3.1.1
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-131167
	37.571-4
	0019
	-
	10.2.0
	Rel‑10
	CR to 37.571-4: Add new verified and e-mail agreed TTCN test cases in the TC lists in 37.571-4 (prose), Annex A
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-131099
	34.108
	0926
	-
	11.6.0
	Rel‑11
	Correction of specific Message contents of Radio Bearer Setup message for condition A25b, A17d and A17e
	approved
	F
	11.7.0
	TEI7_Test
	R5

	RP-131102
	34.108
	0927
	-
	11.6.0
	Rel‑11
	Correction the contents of condition A19 and A20 for RADIO BEARER SETUP of 1.28Mcps TDD
	approved
	F
	11.7.0
	TEI9_Test
	R5

	RP-131112
	34.108
	0928
	-
	11.6.0
	Rel‑11
	Correction to default ACTIVE SET UPDATE message
	approved
	F
	11.7.0
	4C_HSDPA-UEConTest
	R5

	RP-131100
	34.108
	0929
	-
	11.6.0
	Rel‑11
	Correction to Midamble configuration in SIB5(1.28 Mcps TDD)
	approved
	F
	11.7.0
	TEI8_Test
	R5

	RP-131100
	34.108
	0930
	-
	11.6.0
	Rel‑11
	Addition of Procedure for IP address allocation in the U-plane
	approved
	F
	11.7.0
	TEI8_Test
	R5

	RP-131100
	34.108
	0931
	-
	11.6.0
	Rel‑11
	Definition of default contents for EF HPLMNwAcT on TestUSIM
	approved
	F
	11.7.0
	TEI8_Test
	R5

	RP-131112
	34.108
	0932
	-
	11.6.0
	Rel‑11
	Update of RB Setup for Conditions A33, A34, A35 and A36
	approved
	F
	11.7.0
	4C_HSDPA-UEConTest
	R5

	RP-131257
	34.108
	0933
	-
	11.6.0
	Rel‑11
	Correction the default configuration for FACH of 1.28Mcps TDD
	approved
	F
	11.7.0
	TEI4_Test
	R5

	RP-131121
	34.108
	0934
	-
	11.6.0
	Rel‑11
	Addition of test procedure for RF to configure UL CLTD
	approved
	F
	11.7.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-131102
	34.122
	0430
	-
	11.5.0
	Rel‑11
	Clarification of starting time in TDD HO test cases
	approved
	F
	11.6.0
	TEI9_Test
	R5

	RP-131114
	36.521-2
	0112
	-
	11.1.0
	Rel‑11
	editorial correction for RRM test case Condition C46
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131113
	36.521-2
	0113
	-
	11.1.0
	Rel‑11
	Addition of applicability for test cases 7.3.13 and 7.3.15
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131125
	36.521-2
	0114
	-
	11.1.0
	Rel‑11
	Addition of Band 31 to 36.521-2
	approved
	F
	11.2.0
	LTE450_Brazil-UEConTest
	R5

	RP-131111
	36.521-2
	0115
	-
	11.1.0
	Rel‑11
	Applicability for new CA TCs for 20MHz
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131113
	36.521-2
	0116
	-
	11.1.0
	Rel‑11
	eICIC RRM: Applicability for some new added eICIC test cases
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131111
	36.521-2
	0117
	-
	11.1.0
	Rel‑11
	CA RF: Applicability for some new added CA test cases
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-2
	0118
	-
	11.1.0
	Rel‑11
	CA RRM: Corrections to applicability of CA RRM TC-s
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131103
	36.521-2
	0119
	-
	11.1.0
	Rel‑11
	Update applicability of test cases required to support PUSCH 2-2
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131113
	36.521-2
	0120
	-
	11.1.0
	Rel‑11
	eICIC RF: Applicability for some new added eICIC test cases
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131103
	36.521-2
	0121
	-
	11.1.0
	Rel‑11
	Correction to applicability of TC 8.3.2.1.2, 8.3.2.1.3 and 8.3.2.2.1
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131103
	36.521-2
	0122
	-
	11.1.0
	Rel‑11
	Correction of applicability for FDD RF TCs 9.3.4.1.1, 9.3.4.2.1 & 9.4.1.2.1and TDD RF TCs 9.3.4.1.2, 9.3.4.2.2 & 9.4.1.2.2
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131124
	36.521-2
	0123
	-
	11.1.0
	Rel‑11
	Addition of applicabilities for inter-freq/RAT without measurement gaps TCs
	approved
	F
	11.2.0
	TEI11_Test
	R5

	RP-131101
	36.521-2
	0124
	-
	11.1.0
	Rel‑11
	Correction to the reference information of chapter 2.
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131103
	36.521-2
	0125
	-
	11.1.0
	Rel‑11
	RRM: Update of applicability of some test ceses
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131115
	36.521-2
	0126
	-
	11.1.0
	Rel‑11
	Addition of UE capability information Bandwidth Combination Set for Carrier Aggregation in ICS proforma tables
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131120
	36.521-2
	0127
	-
	11.1.0
	Rel‑11
	Update RF performance test applicability table for LTE B14 public safety high power UE
	approved
	F
	11.2.0
	LTE_B14_PSBB_HPUE-UEConTest
	R5

	RP-131122
	36.521-2
	0128
	-
	11.1.0
	Rel‑11
	Addition of applicability for new TCs 8.3.1.1.3 and 8.3.2.1.4
	approved
	F
	11.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-131111
	36.521-2
	0129
	-
	11.1.0
	Rel‑11
	Applicability addition for CA test cases
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131113
	36.521-2
	0130
	-
	11.1.0
	Rel‑11
	Addition of the applicability of TC7.3.14 & TC7.3.16
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131115
	36.523-2
	0443
	-
	11.3.0
	Rel‑11
	Addition of CA physical layer implementation capabilities for CA_3-8
	approved
	F
	11.4.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131113
	36.523-2
	0444
	-
	11.3.0
	Rel‑11
	Applicability of new eICIC test case 8.3.1.27
	approved
	F
	11.4.0
	eICIC_LTE-UEConTest
	R5

	RP-131111
	36.523-2
	0445
	-
	11.3.0
	Rel‑11
	Update of Applicability Conditions for CA test cases
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131115
	36.523-2
	0446
	-
	11.3.0
	Rel‑11
	Addition of Inter-Band CA configurations for CA_1-18 and CA_11-18
	approved
	F
	11.4.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131125
	36.523-2
	0447
	-
	11.3.0
	Rel‑11
	Addition of Band 31 to 36.523-2
	approved
	F
	11.4.0
	LTE450_Brazil-UEConTest
	R5

	RP-131113
	36.523-2
	0448
	-
	11.3.0
	Rel‑11
	Addition of applicability for new eICIC test case 8.3.1.21
	approved
	F
	11.4.0
	eICIC_LTE-UEConTest
	R5

	RP-131116
	36.523-2
	0449
	-
	11.3.0
	Rel‑11
	Addition of applicability of new test cases for eMDT
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131115
	36.523-2
	0450
	-
	11.3.0
	Rel‑11
	Addition and modification of CA Band for supported CA configurations for signaling test in 36.523-2
	approved
	F
	11.4.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131101
	36.523-2
	0451
	-
	11.3.0
	Rel‑11
	Add applicability for E-UTRA VoLTE test cases
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-2
	0452
	-
	11.3.0
	Rel‑11
	Update Applicability for ZUC test cases
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-2
	0453
	-
	11.3.0
	Rel‑11
	Execution of TCs when UE supports a single E-UTRA band
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131103
	36.523-2
	0454
	-
	11.3.0
	Rel‑11
	Updating specific condition for setting the FGI 28.
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131111
	36.523-2
	0455
	-
	11.3.0
	Rel‑11
	Correction of CA test case entries in applicability table
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131115
	36.523-2
	0456
	-
	11.3.0
	Rel‑11
	Addition of UE capability information Bandwidth Combination Set for Carrier Aggregation in ICS proforma tables
	approved
	F
	11.4.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131115
	36.523-2
	0457
	-
	11.3.0
	Rel‑11
	Addition of CA physical layer implementation capabilities for CA_3-5
	approved
	F
	11.4.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131113
	36.523-2
	0458
	-
	11.3.0
	Rel‑11
	Update of title of test case 8.3.1.20
	approved
	F
	11.4.0
	eICIC_LTE-UEConTest
	R5

	RP-131118
	36.523-2
	0459
	-
	11.3.0
	Rel‑11
	Applicability for new power preference indication test cases
	approved
	F
	11.4.0
	LTE_eDDA-UEConTest
	R5

	RP-131119
	36.523-2
	0460
	-
	11.3.0
	Rel‑11
	Appicability for new ePDCCH related test cases
	approved
	F
	11.4.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-131103
	36.523-2
	0461
	-
	11.3.0
	Rel‑11
	Define new test applicability for MFBI signalling test cases
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131101
	36.523-2
	0462
	-
	11.3.0
	Rel‑11
	Execution of TCs when UE supports multiple modes of configuration
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-2
	0463
	-
	11.3.0
	Rel‑11
	Update of Applicability for LTE TC 6.2.1.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131117
	36.523-2
	0464
	-
	11.3.0
	Rel‑11
	Applicability of new eMBMS service continuity test cases
	approved
	F
	11.4.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-131102
	37.571-3
	0013
	-
	10.4.1
	Rel‑10
	Correction to 7.3.3.1
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131097
	36.521-1
	1080
	-
	11.1.0
	Rel‑11
	Correction to test points in Additional Spurious Emissions Coexistence test case
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-131122
	36.521-1
	1081
	-
	11.1.0
	Rel‑11
	LTE Type A performance requirements - Changes to clause 3
	approved
	F
	11.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-131122
	36.521-1
	1082
	-
	11.1.0
	Rel‑11
	LTE Type A performance requirements - Changes to clause 8.1.1
	approved
	F
	11.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-131122
	36.521-1
	1083
	-
	11.1.0
	Rel‑11
	LTE Type A performance requirements - Changes to Annex A
	approved
	F
	11.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-131122
	36.521-1
	1084
	-
	11.1.0
	Rel‑11
	LTE Type A performance requirements - Introduction of Annex B.5
	approved
	F
	11.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-131122
	36.521-1
	1085
	-
	11.1.0
	Rel‑11
	LTE Type A performance requirements - Introduction of the new test case 9.3.5.1.1.
	approved
	F
	11.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-131115
	36.521-1
	1086
	-
	11.1.0
	Rel‑11
	Corrections to CA TC 6.5.2A.3
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131125
	36.521-1
	1087
	-
	11.1.0
	Rel‑11
	Addition of Band 31 to 36.521-1 General s05
	approved
	F
	11.2.0
	LTE450_Brazil-UEConTest
	R5

	RP-131125
	36.521-1
	1088
	-
	11.1.0
	Rel‑11
	Addition of Band 31 to 36.521-1 RX s07
	approved
	F
	11.2.0
	LTE450_Brazil-UEConTest
	R5

	RP-131125
	36.521-1
	1089
	-
	11.1.0
	Rel‑11
	Addition of Band 31 to 36.521-1 TX s06
	approved
	F
	11.2.0
	LTE450_Brazil-UEConTest
	R5

	RP-131101
	36.521-1
	1090
	-
	11.1.0
	Rel‑11
	RF: Minor correction to test points for spurious emissions UE co-existence
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131115
	36.521-1
	1091
	-
	11.1.0
	Rel‑11
	Update TC 7.3A.3 Reference sensitivity level for CA_5A-12A (inter-band DL CA without UL CA)
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131115
	36.521-1
	1092
	-
	11.1.0
	Rel‑11
	Update the minimum requirements of TCs 7.6.3A.1, 7.7A.1 and 7.8.1A.1 for CA
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131114
	36.521-1
	1093
	-
	11.1.0
	Rel‑11
	Update TC 6.6.3B.2 of Spurious emission band UE co-existence for UL-MIMO
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131114
	36.521-1
	1094
	-
	11.1.0
	Rel‑11
	Update TCs 6.2.2B and 6.2.5B for UL-MIMO
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131101
	36.521-1
	1095
	-
	11.1.0
	Rel‑11
	RF: Addition of missing UL-RMC-s for Tx testing
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131114
	36.521-1
	1096
	-
	11.1.0
	Rel‑11
	Correction of TCs 7.3 and 7.3B Reference sensitivity level for Band 27
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131111
	36.521-1
	1097
	-
	11.1.0
	Rel‑11
	CA RF: Addition of new CQI tests for CA
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131124
	36.521-1
	1098
	-
	11.1.0
	Rel‑11
	Correction to Spurious emission band UE co-existence
	approved
	F
	11.2.0
	TEI11_Test
	R5

	RP-131111
	36.521-1
	1099
	-
	11.1.0
	Rel‑11
	Correction to the repeat steps in 7.6.1A, 7.6.3A and 7.8.1A
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1100
	-
	11.1.0
	Rel‑11
	Correction to CA sustained data rate performance test
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131113
	36.521-1
	1101
	-
	11.1.0
	Rel‑11
	Correction to eICIC Performance test cases
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131101
	36.521-1
	1102
	-
	11.1.0
	Rel‑11
	Correction to UE category in Tx test cases
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131101
	36.521-1
	1103
	-
	11.1.0
	Rel‑11
	Correction to Spurious emission band UE co-existence
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131103
	36.521-1
	1104
	-
	11.1.0
	Rel‑11
	Correction to MBMS Performance test cases
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131111
	36.521-1
	1105
	-
	11.1.0
	Rel‑11
	Update TC of 8.7.2.1_A.1 TDD sustained data rate performance for CA (intra-band contiguous DL CA)
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131123
	36.521-1
	1106
	-
	11.1.0
	Rel‑11
	Adding the minimum channel spacing for intra-band non-contiguous CA
	approved
	F
	11.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-131114
	36.521-1
	1107
	-
	11.1.0
	Rel‑11
	Corrections to Annex F for Maintenance of Band 23
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131114
	36.521-1
	1108
	-
	11.1.0
	Rel‑11
	Corrections to description for definition of MIMO Correlation Matrices using cross polarized antennas
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131111
	36.521-1
	1109
	-
	11.1.0
	Rel‑11
	Corrections to UE maximum output power for CA
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131114
	36.521-1
	1110
	-
	11.1.0
	Rel‑11
	Corrections to General Maintenance of Operating Bands and Channel Arrangements
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131113
	36.521-1
	1111
	-
	11.1.0
	Rel‑11
	Introduction of eICIC_enh_LTE to Annex C
	approved
	F
	11.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-131111
	36.521-1
	1112
	-
	11.1.0
	Rel‑11
	Corrections to TC 6.6.2.3A.1 Adjacent Channel Leakage power Ratio for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1113
	-
	11.1.0
	Rel‑11
	Corrections to TC 7.5A.1 Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131097
	36.521-1
	1114
	-
	11.1.0
	Rel‑11
	Correction to test frequency in Additional Spurious Emissions test cases for NS_15
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-131103
	36.521-1
	1115
	-
	11.1.0
	Rel‑11
	Update applicability of test cases 9.4.2.2.1 and 9.4.2.2.2
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131103
	36.521-1
	1116
	-
	11.1.0
	Rel‑11
	Correction to applicability for TDD-TM8 test cases
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131101
	36.521-1
	1117
	-
	11.1.0
	Rel‑11
	Editorial correction to 6.6.3.3 Additional spurious emissions
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131114
	36.521-1
	1118
	-
	11.1.0
	Rel‑11
	Correction the Minimum conformance requirements for test case 6.2.2B
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131111
	36.521-1
	1119
	-
	11.1.0
	Rel‑11
	CA RF: Adding missing DL-RMC-s
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1120
	-
	11.1.0
	Rel‑11
	Update TC of 8.2.1.1 FDD PDSCH Single Antenna Port Performance (Cell-Specific Reference Symbols) for CA
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1121
	-
	11.1.0
	Rel‑11
	Update TC of 8.2.1.4 FDD PDSCH Closed Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols) for CA
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1122
	-
	11.1.0
	Rel‑11
	Addition of new TC 8.2.1.4.2_A.2 for FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (inter band DL CA)
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131115
	36.521-1
	1123
	-
	11.1.0
	Rel‑11
	Update of CA TC 7.3A.1
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131115
	36.521-1
	1124
	-
	11.1.0
	Rel‑11
	Update of CA TC 7.4A.1
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131103
	36.521-1
	1125
	-
	11.1.0
	Rel‑11
	Correction of applicability for FDD RF TCs 9.3.4.1.1, 9.3.4.2.1 & 9.4.1.2.1and TDD RF TCs 9.3.4.1.2, 9.3.4.2.2 & 9.4.1.2.2
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131126
	36.521-1
	1126
	-
	11.1.0
	Rel‑11
	Introduction of eICIC_enh_LTE to Annex A to reference measurement channels for PDCCH/PCFICH
	approved
	F
	11.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-131126
	36.521-1
	1127
	-
	11.1.0
	Rel‑11
	Introduction of eICIC_enh_LTE to Annex A DL reference measurement channels
	approved
	F
	11.2.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-131114
	36.521-1
	1128
	-
	11.1.0
	Rel‑11
	Corrections to 6.2.4 A-MPR for Maintenance of Band 23
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131114
	36.521-1
	1129
	-
	11.1.0
	Rel‑11
	Corrections to Transmitter Characteristics Maintenance
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131097
	36.521-1
	1130
	-
	11.1.0
	Rel‑11
	Alignment of test configuration tables (test frequencies) in Additional Spurious Emissions tests cases
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-131114
	36.521-1
	1131
	-
	11.1.0
	Rel‑11
	Corrections to Receiver Characteristics Maintenance
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131114
	36.521-1
	1132
	-
	11.1.0
	Rel‑11
	Corrections to 6.6.2.2 Additional Spectrum Emission Mask for Maintenance of Band 23
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131115
	36.521-1
	1133
	-
	11.1.0
	Rel‑11
	Updates to Chapter7 for Inter Band CA combo CA_4A-29A
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131101
	36.521-1
	1134
	-
	11.1.0
	Rel‑11
	Update Minimum Requirements of TCs 6.2.4 and 6.2.5
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131111
	36.521-1
	1135
	-
	11.1.0
	Rel‑11
	Correction to Configured UE transmitted output power for CA
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1136
	-
	11.1.0
	Rel‑11
	Corrections to TC 6.2.5A.2 Configured UE transmitted Power for CA (inter-band DL CA without UL CA)
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1137
	-
	11.1.0
	Rel‑11
	Updates to Wideband intermodulation for CA test cases
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1138
	-
	11.1.0
	Rel‑11
	Correction to measurement target of CA Rx test cases
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1139
	-
	11.1.0
	Rel‑11
	Corrections to TC 7.5A.2 Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA without UL CA)
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1140
	-
	11.1.0
	Rel‑11
	Update TC of 8.7.1.1_A.1 FDD Sustained data rate performance for CA (intra band contiguous DL CA)
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1141
	-
	11.1.0
	Rel‑11
	Update TC of 8.7.1.1_A.2 FDD Sustained data rate performance for CA (inter band DL CA)
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1142
	-
	11.1.0
	Rel‑11
	Updates of Annex for CA test cases
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131115
	36.521-1
	1143
	-
	11.1.0
	Rel‑11
	Clarification on Bandwidth Combination Set for Carrier Aggregation Transmitter tests
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131115
	36.521-1
	1144
	-
	11.1.0
	Rel‑11
	Update TC 6.2.5A.1 Configured UE transmitted Output Power for CA_5A-12A (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131115
	36.521-1
	1145
	-
	11.1.0
	Rel‑11
	Update the minimum requirements of TCs 7.5A.1, 7.6.1A.1 and 7.6.2A.1 for CA
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131115
	36.521-1
	1146
	-
	11.1.0
	Rel‑11
	Update TC 7.3A.1 Reference sensitivity level for CA (intra-band contiguous DL CA and UL CA)
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131123
	36.521-1
	1147
	-
	11.1.0
	Rel‑11
	Addition of Refsens for intra-band non-contiguous CA
	approved
	F
	11.2.0
	LTE_CA_enh-UEConTest
	R5

	RP-131115
	36.521-1
	1148
	-
	11.1.0
	Rel‑11
	Update TC 7.3A.3 reference sensitivity level for CA_3-8 (inter-band DL CA without UL CA)
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131120
	36.521-1
	1149
	-
	11.1.0
	Rel‑11
	Test cases and test system uncertainty for LTE B14 public safety highpower UE
	approved
	F
	11.2.0
	LTE_B14_PSBB_HPUE-UEConTest
	R5

	RP-131122
	36.521-1
	1150
	-
	11.1.0
	Rel‑11
	Addition of new TC 8.3.1.1.3 for FDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model
	approved
	F
	11.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-131122
	36.521-1
	1151
	-
	11.1.0
	Rel‑11
	Addition of new TC 8.3.2.1.4 for TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 with TM9 Interference Model
	approved
	F
	11.2.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-131113
	36.521-1
	1152
	-
	11.1.0
	Rel‑11
	eICIC RF: Addition of new RI tests and OCNG patterns for eICIC
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131115
	36.521-1
	1153
	-
	11.1.0
	Rel‑11
	Update of CA TC 6.2.3A and TC 6.2.4A
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131111
	36.521-1
	1154
	-
	11.1.0
	Rel‑11
	CA RF: Corrections to reference sensitivity requirements for CA
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1155
	-
	11.1.0
	Rel‑11
	Correction to Test Requirement in 7.3A.3
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.521-1
	1156
	-
	11.1.0
	Rel‑11
	Update TC of 8.2.1.3 FDD PDSCH Open Loop Spatial Multiplexing Performance (Cell-Specific Reference Symbols)for CA
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131115
	36.521-1
	1157
	-
	11.1.0
	Rel‑11
	Clarification on Bandwidth Combination Set for Carrier Aggregation Receiver tests
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131115
	36.521-1
	1158
	-
	11.1.0
	Rel‑11
	Addition of CA TC 6.6.2.2A
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131111
	36.523-1
	2368
	-
	11.3.0
	Rel‑11
	Correction to CA test case 8.2.4.21.2
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131101
	36.523-1
	2369
	-
	11.3.0
	Rel‑11
	GCF Priority 3 - Correction to EMM test case 9.2.1.1.11
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2370
	-
	11.3.0
	Rel‑11
	Correction to EMM test case 9.2.3.4.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2371
	-
	11.3.0
	Rel‑11
	Clarification for handling of differences between conformance requirements in different releases of core specifications
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131111
	36.523-1
	2372
	-
	11.3.0
	Rel‑11
	Correction to CA Test Case 8.2.2.5.1 and 8.2.2.5.2
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131101
	36.523-1
	2373
	-
	11.3.0
	Rel‑11
	Correction to EMM test case 9.2.1.1.1b
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2374
	-
	11.3.0
	Rel‑11
	Editorial update of TC 9.2.3.3.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131114
	36.523-1
	2375
	-
	11.3.0
	Rel‑11
	Update of text for Update UE Location Information
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-131116
	36.523-1
	2376
	-
	11.3.0
	Rel‑11
	Addition of new eMDT test case 8.6.7.4
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2377
	-
	11.3.0
	Rel‑11
	Addition of new eMDT test case 8.6.4.8
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2378
	-
	11.3.0
	Rel‑11
	Addition of new eMDT test case 8.6.4.9
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2379
	-
	11.3.0
	Rel‑11
	Addition of new eMDT test case 8.6.4.10
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2380
	-
	11.3.0
	Rel‑11
	Addition of new eMDT test case 8.6.8.2
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2381
	-
	11.3.0
	Rel‑11
	Addition of new eMDT test case 8.6.8.5
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2382
	-
	11.3.0
	Rel‑11
	Addition of new eMDT test case 8.6.9.1
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131101
	36.523-1
	2383
	-
	11.3.0
	Rel‑11
	Correction to test case 8.4.3.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2384
	-
	11.3.0
	Rel‑11
	Correction of ESM test cases 10.3.1 and 10.9.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2385
	-
	11.3.0
	Rel‑11
	GCF Priority 4: Modification to TC 6.1.2.12
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2386
	-
	11.3.0
	Rel‑11
	Modification to TC 8.3.1.13a
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131097
	36.523-1
	2387
	-
	11.3.0
	Rel‑11
	Update to test case 9.2.1.1.18
	approved
	F
	11.4.0
	TEI_Test
	R5

	RP-131101
	36.523-1
	2388
	-
	11.3.0
	Rel‑11
	GCF Priority 3 - Correction to 6.1.2.9a test cases
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131103
	36.523-1
	2389
	-
	11.3.0
	Rel‑11
	Define new TC 6.1.2.19 for Intra-frequency cell reselection with MFBI support
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131103
	36.523-1
	2390
	-
	11.3.0
	Rel‑11
	Define new TC 6.1.2.21 for Inter-band cell reselection with MFBI support
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131101
	36.523-1
	2391
	-
	11.3.0
	Rel‑11
	GCF priority 4 - Correction to EUTRA RRC test cases 8.2.1.5 and 8.2.1.6
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131103
	36.523-1
	2392
	-
	11.3.0
	Rel‑11
	Correction to FDD-TDD test case 8.3.1.15a
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131101
	36.523-1
	2393
	-
	11.3.0
	Rel‑11
	GCF Priority 4 - Corrections to EUTRA-GERAN Test Case 8.4.3.3
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2394
	-
	11.3.0
	Rel‑11
	GCF Priority 3 - Correction to test case 9.2.3.1.18a
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2395
	-
	11.3.0
	Rel‑11
	GCF Priority 2 - Correction to test case 9.2.3.3.6
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131103
	36.523-1
	2396
	-
	11.3.0
	Rel‑11
	Correction to EMM TC 9.2.2.1.3
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131101
	36.523-1
	2397
	-
	11.3.0
	Rel‑11
	GCF Priority 2 - Correction to test case 9.2.1.2.4 and 9.2.3.2.4
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2398
	-
	11.3.0
	Rel‑11
	Correction to EUTRA test case 9.2.1.2.1b
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2399
	-
	11.3.0
	Rel‑11
	Correction to EMM Test Case 9.2.3.1.6
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2400
	-
	11.3.0
	Rel‑11
	Clarification of EMM Test case 9.2.2.2.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2401
	-
	11.3.0
	Rel‑11
	Add test case Attach / Success / IMS
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2402
	-
	11.3.0
	Rel‑11
	GCF Priority U1 - Correction to EMM test case 9.2.1.2.13
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2403
	-
	11.3.0
	Rel‑11
	Add test case EPS bearer context deactivation / Re-establishment
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2404
	-
	11.3.0
	Rel‑11
	Corrections to allow both ISIM or USIM to be used in test cases using IMS
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131103
	36.523-1
	2405
	-
	11.3.0
	Rel‑11
	Correction to SRVCC test case 13.4.3.1
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131114
	36.523-1
	2406
	-
	11.3.0
	Rel‑11
	Correction to eMBMS test case 17.3.1
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-131114
	36.523-1
	2407
	-
	11.3.0
	Rel‑11
	Correction to eMBMS test case 17.3.2
	approved
	F
	11.4.0
	TEI10_Test
	R5

	RP-131101
	36.523-1
	2408
	-
	11.3.0
	Rel‑11
	GCF Priority 4: Modification to TC 6.1.2.14
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2409
	-
	11.3.0
	Rel‑11
	Modification to TC 8.3.1.13
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131101
	36.523-1
	2410
	-
	11.3.0
	Rel‑11
	Update of test case 8.3.3.2
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131111
	36.523-1
	2411
	-
	11.3.0
	Rel‑11
	Correction to CA Test Case 8.3.1.18.1 and 8.3.1.18.2
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.523-1
	2412
	-
	11.3.0
	Rel‑11
	Correction to CA Test Case 8.3.1.22.1 and 8.3.1.22.2
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.523-1
	2413
	-
	11.3.0
	Rel‑11
	Correction to CA Test Case 8.3.1.17.2
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.523-1
	2414
	-
	11.3.0
	Rel‑11
	Correction to CA Test Case 8.2.2.3.2
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.523-1
	2415
	-
	11.3.0
	Rel‑11
	Correction to CA Test Case 8.2.4.21.1 and 8.2.4.21.2
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.523-1
	2416
	-
	11.3.0
	Rel‑11
	Update of CA Test Case 8.2.2.3.1
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.523-1
	2417
	-
	11.3.0
	Rel‑11
	Correction to CA test case 8.5.1.7
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.523-1
	2418
	-
	11.3.0
	Rel‑11
	Correction to EUTRA CA RRC test cases 8.2.4.17.1 and 8.2.4.17.2
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131111
	36.523-1
	2419
	-
	11.3.0
	Rel‑11
	Correction to EUTRA CA RRC test cases 8.2.4.19.1 and 8.2.4.19.2
	approved
	F
	11.4.0
	LTE_CA-UEConTest
	R5

	RP-131113
	36.523-1
	2420
	-
	11.3.0
	Rel‑11
	Update of Test Case 8.3.1.20
	approved
	F
	11.4.0
	eICIC_LTE-UEConTest
	R5

	RP-131113
	36.523-1
	2421
	-
	11.3.0
	Rel‑11
	Addition of new eICIC Test Case 8.3.1.27
	approved
	F
	11.4.0
	eICIC_LTE-UEConTest
	R5

	RP-131113
	36.523-1
	2422
	-
	11.3.0
	Rel‑11
	Correction of eICIC TC 8.3.1.19 & 8.3.1.20
	approved
	F
	10.0.0
	eICIC_LTE-UEConTest
	R5

	RP-131116
	36.523-1
	2423
	-
	11.3.0
	Rel‑11
	Addition of new eMDT test case 8.6.9.3
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131117
	36.523-1
	2424
	-
	11.3.0
	Rel‑11
	New eMBMS service continuity test case 17.4.1
	approved
	F
	11.4.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-131117
	36.523-1
	2425
	-
	11.3.0
	Rel‑11
	New eMBMS service continuity test case 17.4.2
	approved
	F
	11.4.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-131117
	36.523-1
	2426
	-
	11.3.0
	Rel‑11
	New TC 17.4.7 MBMS Interest Indication after Radio Link Failure
	approved
	F
	11.4.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-131117
	36.523-1
	2427
	-
	11.3.0
	Rel‑11
	Introduction of New eMBMS Service Continuity Improvements test case 17.4.4
	approved
	F
	11.4.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-131116
	36.523-1
	2428
	-
	11.3.0
	Rel‑11
	Addition of new TC 8.6.2.11 Logged MDT / Logging and reporting / Reporting at intra LTE handover / PLMN list
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2429
	-
	11.3.0
	Rel‑11
	Addition of new TC 8.6.2.12 Logged MDT / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2430
	-
	11.3.0
	Rel‑11
	Addition of new TC 8.6.3.4 Logged MDT / Logging and reporting / Reporting at UTRAN Inter-RAT handover / PLMN list
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2431
	-
	11.3.0
	Rel‑11
	Addition of new TC 8.6.6.5 Handover Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2432
	-
	11.3.0
	Rel‑11
	Addition of new TC 8.6.6.6 Handover Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2433
	-
	11.3.0
	Rel‑11
	Addition of new TC 8.6.6.7 Handover Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131116
	36.523-1
	2434
	-
	11.3.0
	Rel‑11
	Addition of new TC 8.6.9.4 Connection Establishment Failure logging / Logging and reporting / Reporting of CDMA2000 Inter-RAT measurements
	approved
	F
	11.4.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131118
	36.523-1
	2435
	-
	11.3.0
	Rel‑11
	Introduction of New LTE RAN Enhancements for Diverse Data Applications test case 8.2.2.6.2
	approved
	F
	11.4.0
	LTE_eDDA-UEConTest
	R5

	RP-131118
	36.523-1
	2436
	-
	11.3.0
	Rel‑11
	New test case 8.2.2.6.1 RRC connection reconfiguration/ UE Assistance Information/power preference indication setup and release
	approved
	F
	11.4.0
	LTE_eDDA-UEConTest
	R5

	RP-131118
	36.523-1
	2437
	-
	11.3.0
	Rel‑11
	New test case 8.2.2.6.3 RRC connection reconfiguration/ UE Assistance Information/T340 running
	approved
	F
	11.4.0
	LTE_eDDA-UEConTest
	R5

	RP-131119
	36.523-1
	2438
	-
	11.3.0
	Rel‑11
	Addition of new TC 7.1.3.X Correct handling of DL assignment / Dynamic case / EPDCCH
	approved
	F
	11.4.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-131119
	36.523-1
	2439
	-
	11.3.0
	Rel‑11
	Addition of new TC 7.1.3.Y Correct handling of DL assignment / Semi-persistent case / EPDCCH
	approved
	F
	11.4.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-131101
	36.523-1
	2440
	-
	11.3.0
	Rel‑11
	Update of TC 6.2.1.1 Inter-RAT PLMN Selection for OPLMN Automatic mode
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131103
	36.523-1
	2441
	-
	11.3.0
	Rel‑11
	Define new TC 6.1.2.20 for Inter-frequency cell reselection with MFBI support.
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131103
	36.523-1
	2442
	-
	11.3.0
	Rel‑11
	Update of Test Case 8.2.4.13a
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131103
	36.523-1
	2443
	-
	11.3.0
	Rel‑11
	Addition of new MFBI test case: 8.2.4.22 RRC connection reconfiguration / Handover / MFBI / target cell broadcasting information disregarded by the UE
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131103
	36.523-1
	2444
	-
	11.3.0
	Rel‑11
	Update of Emergency Call over IMS test case 11.2.7
	approved
	F
	11.4.0
	TEI9_Test
	R5

	RP-131117
	36.523-1
	2445
	-
	11.3.0
	Rel‑11
	New eMBMS service continuity test case 17.4.6
	approved
	F
	11.4.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-131117
	36.523-1
	2446
	-
	11.3.0
	Rel‑11
	New eMBMS service continuity test case 17.4.8
	approved
	F
	11.4.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-131113
	36.523-1
	2447
	-
	11.3.0
	Rel‑11
	Addition of new Rel‑10 eICIC test case 8.3.1.21
	approved
	F
	11.4.0
	eICIC_LTE-UEConTest
	R5

	RP-131101
	36.523-1
	2448
	-
	11.3.0
	Rel‑11
	Correction of EUTRA RRC test case 8.5.4.1
	approved
	F
	11.4.0
	TEI8_Test
	R5

	RP-131102
	37.571-2
	0030
	-
	10.3.0
	Rel‑10
	Clarifications to 7.3.3.1
	approved
	F
	10.4.0
	TEI9_Test
	R5

	RP-131300
	36.101
	1730
	1
	12.0.0
	Rel‑12
	36.101 CR for LTE_CA_C_B3
	approved
	B
	12.1.0
	LTE_CA_C_B3-Core
	R4

	RP-131285
	36.101
	1731
	1
	11.5.0
	Rel‑11
	CR on performance requirements of CA soft buffer managemen (Rel‑11)
	approved
	F
	11.6.0
	LTE_CA-Perf
	R4

	RP-131285
	36.101
	1732
	-
	12.0.0
	Rel‑12
	CR on performance requirements of CA soft buffer managemen (Rel‑12)
	approved
	A
	12.1.0
	LTE_CA-Perf
	R4

	RP-131303
	36.101
	1733
	1
	12.0.0
	Rel‑12
	CR to introdue TM3 and TM4 test for 5MHz channel bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131281
	36.101
	1734
	-
	10.11.0
	Rel‑10
	CR on applicability of CA sustained data rate tests (Rel‑10)
	approved
	F
	10.12.0
	LTE_CA-Perf
	R4

	RP-131281
	36.101
	1735
	-
	11.5.0
	Rel‑11
	CR on applicability of CA sustained data rate tests (Rel‑11)
	approved
	F
	11.6.0
	LTE_CA-Perf
	R4

	RP-131281
	36.101
	1736
	-
	12.0.0
	Rel‑12
	CR on applicability of CA sustained data rate tests (Rel‑12)
	approved
	A
	12.1.0
	LTE_CA-Perf
	R4

	RP-131281
	36.101
	1737
	-
	10.11.0
	Rel‑10
	Correction of the CA capabilities for the soft buffer tests (Rel‑10)
	approved
	F
	10.12.0
	LTE_CA-Perf
	R4

	RP-131293
	36.101
	1738
	1
	11.5.0
	Rel‑11
	Performance requirement for UE under EVA200
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131293
	36.101
	1739
	-
	12.0.0
	Rel‑12
	Performance requirement for UE under EVA200
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131290
	36.101
	1742
	1
	11.5.0
	Rel‑11
	CR for introduction of FeICIC PBCH performance requirement
	approved
	B
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.101
	1743
	-
	12.0.0
	Rel‑12
	CR for introduction of FeICIC PBCH performance requirement
	approved
	A
	12.1.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.101
	1744
	1
	11.5.0
	Rel‑11
	CR for introduction of FeICIC RI reporting requirements
	approved
	B
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.101
	1745
	-
	12.0.0
	Rel‑12
	CR for introduction of FeICIC RI reporting requirements
	approved
	A
	12.1.0
	eICIC_enh_LTE-Perf
	R4

	RP-131292
	36.101
	1746
	-
	11.5.0
	Rel‑11
	Beamforming model for EPDCCH test
	approved
	B
	11.6.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-131292
	36.101
	1747
	-
	12.0.0
	Rel‑12
	Beamforming model for EPDCCH test
	approved
	A
	12.1.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-131303
	36.101
	1748
	-
	12.0.0
	Rel‑12
	CR to introduce CSI tests for LTE450
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.101
	1749
	-
	12.0.0
	Rel‑12
	CR to extend UE category of the existing 5MHz performance requirements
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131285
	36.101
	1753
	1
	11.5.0
	Rel‑11
	Introduction of performance requirements for verifying the receiver type for CSI-RS based advanced receivers (FDD/TDD)
	approved
	B
	11.6.0
	LTE_Interf_Rej-Perf
	R4

	RP-131285
	36.101
	1754
	1
	11.5.0
	Rel‑11
	CR for 36.101 : Add the definition of 5+20MHz for spectrum emission mask for CA
	approved
	F
	11.6.0
	LTE_CA-Core
	R4

	RP-131281
	36.101
	1759
	1
	10.11.0
	Rel‑10
	Band 42 and band 43 UE co-existence
	approved
	F
	10.12.0
	TEI10
	R4

	RP-131281
	36.101
	1765
	-
	10.11.0
	Rel‑10
	UE REFSENS when supporting intra-band CA and inter-band CA
	approved
	F
	10.12.0
	TEI10
	R4

	RP-131281
	36.101
	1766
	-
	11.5.0
	Rel‑11
	UE REFSENS when supporting intra-band CA and inter-band CA
	approved
	A
	11.6.0
	TEI10
	R4

	RP-131281
	36.101
	1767
	-
	12.0.0
	Rel‑12
	UE REFSENS when supporting intra-band CA and inter-band CA
	approved
	A
	12.1.0
	TEI10
	R4

	RP-131279
	36.101
	1768
	1
	8.21.0
	Rel‑8
	Correlation matrix for high speed train demodulation scenarios (Rel‑8)
	approved
	F
	8.22.0
	LTE-RF
	R4

	RP-131279
	36.101
	1769
	-
	9.16.0
	Rel‑9
	Correlation matrix for high speed train demodulation scenarios (Rel‑9)
	approved
	A
	9.17.0
	LTE-RF
	R4

	RP-131279
	36.101
	1770
	-
	10.11.0
	Rel‑10
	Correlation matrix for high speed train demodulation scenarios (Rel‑10)
	approved
	A
	10.12.0
	LTE-RF
	R4

	RP-131279
	36.101
	1771
	-
	11.5.0
	Rel‑11
	Correlation matrix for high speed train demodulation scenarios (Rel‑11)
	approved
	A
	11.6.0
	LTE-RF
	R4

	RP-131279
	36.101
	1772
	-
	12.0.0
	Rel‑12
	Correlation matrix for high speed train demodulation scenarios (Rel‑12)
	approved
	A
	12.1.0
	LTE-RF
	R4

	RP-131280
	36.101
	1773
	1
	9.16.0
	Rel‑9
	Corrections to sustained data rate test (Rel‑9)
	approved
	F
	9.17.0
	LTE-RF
	R4

	RP-131280
	36.101
	1774
	-
	10.11.0
	Rel‑10
	Corrections to sustained data rate test (Rel‑10)
	approved
	A
	10.12.0
	LTE-RF
	R4

	RP-131280
	36.101
	1775
	-
	11.5.0
	Rel‑11
	Corrections to sustained data rate test (Rel‑11)
	approved
	A
	11.6.0
	LTE-RF
	R4

	RP-131280
	36.101
	1776
	-
	12.0.0
	Rel‑12
	Corrections to sustained data rate test (Rel‑12)
	approved
	A
	12.1.0
	LTE-RF
	R4

	RP-131303
	36.101
	1781
	-
	12.0.0
	Rel‑12
	CR to introduce a new PHICH test based on 5MHz
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.101
	1782
	-
	12.0.0
	Rel‑12
	CR placeholder for applicability of new 5MHz tests
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.101
	1783
	1
	12.0.0
	Rel‑12
	CR : Proposal of applicability of new 5MHz tests
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.101
	1784
	-
	12.0.0
	Rel‑12
	CR: PHICH tests for 5MHz
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131290
	36.101
	1785
	1
	11.5.0
	Rel‑11
	CR for introduction of FeICIC CQI requirements
	approved
	B
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.101
	1786
	-
	12.0.0
	Rel‑12
	CR for introduction of FeICIC CQI requirements
	approved
	A
	12.1.0
	eICIC_enh_LTE-Perf
	R4

	RP-131281
	36.101
	1792
	1
	10.11.0
	Rel‑10
	Clarification of multi-cluster transmission
	approved
	F
	10.12.0
	LTE_CA-Core
	R4

	RP-131281
	36.101
	1793
	-
	11.5.0
	Rel‑11
	Clarification of multi-cluster transmission
	approved
	A
	11.6.0
	LTE_CA-Core
	R4

	RP-131281
	36.101
	1794
	-
	12.0.0
	Rel‑12
	Clarification of multi-cluster transmission
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131281
	36.101
	1798
	1
	10.11.0
	Rel‑10
	CA UE Coexistence Table update (Release 10)
	approved
	F
	10.12.0
	TEI10
	R4

	RP-131293
	36.101
	1799
	1
	11.5.0
	Rel‑11
	CA UE Coexistence Table update (Release 11)
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131294
	36.101
	1800
	1
	12.0.0
	Rel‑12
	CA UE Coexistence Table update (Release 12)
	approved
	F
	12.1.0
	LTE450_Brazil-Core
	R4

	RP-131302
	36.101
	1801
	-
	11.5.0
	Rel‑11
	Coexistence between Band 27 and Band 38 (Release 11)
	approved
	F
	11.6.0
	LTE_CA_C_B27-Core
	R4

	RP-131302
	36.101
	1802
	-
	12.0.0
	Rel‑12
	Coexistence between Band 27 and Band 38 (Release 12)
	approved
	F
	12.1.0
	LTE_CA_C_B27-Core
	R4

	RP-131285
	36.101
	1803
	-
	12.0.0
	Rel‑12
	Addional requirement for CA_1A-18A into TS 36.101
	approved
	B
	12.1.0
	LTE_CA_B1_B18-Core
	R4

	RP-131296
	36.101
	1804
	-
	12.0.0
	Rel‑12
	Add requirements for CA_1A-26A into TS 36.101
	approved
	B
	12.1.0
	LTE_CA_B1_B26-core
	R4

	RP-131281
	36.101
	1805
	-
	10.11.0
	Rel‑10
	Incorrect REFSENS UL allocation for CA_1C
	approved
	F
	10.12.0
	LTE_CA-Core
	R4

	RP-131281
	36.101
	1806
	-
	11.5.0
	Rel‑11
	Incorrect REFSENS UL allocation for CA_1C
	approved
	A
	11.6.0
	LTE_CA-Core
	R4

	RP-131281
	36.101
	1807
	-
	12.0.0
	Rel‑12
	Incorrect REFSENS UL allocation for CA_1C
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131297
	36.101
	1808
	1
	12.0.0
	Rel‑12
	Introduction of CA_2A-4A into 36.101
	approved
	B
	12.1.0
	LTE_CA_B2_B4-Core
	R4

	RP-131281
	36.101
	1809
	-
	10.11.0
	Rel‑10
	Contiguous intraband CA REFSENS with one UL
	approved
	F
	10.12.0
	LTE_CA-Core
	R4

	RP-131281
	36.101
	1810
	-
	11.5.0
	Rel‑11
	Contiguous intraband CA REFSENS with one UL
	approved
	A
	11.6.0
	LTE_CA-Core
	R4

	RP-131281
	36.101
	1811
	-
	12.0.0
	Rel‑12
	Contiguous intraband CA REFSENS with one UL
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131293
	36.101
	1812
	1
	11.5.0
	Rel‑11
	Remianed Transmitter requirements for intra-band non-contiguous CA
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131281
	36.101
	1816
	-
	11.5.0
	Rel‑11
	Correction to Rel‑11 A-MPR for CA_NS_04
	approved
	A
	11.6.0
	TEI10
	R4

	RP-131281
	36.101
	1817
	-
	10.11.0
	Rel‑10
	Correction to Rel‑10 A-MPR for CA_NS_04
	approved
	F
	10.12.0
	TEI10
	R4

	RP-131281
	36.101
	1818
	1
	10.11.0
	Rel‑10
	The Pcmax clauses restructured
	approved
	F
	10.12.0
	LTE_CA-Core
	R4

	RP-131281
	36.101
	1820
	-
	11.5.0
	Rel‑11
	The Pcmax clauses restructured
	approved
	A
	11.6.0
	LTE_CA-Core
	R4

	RP-131281
	36.101
	1822
	-
	12.0.0
	Rel‑12
	The Pcmax clauses restructured
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131298
	36.101
	1824
	-
	12.0.0
	Rel‑12
	Introduction of inter-band CA Band 2+5
	approved
	B
	12.1.0
	LTE_CA_B2_B5-Core
	R4

	RP-131285
	36.101
	1830
	-
	11.5.0
	Rel‑11
	MPR for intra-band non-contiguous CA
	approved
	F
	11.6.0
	LTE_CA_enh-Core
	R4

	RP-131285
	36.101
	1831
	-
	12.0.0
	Rel‑12
	MPR for intra-band non-contiguous CA
	approved
	A
	12.1.0
	LTE_CA_enh-Core
	R4

	RP-131281
	36.101
	1832
	-
	12.0.0
	Rel‑12
	Correction to Rel‑10 A-MPR for CA_NS_04
	approved
	A
	12.1.0
	TEI10
	R4

	RP-131285
	36.101
	1834
	-
	12.0.0
	Rel‑12
	CR for 36.101 : Add the definition of 5+20MHz for spectrum emission mask for CA
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131303
	36.101
	1839
	-
	12.0.0
	Rel‑12
	CR to introduce CSI tests for LTE450
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131293
	36.101
	1840
	-
	12.0.0
	Rel‑12
	Remianed Transmitter requirements for intra-band non-contiguous CA
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131303
	36.101
	1841
	-
	12.0.0
	Rel‑12
	CR to introdue TM3 and TM4 test for 5MHz channel bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131300
	36.104
	0401
	-
	12.0.0
	Rel‑12
	36.104 CR for LTE_CA_C_B3
	approved
	B
	12.1.0
	LTE_CA_C_B3-Core
	R4

	RP-131283
	36.104
	0402
	-
	11.5.0
	Rel‑11
	Correction of rated output power of MR BS for E-UTRA (R11)
	approved
	F
	11.6.0
	medBS_class_LTE_MSR-Core
	R4

	RP-131283
	36.104
	0403
	-
	12.0.0
	Rel‑12
	Correction of rated output power of MR BS for E-UTRA (R12)
	approved
	A
	12.1.0
	medBS_class_LTE_MSR-Core
	R4

	RP-131289
	36.104
	0404
	-
	11.5.0
	Rel‑11
	Clarification on single-band operation of multi-band BS
	approved
	F
	11.6.0
	MB_MSR_RF-Perf
	R4

	RP-131289
	36.104
	0405
	-
	12.0.0
	Rel‑12
	Clarification on single-band operation of multi-band BS
	approved
	A
	12.1.0
	MB_MSR_RF-Perf
	R4

	RP-131296
	36.104
	0408
	-
	12.0.0
	Rel‑12
	Add requirements for CA_1-26 into TS 36.104
	approved
	B
	12.1.0
	LTE_CA_B1_B26-core
	R4

	RP-131298
	36.104
	0409
	-
	12.0.0
	Rel‑12
	Introduction of inter-band CA Band 2+5
	approved
	B
	12.1.0
	LTE_CA_B2_B5-Core
	R4

	RP-131285
	36.104
	0412
	1
	11.5.0
	Rel‑11
	Non-contiguous intraband CA minimum channel spacing.
	approved
	F
	11.6.0
	LTE_CA_enh-Core
	R4

	RP-131285
	36.104
	0413
	-
	12.0.0
	Rel‑12
	Non-contiguous intraband CA minimum channel spacing.
	approved
	A
	12.1.0
	LTE_CA_enh-Core
	R4

	RP-131285
	36.117
	0001
	-
	11.0.0
	Rel‑11
	CR on TS 36.117 Clause 7.7.1: Backhaul Link Receiver Spurious Emissions
	approved
	F
	11.1.0
	LTE_Relay2-Core
	R4

	RP-131303
	36.133
	1830
	1
	12.0.0
	Rel‑12
	UTRAN FDD CPICH Ec/No measurement accuracy test for 5MHz bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131291
	36.133
	1831
	-
	11.5.0
	Rel‑11
	Correction on the test cases for UE Transmit Timing Accuracy for SCell (Rel‑11)
	approved
	F
	11.6.0
	LTE_CA_enh-Perf
	R4

	RP-131291
	36.133
	1832
	-
	12.0.0
	Rel‑12
	Correction on the test cases for UE Transmit Timing Accuracy for SCell (Rel‑12)
	approved
	A
	12.1.0
	LTE_CA_enh-Perf
	R4

	RP-131282
	36.133
	1834
	-
	10.11.0
	Rel‑10
	Corrections on RSTD CA test parameters (Rel‑10)
	approved
	F
	10.12.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1835
	-
	11.5.0
	Rel‑11
	Corrections on RSTD CA test parameters (Rel‑11)
	approved
	A
	11.6.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1836
	-
	12.0.0
	Rel‑12
	Corrections on RSTD CA test parameters (Rel‑12)
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1837
	1
	10.11.0
	Rel‑10
	FDD: RSTD measurement reporting test cases for CA with 20MHz BW (Rel‑10)
	approved
	F
	10.12.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1838
	-
	11.5.0
	Rel‑11
	FDD: RSTD measurement reporting test cases for CA with 20MHz BW (Rel‑11)
	approved
	A
	11.6.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1839
	-
	12.0.0
	Rel‑12
	FDD: RSTD measurement reporting test cases for CA with 20MHz BW (Rel‑12)
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1840
	1
	10.11.0
	Rel‑10
	TDD: RSTD measurement reporting test cases for CA with 20MHz BW (Rel‑10)
	approved
	F
	10.12.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1841
	-
	11.5.0
	Rel‑11
	TDD: RSTD measurement reporting test cases for CA with 20MHz BW (Rel‑11)
	approved
	A
	11.6.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1842
	-
	12.0.0
	Rel‑12
	TDD: RSTD measurement reporting test cases for CA with 20MHz BW (Rel‑12)
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131285
	36.133
	1843
	-
	11.5.0
	Rel‑11
	Timing and RSRP value corrections in Test cases A.9.2.6 and A.9.2.9
	approved
	F
	11.6.0
	LTE_CA-core
	R4

	RP-131285
	36.133
	1844
	-
	12.0.0
	Rel‑12
	Timing and RSRP value corrections in Test cases A.9.2.6 and A.9.2.9
	approved
	A
	12.1.0
	LTE_CA-core
	R4

	RP-131285
	36.133
	1845
	-
	11.5.0
	Rel‑11
	Corrections to Bands for 20MHz CA Test cases
	approved
	F
	11.6.0
	LTE_CA-core
	R4

	RP-131285
	36.133
	1846
	-
	12.0.0
	Rel‑12
	Corrections to Bands for 20MHz CA Test cases
	approved
	A
	12.1.0
	LTE_CA-core
	R4

	RP-131279
	36.133
	1850
	-
	8.22.0
	Rel‑8
	Cell time offset in TDD Inter-RAT test case
	approved
	F
	8.23.0
	LTE-RF
	R4

	RP-131279
	36.133
	1851
	-
	9.16.0
	Rel‑9
	Cell time offset in TDD Inter-RAT test cases
	approved
	F
	9.17.0
	LTE-RF
	R4

	RP-131279
	36.133
	1852
	-
	10.11.0
	Rel‑10
	Cell time offset in TDD Inter-RAT test cases
	approved
	A
	10.12.0
	LTE-RF
	R4

	RP-131279
	36.133
	1853
	-
	11.5.0
	Rel‑11
	Cell time offset in TDD Inter-RAT test cases
	approved
	A
	11.6.0
	LTE-RF
	R4

	RP-131279
	36.133
	1854
	-
	12.0.0
	Rel‑12
	Cell time offset in TDD Inter-RAT test cases
	approved
	A
	12.1.0
	LTE-RF
	R4

	RP-131303
	36.133
	1855
	-
	12.0.0
	Rel‑12
	EUTRA FDD-UTRA FDD cell reselection: UTRA FDD is of lower priority
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131282
	36.133
	1860
	-
	12.0.0
	Rel‑12
	Rel‑12 CRs on synchronization requirements for E-UTRA to CDMA 2000 handover
	approved
	A
	12.1.0
	TEI10
	R4

	RP-131282
	36.133
	1861
	-
	11.5.0
	Rel‑11
	Rel‑11 CRs on synchronization requirements for E-UTRA to CDMA 2000 handover
	approved
	A
	11.6.0
	TEI10
	R4

	RP-131282
	36.133
	1862
	1
	10.11.0
	Rel‑10
	Rel‑10 CRs on synchronization requirements for E-UTRA to CDMA 2000 handover
	approved
	F
	10.12.0
	TEI10
	R4

	RP-131282
	36.133
	1863
	1
	10.11.0
	Rel‑10
	CR on PCell interrutptions
	approved
	F
	10.12.0
	LTE_CA-Core
	R4

	RP-131290
	36.133
	1865
	1
	11.5.0
	Rel‑11
	Correct the SNR values for RLM tests with non-MBSFN ABS in FeICIC R11
	approved
	F
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.133
	1866
	1
	12.0.0
	Rel‑12
	Correct the SNR values for RLM tests with non-MBSFN ABS in FeICIC R12
	approved
	A
	12.1.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.133
	1867
	1
	11.5.0
	Rel‑11
	E-UTRAN FDD RSRP Measurement Accuracy Test in FeICIC R11
	approved
	B
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.133
	1869
	1
	12.0.0
	Rel‑12
	E-UTRAN FDD RSRP Measurement Accuracy Test in FeICIC R12
	approved
	A
	12.1.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.133
	1870
	1
	11.5.0
	Rel‑11
	E-UTRAN TDD RSRP Measurement Accuracy Test in FeICIC R11
	approved
	B
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.133
	1871
	1
	12.0.0
	Rel‑12
	E-UTRAN TDD RSRP Measurement Accuracy Test in FeICIC R12
	approved
	A
	12.1.0
	eICIC_enh_LTE-Perf
	R4

	RP-131284
	36.133
	1872
	-
	11.5.0
	Rel‑11
	E-UTRAN FDD UE Rx-Tx Time difference test in FeICIC R11
	approved
	F
	11.6.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1873
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD UE Rx-Tx Time difference test in FeICIC R12
	approved
	A
	12.1.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1874
	-
	11.5.0
	Rel‑11
	E-UTRAN TDD UE Rx-Tx Time difference test in FeICIC R11
	approved
	F
	11.6.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1875
	-
	12.0.0
	Rel‑12
	E-UTRAN TDD UE Rx-Tx Time difference test in FeICIC R12
	approved
	A
	12.1.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1880
	-
	11.5.0
	Rel‑11
	Clarification on UE Rx-Tx accuracy requirements in FeICIC R11
	approved
	F
	11.6.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1881
	-
	12.0.0
	Rel‑12
	Clarification on UE Rx-Tx accuracy requirements in FeICIC R12
	approved
	A
	12.1.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1882
	-
	11.5.0
	Rel‑11
	Clarification on UE Rx-Tx measurement requirements in FeICIC R11
	approved
	F
	11.6.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1883
	-
	12.0.0
	Rel‑12
	Clarification on UE Rx-Tx measurement requirements in FeICIC R12
	approved
	A
	12.1.0
	eICIC_enh_LTE-Core
	R4

	RP-131282
	36.133
	1884
	-
	10.11.0
	Rel‑10
	Clarification on antenna port for timing and eCID test cases R10
	approved
	F
	10.12.0
	LTE-RF
	R4

	RP-131282
	36.133
	1885
	-
	11.5.0
	Rel‑11
	Clarification on antenna port for timing and eCID test cases R11
	approved
	A
	11.6.0
	LTE-RF
	R4

	RP-131282
	36.133
	1886
	-
	12.0.0
	Rel‑12
	Clarification on antenna port for timing and eCID test cases R12
	approved
	A
	12.1.0
	LTE-RF
	R4

	RP-131282
	36.133
	1887
	1
	10.11.0
	Rel‑10
	Addition of TDD serving cell measurement accuracy tests R10
	approved
	F
	10.12.0
	LTE-RF
	R4

	RP-131282
	36.133
	1888
	1
	11.5.0
	Rel‑11
	Addition of TDD serving cell measurement accuracy tests R11
	approved
	A
	11.6.0
	LTE-RF
	R4

	RP-131282
	36.133
	1889
	1
	12.0.0
	Rel‑12
	Addition of TDD serving cell measurement accuracy tests R12
	approved
	A
	12.1.0
	LTE-RF
	R4

	RP-131303
	36.133
	1890
	-
	12.0.0
	Rel‑12
	Introduction of Band 31 in 36.133
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1891
	-
	12.0.0
	Rel‑12
	Addition of New OCNG Pattern for 5MHz
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1892
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD intra-frequency RSRP measurement accuracy for 5MHz bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1893
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD-FDD inter-frequency RSRP measurement accuracy for 5MHz bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1894
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz Bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1895
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in asynchronous cells for 5MHz bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1896
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD-FDD intra-frequency Cell Re-selection case for 5MHz bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1897
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD intra-frequency RRC re-establishment for 5MHz bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1898
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD - Contention Based Random Access Test for 5MHz bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1899
	1
	12.0.0
	Rel‑12
	E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1900
	-
	12.0.0
	Rel‑12
	E-UTRA FDD- UTRA FDD inter-RAT handover case for 5MHz bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1901
	1
	12.0.0
	Rel‑12
	E-UTRA FDD- UTRA FDD CPICH RSCP measurement accuracy issues
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131285
	36.133
	1902
	-
	11.5.0
	Rel‑11
	Clarification of Refesens in WB-RSRQ sections of 36.133 R11
	approved
	F
	11.6.0
	LTE-RF
	R4

	RP-131285
	36.133
	1903
	-
	12.0.0
	Rel‑12
	Clarification of Refesens in WB-RSRQ sections of 36.133 R12
	approved
	A
	12.1.0
	LTE-RF
	R4

	RP-131290
	36.133
	1904
	-
	11.5.0
	Rel‑11
	Remove the brackets of FeICIC side conditions R11
	approved
	F
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.133
	1905
	-
	12.0.0
	Rel‑12
	Remove the brackets of FeICIC side conditions R12
	approved
	A
	12.1.0
	eICIC_enh_LTE-Perf
	R4

	RP-131282
	36.133
	1906
	1
	10.11.0
	Rel‑10
	Test cases of E-UTRAN FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz R10
	approved
	F
	10.12.0
	LTE_CA-Perf
	R4

	RP-131282
	36.133
	1907
	1
	11.5.0
	Rel‑11
	Test cases of E-UTRAN FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz R1
	approved
	A
	11.6.0
	LTE_CA-Perf
	R4

	RP-131282
	36.133
	1908
	1
	12.0.0
	Rel‑12
	Test cases of E-UTRAN FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz R12
	approved
	A
	12.1.0
	LTE_CA-Perf
	R4

	RP-131290
	36.133
	1909
	1
	11.5.0
	Rel‑11
	CR on Intra-frequency RSRQ test case for FDD
	approved
	F
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.133
	1910
	1
	11.5.0
	Rel‑11
	CR on Intra-frequency RSRQ test case for TDD
	approved
	F
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131282
	36.133
	1911
	1
	10.11.0
	Rel‑10
	Test cases of E-UTRAN TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz R10
	approved
	F
	10.12.0
	LTE_CA-Perf
	R4

	RP-131282
	36.133
	1912
	1
	11.5.0
	Rel‑11
	Test cases of E-UTRAN TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz R11
	approved
	A
	11.6.0
	LTE_CA-Perf
	R4

	RP-131282
	36.133
	1913
	1
	12.0.0
	Rel‑12
	Test cases of E-UTRAN TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz R12
	approved
	A
	12.1.0
	LTE_CA-Perf
	R4

	RP-131284
	36.133
	1915
	-
	11.5.0
	Rel‑11
	Correction to SCH Es/Iot side condition for intra-frequency measurements under time domain measurement resource restriction with CRS assistance information
	approved
	F
	11.6.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1916
	-
	12.0.0
	Rel‑12
	Correction to SCH Es/Iot side condition for intra-frequency measurements under time domain measurement resource restriction with CRS assistance information
	approved
	A
	12.1.0
	eICIC_enh_LTE-Core
	R4

	RP-131282
	36.133
	1918
	2
	10.11.0
	Rel‑10
	Modification on the requirement for PCell interruption for Rel‑10
	approved
	F
	10.12.0
	LTE_CA-Perf
	R4

	RP-131303
	36.133
	1919
	-
	12.0.0
	Rel‑12
	"E-UTRAN FDD "" Non-contention Based Random Access Test for 5MHz bandwidth"
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131282
	36.133
	1920
	-
	11.5.0
	Rel‑11
	Modification on the requirement for PCell interruption for Rel‑11
	approved
	A
	11.6.0
	LTE_CA-Perf
	R4

	RP-131282
	36.133
	1921
	-
	12.0.0
	Rel‑12
	Modification on the requirement for PCell interruption for Rel‑12
	approved
	A
	12.1.0
	LTE_CA-Perf
	R4

	RP-131303
	36.133
	1922
	-
	12.0.0
	Rel‑12
	"E-UTRAN FDD "" Timing Advance Accuracy Test for 5MHz bandwidth"
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131282
	36.133
	1923
	-
	11.5.0
	Rel‑11
	Phase II CA 20 MHz Tests: Event triggered reporting on deactivating SCell and and interruption probability without DRX
	approved
	A
	11.6.0
	LTE_CA-Perf
	R4

	RP-131282
	36.133
	1925
	-
	10.11.0
	Rel‑10
	Phase II CA 20 MHz Tests: Event triggered reporting on deactivating SCell and and interruption probability without DRX
	approved
	F
	10.12.0
	LTE_CA-Perf
	R4

	RP-131282
	36.133
	1928
	-
	12.0.0
	Rel‑12
	Phase II CA 20 MHz Tests: Event triggered reporting on deactivating SCell and and interruption probability without DRX
	approved
	A
	12.1.0
	LTE_CA-Perf
	R4

	RP-131303
	36.133
	1945
	1
	12.0.0
	Rel‑12
	CR on Applicability of 5MHz Test Cases
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1946
	1
	12.0.0
	Rel‑12
	E-UTRAN FDD Radio Link Monitoring Test for In-Sync for 5MHz
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1947
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD Intra-frequency handover test for 5MHz Channel Bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1948
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD Intra-frequency RSRQ Accuracy Test for 5MHz Channel Bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131293
	36.133
	1950
	-
	11.5.0
	Rel‑11
	Editorial corrections RRM
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131293
	36.133
	1952
	-
	12.0.0
	Rel‑12
	Editorial corrections RRM
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131293
	36.133
	1953
	1
	11.5.0
	Rel‑11
	Clarification of CGI reading requirements
	approved
	F
	11.6.0
	TEI11
	R4

	RP-131303
	36.133
	1954
	-
	12.0.0
	Rel‑12
	E-UTRAN FDD Inter-frequency RSRQ Accuracy Test for 5MHz Channel Bandwidth
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131293
	36.133
	1955
	-
	12.0.0
	Rel‑12
	Clarification of CGI reading requirements
	approved
	A
	12.1.0
	TEI11
	R4

	RP-131282
	36.133
	1956
	-
	10.11.0
	Rel‑10
	TDD configurations in RRM requirements
	approved
	F
	10.12.0
	TEI10
	R4

	RP-131303
	36.133
	1958
	2
	12.0.0
	Rel‑12
	E-UTRAN FDD Radio Link Monitoring Test for In-Sync for 5MHz with DRX
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131285
	36.133
	1960
	1
	11.5.0
	Rel‑11
	Editorial corrections in capturing RF requirements
	approved
	F
	11.6.0
	LTE_CA-Core
	R4

	RP-131285
	36.133
	1961
	-
	12.0.0
	Rel‑12
	Editorial corrections in capturing RF requirements
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1962
	-
	10.11.0
	Rel‑10
	Clarification on tests for multiple bandwidths
	approved
	F
	10.12.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1963
	-
	11.5.0
	Rel‑11
	Clarification on tests for multiple bandwidths
	approved
	A
	11.6.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1964
	-
	12.0.0
	Rel‑12
	Clarification on tests for multiple bandwidths
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131282
	36.133
	1967
	-
	11.5.0
	Rel‑11
	CR on PCell Interruptions
	approved
	A
	11.6.0
	LTE_CA-Core
	R4

	RP-131283
	36.133
	1968
	1
	11.5.0
	Rel‑11
	Time stamp accuracy for RLF and handover failure reporting with eMDT
	approved
	F
	11.6.0
	eMDT_UMTSLTE-Core
	R4

	RP-131282
	36.133
	1969
	-
	12.0.0
	Rel‑12
	CR on PCell interrutptions
	approved
	A
	12.1.0
	LTE_CA-Core
	R4

	RP-131283
	36.133
	1970
	-
	12.0.0
	Rel‑12
	Time stamp accuracy for RLF and handover failure reporting with eMDT
	approved
	A
	12.1.0
	eMDT_UMTSLTE-Core
	R4

	RP-131303
	36.133
	1971
	-
	12.0.0
	Rel‑12
	FDD reference measurement channels for 5 MHz tests
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1972
	-
	12.0.0
	Rel‑12
	Part II RRM tests: UE intra-frequency measurements with synchronous cells in DRX FDD
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.133
	1973
	-
	12.0.0
	Rel‑12
	Part II RRM tests: E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131284
	36.133
	1977
	-
	11.5.0
	Rel‑11
	Correction of cell identification test case with FeICIC
	approved
	F
	11.6.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1978
	-
	12.0.0
	Rel‑12
	Correction of cell identification test case with FeICIC
	approved
	A
	12.1.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1983
	-
	11.5.0
	Rel‑11
	RLM requirements correction
	approved
	F
	11.6.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1984
	-
	12.0.0
	Rel‑12
	RLM requirements correction
	approved
	A
	12.1.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1987
	-
	11.5.0
	Rel‑11
	Clarification on antenna ports in the measured and aggressor cells for UE Rx-Tx with FeICIC
	approved
	F
	11.6.0
	eICIC_enh_LTE-Core
	R4

	RP-131284
	36.133
	1988
	-
	12.0.0
	Rel‑12
	Clarification on antenna ports in the measured and aggressor cells for UE Rx-Tx with FeICIC
	approved
	A
	12.1.0
	eICIC_enh_LTE-Core
	R4

	RP-131290
	36.133
	1989
	-
	11.5.0
	Rel‑11
	FeICIC FDD Test for In-sync With MBSFN ABS for Rel. 11
	approved
	B
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.133
	1990
	-
	12.0.0
	Rel‑12
	FeICIC FDD Test for In-sync With MBSFN ABS for Rel. 12
	approved
	A
	12.1.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.133
	1991
	-
	11.5.0
	Rel‑11
	FeICIC TDD Test for In-sync With MBSFN ABS for Rel. 11
	approved
	B
	11.6.0
	eICIC_enh_LTE-Perf
	R4

	RP-131290
	36.133
	1992
	-
	12.0.0
	Rel‑12
	FeICIC TDD Test for In-sync With MBSFN ABS for Rel. 12
	approved
	A
	12.1.0
	eICIC_enh_LTE-Perf
	R4

	RP-131303
	36.133
	1993
	-
	12.0.0
	Rel‑12
	Correction of the SNR value of Out of sync RLM test for 5MHz
	approved
	B
	12.1.0
	LTE450_Brazil-Perf
	R4

	RP-131301
	36.141
	0455
	-
	12.0.0
	Rel‑12
	36.141 CR for LTE_CA_C_B3
	approved
	B
	12.1.0
	LTE_CA_C_B3-Perf
	R4

	RP-131296
	36.141
	0458
	-
	12.0.0
	Rel‑12
	Add requirements for inter-band CA_1-26 into TS 36.141
	approved
	B
	12.1.0
	LTE_CA_B1_B26-core
	R4

	RP-131282
	36.141
	0459
	-
	10.11.0
	Rel‑10
	Editorial correction for the UL-MIMO channel model
	approved
	D
	10.12.0
	LTE_UL_MIMO-Perf
	R4

	RP-131282
	36.141
	0460
	-
	11.5.0
	Rel‑11
	Editorial correction for the UL-MIMO channel model
	approved
	A
	11.6.0
	LTE_UL_MIMO-Perf
	R4

	RP-131299
	36.141
	0461
	-
	12.0.0
	Rel‑12
	Introduction of inter-band CA Band 2+5
	approved
	B
	12.1.0
	LTE_CA_B2_B5-Perf
	R4

	RP-131280
	36.141
	0463
	-
	10.11.0
	Rel‑10
	Add the Receiver Blocking test procedure for Home BS to TS 36.141
	approved
	F
	10.12.0
	HeNB-RF_FDD
	R4

	RP-131280
	36.141
	0464
	-
	11.5.0
	Rel‑11
	Add the Receiver Blocking test procedure for Home BS to TS 36.141
	approved
	A
	11.6.0
	HeNB-RF_FDD
	R4

	RP-131280
	36.141
	0465
	-
	12.0.0
	Rel‑12
	Add the Receiver Blocking test procedure for Home BS to TS 36.141
	approved
	A
	12.1.0
	HeNB-RF_FDD
	R4

	RP-131250
	36.211
	0185
	-
	11.3.0
	Rel‑11
	Correction to QCL behaviour on CRS
	approved
	F
	11.4.0
	LTE-Phys
	R1

	RP-131249
	36.213
	0432
	-
	11.3.0
	Rel‑11
	Correction for EPDCCH Search Space
	approved
	F
	11.4.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-131250
	36.213
	0433
	-
	11.3.0
	Rel‑11
	Correction to QCL behaviour on CRS
	approved
	F
	11.4.0
	LTE-Phys
	R1

	RP-131250
	36.213
	0434
	-
	11.3.0
	Rel‑11
	Correction on PUCCH power control
	approved
	F
	11.4.0
	LTE-Phys
	R1

	RP-131248
	36.213
	0435
	-
	11.3.0
	Rel‑11
	Correction on the ratio of PDSCH EPRE to CRS EPRE for TM10
	approved
	F
	11.4.0
	COMP_LTE_DL-Core
	R1

	RP-131249
	36.213
	0436
	-
	11.3.0
	Rel‑11
	CR on EPDCCH Search Space for Cross-Carrier Scheduling
	approved
	F
	11.4.0
	LTE_enh_dl_ctrl-core
	R1

	RP-131249
	36.213
	0437
	-
	11.3.0
	Rel‑11
	Correction to the UE behaviour in case of collision between PRS and EPDCCH in different CP case
	approved
	F
	11.4.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-131249
	36.213
	0438
	-
	11.3.0
	Rel‑11
	On correction to higher layer parameter name for EPDCCH resource mapping
	approved
	F
	11.4.0
	LTE_enh_dl_ctrl-Core
	R1

	RP-131248
	36.213
	0439
	-
	11.3.0
	Rel‑11
	Correction to PDSCH mapping for CoMP
	approved
	F
	11.4.0
	COMP_LTE_DL-Core
	R1

	RP-131315
	36.300
	0581
	-
	10.10.0
	Rel‑10
	Modification to CA downlink timing difference
	approved
	F
	10.11.0
	LTE_CA-Core
	R2

	RP-131315
	36.300
	0582
	-
	11.6.0
	Rel‑11
	Modification to CA downlink timing difference
	approved
	A
	11.7.0
	LTE_CA-Core
	R2

	RP-131319
	36.300
	0583
	-
	11.6.0
	Rel‑11
	Correction on the MBMS session update
	approved
	F
	11.7.0
	MBMS_LTE_SC-Core
	R2

	RP-131315
	36.300
	0584
	-
	10.10.0
	Rel‑10
	Transfer GRE key to MME for PMIP-based S5
	approved
	F
	10.11.0
	LIPA_SIPTO
	R2

	RP-131315
	36.300
	0585
	-
	11.6.0
	Rel‑11
	Transfer GRE key to MME for PMIP-based S5
	approved
	A
	11.7.0
	LIPA_SIPTO
	R2

	RP-131319
	36.300
	0586
	-
	11.6.0
	Rel‑11
	Correction of HeNB Verification
	approved
	F
	11.7.0
	SEC11
	R2

	RP-131320
	36.300
	0587
	-
	11.6.0
	Rel‑11
	Correction of Service Area Identity Null
	approved
	F
	11.7.0
	TEI11
	R2

	RP-131152
	36.300
	0588
	1
	11.6.0
	Rel‑11
	Correction of terminology concerning the mobility restriction function
	approved
	F
	11.7.0
	TEI11
	R2

	RP-131311
	36.302
	0046
	-
	10.5.0
	Rel‑10
	Miscellaneous correction to 36.302
	approved
	F
	10.6.0
	LTE-L23, TEI10
	R2

	RP-131311
	36.302
	0047
	-
	11.3.0
	Rel‑11
	Miscellaneous correction to 36.302
	approved
	A
	11.4.0
	LTE-L23, TEI10
	R2

	RP-131311
	36.304
	0223
	1
	11.4.0
	Rel‑11
	Cell reselection criteria with threshServingLowQ provided.
	approved
	F
	11.5.0
	LTE-L23, TEI11
	R2

	RP-131315
	36.306
	0150
	-
	10.9.0
	Rel‑10
	Remove TBD in max MCH TB size table
	approved
	F
	10.10.0
	LTE_CA-Core, LTE_eDL_MIMO-Core
	R2

	RP-131315
	36.306
	0151
	-
	11.3.0
	Rel‑11
	Remove TBD in max MCH TB size table
	approved
	A
	11.4.0
	LTE_CA-Core, LTE_eDL_MIMO-Core
	R2

	RP-131314
	36.306
	0152
	-
	10.9.0
	Rel‑10
	Clarification of InterFreqRSTDMeasurementIndication procedure support
	approved
	F
	10.10.0
	TEI10
	R2

	RP-131314
	36.306
	0157
	-
	11.3.0
	Rel‑11
	Clarification of InterFreqRSTDMeasurementIndication procedure support
	approved
	A
	11.4.0
	TEI10
	R2

	RP-131300
	36.307
	0151
	-
	10.7.0
	Rel‑10
	36.307 CR for LTE_CA_C_B3 (Rel‑10)
	approved
	B
	10.8.0
	LTE_CA_C_B3-Core
	R4

	RP-131300
	36.307
	0152
	-
	11.4.0
	Rel‑11
	36.307 CR for LTE_CA_C_B3 (Rel‑11)
	approved
	B
	11.5.0
	LTE_CA_C_B3-Core
	R4

	RP-131300
	36.307
	0153
	-
	12.0.0
	Rel‑12
	36.307 CR for LTE_CA_C_B3 (Rel‑12)
	approved
	B
	12.1.0
	LTE_CA_C_B3-Core
	R4

	RP-131303
	36.307
	0154
	1
	10.7.0
	Rel‑10
	Band 31 release independence for UE demodulation performance
	approved
	A
	10.8.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.307
	0155
	-
	11.4.0
	Rel‑11
	Band 31 release independence for UE demodulation performance
	approved
	A
	11.5.0
	LTE450_Brazil-Perf
	R4

	RP-131285
	36.307
	0156
	-
	10.7.0
	Rel‑10
	[Rel‑10] Modify requirements for CA_1A-18A in TS 36.307
	approved
	B
	10.8.0
	LTE_CA_B1_B18-Core
	R4

	RP-131296
	36.307
	0157
	-
	10.7.0
	Rel‑10
	[Rel‑10] Add requirements for CA_1A-26A into TS 36.307
	approved
	B
	10.8.0
	LTE_CA_B1_B26-core
	R4

	RP-131285
	36.307
	0158
	-
	11.4.0
	Rel‑11
	[Rel‑11] Modify requirements for CA_1A-18A in TS 36.307
	approved
	B
	11.5.0
	LTE_CA_B1_B18-Core
	R4

	RP-131296
	36.307
	0159
	-
	11.4.0
	Rel‑11
	[Rel‑11] Add requirements for CA_1A-26A into TS 36.307
	approved
	B
	11.5.0
	LTE_CA_B1_B26-core
	R4

	RP-131296
	36.307
	0160
	-
	12.0.0
	Rel‑12
	[Rel‑12] Add requirements for CA_1A-26A into TS 36.307
	approved
	B
	12.1.0
	LTE_CA_B1_B26-core
	R4

	RP-131297
	36.307
	0161
	-
	10.7.0
	Rel‑10
	Introduction of CA_2A-4A into 36.307 REL-10
	approved
	B
	10.8.0
	LTE_CA_B2_B4-Core
	R4

	RP-131297
	36.307
	0162
	-
	11.4.0
	Rel‑11
	Introduction of CA_2A-4A to TS 36.307
	approved
	A
	11.5.0
	LTE_CA_B2_B4-Core
	R4

	RP-131297
	36.307
	0163
	-
	12.0.0
	Rel‑12
	Introduction of CA_2A-4A to TS 36.307
	approved
	A
	12.1.0
	LTE_CA_B2_B4-Core
	R4

	RP-131298
	36.307
	0165
	-
	10.7.0
	Rel‑10
	Introduction of inter-band CA Band 2+5
	approved
	B
	10.8.0
	LTE_CA_B2_B5-Core
	R4

	RP-131298
	36.307
	0166
	-
	11.4.0
	Rel‑11
	Introduction of inter-band CA Band 2+5
	approved
	B
	11.5.0
	LTE_CA_B2_B5-Core
	R4

	RP-131298
	36.307
	0167
	-
	12.0.0
	Rel‑12
	Introduction of inter-band CA Band 2+5
	approved
	B
	12.1.0
	LTE_CA_B2_B5-Core
	R4

	RP-131303
	36.307
	0171
	-
	8.8.0
	Rel‑8
	Band 31 release independence for UE demodulation performance
	approved
	F
	8.9.0
	LTE450_Brazil-Perf
	R4

	RP-131303
	36.307
	0172
	-
	9.8.0
	Rel‑9
	Band 31 release independence for UE demodulation performance
	approved
	A
	9.9.0
	LTE450_Brazil-Perf
	R4

	RP-131311
	36.331
	1335
	-
	11.4.0
	Rel‑11
	Clarification on PhysCellIdRange
	approved
	F
	11.5.0
	LTE-L23, TEI11
	R2

	RP-131311
	36.331
	1338
	-
	10.10.0
	Rel‑10
	Correction on the first subframe of the measurement gap
	approved
	F
	10.11.0
	TEI10, LTE-L23
	R2

	RP-131311
	36.331
	1339
	1
	11.4.0
	Rel‑11
	Correction on the first subframe of the measurement gap
	approved
	A
	11.5.0
	TEI10, LTE-L23
	R2

	RP-131319
	36.331
	1340
	1
	11.4.0
	Rel‑11
	Correction for MFBI in SIB15 and SIB6
	approved
	F
	11.5.0
	MBMS_LTE_SC-Core
	R2

	RP-131319
	36.331
	1343
	-
	11.4.0
	Rel‑11
	Clarification of MFBI impact on MBMS service continuity
	approved
	F
	11.5.0
	MBMS_LTE_SC-Core, LTE-RF
	R2

	RP-131311
	36.331
	1344
	1
	11.4.0
	Rel‑11
	Clarification of UE action for otherwise in conditions
	revised
	F
	
	LTE-L23, TEI11
	R2

	RP-131238
	36.331
	1344
	2
	11.4.0
	Rel‑11
	Clarification of UE action for otherwise in conditions
	approved
	F
	11.5.0
	LTE-L23
	R2

	RP-131311
	36.331
	1346
	-
	9.15.0
	Rel‑9
	Correction of misplaced statement
	approved
	F
	9.16.0
	LTE-L23, TEI9
	R2

	RP-131311
	36.331
	1348
	-
	11.4.0
	Rel‑11
	Corrections to the 3GPP2 specification references in 36.331
	approved
	F
	11.5.0
	TEI11
	R2

	RP-131318
	36.331
	1353
	-
	11.4.0
	Rel‑11
	Clarifications regarding the usage of ôrlf-Causeö in case of handover failure
	approved
	F
	11.5.0
	eMDT_UMTSLTE-Core
	R2

	RP-131223
	36.331
	1361
	-
	9.15.0
	Rel‑9
	Mandating the settings of FGI bit 9 and 23 to true
	postponed
	F
	
	TEI9, LTE-L23
	R2

	RP-131224
	36.331
	1362
	-
	10.10.0
	Rel‑10
	Mandating the settings of FGI bit 9 and 23 to true
	postponed
	A
	
	TEI9, LTE-L23
	R2

	RP-131225
	36.331
	1363
	-
	11.4.0
	Rel‑11
	Mandating the settings of FGI bit 9 and 23 to true
	postponed
	A
	
	TEI9, LTE-L23
	R2

	RP-131314
	36.355
	0095
	-
	9.11.0
	Rel‑9
	Correction on svReqList
	approved
	F
	9.12.0
	LCS_LTE
	R2

	RP-131314
	36.355
	0097
	-
	10.9.0
	Rel‑10
	Correction on svReqList
	approved
	A
	10.10.0
	LCS_LTE
	R2

	RP-131314
	36.355
	0098
	-
	11.3.0
	Rel‑11
	Correction on svReqList
	approved
	A
	11.4.0
	LCS_LTE
	R2

	RP-131182
	36.401
	0060
	1
	11.1.0
	Rel‑11
	Correction on LPPa Signalling Transport Function to support UTDOA
	approved
	F
	11.2.0
	LCS_LTE-NBPS-Core
	R3

	RP-131183
	36.401
	0061
	1
	11.1.0
	Rel‑11
	Correction of terminology concerning the mobility restriction function
	approved
	F
	11.2.0
	TEI11
	R3

	RP-131183
	36.410
	0022
	1
	11.0.0
	Rel‑11
	Correction of terminology concerning the mobility restriction function
	approved
	F
	11.1.0
	TEI11
	R3

	RP-131182
	36.413
	1127
	1
	11.4.0
	Rel‑11
	Correction on LPPa Signalling Transport Function to support UTDOA
	approved
	F
	11.5.0
	LCS_LTE-NBPS-Core
	R3

	RP-131183
	36.413
	1140
	2
	11.4.0
	Rel‑11
	Correction of terminology concerning the mobility restriction function
	approved
	F
	11.5.0
	TEI11
	R3

	RP-131181
	36.423
	0598
	1
	11.5.0
	Rel‑11
	Correction on Handover Report procedure
	approved
	F
	11.6.0
	SONenh2_LTE_UTRA
	R3

	RP-131179
	36.423
	0601
	1
	10.6.0
	Rel‑10
	Correction on ABS Information
	approved
	F
	10.7.0
	eICIC_LTE-Core
	R3

	RP-131179
	36.423
	0602
	2
	11.5.0
	Rel‑11
	Correction on ABS Information
	approved
	A
	11.6.0
	eICIC_LTE-Core
	R3

	RP-131183
	36.423
	0606
	1
	11.5.0
	Rel‑11
	Correction of terminology concerning the mobility restriction function
	approved
	F
	11.6.0
	TEI11
	R3

	RP-131182
	36.459
	0006
	1
	11.2.0
	Rel‑11
	Correction on Measurement Abort
	approved
	F
	11.3.0
	LCS_LTE-NBPS-Core
	R3

	RP-131182
	36.459
	0007
	1
	11.2.0
	Rel‑11
	Correction on Measurement Update
	approved
	F
	11.3.0
	LCS_LTE-NBPS-Core
	R3

	RP-131182
	36.459
	0008
	1
	11.2.0
	Rel‑11
	ASN.1 correction Clause 9.3.5 UL-RTOA Measurement Configuration
	approved
	F
	11.3.0
	LCS_LTE-NBPS-Core
	R3

	RP-131115
	36.508
	0430
	-
	11.1.1
	Rel‑11
	Addition of test frequencies of CA_3-8 for CA signaling test
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131103
	36.508
	0431
	-
	11.1.1
	Rel‑11
	Addition of option to use IP addresses from PCO IE in ESM INFORMATION RESPONSE
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131101
	36.508
	0432
	-
	11.1.1
	Rel‑11
	Update of CSIM Elementary File for EPRL
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131103
	36.508
	0433
	-
	11.1.1
	Rel‑11
	Correction to SystemInformationBlockType13 message (eMBMS testing)
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131114
	36.508
	0434
	-
	11.1.1
	Rel‑11
	Correction to default MBMS Counting messages
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-131111
	36.508
	0435
	-
	11.1.1
	Rel‑11
	CA RRM: Phase rotator for intra-frequency static scenarios
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131125
	36.508
	0436
	-
	11.1.1
	Rel‑11
	Addition of Band 31 to 36.508
	approved
	F
	11.2.0
	LTE450_Brazil-UEConTest
	R5

	RP-131111
	36.508
	0437
	-
	11.1.1
	Rel‑11
	Test frequencies for RF intra-band contiguous CA tests
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131115
	36.508
	0438
	-
	11.1.1
	Rel‑11
	Update of PUCCH-ConfigDedicated-v1020-DEFAULT for TDD
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131101
	36.508
	0439
	-
	11.1.1
	Rel‑11
	Default Bandwidth Configuration for E-UTRA Band 2 RF Testing
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131116
	36.508
	0440
	-
	11.1.1
	Rel‑11
	Modification of default contents for UEInformationRequest message
	approved
	F
	11.2.0
	eMDT_UMTSLTE-UEConTest
	R5

	RP-131115
	36.508
	0441
	-
	11.1.1
	Rel‑11
	Correction of reference to cell frequencies for CA signalling test cases
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131101
	36.508
	0442
	-
	11.1.1
	Rel‑11
	Correction to SID value
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131101
	36.508
	0443
	-
	11.1.1
	Rel‑11
	Update of generic procedure 4.5A.7
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131101
	36.508
	0444
	-
	11.1.1
	Rel‑11
	Update of generic procedure 4.5A.14
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131111
	36.508
	0445
	-
	11.1.1
	Rel‑11
	Update of Generic RRM procedures for CA
	approved
	F
	11.2.0
	LTE_CA-UEConTest
	R5

	RP-131113
	36.508
	0446
	-
	11.1.1
	Rel‑11
	Default Message Contents for eICIC PCell Pattern
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131103
	36.508
	0447
	-
	11.1.1
	Rel‑11
	Corrections to the reference dedicated EPS bearer contexts
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-131101
	36.508
	0448
	-
	11.1.1
	Rel‑11
	Extension of default contents of ACTIVATE DEFAULT EPS BEARER CONTEXT REQUESTS message
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131101
	36.508
	0449
	-
	11.1.1
	Rel‑11
	Corrections to allow ISIM or USIM to be used in test cases using IMS
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131101
	36.508
	0450
	-
	11.1.1
	Rel‑11
	Correction of Feature Group Indicators in Table 4.6.1-23
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131101
	36.508
	0451
	-
	11.1.1
	Rel‑11
	Correction to ROUTING AREA UPDATE ACCEPT default message contents
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131115
	36.508
	0452
	-
	11.1.1
	Rel‑11
	Addition of test frequencies of CA_3A-5A for CA signalling test
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131115
	36.508
	0453
	-
	11.1.1
	Rel‑11
	Extension of EUTRA CA test frequency configurations
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131113
	36.508
	0454
	-
	11.1.1
	Rel‑11
	Update of Measurement information element
	approved
	F
	11.2.0
	eICIC_LTE-UEConTest
	R5

	RP-131117
	36.508
	0455
	-
	11.1.1
	Rel‑11
	Introduction of new default messages for eMBMS service continuity testing
	approved
	F
	11.2.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-131117
	36.508
	0456
	-
	11.1.1
	Rel‑11
	Introduction of system information combinations for eMBMS service continuity testing
	approved
	F
	11.2.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-131118
	36.508
	0457
	-
	11.1.1
	Rel‑11
	Addition of specific message formats for eDDA test cases.
	approved
	F
	11.2.0
	LTE_eDDA-UEConTest
	R5

	RP-131101
	36.508
	0458
	-
	11.1.1
	Rel‑11
	Missing agreed change in 36.508
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131101
	36.508
	0459
	-
	11.1.1
	Rel‑11
	Clean up of 36.508
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-131115
	36.508
	0460
	-
	11.1.1
	Rel‑11
	Addition of frequency f2 to band combinations CA_2A-17A and CA_4A-17A
	approved
	F
	11.2.0
	LTE_CA_intraC_inter_UEConTest
	R5

	RP-131102
	37.571-1
	0037
	-
	10.4.0
	Rel‑10
	Tidy up of Table 9.2.1.4.1-1
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-1
	0038
	-
	10.4.0
	Rel‑10
	Corrections to ECID and OTDOA tests
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-1
	0039
	-
	10.4.0
	Rel‑10
	Uncertainties and Test Tolerances for RSTD test cases 9.1.1 and 9.1.2
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-1
	0040
	-
	10.4.0
	Rel‑10
	Uncertainties and Test Tolerances for RSTD test cases 9.1.3 and 9.1.4
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-1
	0041
	-
	10.4.0
	Rel‑10
	LBS Perf: Uncertainties and test tolerances for TCs 8.1.1 and 8.1.2
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131102
	37.571-1
	0042
	-
	10.4.0
	Rel‑10
	LBS Perf: Revision of test procedure for TC-s 8.1.1-2
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-131251
	36.819
	0002
	-
	11.1.0
	Rel‑11
	CR for DL CoMP deployment implication
	approved
	F
	11.2.0
	FS_CoMP_LTE
	R1

	RP-131294
	36.840
	0001
	-
	12.0.0
	Rel‑12
	Additional background material on LTE450 UE requirements
	approved
	F
	12.1.0
	LTE450_Brazil-Core
	R4

	RP-131113
	36.903
	0078
	-
	10.2.0
	Rel‑10
	Add Test Tolerance analyses for TS 36.521-3 Test cases 9.1.8.1+9.1.9.1
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-131113
	36.903
	0079
	-
	10.2.0
	Rel‑10
	Add Test Tolerance analyses for TS 36.521-3 Test cases 9.1.8.2+9.1.9.2
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-131101
	36.903
	0080
	-
	10.2.0
	Rel‑10
	Update Test Tolerance analyses for TS 36.521-3 Test cases 9.1.3.x and 9.1.4.x
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131113
	36.903
	0081
	-
	10.2.0
	Rel‑10
	Test Tolerances update for eICIC absolute RSRQ Test cases 9.2.7.1+9.2.8.1
	approved
	F
	10.3.0
	eICIC_LTE-UEConTest
	R5

	RP-131114
	36.903
	0082
	-
	10.2.0
	Rel‑10
	RRM: Test tolerance analyses for TCs 9.6.1 and 9.6.2
	approved
	F
	10.3.0
	TEI10_Test
	R5

	RP-131101
	36.903
	0083
	-
	10.2.0
	Rel‑10
	Update Test Tolerance analyses for TS 36.521-3 Test cases 9.1.1.1 and 9.1.2.1
	approved
	F
	10.3.0
	TEI8_Test
	R5

	RP-131103
	36.903
	0084
	-
	10.2.0
	Rel‑10
	Add Test Tolerance Analyses for TS 37.571-1 Test Cases 9.1.1 and 9.1.2
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-131103
	36.903
	0085
	-
	10.2.0
	Rel‑10
	Add Test Tolerance Analyses for TS 37.571-1 Test Cases 9.1.3 and 9.1.4
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-131103
	36.903
	0086
	-
	10.2.0
	Rel‑10
	LBS Perf: Test tolerance analyses for TCs 8.1.1 and 8.1.2
	approved
	F
	10.3.0
	TEI9_Test
	R5

	RP-131280
	37.104
	0150
	-
	9.9.0
	Rel‑9
	UEM requirement in BC2 for lower BS output power
	approved
	F
	9.10.0
	RInImp9-RFmulti
	R4

	RP-131280
	37.104
	0151
	-
	10.11.0
	Rel‑10
	UEM requirement in BC2 for lower BS output power
	approved
	A
	10.12.0
	RInImp9-RFmulti
	R4

	RP-131280
	37.104
	0152
	-
	11.5.0
	Rel‑11
	UEM requirement in BC2 for lower BS output power
	approved
	F
	11.6.0
	RInImp9-RFmulti
	R4

	RP-131289
	37.104
	0153
	1
	11.5.0
	Rel‑11
	Single-RAT operation for MB-MSR
	approved
	F
	11.6.0
	MB_MSR_RF-Perf
	R4

	RP-131289
	37.104
	0154
	-
	12.0.0
	Rel‑12
	Single-RAT operation for MB-MSR
	approved
	A
	12.1.0
	MB_MSR_RF-Perf
	R4

	RP-131280
	37.104
	0155
	-
	12.0.0
	Rel‑12
	UEM requirement in BC2 for lower BS output power
	approved
	A
	12.1.0
	RInImp9-RFmulti
	R4

	RP-131289
	37.104
	0156
	-
	11.5.0
	Rel‑11
	Clarification on single-band operation for MB-MSR
	approved
	F
	11.6.0
	MB_MSR_RF-Perf
	R4

	RP-131289
	37.104
	0157
	-
	12.0.0
	Rel‑12
	Clarification on single-band operation for MB-MSR
	approved
	A
	12.1.0
	MB_MSR_RF-Perf
	R4

	RP-131280
	37.141
	0204
	-
	9.10.0
	Rel‑9
	Correction on reference number
	approved
	F
	9.11.0
	RInImp9-RFmulti
	R4

	RP-131280
	37.141
	0205
	-
	10.10.0
	Rel‑10
	Correction on reference number
	approved
	A
	10.11.0
	RInImp9-RFmulti
	R4

	RP-131280
	37.141
	0206
	-
	11.5.0
	Rel‑11
	Correction on reference number
	approved
	A
	11.6.0
	RInImp9-RFmulti
	R4

	RP-131280
	37.141
	0207
	-
	12.0.0
	Rel‑12
	Correction on reference number
	approved
	A
	12.1.0
	RInImp9-RFmulti
	R4

	RP-131280
	37.141
	0209
	1
	9.10.0
	Rel‑9
	UEM requirement in BC2 for lower BS output power
	approved
	F
	9.11.0
	RInImp9-RFmulti
	R4

	RP-131280
	37.141
	0210
	-
	10.10.0
	Rel‑10
	UEM requirement in BC2 for lower BS output power
	approved
	A
	10.11.0
	RInImp9-RFmulti
	R4

	RP-131280
	37.141
	0211
	-
	11.5.0
	Rel‑11
	UEM requirement in BC2 for lower BS output power
	approved
	F
	11.6.0
	RInImp9-RFmulti
	R4

	RP-131280
	37.141
	0212
	-
	12.0.0
	Rel‑12
	UEM requirement in BC2 for lower BS output power
	approved
	A
	12.1.0
	RInImp9-RFmulti
	R4

	RP-131295
	37.810
	0001
	1
	12.0.0
	Rel‑12
	Update of TR 37.810 with LS response from CCSA
	approved
	F
	12.1.0
	BSspec_struc-Core
	R4

	RP-131124
	37.901
	0028
	-
	11.7.0
	Rel‑11
	Removing the notes related to soft channel bits size in clause A.3.1
	approved
	F
	11.8.0
	TEI11_Test
	R5

	RP-131124
	37.901
	0029
	-
	11.7.0
	Rel‑11
	Removing the notes related to sub frame allocation in clause B.2.2
	approved
	F
	11.8.0
	TEI11_Test
	R5

	GP-130756
	51.010-7
	0014
	1
	10.0.0
	Rel‑10
	CR 51.010-7-0014 Additions and corrections to Assistance Data
	approved
	F
	10.1.0
	TEI10_Test
	G3new

	GP-130756
	51.010-7
	0014
	1
	10.0.0
	Rel‑10
	CR 51.010-7-0014 Additions and corrections to Assistance Data
	approved
	F
	10.1.0
	TEI10_Test
	G3new

	GP-130823
	44.018
	0993
	3
	11.5.0
	Rel‑11
	Introduction of wideband RSRQ measurements
	Approved
	B
	11.6.0
	TEI11
	G2

	GP-130823
	44.018
	0993
	3
	11.5.0
	Rel‑11
	Introduction of wideband RSRQ measurements
	Approved
	B
	11.6.0
	TEI11
	G2

	GP-130822
	44.018
	1006
	1
	11.5.0
	Rel‑12
	Introduction of VAMOS III MS
	Approved
	B
	12.0.0
	MSRD_VAMOS
	G2

	GP-130822
	44.018
	1006
	1
	11.5.0
	Rel‑12
	Introduction of VAMOS III MS
	Approved
	B
	12.0.0
	MSRD_VAMOS
	G2

	GP-130808
	44.018
	1010
	1
	11.5.0
	Rel‑11
	Update of the 3G Cell Reselection list for Network Sharing
	Approved
	F
	11.6.0
	FULL_MOCN-GERAN
	G2

	GP-130808
	44.018
	1010
	1
	11.5.0
	Rel‑11
	Update of the 3G Cell Reselection list for Network Sharing
	Approved
	F
	11.6.0
	FULL_MOCN-GERAN
	G2

	GP-130824
	44.060
	1585
	4
	11.5.0
	Rel‑11
	Introduction of wideband RSRQ measurements
	Approved
	B
	11.6.0
	TEI11
	G2

	GP-130824
	44.060
	1585
	4
	11.5.0
	Rel‑11
	Introduction of wideband RSRQ measurements
	Approved
	B
	11.6.0
	TEI11
	G2

	GP-130809
	44.060
	1595
	1
	11.5.0
	Rel‑11
	Broadcast of additional information for Network Sharing related to inter RAT mobility
	Approved
	F
	11.6.0
	FULL_MOCN-GERAN
	G2

	GP-130809
	44.060
	1595
	1
	11.5.0
	Rel‑11
	Broadcast of additional information for Network Sharing related to inter RAT mobility
	Approved
	F
	11.6.0
	FULL_MOCN-GERAN
	G2

	GP-130879
	45.002
	0170
	2
	9.7.0
	Rel‑9
	Clarification of VAMOS II mapping of associated control channels
	approved
	F
	9.8.0
	VAMOS
	G1

	GP-130879
	45.002
	0170
	2
	9.7.0
	Rel‑9
	Clarification of VAMOS II mapping of associated control channels
	approved
	F
	9.8.0
	VAMOS
	G1

	GP-130880
	45.002
	0171
	2
	10.4.0
	Rel‑10
	Clarification of VAMOS II mapping of associated control channels
	approved
	A
	10.5.0
	VAMOS
	G1

	GP-130880
	45.002
	0171
	2
	10.4.0
	Rel‑10
	Clarification of VAMOS II mapping of associated control channels
	approved
	A
	10.5.0
	VAMOS
	G1

	GP-130881
	45.002
	0172
	2
	11.2.0
	Rel‑11
	Clarification of VAMOS II mapping of associated control channels
	approved
	A
	11.3.0
	VAMOS
	G1

	GP-130881
	45.002
	0172
	2
	11.2.0
	Rel‑11
	Clarification of VAMOS II mapping of associated control channels
	approved
	A
	11.3.0
	VAMOS
	G1

	GP-130863
	45.002
	0173
	1
	11.2.0
	Rel‑12
	Introduction of VAMOS III MS
	approved
	B
	12.0.0
	MSRD_VAMOS
	G1

	GP-130863
	45.002
	0173
	1
	11.2.0
	Rel‑12
	Introduction of VAMOS III MS
	approved
	B
	12.0.0
	MSRD_VAMOS
	G1

	GP-130736
	45.002
	0174
	-
	9.7.0
	Rel‑9
	Measurements and BSIC decoding for EFTA multislot configurations
	approved
	F
	9.8.0
	TEI9
	G1

	GP-130736
	45.002
	0174
	-
	9.7.0
	Rel‑9
	Measurements and BSIC decoding for EFTA multislot configurations
	approved
	F
	9.8.0
	TEI9
	G1

	GP-130737
	45.002
	0175
	-
	10.4.0
	Rel‑10
	Measurements and BSIC decoding for EFTA multislot configurations
	approved
	A
	10.5.0
	TEI9
	G1

	GP-130737
	45.002
	0175
	-
	10.4.0
	Rel‑10
	Measurements and BSIC decoding for EFTA multislot configurations
	approved
	A
	10.5.0
	TEI9
	G1

	GP-130738
	45.002
	0176
	-
	11.2.0
	Rel‑11
	Measurements and BSIC decoding for EFTA multislot configurations
	approved
	A
	11.3.0
	TEI9
	G1

	GP-130738
	45.002
	0176
	-
	11.2.0
	Rel‑11
	Measurements and BSIC decoding for EFTA multislot configurations
	approved
	A
	11.3.0
	TEI9
	G1

	GP-130876
	45.005
	0548
	6
	11.3.0
	Rel‑12
	TCRT: Introduction of ER-GSM band
	approved
	B
	12.0.0
	RT_ERGSM
	G1

	GP-130876
	45.005
	0548
	6
	11.3.0
	Rel‑12
	TCRT: Introduction of ER-GSM band
	approved
	B
	12.0.0
	RT_ERGSM
	G1

	GP-130887
	45.005
	0559
	2
	11.3.0
	Rel‑12
	Introduction of VAMOS III Performance Requirements
	approved
	B
	12.0.0
	MSRD_VAMOS
	G1

	GP-130887
	45.005
	0559
	2
	11.3.0
	Rel‑12
	Introduction of VAMOS III Performance Requirements
	approved
	B
	12.0.0
	MSRD_VAMOS
	G1

	GP-130791
	45.008
	0611
	2
	5.23.0
	Rel‑5
	Correction of Qsearch_I/Qsearch_C/Qsearch_P for UTRAN TDD
	approved
	A
	5.24.0
	TEI4
	G1

	GP-130791
	45.008
	0611
	2
	5.23.0
	Rel‑5
	Correction of Qsearch_I/Qsearch_C/Qsearch_P for UTRAN TDD
	approved
	A
	5.24.0
	TEI4
	G1

	GP-130792
	45.008
	0612
	2
	6.21.0
	Rel‑6
	Correction of Qsearch_I/Qsearch_C/Qsearch_P for UTRAN TDD
	approved
	A
	6.22.0
	TEI4
	G1

	GP-130792
	45.008
	0612
	2
	6.21.0
	Rel‑6
	Correction of Qsearch_I/Qsearch_C/Qsearch_P for UTRAN TDD
	approved
	A
	6.22.0
	TEI4
	G1

	GP-130793
	45.008
	0613
	2
	7.20.0
	Rel‑7
	Correction of Qsearch_I/Qsearch_C/Qsearch_P for UTRAN TDD
	approved
	A
	7.21.0
	TEI4
	G1

	GP-130793
	45.008
	0613
	2
	7.20.0
	Rel‑7
	Correction of Qsearch_I/Qsearch_C/Qsearch_P for UTRAN TDD
	approved
	A
	7.21.0
	TEI4
	G1

	GP-130794
	45.008
	0614
	2
	8.15.0
	Rel‑8
	Correction of Qsearch_I/Qsearch_C/Qsearch_P for UTRAN TDD
	approved
	A
	8.16.0
	TEI4
	G1

	GP-130794
	45.008
	0614
	2
	8.15.0
	Rel‑8
	Correction of Qsearch_I/Qsearch_C/Qsearch_P for UTRAN TDD
	approved
	A
	8.16.0
	TEI4
	G1

	GP-130878
	45.008
	0615
	1
	12.0.0
	Rel‑12
	Introduction of wideband RSRQ measurements
	approved
	A
	12.1.0
	TEI11
	G1

	GP-130878
	45.008
	0615
	1
	12.0.0
	Rel‑12
	Introduction of wideband RSRQ measurements
	approved
	A
	12.1.0
	TEI11
	G1

	GP-130864
	45.008
	0616
	1
	12.0.0
	Rel‑12
	Introduction of VAMOS III MS
	approved
	B
	12.1.0
	MSRD_VAMOS
	G1

	GP-130864
	45.008
	0616
	1
	12.0.0
	Rel‑12
	Introduction of VAMOS III MS
	approved
	B
	12.1.0
	MSRD_VAMOS
	G1

	GP-130798
	45.008
	0617
	1
	12.0.0
	Rel‑12
	Correction of Qsearch_I/Qsearch_C/Qsearch_P for UTRAN TDD
	approved
	A
	12.1.0
	TEI4
	G1

	GP-130798
	45.008
	0617
	1
	12.0.0
	Rel‑12
	Correction of Qsearch_I/Qsearch_C/Qsearch_P for UTRAN TDD
	approved
	A
	12.1.0
	TEI4
	G1

	GP-130884
	45.008
	0618
	1
	12.0.0
	Rel‑12
	TCRT: Introduction of ER-GSM band
	approved
	B
	12.1.0
	RT_ERGSM
	G1

	GP-130884
	45.008
	0618
	1
	12.0.0
	Rel‑12
	TCRT: Introduction of ER-GSM band
	approved
	B
	12.1.0
	RT_ERGSM
	G1

	GP-130681
	45.009
	0022
	-
	11.0.0
	Rel‑12
	Introduction of VAMOS III MS
	approved
	B
	12.0.0
	MSRD_VAMOS
	G1

	GP-130681
	45.009
	0022
	-
	11.0.0
	Rel‑12
	Introduction of VAMOS III MS
	approved
	B
	12.0.0
	MSRD_VAMOS
	G1

	GP-130590
	51.010-5
	0123
	-
	10.5.0
	Rel‑11
	CR 51.010-5-0123 Update for the latest version of TTCN
	approved
	F
	11.0.0
	TEI_Test
	G3new

	GP-130590
	51.010-5
	0123
	-
	10.5.0
	Rel‑11
	CR 51.010-5-0123 Update for the latest version of TTCN
	approved
	F
	11.0.0
	TEI_Test
	G3new

	GP-130591
	51.010-5
	0124
	-
	10.5.0
	Rel‑11
	CR 51.010-5-0124 Correction of UTRA IR_G TC 41.5.1.1.1.4
	approved
	F
	11.0.0
	TEI_Test
	G3new

	GP-130591
	51.010-5
	0124
	-
	10.5.0
	Rel‑11
	CR 51.010-5-0124 Correction of UTRA IR_G TC 41.5.1.1.1.4
	approved
	F
	11.0.0
	TEI_Test
	G3new

	GP-130832
	48.008
	0387
	2
	11.5.0
	Rel‑11
	Clarification on the PLMN included in the PAGING message
	Approved
	F
	11.6.0
	FULL_MOCN-GERAN
	G2

	GP-130832
	48.008
	0387
	2
	11.5.0
	Rel‑11
	Clarification on the PLMN included in the PAGING message
	Approved
	F
	11.6.0
	FULL_MOCN-GERAN
	G2

	GP-130812
	48.008
	0391
	1
	11.5.0
	Rel‑11
	Last LTE PLMN ID provision
	Approved
	F
	11.6.0
	TEI11
	G2

	GP-130812
	48.008
	0391
	1
	11.5.0
	Rel‑11
	Last LTE PLMN ID provision
	Approved
	F
	11.6.0
	TEI11
	G2

	GP-130833
	48.018
	0389
	2
	11.3.0
	Rel‑11
	Clarification on the PLMN included in the PAGING PDU
	Approved
	F
	11.4.0
	FULL_MOCN-GERAN
	G2

	GP-130833
	48.018
	0389
	2
	11.3.0
	Rel‑11
	Clarification on the PLMN included in the PAGING PDU
	Approved
	F
	11.4.0
	FULL_MOCN-GERAN
	G2

	GP-130834
	48.018
	0391
	2
	11.3.0
	Rel‑12
	Adding support of RIM signalling (SON Transfer Application) between LTE and eHRPD
	Approved
	B
	12.0.0
	LTE_HRPD_SON
	G2

	GP-130834
	48.018
	0391
	2
	11.3.0
	Rel‑12
	Adding support of RIM signalling (SON Transfer Application) between LTE and eHRPD
	Approved
	B
	12.0.0
	LTE_HRPD_SON
	G2

	GP-130732
	48.018
	0392
	-
	11.3.0
	Rel‑11
	Correction of reference table for GGSN/P-GW location
	Approved
	F
	11.4.0
	TEI11
	G2

	GP-130732
	48.018
	0392
	-
	11.3.0
	Rel‑11
	Correction of reference table for GGSN/P-GW location
	Approved
	F
	11.4.0
	TEI11
	G2

	GP-130810
	48.018
	0395
	1
	11.3.0
	Rel‑11
	Clarification of registered operator addressing in GWCN case and Network Sharing
	Approved
	F
	11.4.0
	FULL_MOCN-GERAN
	G2

	GP-130810
	48.018
	0395
	1
	11.3.0
	Rel‑11
	Clarification of registered operator addressing in GWCN case and Network Sharing
	Approved
	F
	11.4.0
	FULL_MOCN-GERAN
	G2

	GP-130764
	51.010-2
	0809
	1
	11.1.0
	Rel‑11
	CR 51.010-2-0809 New IPA TCs added to applicability table
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130764
	51.010-2
	0809
	1
	11.1.0
	Rel‑11
	CR 51.010-2-0809 New IPA TCs added to applicability table
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130578
	51.010-2
	0810
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0810 Applicability corrections for LLC ciphering test cases
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130578
	51.010-2
	0810
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0810 Applicability corrections for LLC ciphering test cases
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130580
	51.010-2
	0811
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0811 Update of Table A.1b for Rel‑11
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130580
	51.010-2
	0811
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0811 Update of Table A.1b for Rel‑11
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130753
	51.010-2
	0812
	1
	11.1.0
	Rel‑11
	CR 51.010-2-0812 Applicability change for Test Case 30.19
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130753
	51.010-2
	0812
	1
	11.1.0
	Rel‑11
	CR 51.010-2-0812 Applicability change for Test Case 30.19
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130766
	51.010-2
	0813
	1
	11.1.0
	Rel‑11
	CR 51.010-2-0813 Part2 Network Improvements for Machine-Type Communications updates
	approved
	F
	11.2.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130766
	51.010-2
	0813
	1
	11.1.0
	Rel‑11
	CR 51.010-2-0813 Part2 Network Improvements for Machine-Type Communications updates
	approved
	F
	11.2.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130606
	51.010-2
	0814
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0814 Addition of new IMMEDIATE PACKET ASSIGNMENT (IPA) test cases in Table B.1 Applicability of tests
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130606
	51.010-2
	0814
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0814 Addition of new IMMEDIATE PACKET ASSIGNMENT (IPA) test cases in Table B.1 Applicability of tests
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130757
	51.010-2
	0818
	1
	11.1.0
	Rel‑11
	CR 51.010-2-0818 Table B.1: 26.22.1 - Addition of SMS Applicability
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130757
	51.010-2
	0818
	1
	11.1.0
	Rel‑11
	CR 51.010-2-0818 Table B.1: 26.22.1 - Addition of SMS Applicability
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130751
	51.010-2
	0819
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0819 Introduction of new PICS for 26.6.11
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130751
	51.010-2
	0819
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0819 Introduction of new PICS for 26.6.11
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130771
	51.010-2
	0820
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0820 Clarification of TSPC_USC2_Treatment values in Table 8.25
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130771
	51.010-2
	0820
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0820 Clarification of TSPC_USC2_Treatment values in Table 8.25
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130768
	51.010-1
	4860
	1
	11.1.0
	Rel‑11
	CR 36.523-1-2221 GCF priority g1 - Correction to Idle Mode test case 6.2.1.6
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130768
	51.010-1
	4860
	1
	11.1.0
	Rel‑11
	CR 36.523-1-2221 GCF priority g1 - Correction to Idle Mode test case 6.2.1.6
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130759
	51.010-1
	4862
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4862 Clause 50 IPA defaults and macros
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130759
	51.010-1
	4862
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4862 Clause 50 IPA defaults and macros
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130754
	51.010-1
	4863
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4863 42.4.6.1 MS may send optional PACKET MEASUREMENT REPORT
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130754
	51.010-1
	4863
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4863 42.4.6.1 MS may send optional PACKET MEASUREMENT REPORT
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130583
	51.010-1
	4864
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4864 21.1 GPRS Only MS : Ready Timer Value, C_VALUE / RXLEV_SERVING_CELL Parameter and Requirements
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130583
	51.010-1
	4864
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4864 21.1 GPRS Only MS : Ready Timer Value, C_VALUE / RXLEV_SERVING_CELL Parameter and Requirements
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130584
	51.010-1
	4865
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4865 21.2 GPRS Only MS : Ready Timer Value and C_VALUE / RXLEV_SERVING_CELL Parameter
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130584
	51.010-1
	4865
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4865 21.2 GPRS Only MS : Ready Timer Value and C_VALUE / RXLEV_SERVING_CELL Parameter
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130585
	51.010-1
	4866
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4866 21.13 Correction to MEAN_BEP AQPSK test intervals test interval and initial conditions
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130585
	51.010-1
	4866
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4866 21.13 Correction to MEAN_BEP AQPSK test intervals test interval and initial conditions
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130586
	51.010-1
	4867
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4867 14.16.2.1a Removal of PICS statement for NON DARP MS
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130586
	51.010-1
	4867
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4867 14.16.2.1a Removal of PICS statement for NON DARP MS
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130587
	51.010-1
	4868
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4868 14.18.2b Removal of PICS statement for NON DARP MS
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130587
	51.010-1
	4868
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4868 14.18.2b Removal of PICS statement for NON DARP MS
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130755
	51.010-1
	4870
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4870 14.2.34 Correction to downlink level for VAMOS type I MS
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130755
	51.010-1
	4870
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4870 14.2.34 Correction to downlink level for VAMOS type I MS
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130594
	51.010-1
	4872
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4872 New Test case: 44.2.3.3.2a Periodic routing area updating / accepted / per-device timer
	approved
	F
	11.2.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130594
	51.010-1
	4872
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4872 New Test case: 44.2.3.3.2a Periodic routing area updating / accepted / per-device timer
	approved
	F
	11.2.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130770
	51.010-1
	4873
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4873 New Test case: 52.6.5 EGPRS Packet Access for signalling / EGPRS Packet Channel Request / low access priority
	approved
	F
	11.2.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130770
	51.010-1
	4873
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4873 New Test case: 52.6.5 EGPRS Packet Access for signalling / EGPRS Packet Channel Request / low access priority
	approved
	F
	11.2.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130602
	51.010-1
	4874
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4851 New Test case: 44.2.1.2.10 Combined GPRS attach / abnormal cases / network reject with Extended Wait Timer
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130602
	51.010-1
	4874
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4851 New Test case: 44.2.1.2.10 Combined GPRS attach / abnormal cases / network reject with Extended Wait Timer
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130760
	51.010-1
	4875
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4875 Addition of new test case 51.2.3.20 Packet Immediate Assignment by IPA capable MS/ single block packet access /IPA single block uplink assignment/ Multiple MS devices
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130760
	51.010-1
	4875
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4875 Addition of new test case 51.2.3.20 Packet Immediate Assignment by IPA capable MS/ single block packet access /IPA single block uplink assignment/ Multiple MS devices
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130761
	51.010-1
	4876
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4839 46.1.2.7.3 Correction of expected sequence
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130761
	51.010-1
	4876
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4839 46.1.2.7.3 Correction of expected sequence
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130762
	51.010-1
	4877
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4877 Addition of new test case 51.2.6.9 Initiation of both the packet uplink and downlink assignment procedure by IPA capable MS/Simultaneous IPA uplink and downlink assignment
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130762
	51.010-1
	4877
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4877 Addition of new test case 51.2.6.9 Initiation of both the packet uplink and downlink assignment procedure by IPA capable MS/Simultaneous IPA uplink and downlink assignment
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130769
	51.010-1
	4878
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4878 Correction to TC 26.7.4.3.3 - Location updating / abnormal cases / attempt counter equal to 4
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130769
	51.010-1
	4878
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4878 Correction to TC 26.7.4.3.3 - Location updating / abnormal cases / attempt counter equal to 4
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130767
	51.010-1
	4879
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4879 31.9.1.2 - Correction for parameters in RR should have Data coding scheme and ussd string.
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130767
	51.010-1
	4879
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4879 31.9.1.2 - Correction for parameters in RR should have Data coding scheme and ussd string.
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130616
	51.010-1
	4883
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4883 26.22.1 Corrections to Applicability and Expected Sequence
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130616
	51.010-1
	4883
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4883 26.22.1 Corrections to Applicability and Expected Sequence
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130620
	51.010-1
	4884
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4884 Correction to clause 26.6.11
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130620
	51.010-1
	4884
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4884 Correction to clause 26.6.11
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130758
	51.010-1
	4885
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4885 Removal of NMO III
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130758
	51.010-1
	4885
	1
	11.1.0
	Rel‑11
	CR 51.010-1-4885 Removal of NMO III
	approved
	F
	11.2.0
	TEI_Test
	G3new

	GP-130763
	51.010-1
	4886
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0804 Applicability of test 14.18.10.1to make it applicable to mobiles supporting FANR only
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130763
	51.010-1
	4886
	-
	11.1.0
	Rel‑11
	CR 51.010-2-0804 Applicability of test 14.18.10.1to make it applicable to mobiles supporting FANR only
	approved
	F
	11.2.0
	TEI11_Test
	G3new

	GP-130765
	51.010-1
	4887
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4887 New Test case: 44.2.1.2.7a Combined GPRS attach / rejected / network reject with Extended Wait Timer
	approved
	F
	11.2.0
	NIMTC_GERAN-MSTest
	G3new

	GP-130765
	51.010-1
	4887
	-
	11.1.0
	Rel‑11
	CR 51.010-1-4887 New Test case: 44.2.1.2.7a Combined GPRS attach / rejected / network reject with Extended Wait Timer
	approved
	F
	11.2.0
	NIMTC_GERAN-MSTest
	G3new

	CP-130529
	51.013
	0023
	2
	4.2.0
	Rel‑4
	Modification of the statements on security parameters
	approved
	F
	4.3.0
	TEI4
	C6

	CP-130529
	51.013
	0024
	2
	5.6.1
	Rel‑5
	Modification of the statements on security parameters
	approved
	A
	5.7.0
	TEI4
	C6

	GP-130788
	51.021
	0268
	2
	11.3.0
	Rel‑11
	Correction of test case b) for MCBTS for measuring unwanted emissions
	approved
	F
	11.4.0
	MCBTS
	G1

	GP-130788
	51.021
	0268
	2
	11.3.0
	Rel‑11
	Correction of test case b) for MCBTS for measuring unwanted emissions
	approved
	F
	11.4.0
	MCBTS
	G1

	GP-130690
	51.021
	0270
	-
	11.3.0
	Rel‑11
	Correction of table referencing error
	approved
	F
	11.4.0
	TEI11
	G1

	GP-130690
	51.021
	0270
	-
	11.3.0
	Rel‑11
	Correction of table referencing error
	approved
	F
	11.4.0
	TEI11
	G1
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