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	Reason for change:
	Geographical Identifier is currently only specified for GPRS/EPS access. 
However, the use of GI is also needed for fixed networks in order to migrate value-added services to IMS, e.g. to allow for location-based services, or when a national interconnexion agreement requires location information between fixed operators.
Equivalent funtionality exists today in the CS domain, with ISUP Location Number. For example, in France the ISUP Location Number contains operator code + INSEE code (similar to a ZIP code).
In addition, Annex E.8 uses the term "CGI", which is only applicable to GERAN whereas is was intended to cover all 3GPP RATs.

	
	

	Summary of change:
	Introduction of Geographical Identifier in Annex N.
Update of Annex E.8 to improve the wording and use the generic terminology "user location" instead of "CGI".
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Start of changes

E.8
Geographical Identifier

The Geographical Identifier identifies a geographical area within a country or territory. It may be described in a geospatial manner (e.g. geodetic coordinates) within a country or territory or as civic user location information (e.g. a postcode, area code, etc.), or use an operator-specific format. It is assumed that a given cell cannot belong to more that one area identified by a Geographical Identifier.

A network which requires the Geographical Identifier to be generated in the IMS may implement a mapping table between CGI and Geographical Identifier. The P-CSCF may then, based on operator policy, use this mapping table to convert the user location into a Geographical Identifier, and insert the Geographical Identifier in the SIP signalling, thus enabling routing decision in downstream IMS entities or interconnected network.

Next change

N.x
Geographical Identifier

For fixed xDSL, Fiber or Ethernet access, Geographical Identifier may be used within the IMS as described in sub-clause E.8.
End of changes

