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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service; Stage 1".

[3]
3GPP TS 22.246: "Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1".

[4]
3GPP TS 23.246: "Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description".

[5]
3GPP TS 33.246: "3G Security; Security of Multimedia Broadcast/Multicast Service (MBMS)".

[6]
3GPP TS 23.228: "IP multimedia subsystem; Stage 2".

[7]
3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

[8]
3GPP TS 26.234: "Transparent end-to-end streaming service; Protocols and codecs".

[9]
3GPP TS 22.233: "Transparent End-to-End Packet-switched Streaming Service; Stage 1".

[10]
3GPP TS 26.233: "Transparent end-to-end packet switched streaming service (PSS); General description".

[11]
3GPP TS 26.346: "Multimedia Broadcast/Multicast Service (MBMS); Protocols and codecs".

[12]
3GPP TS 23.203: "Policy and charging control architecture".

[13]
IETF RFC 4145 (September 2005): "TCP-Based Media Transport in the Session Description Protocol (SDP)".

[14]
IETF RFC 4572 (July 2006) Connection-Oriented Media Transport over the Transport Layer Security (TLS) Protocol in the Session Description Protocol (SDP)

[15]
void

[16]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2".
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IETF RFC 2782: "A DNS RR for specifying the location of services (DNS SRV)".
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[22]
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[23]
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[24]
ETSI TS 183 063 V3.5.2 (2011-03): "Telecommunications and Internet converged Services and Protocols for Advanced Networking (TISPAN); IMS based IPTV Stage 3 Specification".
[25]
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[26]
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[28]
IETF RFC 6080: "A Framework for Session Initiation Protocol User Agent Profile Delivery".

[29]
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[30]
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[32]
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[33]
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[34]
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[38]
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[40]
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[41]
3GPP TS 24.237: “IP Multimedia Subsystem (IMS) Service Continuity; Stage 3“.
[42]
IETF RFC 6086: “Session Initiation Protocol (SIP) INFO Method and Package Framework”.
[43]
IETF RFC 3515: “The Session Initiation Protocol (SIP) Refer Method”.
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Open IPTV Forum, “Release 2 Specification, Volume 4 - Protocols” V2.1, June 2011.
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