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* * * * Start of 1st Change * * * *
5.1.2.3.3
Deactivate MBMS Bearer Procedure

The Deactivate MBMS Bearer procedure is used by the GCS AS to cause deallocation of resources for an MBMS bearer.
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1  .    The MBMS bearer is broadcast over the MBMS system  

4  .    Deactivate MBMS Bearer Response  
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3  .    The BM  -  SC   

deallocates resources in   

the eMBMS system for   

the MBMS bearer  .   


Figure 5.1.2.3.2-1: Deactivate MBMS Bearer Procedure
1.
The MBMS bearer is being broadcast over the MBMS system.

2.
When the GCS AS determines that the MBMS bearer is no longer needed, it shall send a Deactivate MBMS Bearer Request message to the BM-SC, including the TMGI and FlowID representing the MBMS bearer to be deactivated.
3.
The BM-SC shall determine whether the GCS AS is authorized to use the TMGI and shall take whatever actions are needed to stop broadcast of the MBMS bearer to the agreed MBMS service area, and to deallocate MBMS resources used for the MBMS bearer using the Session Stop procedure defined in TS 23.246 [3].

4.
The BM-SC shall send a Deactivate MBMS Bearer Response message to the application, including the TMGI, the FlowID, and a result. 

* * * * End of Change * * * *
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