Page 1



SA WG2 Meeting #102
S2-141329
24 - 28 March 2014, St. Julian's, Malta












(revision of S2-140933)
	CR-Form-v11

	CHANGE REQUEST

	

	
	23.203
	CR
	0878
	rev
	2
	Current version:
	12.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Corrections to Annex S for the non-seamless WLAN offload scenario

	
	

	Source to WG:
	Ericsson, Huawei

	Source to TSG:
	SA2

	
	

	Work item code:
	P4C-F
	
	Date:
	2014-03-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	Annex S lists:

·     the NSWO APN, provided over Gx interface, but no details about how the NSWO APN is available at the PCEF, the proposal is that local policies in the PCEF indicates the NSWO-APN, similar mechanism as defined in 23.139 for the BPCF.
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	Summary of change:
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	Consequences if not approved:
	Information that is available at the PCEF as input for policy decision is not provided over Gx.

	
	

	Clauses affected:
	S.6.1.1.1, S.7.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** First change ***
S.6.1.1.1
Input for PCC decisions

The PCEF may provide a subset of the information listed in clause 6.2.1.1 with the following fixed broadband specific values:

-
Subscriber Identifier in the form of an IMSI, MSISDN for a 3GPP UE or in the form of a user-name or Access Line Identifier (physical and logical circuit ID) for fixed device or RG;

-
Location of the subscriber; that may include Access line id (physical and logical circuit ID), SSID of the AP, BSSID of the AP. 
NOTE 1: How the location information becomes available to the PCEF/IPEdge is out of the scope of 3GPP.
- 
PLMN id of the PCEF located in the IPEdge, if available;
-
IPv4/IPv6 address or IPv6 prefix of the UE;

-
Type of IP‑CAN (i.e. Fixed Broadband Access);

-
A PDN ID in the form of the NSWO-APN for a 3GPP UE.

The SPR may provide the information listed in clause 6.2.1.1 for a UE and optionally for NSWO-APN.

The OCS may provide the information listed in clause 6.2.1.1 for a UE.

The TDF may provide the information listed in clause 6.2.1.1 for a UE and optionally for NSWO-APN.

The AF, if involved, may provide the information listed in clause 6.2.1.1 with the following Fixed Broadband Access Specific values:

-
Subscriber Identifier;

-
IPv4/IPv6 address or IPv6 prefix of the UE.

***Next change ***
S.7.2
IP-CAN Session Establishment

The PCEF located in the IP-Edge initiates the Gx IP‑CAN Session establishment as defined in clause 7.2. The session is initiated after that the IP-Edge becomes aware of an IPv4 address and/or an IPv6 prefix has been assigned to the fixed device and/or 3GPP UE.

In route mode configuration with NATed RG, the session is initiated after the RG has been connected to the network and has been assigned an IPv4 address and/or IPv6 Prefix. The IPv4 address and/or IPv6 Prefix are assigned as per Broadband Forum specifications and it is out of scope of 3GPP.

In bridge mode, the session is initiated after the device has been authenticated has been assigned an IPv4 address and/or IPv6 Prefix by the Fixed Broadband access. 
Operator policies in the PCEF indicate if dynamic policy control is provided. In addition, the NSWO-APN is also configured for subscribers on a PLMN basis.
The PCEF located in the IP-Edge includes in the IP‑CAN Session establishment message the Subscriber-Id, NSWO-APN if available, IP-CAN type, the Default QoS if available, the PLMN id if available and the location information as defined in S.6.1.1.1.
The IP-Edge maps the Default-Access-Profile QoS to Default-QoS as defined in clause S.5.5.1
The PCRF may provision a Default QoS or a Default QoS profile, PCC Rules to activate and Events Triggers to report.
***End of changes ***
