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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.060
	1853
	2
	Rel-12
	BCM handling in NW init procedures
	F
	12.4.0
	S2-103
	S2-141955
	Ericsson, LG Electronics
	TEI12
	9.2.2.3, 9.2.2.3A, 9.2.3.1, 9.2.3.2
	24.008 CR 2543

	23.060
	1868
	3
	Rel-12
	Correction to the SGSN initiated bearer setup during the RAU procedure
	F
	12.4.0
	S2-103
	S2-142175
	NEC
	TEI12, SAES
	6.9.1.2.2;  6.9.1.3.2;  6.9.2.1;  6.13.2.2.1
	

	23.221
	0157
	2
	Rel-12
	USSD method selection
	F
	11.2.0
	S2-102
	S2-141480
	Ericsson
	TEI12
	7.2x (new)
	

	23.246
	0279
	2
	Rel-12
	Resource allocation for the MBMS bearer
	F
	12.1.0
	S2-102
	S2-141434
	Huawei, Hisilicon, General Dynamics UK Limited
	TEI12, MBMS_EPS
	2, 6.3.2
	

	23.251
	0100
	3
	Rel-12
	Exchange of PLMN identities in Shared Networks
	F
	12.0.0
	S2-102
	S2-141507
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12, SAES
	4.4, 6
	

	23.272
	0931
	1
	Rel-12
	New CSFB high priority indication for eMPS and emergency call
	F
	12.2.0
	S2-102
	S2-141250
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12, eMPS
	6.2, 6.3, 6.4
	

	23.272
	0932
	-
	Rel-12
	Correction of ISR requirements for SGSN
	F
	12.2.0
	S2-102
	S2-141110
	Intel
	TEI12, SAES-CSFB
	4.3.5
	

	23.401
	2655
	2
	Rel-12
	PGW pause of charging functionality and inter-operator charging
	F
	12.4.0
	S2-102
	S2-141271
	Huawei, Hisilicon
	TEI12
	5.7A
	

	23.401
	2672
	-
	Rel-12
	Handling of MME UE S1AP ID in case of S1 release
	F
	12.4.0
	S2-102
	S2-141073
	NSN
	TEI12
	5.3.5
	

	23.401
	2693
	3
	Rel-12
	Inter PLMN handover for emergency bearer service
	F
	12.4.0
	S2-103
	S2-142140
	ZTE
	TEI12, IMS_EMER_GPRS_EPS
	4.3.12.1
	

	23.401
	2694
	5
	Rel-12
	Correction to the MME initiated bearer setup during the TAU procedure
	F
	12.4.0
	S2-103
	S2-142186
	NEC
	TEI12, SAES
	5.3.3.1;  5.3.3.2;  5.3.3.3;  5.3.3.6
	

	23.401
	2695
	1
	Rel-12
	PGW initiated bearer request message arrival during the TAU
	F
	12.4.0
	S2-103
	S2-142008
	NEC
	TEI12, SAES
	5.3.3.0
	

	23.401
	2715
	2
	Rel-12
	Correction on the description of Location Service function
	F
	12.4.0
	S2-103
	S2-142173
	China Unicom
	TEI12
	4.3.14
	

	23.402
	1252
	2
	Rel-12
	Correction on default bearer activation in PMIP-based systems
	F
	12.4.0
	S2-102
	S2-141325
	Samsung
	TEI12
	6.2.1, 7.2.1
	

	23.402
	1260
	2
	Rel-12
	Correcting the reference to IEEE 802.11
	F
	12.4.0
	S2-103
	S2-141978
	Motorola Mobility
	TEI12, WLAN_NS
	2, 4.8.2b, 16.1.2, 16.1.3.2, 16.1.4, 16.1.7, 16.2.1, 16.3.1.1, 16.7.1.1
	


