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	Other comments:
	Result will be the addition of a new subclause 6.7.4 containing the callback requirements, which are moved from 6.7.1.  These requirements are then renumbered once relocated in the new subclause.


6.7
Private Call

6.7.1
General requirements

[R-6.7.1-001] The on-network MCPTT Service shall support two types of Private Calls, one which uses Floor control and one which does not.

NOTE:
An MCPTT Private Call (without Floor control) is effectively a full voice duplex call between two users.

[R-6.7.1-002] The MCPTT Service should provide a mechanism for authorized MCPTT Users to query whether a particular MCPTT User is present on the network.

[R-6.7.1-003] The MCPTT Service should provide a mechanism for an MCPTT Administrator to configure which MCPTT Users, within their authority, are authorized to place a Private Call (without Floor control).

[R-6.7.1-004] The MCPTT Service should provide a mechanism for authorized MCPTT Users to query whether a particular MCPTT User is capable of participating in an MCPTT Private Call.

[R-6.7.1-005] Void
[R-6.7.1-006] Void
[R-6.7.1-007] Void
[R-6.7.1-008] Void
[R-6.7.1-009] Void
[R-6.7.1-010] The MCPTT Service shall provide a mechanism by which specified Participants or Participant types (e.g., dispatch) have the ability to override an active PTT transmission of the other Participant in the Private Call.

[R-6.7.1-011] The MCPTT Service shall provide a mechanism by which an MCPTT User can make a Private Call to the local dispatcher based on the MCPTT User's current Location.

6.7.2
Administrative
[R-6.7.2-001] The MCPTT Service should provide a mechanism for an MCPTT Administrator to configure whether the presence on the network of a particular MCPTT User is available.

[R-6.7.2-002] The MCPTT Service should provide a mechanism for an MCPTT Administrator to configure which MCPTT Users may determine whether a particular MCPTT User is present on the network.

[R-6.7.2-003] The MCPTT Service should provide a mechanism for an MCPTT Administrator to configure whether the ability to participate in Private Calls of a particular MCPTT User is available.

[R-6.7.2-004] The MCPTT Service should provide a mechanism for an MCPTT Administrator to configure which MCPTT Users may determine whether a particular MCPTT User is capable of participating in an MCPTT Private Call.

6.7.3
Prioritization

[R-6.7.3-001] The MCPTT Service shall provide a mechanism to establish, dynamically and in real-time, the relative priorities of MCPTT Private Calls and MCPTT Group Calls with respect to transport.

[R-6.7.3-002] The MCPTT Service shall provide a mechanism to establish, dynamically and in real-time, the relative priorities of MCPTT Private Calls and MCPTT Group Calls with respect to presentation.

[R-6.7.3-003] The MCPTT Service shall provide a mechanism to establish, dynamically and in real-time, the relative priorities of different MCPTT Private Calls with respect to transport.

[R-6.7.3-004] The MCPTT Service shall provide a mechanism to establish, dynamically and in real-time, the relative priorities of different MCPTT Private Calls with respect to presentation.

[R-6.7.3-005] The MCPTT Service shall provide a mechanism to establish, dynamically and in real-time, the relative priorities of MCPTT Private Calls and other traffic with respect to transport.

[R-6.7.3-006] The MCPTT Service shall provide a mechanism to establish, dynamically and in real-time, the relative priorities of MCPTT Private Calls and other traffic with respect to presentation.

[R-6.7.3-007] The MCPTT Service shall provide a mechanism to prioritize MCPTT Private Calls based on the priorities associated with elements of the call (e.g., service type, requesting identity, and target identity).
6.7.4
Call back request requirements

[R-6.7.4-001] The MCPTT Service shall provide a mechanism (i.e., MCPTT Private Call call back request) for the calling party of an MCPTT Private Call to request that the called party (at earliest convenience) place a call to the calling party.

[R-6.7.4-002] The MCPTT Service shall provide a mechanism for the calling party of an MCPTT Private Call to assign an urgency indication (i.e., low, normal, urgent) to any call back request.

[R-6.7.4-003] The MCPTT Service shall provide an MCPTT UE receiving an MCPTT Private Call call back request with an indication of the assigned call back urgency assigned by the calling party.

[R-6.7.4-004] The MCPTT Service shall provide a mechanism for an MCPTT User to cancel a call back request.

[R-6.7.4-005] The MCPTT Service shall provide an MCPTT UE receiving an MCPTT Private Call call back request with an indication of which MCPTT User called and when.

6.8
MCPTT priority requirements
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