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[...]

6.1
General administrative – groups and users
[R-6.1-001] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to limit the total number (N11) of MCPTT Group Members of an MCPTT Group.
[R-6.1-002] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to remove MCPTT Groups from the MCPTT system.

[R-6.1-003] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to disable and re-enable MCPTT Groups.
[R-6.1-004] The MCPTT Service shall provide mechanisms for an MCPTT Administrator to create, amend, delete, and suspend MCPTT User Profiles.

[R-6.1-005] The MCPTT Service shall enable an MCPTT Administrator to configure which MCPTT Group Members are authorized to select to transmit to an MCPTT Group.
[R-6.1-006] The MCPTT Service shall provide a mechanism to log MCPTT Administrators’ activities (e.g., cryptographic key updates, user profile changes, password changes, invalid access attempts).
[R-6.1-007] The MCPTT Service shall provide a mechanism for an MCPTT Administrator to define geographic areas that can be associated to dispatchers for the purpose of routing Location dependent calls and alerts, as part of handling MCPTT Private Call requests and MCPTT Group Calls, when the called/alerted party is based on the MCPTT User’s current Location.
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