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	Reason for change:
	[R-6.2.3.2-006] mandates that the implementation instantiates a default value for the depth of the Floor Control queue and sets it to 1. Setting defaults is an implementation matter or can be a customer configuration matter, but it should not be a standard requirement. Moreover, it can be reasonably argued that the default should be set to 0 (no queuing) or to infinity (queue all requests).
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	Remove the requirement of having a default value. This does not prevent the setting a default value, it just leaves this matter to the implementation.
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	Other comments:
	


[...]
6.2.3.2
Requesting permission to transmit

[R-6.2.3.2-001] An authorized Participant shall be able to request to transmit to an MCPTT Group or an individual Participant.

[R-6.2.3.2-002] At call setup the MCPTT Service shall provide a notification, for example audio and/or visual, to the MCPTT Group Member attempting to transmit that there are no other Group Members who have affiliated to the MCPTT Group.
[R-6.2.3.2-003] The Floor control functionality shall determine the transmitting Participant(s) when there are simultaneous requests for permission to transmit within the same call.

[R-6.2.3.2-004] Following an MCPTT Request for permission to transmit on the Selected MCPTT Group, the Affiliated MCPTT Group Member that made and was granted the request shall be given an indication of being allowed to transmit.

[R-6.2.3.2-005] Following an MCPTT Request for permission to transmit on the Selected MCPTT Group, an Affiliated MCPTT Group Member that made and was not granted the request shall be given an indication that permission to transmit was rejected or queued.

[R-6.2.3.2-006] The depth of the Floor control queue shall be configurable.
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