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Annex F:
Status of all 3GPP CRs after TSG SA #67 Meeting (including GERAN #65)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-150115
	21.801
	0040
	-
	12.2.0
	Rel‑12
	On number stability and hanging paragraphs
	approved
	F
	12.3.0
	TEI12
	SP

	SP-150039
	22.101
	0495
	2
	13.4.0
	Rel‑13
	Update of Definitions
	approved
	F
	13.5.0
	GUSH
	S1

	SP-150038
	22.115
	0075
	1
	12.2.0
	Rel‑12
	Alignment of ProSe communication charging data requirements
	approved
	F
	12.3.0
	ProSe
	S1

	SP-150038
	22.115
	0077
	-
	13.2.0
	Rel‑13
	Alignment of ProSe communication charging data requirements
	approved
	A
	13.3.0
	ProSe
	S1

	SP-150042
	22.173
	0103
	3
	12.8.0
	Rel‑14
	Password based service activation for IMS Multimedia Telephony service
	approved
	B
	14.0.0
	PWDIMS
	S1

	SP-150040
	22.179
	0001
	-
	13.0.1
	Rel‑13
	Replacement of Home and Visited by Primary and Partner
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0002
	1
	13.0.1
	Rel‑13
	Completion of application of S1-144278
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0003
	1
	13.0.1
	Rel‑13
	Clarification of number and types of Private Calls
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0005
	1
	13.0.1
	Rel‑13
	Completion of application of S1-144570
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0006
	-
	13.0.1
	Rel‑13
	Improper use of 'emergency'
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0007
	2
	13.0.1
	Rel‑13
	Correct use of MCPTT terminology
	approved
	D
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0008
	1
	13.0.1
	Rel‑13
	Clarifying KPI requirement
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0009
	-
	13.0.1
	Rel‑13
	Wording correction
	approved
	D
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0011
	-
	13.0.1
	Rel‑13
	Change the title of TS 22.179 to align with MCPTT WID and agreed contribution S1-144232
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0012
	-
	13.0.1
	Rel‑13
	Changing Ues to UEs
	approved
	D
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0013
	-
	13.0.1
	Rel‑13
	Editorial clean ups
	approved
	D
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0014
	2
	13.0.1
	Rel‑13
	Correction of type of Private Calls supported in for both on and off the network use.
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0015
	-
	13.0.1
	Rel‑13
	Clarification of dedicated MCPTT Group type used for Imminent Peril Group call communication by MCPTT User
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0016
	-
	13.0.1
	Rel‑13
	Replacement of personality mangement with user profile management
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0017
	-
	13.0.1
	Rel‑13
	Modify text in first sentence of third paragraph for clause 7.1 Off-Network Push-to-Talk overview.
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0018
	-
	13.0.1
	Rel‑13
	Replacement of clause 5.14 title Audio/ video quality with Audio/ voice quality.
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0019
	1
	13.0.1
	Rel‑13
	Convert 2nd sentence of 5th requirement in clause 6.2.4 Call Termination into a new requirement
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0020
	2
	13.0.1
	Rel‑13
	Move two requirements from clause 6.1 General Administrative -groups and users into common clause 5.19 General Administrative -groups and users.
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0021
	1
	13.0.1
	Rel‑13
	Charging for MCPTT usage
	approved
	B
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0022
	-
	13.0.1
	Rel‑13
	Reinstatement of MCPTT User Profile
	approved
	F
	13.1.0
	MCPTT-SA1
	S1

	SP-150040
	22.179
	0023
	-
	13.0.1
	Rel‑13
	Fix improper multiple requirements
	approved
	F
	13.1.0
	MCPTT-SA1
	S1

	SP-150040
	22.179
	0024
	-
	13.0.1
	Rel‑13
	Remove implementation-specific requirement for default value
	approved
	F
	13.1.0
	MCPTT-SA1
	S1

	SP-150040
	22.179
	0026
	1
	13.0.1
	Rel‑13
	CR- to clarify requirements in 6.4.9 and 6.2.4.
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0028
	1
	13.0.1
	Rel‑13
	CR to clarify what call type refers to in 6.2.3.3.1
	approved
	F
	13.1.0
	MCPTT
	S1

	SP-150040
	22.179
	0030
	-
	13.0.1
	Rel‑13
	Separation of supplementary service, callback, requirements
	approved
	D
	13.1.0
	MCPTT
	S1

	CP-150028
	23.003
	0400
	5
	12.5.0
	Rel‑12
	Clarification in the definition of the ProSe Application Code
	approved
	F
	12.6.0
	ProSe-CT4
	C4

	CP-150024
	23.003
	0405
	3
	12.5.0
	Rel‑12
	Definition of Vendor ID
	approved
	F
	12.6.0
	SON-NM-MUPPET
	C4

	CP-150024
	23.003
	0408
	2
	12.5.0
	Rel‑12
	Extension of decorated NAI
	approved
	F
	12.6.0
	TEI12
	C4

	CP-150024
	23.003
	0409
	2
	13.0.0
	Rel‑13
	Extension of decorated NAI
	approved
	A
	13.1.0
	TEI12
	C4

	CP-150028
	23.003
	0413
	2
	13.0.0
	Rel‑13
	Clarification in the definition of the ProSe Application Code
	approved
	A
	13.1.0
	ProSe-CT4
	C4

	CP-150024
	23.003
	0414
	-
	13.0.0
	Rel‑13
	Definition of Vendor ID
	approved
	A
	13.1.0
	SON-NM-MUPPET
	C4

	CP-150034
	23.007
	0316
	2
	12.7.0
	Rel‑12
	SGW restoration procedure in PMIP case
	approved
	F
	12.8.0
	eNR_EPC
	C4

	CP-150036
	23.007
	0317
	1
	12.7.0
	Rel‑13
	Deferring GBR bearers deactivation upon S1 Reset or S1AP path failure
	approved
	B
	error
	TEI13
	C4

	CP-150037
	23.008
	0437
	1
	12.5.0
	Rel‑13
	MBMS Alternative IP Multicast Distribution Address
	approved
	B
	error
	TEI13
	C4

	CP-150019
	23.008
	0438
	1
	11.11.0
	Rel‑11
	Missing PS-and-SMS-Only subscription parameter
	approved
	F
	11.12.0
	SIMTC-PS_Only
	C4

	CP-150019
	23.008
	0439
	1
	12.5.0
	Rel‑12
	Missing PS-and-SMS-Only subscription parameter
	approved
	A
	12.6.0
	SIMTC-PS_Only
	C4

	SP-150025
	23.060
	1943
	4
	13.1.0
	Rel‑13
	Group specific NAS Level Congestion Control
	approved
	B
	13.2.0
	GROUPE
	S2

	SP-150021
	23.060
	1947
	1
	12.7.0
	Rel‑12
	Clarify handling of 'MS Info Change Reporting Action' at change of Serving Node for an UE.
	approved
	F
	12.8.0
	CNO_ULI
	S2

	SP-150021
	23.060
	1948
	1
	13.1.0
	Rel‑13
	Clarify handling of 'MS Info Change Reporting Action' at change of Serving Node for an UE.
	approved
	A
	13.2.0
	CNO_ULI
	S2

	CP-150071
	23.122
	0270
	2
	12.5.0
	Rel‑12
	Clarification on limited service state
	approved
	C
	12.6.0
	ProSe-CT
	C1

	CP-150064
	23.122
	0271
	2
	12.5.0
	Rel‑12
	Clarification on limited service state
	approved
	F
	12.6.0
	TEI12
	C1

	CP-150170
	23.122
	0272
	-
	13.0.0
	Rel‑13
	Clarification on limited service state
	revised
	C
	
	TEI13
	C1

	CP-150173
	23.122
	0272
	1
	13.0.0
	Rel‑13
	Clarification on limited service state
	revised
	C
	
	TEI13
	C1

	CP-150205
	23.122
	0272
	2
	13.0.0
	Rel‑13
	Clarification on limited service state
	approved
	A
	13.1.0
	ProSe-CT
	C1

	CP-150171
	23.122
	0273
	-
	13.0.0
	Rel‑13
	Clarification on limited service state
	revised
	F
	
	
	C1

	CP-150174
	23.122
	0273
	1
	13.0.0
	Rel‑13
	Clarification on limited service state
	revised
	F
	
	TEI13
	C1

	CP-150206
	23.122
	0273
	2
	13.0.0
	Rel‑13
	Clarification on limited service state
	approved
	A
	13.1.0
	TEI12
	C1

	SP-150109
	23.139
	0046
	-
	12.1.0
	Rel‑12
	Corrections to BBF related references
	approved
	F
	12.2.0
	TEI12, BBAI
	S2

	SP-150109
	23.167
	0275
	1
	12.0.0
	Rel‑12
	Correction to support of I-WLAN in TS 23.167
	approved
	F
	12.1.0
	TEI12
	S2

	SP-150023
	23.167
	0276
	1
	13.0.0
	Rel‑13
	Correction to support of I-WLAN in TS 23.167
	withdrawn
	A
	
	TEI12
	S2

	SP-150027
	23.203
	0966
	3
	13.2.0
	Rel‑13
	Removing restrictions to report RAT type to the AF
	approved
	B
	13.3.0
	TEI13, SAES
	S2

	SP-150027
	23.203
	0968
	1
	13.2.0
	Rel‑13
	Activate PCC function per UE based on subscription information when BBERF is deployed
	approved
	B
	13.3.0
	TEI13
	S2

	SP-150109
	23.203
	0970
	1
	12.7.0
	Rel‑12
	Correction to support of I-WLAN in TS 23.203
	approved
	F
	12.8.0
	TEI12
	S2

	SP-150109
	23.203
	0971
	1
	13.2.0
	Rel‑13
	Correction to support of I-WLAN in TS 23.203
	approved
	A
	13.3.0
	TEI12
	S2

	CP-150082
	23.218
	0175
	1
	12.3.0
	Rel‑13
	Correction of Mf reference point name in figure
	approved
	F
	13.0.0
	TEI13, IPXS
	C1

	SP-150109
	23.228
	1100
	1
	12.7.0
	Rel‑12
	T-ADS for UEs supporting access to IMS via WLAN connected to EPC using S2b or S2a
	approved
	F
	12.8.0
	TEI12, IMS_SCC-ICS
	S2

	SP-150109
	23.228
	1101
	1
	13.1.0
	Rel‑13
	T-ADS for UEs supporting access to IMS via WLAN connected to EPC using S2b or S2a
	approved
	A
	13.2.0
	TEI12, IMS_SCC-ICS
	S2

	SP-150022
	23.228
	1102
	1
	12.7.0
	Rel‑12
	MSRP Clarification
	approved
	F
	12.8.0
	IMS_WebRTC-SA2
	S2

	SP-150022
	23.228
	1103
	1
	13.1.0
	Rel‑13
	MSRP Clarification
	approved
	A
	13.2.0
	IMS_WebRTC-SA2
	S2

	SP-150022
	23.228
	1104
	-
	12.7.0
	Rel‑12
	BFCP Clarification
	approved
	F
	12.8.0
	IMS_WebRTC-SA2
	S2

	SP-150022
	23.228
	1105
	-
	13.1.0
	Rel‑13
	BFCP Clarification
	approved
	A
	13.2.0
	IMS_WebRTC-SA2
	S2

	SP-150015
	23.246
	0389
	-
	11.1.0
	Rel‑11
	Correction to BM-SC initiated Session Update procedure
	approved
	F
	11.2.0
	TEI11, MBMS_EPS
	S2

	SP-150015
	23.246
	0390
	-
	12.4.0
	Rel‑12
	Correction to BM-SC initiated Session Update procedure
	approved
	A
	12.5.0
	TEI11, MBMS_EPS
	S2

	SP-150027
	23.246
	0391
	2
	12.4.0
	Rel‑13
	eMBMS alternative IP multicast distribution address
	approved
	B
	13.0.0
	TEI13, MBMS_enh
	S2

	SP-150026
	23.251
	0105
	3
	13.0.0
	Rel‑13
	CSPS Coordination Annex A.1 and A.3 updates
	approved
	C
	13.1.0
	CSPS_COORD
	S2

	SP-150109
	23.272
	0941
	2
	12.4.0
	Rel‑12
	Paging without LAI
	approved
	F
	12.5.0
	TEI12, SAES-CSFB
	S2

	SP-150017
	23.303
	0150
	1
	12.3.0
	Rel‑12
	Further clarification on the equivalent PLMN
	approved
	F
	12.4.0
	ProSe
	S2

	SP-150017
	23.303
	0153
	1
	12.3.0
	Rel‑12
	Clarification on out-of-coverage direct discovery
	approved
	C
	12.4.0
	ProSe
	S2

	SP-150017
	23.303
	0155
	2
	12.3.0
	Rel‑12
	Serving PLMN ID of Announce UE Stored in ProSe Function
	approved
	F
	12.4.0
	ProSe
	S2

	SP-150017
	23.303
	0156
	1
	12.3.0
	Rel‑12
	Correction of TTL related to the Discovery filter
	approved
	F
	12.4.0
	ProSe
	S2

	CP-150030
	23.333
	0078
	1
	12.4.0
	Rel‑12
	TLS session renegotiation on the Mp interface
	approved
	F
	12.5.0
	eMEDIASEC-CT
	C4

	CP-150026
	23.333
	0079
	3
	12.4.0
	Rel‑12
	Support of CLUE bearer level signalling
	approved
	B
	12.5.0
	IMS_TELEP-CT
	C4

	CP-150026
	23.333
	0080
	2
	12.4.0
	Rel‑12
	CLUE carriage over Mp interface
	approved
	B
	12.5.0
	IMS_TELEP-CT
	C4

	CP-150027
	23.334
	0076
	1
	12.6.0
	Rel‑12
	IMS WebRTC reference updates
	approved
	F
	12.7.0
	IMS_WebRTC-CT
	C4

	CP-150027
	23.334
	0077
	1
	13.0.0
	Rel‑13
	IMS WebRTC reference updates
	approved
	F
	13.1.0
	IMS_WebRTC-CT
	C4

	CP-150030
	23.334
	0078
	1
	12.6.0
	Rel‑12
	DTLS roles and cross-reference correction
	approved
	F
	12.7.0
	eMEDIASEC-CT
	C4

	CP-150030
	23.334
	0079
	1
	13.0.0
	Rel‑13
	DTLS roles and cross-reference correction
	approved
	A
	13.1.0
	eMEDIASEC-CT
	C4

	CP-150033
	23.380
	0073
	1
	12.1.0
	Rel‑12
	P-CSCF restoration failure when UE is temporarily out of coverage
	approved
	F
	12.2.0
	PCSCF_RES
	C4

	SP-150024
	23.401
	2805
	5
	13.1.0
	Rel‑13
	Enhancements when determine the list of UEs served by a E-UTRAN cell
	approved
	F
	13.2.0
	UPCON
	S2

	SP-150109
	23.401
	2811
	2
	12.7.0
	Rel‑12
	Paging priority setting in the MME
	approved
	F
	12.8.0
	TEI12, SAES
	S2

	SP-150109
	23.401
	2812
	2
	13.1.0
	Rel‑13
	Paging priority setting in the MME
	approved
	A
	13.2.0
	TEI12, SAES
	S2

	SP-150021
	23.401
	2820
	1
	12.7.0
	Rel‑12
	Clarify handling of 'MS Info Change Reporting Action' at change of Serving Node for an UE.
	approved
	F
	12.8.0
	CNO_ULI
	S2

	SP-150021
	23.401
	2821
	1
	13.1.0
	Rel‑13
	Clarify handling of 'MS Info Change Reporting Action' at change of Serving Node for an UE.
	approved
	A
	13.2.0
	CNO_ULI
	S2

	SP-150025
	23.401
	2822
	4
	13.1.0
	Rel‑13
	Group specific NAS Level Congestion Control
	approved
	B
	13.2.0
	GROUPE
	S2

	SP-150109
	23.401
	2824
	1
	12.7.0
	Rel‑12
	Downlink packet delivery failure during mobility event
	approved
	F
	12.8.0
	TEI12, SAES
	S2

	SP-150109
	23.401
	2825
	1
	13.1.0
	Rel‑13
	Downlink packet delivery failure during mobility event
	approved
	A
	13.2.0
	TEI12, SAES
	S2

	SP-150027
	23.401
	2840
	2
	13.1.0
	Rel‑13
	Paging Priority for Push To Talk
	approved
	C
	13.2.0
	TEI13, GCSE_LTE
	S2

	SP-150027
	23.401
	2842
	1
	13.1.0
	Rel‑13
	Fixing the MME behaviour for NAS message transfer
	approved
	F
	13.2.0
	TEI13, SAES
	S2

	SP-150020
	23.402
	1334
	1
	12.7.0
	Rel‑12
	Prioritized PreferredSSIDList
	approved
	F
	12.8.0
	WLAN_NS
	S2

	SP-150027
	23.402
	1339
	1
	13.0.0
	Rel‑13
	GTP-C overload control from TWAN/ePDG to PGW
	approved
	B
	13.1.0
	TEI13, GOCME
	S2

	SP-150020
	23.402
	1341
	1
	12.7.0
	Rel‑12
	SPExclusionList in WLANSP
	approved
	F
	12.8.0
	WLAN_NS, TEI12
	S2

	SP-150020
	23.402
	1342
	1
	13.0.0
	Rel‑13
	SPExclusionList in WLANSP
	approved
	A
	13.1.0
	WLAN_NS, TEI12
	S2

	SP-150027
	23.402
	1343
	2
	13.0.0
	Rel‑13
	Support prefix delegation in PMIP-based S5/S8
	approved
	B
	13.1.0
	TEI13
	S2

	SP-150027
	23.402
	1344
	2
	13.0.0
	Rel‑13
	PMIP Prefix Delegation reference correction
	approved
	F
	13.1.0
	TEI13
	S2

	SP-150016
	23.402
	1345
	1
	12.7.0
	Rel‑12
	Adding description of missing S2a system architecture alternative
	approved
	F
	12.8.0
	eSaMOG
	S2

	SP-150016
	23.402
	1346
	1
	13.0.0
	Rel‑13
	Adding description of missing S2a architecture alternative
	approved
	A
	13.1.0
	eSaMOG
	S2

	SP-150027
	23.402
	1355
	1
	13.0.0
	Rel‑13
	Removing incorrect references to I-WLAN specifications
	approved
	F
	13.1.0
	TEI13
	S2

	SP-150020
	23.402
	1356
	-
	13.0.0
	Rel‑13
	Prioritized PreferredSSIDList
	approved
	A
	13.1.0
	WLAN_NS
	S2

	SP-150018
	23.468
	0048
	2
	12.3.0
	Rel‑12
	Abbreviations - addition and correction
	approved
	D
	12.4.0
	GCSE_LTE
	S2

	SP-150018
	23.468
	0049
	2
	12.3.0
	Rel‑12
	Clarification on Service Continuity from MBMS delivery to Unicast delivery
	approved
	F
	12.4.0
	GCSE_LTE
	S2

	SP-150027
	23.468
	0056
	2
	12.3.0
	Rel‑13
	Paging Priority for Push To Talk
	approved
	C
	13.0.0
	TEI13, GCSE_LTE
	S2

	SP-150019
	23.682
	0091
	-
	12.2.0
	Rel‑12
	Correction to the scope
	approved
	F
	12.3.0
	MTCe-SDDTE, MTCe-UEPCOP
	S2

	SP-150019
	23.682
	0092
	-
	13.0.0
	Rel‑13
	Correction to the scope
	approved
	A
	13.1.0
	MTCe-SDDTE, MTCe-UEPCOP
	S2

	CP-150064
	24.008
	2699
	4
	12.8.0
	Rel‑12
	Correcting SM re-activation attempts at PLMN change when only one IP version is supported by the network
	revised
	F
	
	TEI12
	C1

	CP-150201
	24.008
	2699
	4
	12.8.0
	Rel‑12
	Correcting SM re-activation attempts at PLMN change when only one IP version is supported by the network
	approved
	F
	12.9.0
	TEI12
	C1

	CP-150077
	24.008
	2703
	2
	13.0.0
	Rel‑13
	Initiating a location update in unsuccessful and abnormal cases
	approved
	F
	13.1.0
	SAES4-CSFB, TEI13
	C1

	CP-150083
	24.008
	2705
	1
	13.0.0
	Rel‑13
	Correction of periodic RAU for an MS attached for GPRS and non-GPRS services
	approved
	F
	13.1.0
	TEI13
	C1

	CP-150083
	24.008
	2706
	1
	13.0.0
	Rel‑13
	Correction of MS reaction upon receipt of MM/GMM cause #25
	approved
	F
	13.1.0
	TEI13
	C1

	CP-150070
	24.008
	2709
	1
	12.8.0
	Rel‑12
	Introduction of extended TSC sets
	approved
	B
	12.9.0
	NewToN
	C1

	CP-150070
	24.008
	2710
	1
	13.0.0
	Rel‑13
	Introduction of extended TSC sets
	approved
	A
	13.1.0
	NewToN
	C1

	CP-150064
	24.008
	2711
	4
	13.0.0
	Rel‑13
	Correcting SM re-activation attempts at PLMN change when only one IP version is supported by the network
	revised
	A
	
	TEI12
	C1

	CP-150202
	24.008
	2711
	4
	13.0.0
	Rel‑13
	Correcting SM re-activation attempts at PLMN change when only one IP version is supported by the network
	approved
	A
	13.1.0
	TEI12
	C1

	CP-150077
	24.008
	2712
	1
	13.0.0
	Rel‑13
	Initiation of normal RAU due to CSFB
	approved
	F
	13.1.0
	SAES4-CSFB
	C1

	CP-150064
	24.008
	2713
	2
	12.8.0
	Rel‑12
	Handling of Activate PDP context reject from the SGSN due to APN based congestion control
	approved
	F
	12.9.0
	TEI12
	C1

	CP-150064
	24.008
	2714
	2
	13.0.0
	Rel‑13
	Handling of Activate PDP context reject from the SGSN due to APN based congestion control
	approved
	A
	13.1.0
	TEI12
	C1

	CP-150064
	24.008
	2715
	1
	12.8.0
	Rel‑12
	Correction on SM congestion control handling
	approved
	F
	12.9.0
	TEI12
	C1

	CP-150064
	24.008
	2716
	1
	13.0.0
	Rel‑13
	Correction on SM congestion control handling
	approved
	A
	13.1.0
	TEI12
	C1

	CP-150069
	24.008
	2717
	4
	12.8.0
	Rel‑12
	MS data retry handling for SM procedures
	approved
	B
	12.9.0
	SINE
	C1

	CP-150069
	24.008
	2718
	4
	13.0.0
	Rel‑13
	MS data retry handling for SM procedures
	approved
	A
	13.1.0
	SINE
	C1

	CP-150083
	24.008
	2719
	2
	13.0.0
	Rel‑13
	Failure of LCS/RRLP procedures due to CM SERVICE ABORT
	approved
	F
	13.1.0
	TEI13
	C1

	CP-150054
	24.008
	2720
	-
	11.13.0
	Rel‑11
	Stopping T3396 for Unsuccessful MBMS context activation
	approved
	F
	11.14.0
	SIMTC
	C1

	CP-150054
	24.008
	2721
	-
	12.8.0
	Rel‑12
	Stopping T3396 for Unsuccessful MBMS context activation
	approved
	A
	12.9.0
	SIMTC
	C1

	CP-150054
	24.008
	2722
	-
	13.0.0
	Rel‑13
	Stopping T3396 for Unsuccessful MBMS context activation
	approved
	A
	13.1.0
	SIMTC
	C1

	CP-150075
	24.008
	2723
	2
	12.8.0
	Rel‑12
	Clarification on WLAN offload indication
	approved
	F
	12.9.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150075
	24.008
	2724
	2
	13.0.0
	Rel‑13
	Clarification on WLAN offload indication
	approved
	A
	13.1.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150056
	24.008
	2725
	3
	11.13.0
	Rel‑11
	Unsuccessful PDP context activation with #50 or #51
	approved
	F
	11.14.0
	TEI11
	C1

	CP-150064
	24.008
	2726
	1
	12.8.0
	Rel‑12
	Unsuccessful PDP context activation with #50 or #51
	revised
	F
	
	TEI12
	C1

	CP-150186
	24.008
	2726
	2
	12.8.0
	Rel‑12
	Unsuccessful PDP context activation with #50 or #51
	revised
	A
	
	TEI11
	C1

	CP-150190
	24.008
	2726
	3
	12.8.0
	Rel‑12
	Unsuccessful PDP context activation with #50 or #51
	approved
	A
	12.9.0
	TEI11
	C1

	CP-150064
	24.008
	2727
	1
	13.0.0
	Rel‑13
	Unsuccessful PDP context activation with #50 or #51
	revised
	A
	
	TEI12
	C1

	CP-150188
	24.008
	2727
	2
	13.0.0
	Rel‑13
	Unsuccessful PDP context activation with #50 or #51
	revised
	A
	
	TEI11
	C1

	CP-150192
	24.008
	2727
	3
	13.0.0
	Rel‑13
	Unsuccessful PDP context activation with #50 or #51
	approved
	A
	13.1.0
	TEI11
	C1

	CP-150083
	24.008
	2728
	1
	13.0.0
	Rel‑13
	Clarification to the Mobile Reachable Timer in timer table
	approved
	F
	13.1.0
	TEI13
	C1

	CP-150083
	24.008
	2732
	1
	13.0.0
	Rel‑13
	Conditions to reset the location update attempt counter
	approved
	F
	13.1.0
	TEI13
	C1

	CP-150064
	24.008
	2736
	1
	12.8.0
	Rel‑12
	Correction of TFT checks for secondary PDP contexts
	approved
	F
	12.9.0
	TEI12
	C1

	CP-150064
	24.008
	2737
	1
	13.0.0
	Rel‑13
	Correction of TFT checks for secondary PDP contexts
	approved
	A
	13.1.0
	TEI12
	C1

	CP-150057
	24.103
	0001
	2
	12.0.0
	Rel‑12
	IMS Telepresence reference updates
	approved
	F
	12.1.0
	IMS_TELEP
	C1

	CP-150082
	24.109
	0065
	2
	12.3.0
	Rel‑13
	Determination of UTC time
	approved
	F
	13.0.0
	TEI13
	C1

	CP-150067
	24.147
	0123
	3
	12.4.0
	Rel‑12
	Update REFER to reflect RFC 6665
	approved
	B
	12.5.0
	UP6665
	C1

	CP-150063
	24.147
	0124
	1
	12.4.0
	Rel‑12
	Reference update: draft-ietf-insipid-session-id
	approved
	F
	12.5.0
	TEI12
	C1

	CP-150082
	24.182
	0079
	3
	12.0.0
	Rel‑13
	CAT AS store media type
	approved
	B
	13.0.0
	TEI13
	C1

	CP-150082
	24.182
	0080
	1
	12.0.0
	Rel‑13
	CAT handling of UPDATE sent between 180 and 200 OK
	approved
	B
	13.0.0
	TEI13
	C1

	CP-150051
	24.182
	0081
	-
	9.9.0
	Rel‑9
	RFC number correction on CAT
	approved
	F
	9.10.0
	eCAT-SS
	C1

	CP-150051
	24.182
	0082
	-
	10.4.0
	Rel‑10
	RFC number correction on CAT
	approved
	A
	10.5.0
	eCAT-SS
	C1

	CP-150051
	24.182
	0083
	-
	11.1.0
	Rel‑11
	RFC number correction on CAT
	approved
	A
	11.2.0
	eCAT-SS
	C1

	CP-150051
	24.182
	0084
	-
	12.0.0
	Rel‑12
	RFC number correction on CAT
	approved
	A
	12.1.0
	eCAT-SS
	C1

	CP-150082
	24.229
	4125
	4
	13.0.0
	Rel‑13
	Hosted NAT traversal for MSRP media flows
	approved
	B
	13.1.0
	TEI13
	C1

	CP-150079
	24.229
	4466
	12
	13.0.0
	Rel‑13
	Determination of host part of SIP URI used n Request-URI when representing telephone numers as SIP URIs
	approved
	F
	13.1.0
	IMSProtoc7
	C1

	CP-150079
	24.229
	5035
	6
	13.0.0
	Rel‑13
	Insertion of "operator-specific-GI" in PANI by the AS
	approved
	B
	13.1.0
	IMSProtoc7
	C1

	CP-150082
	24.229
	5108
	6
	13.0.0
	Rel‑13
	Reference to FQDN
	approved
	F
	13.1.0
	TEI13
	C1

	CP-150067
	24.229
	5151
	5
	12.7.0
	Rel‑12
	Update REFER to reflect RFC 6665
	approved
	B
	12.8.0
	UP6665
	C1

	CP-150079
	24.229
	5164
	3
	13.0.0
	Rel‑13
	phone-context setting
	approved
	F
	13.1.0
	IMSProtoc7
	C1

	CP-150079
	24.229
	5165
	2
	13.0.0
	Rel‑13
	P-Early-Media & Preconditions interaction clarification
	revised
	F
	
	IMSProtoc7
	C1

	CP-150176
	24.229
	5165
	3
	13.0.0
	Rel‑13
	P-Early-Media & Preconditions interaction clarification
	approved
	F
	13.1.0
	IMSProtoc7
	C1

	CP-150079
	24.229
	5167
	2
	13.0.0
	Rel‑13
	Mapping between cell-id and Geolocation Identifier
	approved
	B
	13.1.0
	IMSProtoc7
	C1

	CP-150082
	24.229
	5168
	3
	13.0.0
	Rel‑13
	Not acquiring P-CSCF addresses when UE communicates with IM CN subsystem and handover between IP-CANs occurs
	approved
	F
	13.1.0
	TEI13
	C1

	CP-150060
	24.229
	5177
	3
	12.7.0
	Rel‑12
	"Correction to attribute ""a=inactive"" in initial INVITE"
	approved
	C
	12.8.0
	IMSProtoc6
	C1

	CP-150060
	24.229
	5178
	3
	13.0.0
	Rel‑13
	Correction to attribute "a=inactive" in initial INVITE
	approved
	A
	13.1.0
	IMSProtoc6
	C1

	CP-150050
	24.229
	5179
	-
	8.30.0
	Rel‑8
	Reference update for UUSIW
	approved
	F
	8.31.0
	UUSIW
	C1

	CP-150050
	24.229
	5180
	-
	9.22.0
	Rel‑9
	Reference update for UUSIW
	approved
	A
	9.23.0
	UUSIW
	C1

	CP-150050
	24.229
	5181
	-
	10.18.0
	Rel‑10
	Reference update for UUSIW
	approved
	A
	10.19.0
	UUSIW
	C1

	CP-150050
	24.229
	5182
	-
	11.14.0
	Rel‑11
	Reference update for UUSIW
	approved
	A
	11.15.0
	UUSIW
	C1

	CP-150050
	24.229
	5183
	-
	12.7.0
	Rel‑12
	Reference update for UUSIW
	approved
	A
	12.8.0
	UUSIW
	C1

	CP-150050
	24.229
	5184
	-
	13.0.0
	Rel‑13
	Reference update for UUSIW
	approved
	A
	13.1.0
	UUSIW
	C1

	CP-150058
	24.229
	5185
	-
	12.7.0
	Rel‑12
	Abbreviations for eMEDIASEC-CT requirements
	approved
	D
	12.8.0
	eMEDIASEC-CT
	C1

	CP-150058
	24.229
	5186
	-
	13.0.0
	Rel‑13
	Abbreviations for eMEDIASEC-CT requirements
	approved
	A
	13.1.0
	eMEDIASEC-CT
	C1

	CP-150079
	24.229
	5187
	-
	13.0.0
	Rel‑13
	Correction of reference identifier for RFC 6026
	approved
	F
	13.1.0
	IMSProtoc7
	C1

	CP-150082
	24.229
	5188
	1
	13.0.0
	Rel‑13
	TWAN Release Cause
	approved
	F
	13.1.0
	TEI13
	C1

	CP-150074
	24.229
	5189
	-
	12.7.0
	Rel‑12
	Reference update: draft-holmberg-dispatch-iotl
	approved
	F
	12.8.0
	NNI_RS
	C1

	CP-150074
	24.229
	5190
	-
	13.0.0
	Rel‑13
	Reference update: draft-holmberg-dispatch-iotl
	approved
	A
	13.1.0
	NNI_RS
	C1

	CP-150060
	24.229
	5191
	-
	12.7.0
	Rel‑12
	Reference update: draft-holmberg-sipcore-received-realm
	approved
	F
	12.8.0
	IMSProtoc6
	C1

	CP-150060
	24.229
	5192
	-
	13.0.0
	Rel‑13
	Reference update: draft-holmberg-sipcore-received-realm
	approved
	A
	13.1.0
	IMSProtoc6
	C1

	CP-150053
	24.229
	5193
	-
	11.14.0
	Rel‑11
	Reference update: RFC 7135 (was draft-polk-local-emergency-rph-namespace
	approved
	F
	11.15.0
	IMSProtoc5
	C1

	CP-150053
	24.229
	5194
	-
	12.7.0
	Rel‑12
	Reference update: RFC 7135 (was draft-polk-local-emergency-rph-namespace
	approved
	A
	12.8.0
	IMSProtoc5
	C1

	CP-150053
	24.229
	5195
	-
	13.0.0
	Rel‑13
	Reference update: RFC 7135 (was draft-polk-local-emergency-rph-namespace
	approved
	A
	13.1.0
	IMSProtoc5
	C1

	CP-150060
	24.229
	5196
	1
	12.7.0
	Rel‑12
	Reference update: draft-ietf-insipid-session-id
	approved
	F
	12.8.0
	IMSProtoc6
	C1

	CP-150060
	24.229
	5197
	1
	13.0.0
	Rel‑13
	Reference update: draft-ietf-insipid-session-id
	approved
	A
	13.1.0
	IMSProtoc6
	C1

	CP-150072
	24.229
	5198
	-
	12.7.0
	Rel‑12
	IMS WebRTC reference updates
	approved
	F
	12.8.0
	IMS_WebRTC
	C1

	CP-150072
	24.229
	5199
	-
	13.0.0
	Rel‑13
	IMS WebRTC reference updates
	approved
	A
	13.1.0
	IMS_WebRTC
	C1

	CP-150074
	24.229
	5200
	-
	12.7.0
	Rel‑12
	Correction of syntax and description with regards to the iotl SIP URI parameter
	approved
	F
	12.8.0
	NNI_RS
	C1

	CP-150074
	24.229
	5201
	-
	13.0.0
	Rel‑13
	Correction of syntax and description with regards to the iotl SIP URI parameter
	approved
	A
	13.1.0
	NNI_RS
	C1

	CP-150060
	24.229
	5202
	1
	12.7.0
	Rel‑12
	Correcting P-Charging-Vector for target refresh request on P-CSCF
	approved
	F
	12.8.0
	IMSProtoc6
	C1

	CP-150060
	24.229
	5203
	1
	13.0.0
	Rel‑13
	Correcting P-Charging-Vector for target refresh request on P-CSCF
	approved
	A
	13.1.0
	IMSProtoc6
	C1

	CP-150044
	24.229
	5210
	2
	8.30.0
	Rel‑8
	Correction of P-Charging-Vector access-network-charging-info syntax - Alt 2
	approved
	F
	8.31.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5211
	2
	9.22.0
	Rel‑9
	Correction of P-Charging-Vector access-network-charging-info syntax - Alt 2
	approved
	A
	9.23.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5212
	2
	10.18.0
	Rel‑10
	Correction of P-Charging-Vector access-network-charging-info syntax - Alt 2
	approved
	A
	10.19.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5213
	2
	11.14.0
	Rel‑11
	Correction of P-Charging-Vector access-network-charging-info syntax - Alt 2
	approved
	A
	11.15.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5214
	2
	12.7.0
	Rel‑12
	Correction of P-Charging-Vector access-network-charging-info syntax - Alt 2
	approved
	A
	12.8.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5215
	2
	13.0.0
	Rel‑13
	Correction of P-Charging-Vector access-network-charging-info syntax - Alt 2
	approved
	A
	13.1.0
	IMSProtoc2
	C1

	CP-150175
	24.229
	5215
	3
	13.0.0
	Rel‑13
	Correction of P-Charging-Vector access-network-charging-info syntax - Alt 2
	approved
	A
	13.1.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5216
	1
	8.30.0
	Rel‑8
	Handling of P-Charging-Function-Addresses
	approved
	F
	8.31.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5217
	1
	9.22.0
	Rel‑9
	Handling of P-Charging-Function-Addresses
	approved
	A
	9.23.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5218
	1
	10.18.0
	Rel‑10
	Handling of P-Charging-Function-Addresses
	approved
	A
	10.19.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5219
	1
	11.14.0
	Rel‑11
	Handling of P-Charging-Function-Addresses
	approved
	A
	11.15.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5220
	1
	12.7.0
	Rel‑12
	Handling of P-Charging-Function-Addresses
	approved
	A
	12.8.0
	IMSProtoc2
	C1

	CP-150044
	24.229
	5221
	1
	13.0.0
	Rel‑13
	Handling of P-Charging-Function-Addresses
	approved
	A
	13.1.0
	IMSProtoc2
	C1

	CP-150060
	24.229
	5222
	1
	12.7.0
	Rel‑12
	"""utran-sai-id-3gpp"" vs """"utran-sai- 3gpp"""
	approved
	F
	12.8.0
	IMSProtoc6, NWK-PL2IMS_CT
	C1

	CP-150060
	24.229
	5223
	1
	13.0.0
	Rel‑13
	utran-sai-id-3gpp vs utran-sai- 3gpp
	approved
	A
	13.1.0
	IMSProtoc6, NWK-PL2IMS_CT
	C1

	CP-150063
	24.229
	5224
	2
	12.7.0
	Rel‑12
	PS_TO_CS_HANDOVER AVP in P-CSCF
	approved
	F
	12.8.0
	TEI12
	C1

	CP-150063
	24.229
	5225
	2
	13.0.0
	Rel‑13
	PS_TO_CS_HANDOVER AVP in P-CSCF
	approved
	A
	13.1.0
	TEI12
	C1

	CP-150084
	24.229
	5226
	-
	13.0.0
	Rel‑13
	Resource sharing - Definitions
	approved
	B
	13.1.0
	DRuMS-CT
	C1

	CP-150084
	24.229
	5227
	2
	13.0.0
	Rel‑13
	Resource sharing - General part
	approved
	B
	13.1.0
	DRuMS-CT
	C1

	CP-150084
	24.229
	5228
	2
	13.0.0
	Rel‑13
	Resource sharing - Resource-Share header field
	approved
	B
	13.1.0
	DRuMS-CT
	C1

	CP-150084
	24.229
	5229
	1
	13.0.0
	Rel‑13
	Resource sharing - P-CSCF procedures
	approved
	B
	13.1.0
	DRuMS-CT
	C1

	CP-150084
	24.229
	5231
	1
	13.0.0
	Rel‑13
	Resource sharing - AS procedure
	approved
	B
	13.1.0
	DRuMS-CT
	C1

	CP-150067
	24.229
	5233
	3
	13.0.0
	Rel‑13
	Update REFER to reflect RFC 6665
	approved
	A
	13.1.0
	UP6665
	C1

	CP-150066
	24.229
	5240
	2
	12.7.0
	Rel‑12
	Clause 4 improvements: restoration procedures.
	approved
	F
	12.8.0
	PCSCF_RES
	C1

	CP-150066
	24.229
	5241
	2
	13.0.0
	Rel‑13
	Clause 4 improvements: restoration procedures.
	approved
	A
	13.1.0
	PCSCF_RES
	C1

	CP-150066
	24.229
	5242
	2
	12.7.0
	Rel‑12
	Applicability statement improvement for the Restoration-Info
	approved
	F
	12.8.0
	PCSCF_RES
	C1

	CP-150066
	24.229
	5243
	2
	13.0.0
	Rel‑13
	Applicability statement improvement for the Restoration-Info
	approved
	A
	13.1.0
	PCSCF_RES
	C1

	CP-150066
	24.229
	5244
	2
	12.7.0
	Rel‑12
	P-CSCF restoration: Restoration-Info Annex A corrections
	approved
	F
	12.8.0
	PCSCF_RES
	C1

	CP-150066
	24.229
	5245
	2
	13.0.0
	Rel‑13
	P-CSCF restoration: Restoration-Info Annex A corrections
	approved
	A
	13.1.0
	PCSCF_RES
	C1

	CP-150060
	24.229
	5246
	1
	12.7.0
	Rel‑12
	Relayed-Charge header field in Annex A
	approved
	F
	12.8.0
	IMSProtoc6
	C1

	CP-150060
	24.229
	5247
	1
	13.0.0
	Rel‑13
	Relayed-Charge header field in Annex A
	approved
	A
	13.1.0
	IMSProtoc6
	C1

	CP-150060
	24.229
	5248
	1
	12.7.0
	Rel‑12
	Addition of transit function to profile tables
	approved
	F
	12.8.0
	IMSProtoc6, IPXS
	C1

	CP-150060
	24.229
	5249
	1
	13.0.0
	Rel‑13
	Addition of transit function to profile tables
	approved
	A
	13.1.0
	IMSProtoc6, IPXS
	C1

	CP-150082
	24.229
	5250
	1
	13.0.0
	Rel‑13
	P-CSCF restoration name alignment
	approved
	D
	13.1.0
	TEI13
	C1

	CP-150060
	24.229
	5251
	2
	12.7.0
	Rel‑12
	Revisions to definition of Relayed-Charge header field
	approved
	F
	12.8.0
	IMSProtoc6
	C1

	CP-150060
	24.229
	5252
	2
	13.0.0
	Rel‑13
	Revisions to definition of Relayed-Charge header field
	approved
	A
	13.1.0
	IMSProtoc6
	C1

	CP-150079
	24.229
	5255
	-
	13.0.0
	Rel‑13
	Chargiong related definitions
	approved
	F
	13.1.0
	IMSProtoc7
	C1

	CP-150082
	24.229
	5256
	1
	13.0.0
	Rel‑13
	Addition of missing word SIP parameters in general description of trust domain
	approved
	F
	13.1.0
	TEI13
	C1

	CP-150079
	24.229
	5258
	1
	13.0.0
	Rel‑13
	Clarification of IOI between a P-CSCF and an E-CSCF on request from a user with/without emergency registration
	approved
	F
	13.1.0
	IMSProtoc7
	C1

	CP-150080
	24.229
	5260
	-
	13.0.0
	Rel‑13
	Reference update: draft-mohali-dispatch-cause-for-service-number
	approved
	F
	13.1.0
	INNB_IW
	C1

	CP-150141
	24.234
	0124
	-
	12.1.0
	Rel‑12
	Correction of reference
	approved
	C
	12.2.0
	TEI12
	C1

	CP-150067
	24.237
	1086
	3
	12.7.0
	Rel‑12
	Update REFER to reflect RFC 6665
	approved
	B
	12.8.0
	UP6665
	C1

	CP-150052
	24.237
	1089
	2
	12.7.0
	Rel‑12
	MSC server initiate ICS registration after SRVCC
	approved
	A
	12.8.0
	TEI10
	C1

	CP-150059
	24.237
	1090
	-
	12.7.0
	Rel‑12
	Correcting incorrect feature-capability indicator names and media feature tag names
	approved
	F
	12.8.0
	bSRVCC
	C1

	CP-150055
	24.237
	1091
	-
	11.13.0
	Rel‑11
	Correcting MIME type of MIME body transferring information for anchoring the 2nd call in ATCF during PS to CS SRVCC when CS to PS SRVCC is supported
	approved
	F
	11.14.0
	rSRVCC-CT
	C1

	CP-150055
	24.237
	1092
	-
	12.7.0
	Rel‑12
	Correcting MIME type of MIME body transferring information for anchoring the 2nd call in ATCF during PS to CS SRVCC when CS to PS SRVCC is supported
	approved
	A
	12.8.0
	rSRVCC-CT
	C1

	CP-150059
	24.237
	1093
	1
	12.7.0
	Rel‑12
	Corrections for PS to CS SRVCC for originating calls in pre-alerting phase
	approved
	F
	12.8.0
	bSRVCC
	C1

	CP-150082
	24.237
	1094
	1
	12.7.0
	Rel‑13
	Codecs and media parameters supported by MSC server and SC UE
	approved
	F
	13.0.0
	TEI13
	C1

	CP-150082
	24.237
	1095
	1
	12.7.0
	Rel‑13
	Corrections on example flow
	approved
	F
	13.0.0
	TEI13
	C1

	CP-150082
	24.237
	1096
	1
	12.7.0
	Rel‑13
	Corrections on wrong Content-Type
	approved
	F
	13.0.0
	TEI13
	C1

	CP-150074
	24.237
	1097
	-
	12.7.0
	Rel‑12
	Reference update: draft-holmberg-dispatch-iotl
	approved
	F
	12.8.0
	NNI_RS
	C1

	CP-150062
	24.237
	1098
	2
	12.7.0
	Rel‑12
	DRVCC when only held call exists
	approved
	F
	12.8.0
	eDRVCC
	C1

	CP-150082
	24.237
	1099
	1
	12.7.0
	Rel‑13
	Verifying UE auxilary states
	approved
	F
	13.0.0
	TEI13
	C1

	CP-150062
	24.237
	1100
	-
	12.7.0
	Rel‑12
	Headings are not visible in print layout mode
	approved
	F
	12.8.0
	eDRVCC
	C1

	CP-150055
	24.237
	1101
	1
	11.13.0
	Rel‑11
	CS to PS SRVCC and a conference call
	approved
	F
	11.14.0
	rSRVCC-CT
	C1

	CP-150055
	24.237
	1102
	1
	12.7.0
	Rel‑12
	CS to PS SRVCC and a conference call
	approved
	A
	12.8.0
	rSRVCC-CT
	C1

	CP-150082
	24.237
	1103
	1
	12.7.0
	Rel‑13
	CC CONNECT received before SIP response is received for 2nd transferred call
	approved
	F
	13.0.0
	TEI13
	C1

	CP-150052
	24.237
	1105
	-
	10.17.0
	Rel‑10
	MSC server initiate ICS registration after SRVCC
	approved
	F
	10.18.0
	TEI10
	C1

	CP-150052
	24.237
	1106
	-
	11.13.0
	Rel‑11
	MSC server initiate ICS registration after SRVCC
	approved
	A
	11.14.0
	TEI10
	C1

	CP-150065
	24.244
	0009
	1
	12.1.0
	Rel‑12
	UDP port number assigned by IANA for WLCP
	approved
	F
	12.2.0
	eSaMOG-St3
	C1

	CP-150074
	24.292
	0320
	-
	12.6.0
	Rel‑12
	Reference update: draft-holmberg-dispatch-iotl
	approved
	F
	12.7.0
	NNI_RS
	C1

	CP-150082
	24.292
	0322
	2
	12.6.0
	Rel‑13
	Subscription for conference event package
	approved
	C
	13.0.0
	TEI13
	C1

	CP-150203
	24.301
	2077
	4
	12.7.0
	Rel‑12
	Correcting ESM re-activation attempts at PLMN change when only one IP version is supported by the network.
	approved
	F
	12.8.0
	TEI12
	C1

	CP-150064
	24.301
	2077
	4
	12.7.0
	Rel‑12
	Correcting ESM re-activation attempts at PLMN change when only one IP version is supported by the network.
	revised
	F
	
	TEI12
	C1

	CP-150066
	24.301
	2080
	1
	12.7.0
	Rel‑12
	Paging trigger for IMS PDN connection restoration
	approved
	F
	12.8.0
	PCSCF_RES
	C1

	CP-150066
	24.301
	2081
	1
	13.0.0
	Rel‑13
	Paging trigger for IMS PDN connection restoration
	approved
	A
	13.1.0
	PCSCF_RES
	C1

	CP-150204
	24.301
	2082
	4
	13.0.0
	Rel‑13
	Correcting ESM re-activation attempts at PLMN change when only one IP version is supported by the network.
	approved
	A
	13.1.0
	TEI12
	C1

	CP-150064
	24.301
	2082
	4
	13.0.0
	Rel‑13
	Correcting ESM re-activation attempts at PLMN change when only one IP version is supported by the network.
	revised
	A
	
	TEI12
	C1

	CP-150064
	24.301
	2084
	2
	12.7.0
	Rel‑12
	Handling of PDN connectivity reject from the MME due to congestion
	approved
	F
	12.8.0
	TEI12
	C1

	CP-150064
	24.301
	2085
	2
	13.0.0
	Rel‑13
	Handling of PDN connectivity reject from the MME due to congestion
	approved
	A
	13.1.0
	TEI12
	C1

	CP-150064
	24.301
	2086
	1
	12.7.0
	Rel‑12
	Correction on ESM congestion control handling
	approved
	F
	12.8.0
	TEI12
	C1

	CP-150064
	24.301
	2087
	1
	13.0.0
	Rel‑13
	Correction on ESM congestion control handling
	approved
	A
	13.1.0
	TEI12
	C1

	CP-150069
	24.301
	2088
	4
	12.7.0
	Rel‑12
	UE retry behavior for ESM cause codes
	approved
	B
	12.8.0
	SINE
	C1

	CP-150069
	24.301
	2089
	4
	13.0.0
	Rel‑13
	UE retry behavior for ESM cause codes
	approved
	A
	13.1.0
	SINE
	C1

	CP-150076
	24.301
	2090
	1
	12.7.0
	Rel‑12
	ACB skip for low priority and dual priority UEs
	approved
	F
	12.8.0
	SCM_LTE-CT
	C1

	CP-150076
	24.301
	2091
	1
	13.0.0
	Rel‑13
	ACB skip for low priority and dual priority UEs
	approved
	A
	13.1.0
	SCM_LTE-CT
	C1

	CP-150075
	24.301
	2092
	2
	12.7.0
	Rel‑12
	Clarification on WLAN offload indication
	approved
	F
	12.8.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150075
	24.301
	2093
	2
	13.0.0
	Rel‑13
	Clarification on WLAN offload indication
	approved
	A
	13.1.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150056
	24.301
	2094
	3
	11.13.0
	Rel‑11
	Unsuccessful PDN connectivity with #50 or #51
	approved
	F
	11.14.0
	TEI11
	C1

	CP-150064
	24.301
	2095
	1
	12.7.0
	Rel‑12
	Unsuccessful PDP context activation with #50 or #51
	revised
	F
	
	TEI12
	C1

	CP-150187
	24.301
	2095
	2
	12.7.0
	Rel‑12
	Unsuccessful PDN connectivity with #50 or #51
	revised
	A
	
	TEI11
	C1

	CP-150191
	24.301
	2095
	3
	12.7.0
	Rel‑12
	Unsuccessful PDN connectivity with #50 or #51
	approved
	A
	12.8.0
	TEI11
	C1

	CP-150064
	24.301
	2096
	1
	13.0.0
	Rel‑13
	Unsuccessful PDP context activation with #50 or #51
	revised
	A
	
	TEI12
	C1

	CP-150189
	24.301
	2096
	2
	13.0.0
	Rel‑13
	Unsuccessful PDN connectivity with #50 or #51
	revised
	A
	
	TEI11
	C1

	CP-150193
	24.301
	2096
	3
	13.0.0
	Rel‑13
	Unsuccessful PDN connectivity with #50 or #51
	approved
	A
	13.1.0
	TEI11
	C1

	CP-150083
	24.301
	2098
	2
	13.0.0
	Rel‑13
	Corrections to the EPS attach procedure when LTE roaming is not allowed.
	approved
	F
	13.1.0
	TEI13
	C1

	CP-150075
	24.302
	0380
	1
	12.7.0
	Rel‑12
	Correcting references to 23.003
	approved
	F
	12.8.0
	WLAN_NS-CT
	C1

	CP-150075
	24.302
	0381
	1
	13.0.0
	Rel‑13
	Correcting references to 23.003
	approved
	A
	13.1.0
	WLAN_NS-CT
	C1

	CP-150065
	24.302
	0382
	1
	12.7.0
	Rel‑12
	IANA registration of AT_TWAN_CONN_MODE EAP-AKA attribute
	approved
	F
	12.8.0
	eSaMOG-St3
	C1

	CP-150065
	24.302
	0383
	1
	13.0.0
	Rel‑13
	IANA registration of AT_TWAN_CONN_MODE EAP-AKA attribute
	approved
	A
	13.1.0
	eSaMOG-St3
	C1

	CP-150075
	24.302
	0384
	-
	12.7.0
	Rel‑12
	Correcting 3GPP access network terms
	approved
	F
	12.8.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150075
	24.302
	0385
	-
	13.0.0
	Rel‑13
	Correcting 3GPP access network terms
	approved
	A
	13.1.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150065
	24.302
	0386
	2
	12.7.0
	Rel‑12
	Correcting description of semantic of unrecognized values
	approved
	D
	12.8.0
	eSaMOG-St3
	C1

	CP-150065
	24.302
	0387
	2
	13.0.0
	Rel‑13
	Correcting description of semantic of unrecognized values
	approved
	A
	13.1.0
	eSaMOG-St3
	C1

	CP-150075
	24.302
	0388
	1
	12.7.0
	Rel‑12
	Enforcement of RAN rules when new PDN connection is created in 3GPP access
	approved
	F
	12.8.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150075
	24.302
	0389
	1
	13.0.0
	Rel‑13
	Enforcement of RAN rules when new PDN connection is created in 3GPP access
	approved
	A
	13.1.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150075
	24.302
	0390
	1
	12.7.0
	Rel‑12
	Cross-reference update
	approved
	F
	12.8.0
	WLAN_NS-CT
	C1

	CP-150075
	24.302
	0391
	1
	13.0.0
	Rel‑13
	Cross-reference update
	approved
	A
	13.1.0
	WLAN_NS-CT
	C1

	CP-150075
	24.302
	0393
	2
	12.7.0
	Rel‑12
	UE handling of ISRP and IARP rules for traffic routing
	approved
	F
	12.8.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150075
	24.302
	0394
	2
	13.0.0
	Rel‑13
	UE handling of ISRP and IARP rules for traffic routing
	approved
	A
	13.1.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150077
	24.302
	0396
	1
	13.0.0
	Rel‑13
	WLANSP information provided from ANDSF to the UE
	approved
	F
	13.1.0
	SAES4-non3GPP
	C1

	CP-150061
	24.302
	0397
	1
	12.7.0
	Rel‑12
	Reference update to IEEE 802.11u standard
	approved
	F
	12.8.0
	SAES3-non3GPP
	C1

	CP-150061
	24.302
	0398
	1
	13.0.0
	Rel‑13
	Reference update to IEEE 802.11u standard
	approved
	A
	13.1.0
	SAES3-non3GPP
	C1

	CP-150075
	24.302
	0399
	3
	12.7.0
	Rel‑12
	Usage of RAN rule in SCM
	approved
	F
	12.8.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150075
	24.302
	0400
	3
	13.0.0
	Rel‑13
	Usage of RAN rule in SCM
	revised
	A
	
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150042
	24.302
	0400
	4
	13.0.0
	Rel‑13
	Usage of RAN rule in SCM
	approved
	A
	13.1.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150077
	24.302
	0401
	1
	13.0.0
	Rel‑13
	UE retaining IARP from the H-ANDSF
	approved
	F
	13.1.0
	SAES4-non3GPP
	C1

	CP-150077
	24.302
	0402
	2
	13.0.0
	Rel‑13
	IKEv2 security associations when an additional PDN connection is setup via untrusted non-3GPP access network
	approved
	F
	13.1.0
	SAES4-non3GPP
	C1

	CP-150075
	24.302
	0405
	1
	12.7.0
	Rel‑12
	PLMN selection when using RAN rule
	approved
	F
	12.8.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150075
	24.302
	0406
	1
	13.0.0
	Rel‑13
	PLMN selection when using RAN rule
	approved
	A
	13.1.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150075
	24.302
	0412
	2
	12.7.0
	Rel‑12
	Introduction of Visited Network Preference information
	approved
	F
	12.8.0
	WLAN_NS-CT
	C1

	CP-150075
	24.302
	0413
	1
	13.0.0
	Rel‑13
	Introduction of Visited Network Preference information
	approved
	A
	13.1.0
	WLAN_NS-CT
	C1

	CP-150075
	24.312
	0236
	2
	12.7.0
	Rel‑12
	Corrections due to several misaligned CRs
	approved
	F
	12.8.0
	UTRA_LTE_WLAN_interw-CT
	C1

	CP-150075
	24.312
	0237
	2
	12.7.0
	Rel‑12
	Corrections and consistency applied to PSPL node
	approved
	F
	12.8.0
	WLAN_NS-CT
	C1

	CP-150061
	24.312
	0238
	2
	12.7.0
	Rel‑12
	UE handling of ISRP and IARP rules containing unsupported nodes
	approved
	F
	12.8.0
	SAES3-non3GPP
	C1

	CP-150061
	24.312
	0239
	1
	12.7.0
	Rel‑12
	Reference update to IEEE 802.11u standard
	approved
	F
	12.8.0
	SAES3-non3GPP
	C1

	CP-150061
	24.312
	0240
	1
	12.7.0
	Rel‑12
	Reference update to IEEE 802.11-2007
	approved
	F
	12.8.0
	SAES3-non3GPP
	C1

	CP-150052
	24.312
	0241
	2
	10.6.0
	Rel‑10
	Error correction in the name of the AccessId node
	approved
	F
	10.7.0
	TEI10
	C1

	CP-150052
	24.312
	0242
	2
	11.6.0
	Rel‑11
	Error correction in the name of the AccessId node
	approved
	A
	11.7.0
	TEI10
	C1

	CP-150052
	24.312
	0243
	2
	12.7.0
	Rel‑12
	Error correction in the name of the AccessId node
	approved
	A
	12.8.0
	TEI10
	C1

	CP-150075
	24.312
	0246
	3
	12.7.0
	Rel‑12
	Introduction of Visited Network Preference information
	approved
	F
	12.8.0
	WLAN_NS-CT
	C1

	CP-150071
	24.333
	0006
	3
	12.1.0
	Rel‑12
	Parameters of PDN connection to be used to reach HPLMN ProSe Function
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.333
	0013
	2
	12.1.0
	Rel‑12
	Correction on conditions for activating ProSe direct discovery features
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.333
	0014
	-
	12.1.0
	Rel‑12
	Removal of Editor's notes on MO identifiers in TS 24.333
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.333
	0015
	1
	12.1.0
	Rel‑12
	Update of RadioParameterContents leaves in ProSe MOs
	revised
	F
	
	ProSe-CT
	C1

	CP-150178
	24.333
	0015
	2
	12.1.0
	Rel‑12
	Update of RadioParameterContents leaves in ProSe MOs
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.333
	0016
	3
	12.1.0
	Rel‑12
	Update of provisioning parameters for usage information reporting configuration in ProSe Public Safety Direct Services Provisioning MO
	approved
	C
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.333
	0017
	-
	12.1.0
	Rel‑12
	Scope clarification for ProSe direct discovery in TS 24.333- alternative 1
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0032
	6
	12.1.1
	Rel‑12
	Specifying PDN connection to be used to reach HPLMN ProSe Function
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0052
	1
	12.1.1
	Rel‑12
	Usage information report - data format
	approved
	C
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0053
	1
	12.1.1
	Rel‑12
	Usage information report - procedures
	approved
	C
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0054
	1
	12.1.1
	Rel‑12
	Proximity Request Validation
	approved
	D
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0055
	-
	12.1.1
	Rel‑12
	Removal of Editor's note on XML schema namespace in TS 24.334
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0057
	1
	12.1.1
	Rel‑12
	Information for IANA registration of MIME type application/3gpp-prose+xml
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0058
	1
	12.1.1
	Rel‑12
	Update of definition for UTC-based counter in TS 24.334
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0060
	2
	12.1.1
	Rel‑12
	Clarification on the application identity check
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0062
	1
	12.1.1
	Rel‑12
	start of validity timer on the UE side during announce request procedure
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0064
	-
	12.1.1
	Rel‑12
	Removal of text that should have been marked as deleted in agreed C1-144911
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0065
	2
	12.1.1
	Rel‑12
	Adding behavior description of receiving UE for ProSe direct communication
	revised
	F
	
	ProSe-CT
	C1

	CP-150179
	24.334
	0065
	3
	12.1.1
	Rel‑12
	Adding behavior description of receiving UE for ProSe direct communication
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0066
	2
	12.1.1
	Rel‑12
	Alignment to Stage 2 regarding using provisioned radio resource for ProSe direct communication
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0067
	-
	12.1.1
	Rel‑12
	Change the data type of EPUID in XML schema
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0069
	-
	12.1.1
	Rel‑12
	Scope clarification for ProSe direct discovery in TS 24.334- alternative 1
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0071
	-
	12.1.1
	Rel‑12
	Clarification for service continuity of ProSe direct communication service
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0072
	1
	12.1.1
	Rel‑12
	UE behaviour when moving out of a geographical area while performing ProSe direct communication
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0073
	1
	12.1.1
	Rel‑12
	Radio parameters and geographical areas for ProSe direct communication
	approved
	F
	12.2.0
	Prose-CT
	C1

	CP-150071
	24.334
	0075
	1
	12.1.1
	Rel‑12
	Update of XML semantic descriptions for ProSe discovery messages to include extensible XML elements
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0076
	1
	12.1.1
	Rel‑12
	Corrections to one-to-many direct communication
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0077
	1
	12.1.1
	Rel‑12
	TAU for ProSe Direct Discovery and ProSe Direct Communication
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0078
	1
	12.1.1
	Rel‑12
	Invalid Application Layer User ID for EPC level discovery
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0079
	2
	12.1.1
	Rel‑12
	Discovery Type element in PC3 message
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0080
	-
	12.1.1
	Rel‑12
	Update scope of TS 24.334
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0081
	2
	12.1.1
	Rel‑12
	Update clause 4.1
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150071
	24.334
	0089
	-
	12.1.1
	Rel‑12
	Corrections to XML schema for direct discovery
	approved
	F
	12.2.0
	ProSe-CT
	C1

	CP-150067
	24.337
	1014
	3
	12.0.0
	Rel‑12
	Update REFER to reflect RFC 6665
	approved
	B
	12.1.0
	UP6665
	C1

	CP-150069
	24.368
	0014
	2
	12.2.0
	Rel‑12
	Addition of UE retry configuration parameter to NAS MO
	approved
	B
	12.3.0
	SINE
	C1

	CP-150072
	24.371
	0001
	1
	12.0.0
	Rel‑12
	IMS WebRTC reference updates
	approved
	F
	12.1.0
	IMS_WebRTC
	C1

	CP-150072
	24.371
	0003
	3
	12.0.0
	Rel‑12
	Codec support in IMS-WebRTC
	approved
	F
	12.1.0
	IMS_WebRTC
	C1

	CP-150044
	24.503
	0115
	2
	8.17.0
	Rel‑8
	Correction of P-Charging-Vector access-network-charging-info syntax - Alt 2
	approved
	F
	8.18.0
	IMSProtoc2
	C1

	CP-150044
	24.503
	0116
	-
	8.17.0
	Rel‑8
	Handling of P-Charging-Function-Addresses
	approved
	F
	8.18.0
	IMSProtoc2
	C1

	CP-150082
	24.525
	0007
	-
	12.1.0
	Rel‑13
	Removal of Hanging Paragraph
	approved
	D
	13.0.0
	TEI13
	C1

	CP-150067
	24.604
	0151
	3
	12.5.0
	Rel‑12
	Update REFER to reflect RFC 6665
	approved
	B
	12.6.0
	UP6665
	C1

	CP-150073
	24.604
	0154
	1
	12.5.0
	Rel‑12
	Correction of statement about setting the index in History-Info header field
	approved
	F
	12.6.0
	HISTORY_CT
	C1

	CP-150082
	24.604
	0155
	1
	12.5.0
	Rel‑13
	Style correction of headings in 24.604
	approved
	D
	13.0.0
	TEI13
	C1

	CP-150082
	24.604
	0156
	-
	12.5.0
	Rel‑13
	Correction on normative words in NOTE
	approved
	F
	13.0.0
	TEI13
	C1

	CP-150082
	24.604
	0157
	1
	12.5.0
	Rel‑13
	Improving consistency of terminology for user deteremined user busy
	approved
	F
	13.0.0
	TEI13
	C1

	CP-150067
	24.605
	0024
	4
	12.4.0
	Rel‑12
	Update REFER to reflect RFC 6665
	approved
	B
	12.5.0
	UP6665
	C1

	CP-150082
	24.607
	0049
	3
	12.2.0
	Rel‑13
	Introduction of Network Option for removal of P-Asserted-Identity header field
	approved
	F
	13.0.0
	TEI13
	C1

	CP-150067
	24.629
	0035
	3
	12.5.0
	Rel‑12
	Update REFER to reflect RFC 6665
	approved
	B
	12.6.0
	UP6665
	C1

	CP-150060
	24.930
	0031
	1
	12.0.0
	Rel‑12
	"Deprecating ""inactive"""
	approved
	C
	12.1.0
	IMSProtoc6
	C1

	RP-150385
	25.101
	1060
	-
	12.6.0
	Rel‑12
	TX UE spurious emissions alignment with 36.101
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150385
	25.101
	1061
	-
	12.6.0
	Rel‑12
	RX UE spurious emissions simplification
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150385
	25.101
	1062
	-
	12.6.0
	Rel‑12
	Removal of square brackets of cubic metric (MPR) for UMTS HetNet Enhancements
	approved
	F
	12.7.0
	UTRA_hetnet_enh-Core
	R4

	RP-150386
	25.133
	1393
	1
	12.6.0
	Rel‑12
	Clarification of IncMon requirements for UTRA idle/CELL_PCH/URA_PCH states
	approved
	F
	12.7.0
	LTE_UTRA_Incmon-Core
	R4

	RP-150386
	25.133
	1394
	1
	12.6.0
	Rel‑12
	Clarification of IncMon requirements for UTRA CELL_FACH/CELL_DCH states
	approved
	F
	12.7.0
	LTE_UTRA_Incmon-Core
	R4

	RP-150384
	25.133
	1395
	1
	11.9.0
	Rel‑11
	Corrections to FE-FACH DRX tests and core requirement
	approved
	F
	11.10.0
	Cell_FACH_enh-Perf
	R4

	RP-150384
	25.133
	1396
	-
	12.6.0
	Rel‑12
	Corrections to FE-FACH DRX tests and core requirement
	approved
	A
	12.7.0
	Cell_FACH_enh-Perf
	R4

	RP-150385
	25.133
	1397
	-
	12.6.0
	Rel‑12
	Corrections of table 8.0b
	approved
	F
	12.7.0
	EDCH_enh-Core
	R4

	RP-150389
	25.133
	1398
	-
	12.6.0
	Rel‑12
	25.133 CR to correct DL_DCH_FET_Config reference number to point to 25.212
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150360
	25.214
	0735
	1
	12.1.0
	Rel‑12
	Clarifications to UMTS Heterogeneous Network Enhancements
	approved
	F
	12.2.0
	UTRA_HetNet_enh-Core
	R1

	RP-150361
	25.215
	0200
	2
	12.0.0
	Rel‑12
	New E-UTRA RSRQ measurement definition
	approved
	C
	12.1.0
	TEI12
	R1

	RP-150361
	25.225
	0103
	3
	12.0.0
	Rel‑12
	New E-UTRA RSRQ measurement definition
	approved
	C
	12.1.0
	TEI12
	R1

	RP-150373
	25.304
	0385
	1
	12.4.0
	Rel‑12
	Cleanup on RAN-assisted WLAN interworking
	approved
	F
	12.5.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-150373
	25.304
	0386
	-
	12.4.0
	Rel‑12
	Correction on provision of WLAN identifiers
	approved
	F
	12.5.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-150376
	25.306
	0485
	-
	12.4.0
	Rel‑12
	Editorial corrections
	approved
	D
	12.5.0
	TEI12
	R2

	RP-150372
	25.306
	0486
	-
	12.4.0
	Rel‑12
	Clarification for DRX enhancements
	approved
	F
	12.5.0
	EDCH_enh-Core
	R2

	RP-150376
	25.331
	5735
	-
	12.4.0
	Rel‑12
	Rapporteur corrections for 25.331 RRC specification
	approved
	D
	12.5.0
	TEI12
	R2

	RP-150372
	25.331
	5736
	-
	12.4.0
	Rel‑12
	Clarifications for Further EUL enhancements sub-feature Enhanced TTI switching
	approved
	F
	12.5.0
	EDCH_enh-Core
	R2

	RP-150372
	25.331
	5737
	-
	12.4.0
	Rel‑12
	Pre-configuration for Enhanced TTI switching at upswitch to CELL_DCH
	approved
	F
	12.5.0
	EDCH_enh-Core
	R2

	RP-150373
	25.331
	5739
	-
	12.4.0
	Rel‑12
	Cleanup corrections for increased UE carrier monitoring
	approved
	F
	12.5.0
	LTE_UTRA_IncMon-Core
	R2

	RP-150373
	25.331
	5741
	-
	12.4.0
	Rel‑12
	Clarification for SIB23 reading
	approved
	F
	12.5.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-150376
	25.331
	5753
	-
	12.4.0
	Rel‑12
	Clarification on RSRQ Type
	approved
	F
	12.5.0
	TEI12
	R2

	RP-150370
	25.331
	5754
	1
	10.18.0
	Rel‑10
	Introduction of network-requested LTE CA band combination capability reporting
	approved
	B
	10.19.0
	TEI10
	R2

	RP-150370
	25.331
	5755
	1
	11.12.0
	Rel‑11
	Introduction of network-requested LTE CA band combination capability reporting
	approved
	B
	11.13.0
	TEI11
	R2

	RP-150370
	25.331
	5756
	1
	12.4.0
	Rel‑12
	Correction to network-requested LTE CA band combination capability reporting
	approved
	F
	12.5.0
	TEI12
	R2

	RP-150377
	25.331
	5757
	2
	12.4.0
	Rel‑12
	ASN.1 corrections
	approved
	F
	12.5.0
	TEI12
	R2

	RP-150373
	25.331
	5758
	1
	12.4.0
	Rel‑12
	Correction on provision of WLAN identifiers
	approved
	F
	12.5.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-150368
	25.331
	5763
	2
	12.4.0
	Rel‑12
	Correction of GLONASS system time
	approved
	F
	12.5.0
	RANimp-ANSS, TEI12
	R2

	RP-150356
	25.413
	1290
	-
	12.3.0
	Rel‑12
	Correction of RSRQ type values
	approved
	F
	12.4.0
	TEI12
	R3

	RP-150356
	25.413
	1291
	1
	12.3.0
	Rel‑12
	Rapporteur Review-ASN.1 consistency check
	approved
	F
	12.4.0
	TEI12
	R3

	RP-150350
	25.423
	1861
	1
	12.3.0
	Rel‑12
	Add missing new SIB for IncMon
	approved
	F
	12.4.0
	LTE_UTRA_IncMon-Core
	R3

	RP-150349
	25.423
	1862
	1
	12.3.0
	Rel‑12
	Correction on the value of Activation Delay
	approved
	F
	12.4.0
	EDCH_enh-core
	R3

	RP-150356
	25.423
	1863
	-
	12.3.0
	Rel‑12
	Corrections following Rel12 ASN.1 review
	approved
	F
	12.4.0
	TEI12
	R3

	RP-150347
	25.425
	0185
	2
	11.3.0
	Rel‑11
	Correction: add Extended S-RNTI in the Iur user plane
	approved
	F
	11.4.0
	TEI11
	R3

	RP-150349
	25.433
	2060
	-
	12.3.0
	Rel‑12
	Correction on the value of Activation Delay
	approved
	F
	12.4.0
	EDCH_enh-core
	R3

	RP-150349
	25.433
	2062
	-
	12.3.0
	Rel‑12
	Correction of ASN.1 for Fast TTI switching Mode Supported
	approved
	F
	12.4.0
	EDCH_enh-core
	R3

	RP-150356
	25.466
	0055
	1
	12.1.0
	Rel‑12
	Correction of the reference
	approved
	F
	12.2.0
	TEI12
	R3

	RP-150356
	25.469
	0106
	2
	12.3.0
	Rel‑12
	Rapporteur Review-ASN.1 consistency check
	approved
	F
	12.4.0
	TEI12
	R3

	SP-150082
	26.114
	0302
	2
	12.8.0
	Rel‑12
	"""max-red"" and ""channels"" parameters for EVS Primary and AMR-WB IO modes"
	approved
	F
	12.9.0
	EVS_Codec
	S4

	SP-150089
	26.114
	0303
	1
	12.8.0
	Rel‑12
	Separation of video codec parameters in SDP
	approved
	F
	12.9.0
	CVO
	S4

	SP-150093
	26.114
	0304
	2
	12.8.0
	Rel‑12
	Relocating MTSINP, MTSIQoE, and MTSIMA MOs as Attachments
	approved
	F
	12.9.0
	M3A
	S4

	SP-150082
	26.114
	0305
	1
	12.8.0
	Rel‑12
	Correcting b=AS values
	approved
	F
	12.9.0
	EVS_Codec
	S4

	SP-150080
	26.114
	0306
	1
	12.8.0
	Rel‑12
	Alignments to VoLTE (GSMA IR.92)
	approved
	A
	12.9.0
	TEI9
	S4

	SP-150082
	26.114
	0307
	1
	12.8.0
	Rel‑12
	Corrections on Introduction of EVS into MTSI
	approved
	F
	12.9.0
	EVS_Codec
	S4

	SP-150080
	26.114
	0308
	-
	9.13.0
	Rel‑9
	Alignments to VoLTE (GSMA IR.92)
	approved
	F
	9.14.0
	TEI9
	S4

	SP-150080
	26.114
	0309
	-
	10.9.0
	Rel‑10
	Alignments to VoLTE (GSMA IR.92)
	approved
	A
	10.10.0
	TEI9
	S4

	SP-150080
	26.114
	0310
	-
	11.10.0
	Rel‑11
	Alignments to VoLTE (GSMA IR.92)
	approved
	A
	11.11.0
	TEI9
	S4

	SP-150090
	26.132
	0082
	-
	12.4.0
	Rel‑12
	Minor corrections and editorial enhancements to acoustic test method descriptions
	approved
	F
	12.5.0
	ART_LTE
	S4

	SP-150094
	26.173
	0030
	2
	12.0.0
	Rel‑12
	Correction on AMR-WB (noise energy initialization)
	approved
	F
	12.1.0
	AMRWB
	S4

	SP-150094
	26.173
	0031
	2
	12.0.0
	Rel‑12
	Correction on AMR-WB (out-of-bound memory access)
	approved
	F
	12.1.0
	AMRWB
	S4

	SP-150094
	26.204
	0016
	1
	12.0.0
	Rel‑12
	Correction on AMR-WB (noise energy initialization)
	approved
	F
	12.1.0
	AMRWB-FP
	S4

	SP-150081
	26.346
	0434
	2
	10.12.0
	Rel‑10
	Clarification of Cell-ID in Reception Reports
	approved
	F
	10.13.0
	TEI10
	S4

	SP-150081
	26.346
	0435
	2
	11.10.0
	Rel‑11
	Clarification of Cell-ID in Reception Reports
	approved
	A
	11.11.0
	TEI10
	S4

	SP-150091
	26.346
	0436
	3
	12.4.0
	Rel‑12
	Clarification of Cell-ID in Reporting of UE's Location
	approved
	F
	12.5.0
	MI-MooD
	S4

	SP-150091
	26.346
	0440
	-
	12.4.0
	Rel‑12
	ADPD Example correction
	approved
	F
	12.5.0
	MI-EMO
	S4

	SP-150092
	26.346
	0441
	-
	12.4.0
	Rel‑12
	APN in deliveryMethod
	approved
	F
	12.5.0
	TEI12
	S4

	SP-150098
	26.346
	0443
	1
	12.4.0
	Rel‑13
	Reference cleanup-MBMS
	approved
	F
	13.0.0
	TEI13
	S4

	SP-150083
	26.442
	0004
	1
	12.1.0
	Rel‑12
	Corrections to the text of the specification
	approved
	F
	12.2.0
	EVS_Codec
	S4

	SP-150083
	26.442
	0005
	-
	12.1.0
	Rel‑12
	Removal of Floating Point remants in the EVS Fixed Point Source Code
	approved
	F
	12.2.0
	EVS_Codec
	S4

	SP-150083
	26.442
	0006
	2
	12.1.0
	Rel‑12
	Bugfixes to EVS Fixed Point Source Code
	approved
	F
	12.2.0
	EVS_Codec
	S4

	SP-150083
	26.442
	0007
	3
	12.1.0
	Rel‑12
	Implementation of the compact storage format in the EVS Fixed Point Source Code
	approved
	F
	12.2.0
	EVS_Codec
	S4

	SP-150084
	26.443
	0001
	1
	12.0.0
	Rel‑12
	Corrections to the text of the specification
	approved
	F
	12.1.0
	EVS_Codec
	S4

	SP-150084
	26.443
	0002
	2
	12.0.0
	Rel‑12
	Bugfixes to EVS Floating Point Source Code
	approved
	F
	12.1.0
	EVS_Codec
	S4

	SP-150084
	26.443
	0003
	3
	12.0.0
	Rel‑12
	Implementation of the compact storage format in the EVS Floating Point Source Code
	approved
	F
	12.1.0
	EVS_Codec
	S4

	SP-150085
	26.444
	0003
	-
	12.1.0
	Rel‑12
	Update of test vectors for the EVS codec
	approved
	F
	12.2.0
	EVS_Codec
	S4

	SP-150086
	26.445
	0003
	1
	12.1.0
	Rel‑12
	Corrections to the Algorithmic and the RTP Payload Format Descriptions
	approved
	F
	12.2.0
	EVS_Codec
	S4

	SP-150087
	26.447
	0002
	-
	12.1.0
	Rel‑12
	Corrections to the description of the packet loss concealment algorithm
	approved
	F
	12.2.0
	EVS_Codec
	S4

	SP-150091
	26.946
	0008
	1
	12.1.0
	Rel‑12
	AvailabilityTimeOffset cardinality
	approved
	F
	12.2.0
	MI-EMO
	S4

	SP-150091
	26.946
	0009
	1
	12.1.0
	Rel‑12
	MBMS Guidelines Release 12 update
	approved
	F
	12.2.0
	MI
	S4

	SP-150088
	26.952
	0001
	2
	12.0.0
	Rel‑12
	Correction of values and figures
	approved
	F
	12.1.0
	EVS_Codec
	S4

	CP-150064
	27.007
	0456
	1
	12.7.0
	Rel‑12
	BeiDou System (BDS) support in +CPOS and +CPOSR positioning commands
	approved
	F
	12.8.0
	TEI12
	C1

	CP-150083
	27.007
	0457
	2
	12.7.0
	Rel‑13
	+CEMBMSCFG: AT command for eMBMS Configuration
	approved
	B
	13.0.0
	TEI13
	C1

	CP-150083
	27.007
	0458
	2
	12.7.0
	Rel‑13
	+CEMBMSR: AT command for eMBMS Status Reporting
	approved
	B
	13.0.0
	TEI13
	C1

	CP-150083
	27.007
	0459
	2
	12.7.0
	Rel‑13
	+CEMBMSSRV: AT command for eMBMS Service Configuration
	approved
	B
	13.0.0
	TEI13
	C1

	CP-150083
	27.007
	0460
	3
	12.7.0
	Rel‑13
	+CEMBMSDATA: AT command for eMBMS Data State
	approved
	B
	13.0.0
	TEI13
	C1

	CP-150083
	27.007
	0461
	3
	12.7.0
	Rel‑13
	+CEMBMSCNT: AT command for eMBMS Counting Procedure
	approved
	B
	13.0.0
	TEI13
	C1

	CP-150083
	27.007
	0462
	2
	12.7.0
	Rel‑13
	Enhance +CGCONTRDP for MTU size indication
	approved
	B
	13.0.0
	TEI13
	C1

	CP-150083
	27.007
	0463
	2
	12.7.0
	Rel‑13
	Enhance +CGDCONT for MTU size discovery configuration
	approved
	B
	13.0.0
	TEI13
	C1

	SP-150063
	28.627
	0006
	2
	13.0.0
	Rel‑13
	Add NM centralized Coverage and Capacity Optimization (CCO) high level use cases and general descriptions
	approved
	C
	13.1.0
	SON-NM-CCO
	S5

	SP-150063
	28.628
	0009
	1
	12.1.0
	Rel‑13
	Add NM centralized Coverage and Capacity Optimization (CCO) logical description
	approved
	C
	13.0.0
	SON-NM-CCO
	S5

	CP-150077
	29.018
	0143
	2
	12.5.0
	Rel‑13
	Repaging on A/Iu interface for MT CS services at VLR
	approved
	F
	13.0.0
	SAES4-CSFB, TEI13
	C1

	CP-150037
	29.060
	1006
	1
	12.7.0
	Rel‑13
	UE Registration Query
	approved
	C
	error
	CSPS_Coord
	C4

	CP-150037
	29.060
	1008
	1
	12.7.0
	Rel‑13
	ULI RAI LAC encoding
	approved
	F
	error
	TEI13
	C4

	CP-150037
	29.060
	1009
	-
	12.7.0
	Rel‑13
	Cause IMSI not known
	approved
	F
	13.0.0
	TEI12
	C4

	CP-150025
	29.060
	1010
	-
	12.7.0
	Rel‑12
	Reserved Extension Header Value for GTP-U
	approved
	F
	12.8.0
	TEI12
	C4

	CP-150025
	29.060
	1011
	1
	12.7.0
	Rel‑12
	Cleanup Error Indication Definition
	approved
	F
	12.8.0
	TEI12
	C4

	CP-150025
	29.060
	1013
	-
	12.7.0
	Rel‑12
	MS Info Change Reporting Action
	approved
	F
	12.8.0
	TEI12
	C4

	CP-150126
	29.061
	0444
	2
	12.8.0
	Rel‑13
	Paging policy differentiation for IMS voice
	approved
	B
	13.0.0
	voE_UTRAN_PPD-CT
	C3

	CP-150119
	29.061
	0445
	3
	12.8.0
	Rel‑12
	Corrections in the definition of MBMS Service Area AVP
	approved
	F
	12.9.0
	GCSE_LTE-CT
	C3

	CP-150100
	29.079
	0034
	-
	10.6.0
	Rel‑10
	Instance-number value for secondary-realm
	approved
	F
	10.7.0
	OMR
	C3

	CP-150100
	29.079
	0035
	-
	11.5.0
	Rel‑11
	Instance-number value for secondary-realm
	approved
	A
	11.6.0
	OMR
	C3

	CP-150100
	29.079
	0036
	-
	12.1.0
	Rel‑12
	Instance-number value for secondary-realm
	approved
	A
	12.2.0
	OMR
	C3

	CP-150100
	29.079
	0037
	-
	10.6.0
	Rel‑10
	Checksum calculation
	approved
	F
	10.7.0
	OMR
	C3

	CP-150100
	29.079
	0038
	-
	11.5.0
	Rel‑11
	Checksum calculation
	approved
	A
	11.6.0
	OMR
	C3

	CP-150100
	29.079
	0039
	-
	12.1.0
	Rel‑12
	Checksum calculation
	approved
	A
	12.2.0
	OMR
	C3

	CP-150100
	29.079
	0040
	-
	10.6.0
	Rel‑10
	Correcting UA procedure
	approved
	F
	10.7.0
	OMR
	C3

	CP-150100
	29.079
	0041
	-
	11.5.0
	Rel‑11
	Correcting UA procedure
	approved
	A
	11.6.0
	OMR
	C3

	CP-150100
	29.079
	0042
	-
	12.1.0
	Rel‑12
	Correcting UA procedure
	approved
	A
	12.2.0
	OMR
	C3

	CP-150109
	29.079
	0046
	-
	12.1.0
	Rel‑12
	Reference update: draft-holmberg-dispatch-iotl
	approved
	F
	12.2.0
	NNI_RS
	C3

	CP-150017
	29.109
	0097
	1
	11.5.0
	Rel‑11
	Authentication scheme Digest-AKAv1-MD5 in MAR
	approved
	F
	11.6.0
	TEI11
	C4

	CP-150017
	29.109
	0098
	1
	12.0.0
	Rel‑12
	Authentication scheme Digest-AKAv1-MD5 in MAR
	approved
	A
	12.1.0
	TEI11
	C4

	CP-150130
	29.163
	0842
	-
	13.0.0
	Rel‑13
	ICS call: reference correction
	approved
	F
	13.1.0
	TEI13
	C3

	CP-150130
	29.163
	0843
	-
	13.0.0
	Rel‑13
	Announcement suppression for IMS hold request
	approved
	F
	13.1.0
	TEI13
	C3

	CP-150130
	29.163
	0845
	-
	13.0.0
	Rel‑13
	Note 4 in Table 3 for mapping to CLI parameter
	approved
	F
	13.1.0
	TEI13
	C3

	CP-150130
	29.163
	0846
	-
	13.0.0
	Rel‑13
	Appearance of Redirection Number Restriction parameter
	approved
	F
	13.1.0
	TEI13
	C3

	CP-150130
	29.163
	0847
	-
	13.0.0
	Rel‑13
	Inclusion of RFC7044
	approved
	C
	13.1.0
	HISTORY_CT
	C3

	CP-150108
	29.163
	0848
	1
	12.6.0
	Rel‑12
	Correction to attribute "a=inactive" in initial INVITE
	approved
	F
	12.7.0
	IMSProtoc6
	C3

	CP-150108
	29.163
	0849
	1
	13.0.0
	Rel‑13
	Correction to attribute "a=inactive" in initial INVITE
	approved
	A
	13.1.0
	IMSProtoc6
	C3

	CP-150129
	29.163
	0850
	2
	13.0.0
	Rel‑13
	Reference update: draft-mohali-dispatch-cause-for-service-number
	approved
	F
	13.1.0
	INNB_IW-CT
	C3

	CP-150097
	29.163
	0851
	2
	9.19.0
	Rel‑9
	Correction of APRI Mapping for Generic Number
	approved
	F
	9.20.0
	IMS-CCR-IWCS
	C3

	CP-150097
	29.163
	0852
	2
	10.15.0
	Rel‑10
	Correction of APRI Mapping for Generic Number
	approved
	A
	10.16.0
	IMS-CCR-IWCS
	C3

	CP-150097
	29.163
	0853
	2
	11.12.0
	Rel‑11
	Correction of APRI Mapping for Generic Number
	approved
	A
	11.13.0
	IMS-CCR-IWCS
	C3

	CP-150097
	29.163
	0854
	2
	12.6.0
	Rel‑12
	Correction of APRI Mapping for Generic Number
	approved
	A
	12.7.0
	IMS-CCR-IWCS
	C3

	CP-150097
	29.163
	0855
	2
	13.0.0
	Rel‑13
	Correction of APRI Mapping for Generic Number
	approved
	A
	13.1.0
	IMS-CCR-IWCS
	C3

	CP-150095
	29.163
	0856
	1
	8.25.0
	Rel‑8
	Reference update for UUSIW
	approved
	F
	8.26.0
	UUSIW
	C3

	CP-150095
	29.163
	0857
	1
	9.19.0
	Rel‑9
	Reference update for UUSIW
	approved
	A
	9.20.0
	UUSIW
	C3

	CP-150095
	29.163
	0858
	1
	10.15.0
	Rel‑10
	Reference update for UUSIW
	approved
	A
	10.16.0
	UUSIW
	C3

	CP-150095
	29.163
	0859
	1
	11.12.0
	Rel‑11
	Reference update for UUSIW
	approved
	A
	11.13.0
	UUSIW
	C3

	CP-150095
	29.163
	0860
	1
	12.6.0
	Rel‑12
	Reference update for UUSIW
	approved
	A
	12.7.0
	UUSIW
	C3

	CP-150095
	29.163
	0861
	1
	13.0.0
	Rel‑13
	Reference update for UUSIW
	approved
	A
	13.1.0
	UUSIW
	C3

	CP-150121
	29.163
	0862
	-
	12.6.0
	Rel‑12
	Correction of EVS related reference number
	approved
	F
	12.7.0
	EVS_codec-CT
	C3

	CP-150121
	29.163
	0864
	2
	13.0.0
	Rel‑13
	Adding support for EVS codec
	approved
	B
	13.1.0
	EVS_codec-CT
	C3

	CP-150121
	29.163
	0867
	-
	12.6.0
	Rel‑12
	Removal of duplicated refrence
	approved
	F
	12.7.0
	EVS_codec-CT
	C3

	CP-150098
	29.165
	0709
	2
	9.19.0
	Rel‑9
	Clarification on the II-NNI requirement for CDIV regarding Privacy header field.
	approved
	F
	9.20.0
	II-NNI
	C3

	CP-150098
	29.165
	0710
	2
	10.17.0
	Rel‑10
	Clarification on the II-NNI requirement for CDIV regarding Privacy header field.
	approved
	A
	10.18.0
	II-NNI
	C3

	CP-150098
	29.165
	0711
	2
	11.12.0
	Rel‑11
	Clarification on the II-NNI requirement for CDIV regarding Privacy header field.
	approved
	A
	11.13.0
	II-NNI
	C3

	CP-150098
	29.165
	0712
	2
	12.6.0
	Rel‑12
	Clarification on the II-NNI requirement for CDIV regarding Privacy header field.
	approved
	A
	12.7.0
	II-NNI
	C3

	CP-150118
	29.165
	0713
	1
	12.6.0
	Rel‑12
	"Addition of ""mp"" header field parameter into CDIV section."
	approved
	F
	12.7.0
	HISTORY_CT
	C3

	CP-150098
	29.165
	0714
	1
	9.19.0
	Rel‑9
	Clarification on the II-NNI requirement regarding cause-param URI parameter.
	approved
	F
	9.20.0
	II-NNI
	C3

	CP-150098
	29.165
	0715
	1
	10.17.0
	Rel‑10
	Clarification on the II-NNI requirement regarding cause-param URI parameter.
	approved
	A
	10.18.0
	II-NNI
	C3

	CP-150098
	29.165
	0716
	1
	11.12.0
	Rel‑11
	Clarification on the II-NNI requirement regarding cause-param URI parameter.
	approved
	A
	11.13.0
	II-NNI
	C3

	CP-150098
	29.165
	0717
	1
	12.6.0
	Rel‑12
	Clarification on the II-NNI requirement regarding cause-param URI parameter.
	approved
	A
	12.7.0
	II-NNI
	C3

	CP-150129
	29.165
	0718
	1
	12.6.0
	Rel‑13
	Addition of an optional capability regarding a new cause-param value for service number translation.
	approved
	B
	13.0.0
	INNB_IW-CT
	C3

	CP-150130
	29.165
	0719
	-
	12.6.0
	Rel‑13
	Correction of a minor error in clause C.3.1.
	approved
	D
	13.0.0
	TEI13
	C3

	CP-150107
	29.165
	0720
	1
	12.6.0
	Rel‑12
	Reference update: draft-ietf-mmusic-sctp-sdp
	approved
	F
	12.7.0
	IMS_TELEP-CT
	C3

	CP-150108
	29.165
	0721
	-
	12.6.0
	Rel‑12
	Reference update: draft-holmberg-sipcore-received-realm
	approved
	F
	12.7.0
	IMSProtoc6
	C3

	CP-150123
	29.165
	0722
	1
	12.6.0
	Rel‑12
	Incorrect implementation of CRs
	approved
	D
	12.7.0
	TEI12
	C3

	CP-150130
	29.165
	0723
	-
	12.6.0
	Rel‑13
	Annex A corrections
	approved
	F
	13.0.0
	TEI13
	C3

	CP-150120
	29.165
	0724
	1
	12.6.0
	Rel‑12
	Restoration-Info header field applicability
	approved
	F
	12.7.0
	PCSCF_RES
	C3

	CP-150108
	29.165
	0725
	3
	12.6.0
	Rel‑12
	Relayed-Charge header field
	approved
	F
	12.7.0
	IMSProtoc6
	C3

	CP-150130
	29.165
	0726
	3
	12.6.0
	Rel‑13
	Applying drafting rules
	approved
	F
	13.0.0
	TEI13
	C3

	CP-150108
	29.165
	0727
	1
	12.6.0
	Rel‑12
	Reference update: draft-ietf-insipid-session-id
	approved
	F
	12.7.0
	IMSProtoc6
	C3

	CP-150109
	29.165
	0728
	-
	12.6.0
	Rel‑12
	Reference update: draft-holmberg-dispatch-iotl
	approved
	F
	12.7.0
	NNI_RS
	C3

	CP-150130
	29.165
	0729
	1
	12.6.0
	Rel‑13
	Adding missing abbreviations
	approved
	F
	13.0.0
	TEI13
	C3

	CP-150124
	29.165
	0732
	1
	12.6.0
	Rel‑12
	Correction of applicability of P-Charging-Vector header field in NOTIFY method
	approved
	F
	12.7.0
	NNI_DV
	C3

	CP-150099
	29.165
	0733
	1
	9.19.0
	Rel‑9
	Reference update for UUSIW
	approved
	F
	9.20.0
	II-NNI, UUSIW
	C3

	CP-150099
	29.165
	0734
	1
	10.17.0
	Rel‑10
	Reference update for UUSIW
	approved
	A
	10.18.0
	II-NNI, UUSIW
	C3

	CP-150099
	29.165
	0735
	1
	11.12.0
	Rel‑11
	Reference update for UUSIW
	approved
	A
	11.13.0
	II-NNI, UUSIW
	C3

	CP-150099
	29.165
	0736
	1
	12.6.0
	Rel‑12
	Reference update for UUSIW
	approved
	A
	12.7.0
	II-NNI, UUSIW
	C3

	CP-150029
	29.168
	0055
	1
	12.7.0
	Rel‑12
	Incorrect reference in STOP WARNING REQUEST
	approved
	F
	12.8.0
	TEI13
	C4

	CP-150018
	29.172
	0026
	1
	11.1.0
	Rel‑11
	Location reporting in emergency 1xSRVCC
	approved
	F
	11.2.0
	TEI11
	C4

	CP-150018
	29.172
	0027
	1
	12.4.0
	Rel‑12
	Location reporting in emergency 1xSRVCC
	approved
	A
	12.5.0
	TEI11
	C4

	CP-150015
	29.172
	0028
	1
	9.5.0
	Rel‑9
	Renaming of Location-Type AVP
	approved
	F
	9.6.0
	TEI9
	C4

	CP-150015
	29.172
	0029
	-
	10.2.0
	Rel‑10
	Renaming of Location-Type AVP
	approved
	A
	10.3.0
	TEI9
	C4

	CP-150015
	29.172
	0030
	-
	11.1.0
	Rel‑11
	Renaming of Location-Type AVP
	approved
	A
	11.2.0
	TEI9
	C4

	CP-150015
	29.172
	0031
	-
	12.4.0
	Rel‑12
	Renaming of Location-Type AVP
	approved
	A
	12.5.0
	TEI9
	C4

	CP-150022
	29.173
	0017
	1
	12.2.0
	Rel‑12
	Send Routing Information Behaviour
	approved
	F
	12.3.0
	TEI12
	C4

	CP-150022
	29.173
	0018
	1
	12.2.0
	Rel‑12
	Send Routing Information - Conditions for presence of conditional parameters
	approved
	F
	12.3.0
	TEI12
	C4

	CP-150125
	29.201
	0019
	-
	12.1.0
	Rel‑13
	Adapt PCC architecture diagrams to include Np reference point
	approved
	B
	13.0.0
	UPCON-DOTCON-CT
	C3

	CP-150125
	29.201
	0020
	1
	12.1.0
	Rel‑13
	Mitigating RAN user plane congestion over Rest Rx
	approved
	B
	13.0.0
	UPCON-DOTCON-CT
	C3

	CP-150110
	29.201
	0021
	1
	12.1.0
	Rel‑12
	Editorial correction and incorrect implementation of CRs
	approved
	F
	12.2.0
	REST_AF_PC
	C3

	CP-150110
	29.201
	0022
	-
	12.1.0
	Rel‑12
	AF session termination
	approved
	F
	12.2.0
	REST_AF_PC
	C3

	CP-150110
	29.201
	0024
	3
	12.1.0
	Rel‑12
	Correction to the session establishment and notification URIs
	approved
	F
	12.2.0
	REST_AF_PC
	C3

	CP-150110
	29.201
	0025
	3
	12.1.0
	Rel‑12
	Allowing for forward compatibility and miscellaneous corrections
	approved
	F
	12.2.0
	REST_AF_PC
	C3

	CP-150131
	29.212
	1264
	-
	13.0.0
	Rel‑13
	NAS/RAN cause handling
	approved
	B
	13.1.0
	NWK-PL2IMS_CT, TEI13
	C3

	CP-150135
	29.212
	1266
	-
	13.0.0
	Rel‑13
	Mute-Notification Status on Gx and Sd Session
	approved
	A
	13.1.0
	SAPP-CT
	C3

	CP-150136
	29.212
	1267
	-
	13.0.0
	Rel‑13
	Correction to the PC to CS handover indication
	approved
	A
	13.1.0
	PCC-Enh
	C3

	CP-150132
	29.212
	1268
	-
	13.0.0
	Rel‑13
	RESOURCE_ALLOCATION_FAILURE error response not to be sent upon PCRF-initiated PCC rule
	approved
	A
	13.1.0
	SAES-St3-PCC
	C3

	CP-150133
	29.212
	1269
	-
	13.0.0
	Rel‑13
	Number of standard QCI values
	approved
	F
	13.1.0
	GCSE_LTE-CT
	C3

	CP-150133
	29.212
	1270
	-
	13.0.0
	Rel‑13
	QCI code values "spare for future use"
	approved
	F
	13.1.0
	GCSE_LTE-CT
	C3

	CP-150132
	29.212
	1271
	-
	13.0.0
	Rel‑13
	3GPP2 reference correction
	approved
	A
	13.1.0
	SAES-St3-PCC
	C3

	CP-150132
	29.212
	1272
	-
	13.0.0
	Rel‑13
	Support for IPv6 prefix retrieve by the HSGW during the eHRPD pre-registration procedure
	approved
	A
	13.1.0
	SAES-St3-PCC, TEI13
	C3

	CP-150132
	29.212
	1274
	-
	13.0.0
	Rel‑13
	Correction of the REVALIDATION_TIMEOUT event trigger
	approved
	A
	13.1.0
	SAES-St3-PCC
	C3

	CP-150105
	29.212
	1275
	2
	11.14.0
	Rel‑11
	Corrections to the Used-Service-Unit AVP when UMCH feature is supported
	approved
	F
	11.15.0
	TEI11
	C3

	CP-150105
	29.212
	1276
	2
	12.7.0
	Rel‑12
	Corrections to the Used-Service-Unit AVP when UMCH feature is supported
	approved
	A
	12.8.0
	TEI11
	C3

	CP-150105
	29.212
	1277
	2
	13.0.0
	Rel‑13
	Corrections to the Used-Service-Unit AVP when UMCH feature is supported
	approved
	A
	13.1.0
	TEI11
	C3

	CP-150111
	29.212
	1279
	-
	12.7.0
	Rel‑12
	Reference update to align with the published BBF documents
	approved
	F
	12.8.0
	P4C-F-CT
	C3

	CP-150111
	29.212
	1280
	-
	13.0.0
	Rel‑13
	Reference update to align with the published BBF documents
	approved
	A
	13.1.0
	P4C-F-CT
	C3

	CP-150122
	29.212
	1282
	1
	12.7.0
	Rel‑12
	Correction on volumn and time threshold provisioning
	approved
	F
	12.8.0
	UMONC-CT
	C3

	CP-150122
	29.212
	1283
	1
	13.0.0
	Rel‑13
	Correction on volumn and time threshold provisioning
	approved
	A
	13.1.0
	UMONC-CT
	C3

	CP-150114
	29.212
	1284
	1
	12.7.0
	Rel‑12
	TWAN supports access network information report
	approved
	F
	12.8.0
	NETLOC_TWAN-CT
	C3

	CP-150114
	29.212
	1285
	1
	13.0.0
	Rel‑13
	TWAN supports access network information report
	approved
	A
	13.1.0
	NETLOC_TWAN-CT
	C3

	CP-150117
	29.212
	1286
	2
	12.7.0
	Rel‑12
	Correction to the PRA reporting
	approved
	F
	12.8.0
	CNO_ULI-CT
	C3

	CP-150117
	29.212
	1287
	3
	13.0.0
	Rel‑13
	Correction to the PRA reporting
	approved
	F
	13.1.0
	CNO_ULI-CT
	C3

	CP-150128
	29.212
	1288
	1
	13.0.0
	Rel‑13
	Excluding Usage of a ServiceApplication from IP-CAN sessionTDF session Usage
	approved
	B
	13.1.0
	eUMONC-CT
	C3

	CP-150127
	29.212
	1289
	-
	13.0.0
	Rel‑13
	Completion of Double Resource Reuse support over Gx
	approved
	B
	13.1.0
	DRuMS-CT
	C3

	CP-150106
	29.212
	1290
	2
	12.7.0
	Rel‑12
	Charging correlation identifier for the IP-CAN session in Gx
	approved
	B
	12.8.0
	SAES-St3-PCC, TEI12
	C3

	CP-150106
	29.212
	1292
	1
	12.7.0
	Rel‑12
	QoS change of default bearer
	approved
	B
	12.8.0
	SAES-St3-PCC, TEI12
	C3

	CP-150106
	29.212
	1293
	1
	13.0.0
	Rel‑13
	QoS change of default bearer
	approved
	A
	13.1.0
	SAES-St3-PCC, TEI12
	C3

	CP-150102
	29.212
	1294
	2
	11.14.0
	Rel‑11
	Correction about conditions for filter restrictions
	approved
	F
	11.15.0
	SAES-St3-PCC
	C3

	CP-150102
	29.212
	1295
	2
	12.7.0
	Rel‑12
	Correction about conditions for filter restrictions
	approved
	A
	12.8.0
	SAES-St3-PCC
	C3

	CP-150102
	29.212
	1296
	2
	13.0.0
	Rel‑13
	Correction about conditions for filter restrictions
	approved
	A
	13.1.0
	SAES-St3-PCC
	C3

	CP-150106
	29.212
	1301
	2
	13.0.0
	Rel‑13
	Charging correlation identifier for the IP-CAN session in Gx
	approved
	A
	13.1.0
	SAES-St3-PCC, TEI12
	C3

	CP-150102
	29.212
	1302
	2
	11.14.0
	Rel‑11
	Correction of TFT handling on default bearer
	approved
	F
	11.15.0
	SAES-St3-PCC
	C3

	CP-150102
	29.212
	1303
	2
	12.7.0
	Rel‑12
	Correction of TFT handling on default bearer
	approved
	A
	12.8.0
	SAES-St3-PCC
	C3

	CP-150102
	29.212
	1304
	3
	13.0.0
	Rel‑13
	Correction of TFT handling on default bearer
	approved
	F
	13.1.0
	SAES-St3-PCC
	C3

	CP-150131
	29.213
	0579
	-
	13.0.0
	Rel‑13
	IPCAN Session modification after bearer procedure
	approved
	A
	13.1.0
	NWK-PL2IMS_CT
	C3

	CP-150134
	29.213
	0580
	-
	13.0.0
	Rel‑13
	P-CSCF Restoration Procedure for Local Breakout
	approved
	B
	13.1.0
	PCSCF_RES
	C3

	CP-150136
	29.213
	0581
	-
	13.0.0
	Rel‑13
	Priority Consideration for Diameter Overload Control
	approved
	F
	13.1.0
	DOCME-PCC
	C3

	CP-150132
	29.213
	0582
	-
	13.0.0
	Rel‑13
	Correction to the Gateway Control Session establishment procedure
	approved
	A
	13.1.0
	SAES-St3-PCC, TEI12
	C3

	CP-150132
	29.213
	0582
	-
	13.0.0
	Rel‑13
	Correction to the Gateway Control Session establishment procedure
	approved
	A
	13.1.0
	SAES-St3-PCC
	C3

	CP-150136
	29.213
	0583
	-
	13.0.0
	Rel‑13
	PCRF discovery for the HNB CS Service
	approved
	A
	13.1.0
	BBAI_BBI-CT
	C3

	CP-150094
	29.213
	0585
	-
	8.17.0
	Rel‑8
	Corrections to the Gateway Control and QoS rules Provision procedure
	approved
	F
	8.18.0
	SAES-St3-PCC
	C3

	CP-150094
	29.213
	0586
	-
	9.14.0
	Rel‑9
	Corrections to the Gateway Control and QoS rules Provision procedure
	approved
	A
	9.15.0
	SAES-St3-PCC
	C3

	CP-150094
	29.213
	0587
	-
	10.12.0
	Rel‑10
	Corrections to the Gateway Control and QoS rules Provision procedure
	approved
	A
	10.13.0
	SAES-St3-PCC
	C3

	CP-150094
	29.213
	0588
	-
	11.13.0
	Rel‑11
	Corrections to the Gateway Control and QoS rules Provision procedure
	approved
	A
	11.14.0
	SAES-St3-PCC
	C3

	CP-150094
	29.213
	0589
	-
	12.6.0
	Rel‑12
	Corrections to the Gateway Control and QoS rules Provision procedure
	approved
	A
	12.7.0
	SAES-St3-PCC
	C3

	CP-150094
	29.213
	0590
	-
	13.0.0
	Rel‑13
	Corrections to the Gateway Control and QoS rules Provision procedure
	approved
	A
	13.1.0
	SAES-St3-PCC
	C3

	CP-150125
	29.213
	0592
	-
	13.0.0
	Rel‑13
	Add missing definition of RAN user plane congestion
	approved
	B
	13.1.0
	UPCON-DOTCON-CT
	C3

	CP-150125
	29.213
	0593
	2
	13.0.0
	Rel‑13
	DRA procedure to support PCRF selection by the RCAF
	approved
	B
	13.1.0
	UPCON-DOTCON-CT
	C3

	CP-150111
	29.213
	0594
	-
	12.6.0
	Rel‑12
	Remove editor's note on access line identifier
	approved
	F
	12.7.0
	P4C-F-CT
	C3

	CP-150111
	29.213
	0595
	-
	13.0.0
	Rel‑13
	Remove editor's note on access line identifier
	approved
	A
	13.1.0
	P4C-F-CT
	C3

	CP-150125
	29.213
	0596
	2
	13.0.0
	Rel‑13
	UE context removal in IP-CAN session termination procedure
	approved
	B
	13.1.0
	UPCON-DOTCON-CT, NWK-PL2IMS_CT
	C3

	CP-150131
	29.214
	0370
	-
	13.0.0
	Rel‑13
	Reporting RAN/NAS cause during bearer creation/modification failure scenarious
	approved
	B
	13.1.0
	NWK-PL2IMS_CT, TEI13
	C3

	CP-150134
	29.214
	0371
	-
	13.0.0
	Rel‑13
	Removal of Editor's Note
	approved
	B
	13.1.0
	PCSCF_RES
	C3

	CP-150131
	29.214
	0372
	-
	13.0.0
	Rel‑13
	Access network information reporting during the IP-CAN session termination
	approved
	F
	13.1.0
	NWK-PL2IMS_CT
	C3

	CP-150136
	29.214
	0373
	-
	13.0.0
	Rel‑13
	Introduction of a reference to the Rest-Rx interface
	approved
	F
	13.1.0
	REST_AF_PC
	C3

	CP-150131
	29.214
	0374
	-
	13.0.0
	Rel‑13
	Inclusion of RAN/NAS cause values into SIP signalling by P-CSCF
	approved
	B
	13.1.0
	NWK-PL2IMS_CT, TEI13
	C3

	CP-150101
	29.214
	0377
	-
	10.13.0
	Rel‑10
	Correction to the usage monitoring control for sponsored data connectivity
	approved
	F
	10.14.0
	PEST-CT
	C3

	CP-150101
	29.214
	0378
	-
	11.14.0
	Rel‑11
	Correction to the usage monitoring control for sponsored data connectivity
	approved
	A
	11.15.0
	PEST-CT
	C3

	CP-150101
	29.214
	0379
	-
	12.6.0
	Rel‑12
	Correction to the usage monitoring control for sponsored data connectivity
	approved
	A
	12.7.0
	PEST-CT
	C3

	CP-150101
	29.214
	0380
	-
	13.0.0
	Rel‑13
	Correction to the usage monitoring control for sponsored data connectivity
	approved
	A
	13.1.0
	PEST-CT
	C3

	CP-150104
	29.214
	0381
	2
	11.14.0
	Rel‑11
	Access network information report in case of IP-CAN bearer/IP-CAN session termination
	approved
	F
	11.15.0
	NWK-PL2IMS_CT
	C3

	CP-150104
	29.214
	0382
	2
	12.6.0
	Rel‑12
	Access network information report in case of IP-CAN bearer/IP-CAN session termination
	approved
	A
	12.7.0
	NWK-PL2IMS_CT
	C3

	CP-150104
	29.214
	0383
	2
	13.0.0
	Rel‑13
	Access network information report in case of IP-CAN bearer/IP-CAN session termination
	approved
	A
	13.1.0
	NWK-PL2IMS_CT
	C3

	CP-150136
	29.214
	0386
	1
	13.0.0
	Rel‑13
	Correction to temporary network failure handling
	approved
	F
	13.1.0
	eNR_EPC
	C3

	CP-150114
	29.214
	0387
	-
	12.6.0
	Rel‑12
	TWAN supports access network information report
	approved
	F
	12.7.0
	NETLOC_TWAN-CT
	C3

	CP-150114
	29.214
	0388
	-
	13.0.0
	Rel‑13
	TWAN supports access network information report
	approved
	A
	13.1.0
	NETLOC_TWAN-CT
	C3

	CP-150127
	29.214
	0389
	2
	13.0.0
	Rel‑13
	Uniqueness of Sharing Key for resource sharing over Rx
	approved
	B
	13.1.0
	DRuMS-CT
	C3

	CP-150133
	29.214
	0394
	2
	13.0.0
	Rel‑13
	Add the ToS-Traffic-Class AVP to the Rx to be sent by AF
	approved
	B
	13.1.0
	TEI13, GCSE_LTE-CT
	C3

	CP-150135
	29.215
	0367
	-
	13.0.0
	Rel‑13
	Precedence derivation for ADC rule
	approved
	A
	13.1.0
	SAPP-CT
	C3

	CP-150132
	29.215
	0368
	-
	13.0.0
	Rel‑13
	Support for IPv6 prefix retrieve by the HSGW during the eHRPD pre-registration procedure
	approved
	A
	13.1.0
	SAES-St3-PCC, TEI13
	C3

	CP-150112
	29.215
	0369
	2
	12.6.0
	el-12
	Reference update to align with the published BBF documents
	approved
	F
	2.0.0
	P4C-F-CT, BBAI_BBI-CT
	C3

	CP-150112
	29.215
	0370
	2
	13.0.0
	Rel‑13
	Reference update to align with the published BBF documents
	approved
	A
	13.1.0
	P4C-F-CT, BBAI_BBI-CT
	C3

	CP-150128
	29.215
	0371
	1
	13.0.0
	Rel‑13
	Excluding Usage of a ServiceApplication from IP-CAN sessionTDF session Usage for roaming case
	approved
	B
	13.1.0
	eUMONC-CT
	C3

	CP-150127
	29.215
	0372
	1
	13.0.0
	Rel‑13
	Double resource reuse support over S9
	approved
	B
	13.1.0
	DRuMS-CT
	C3

	CP-150103
	29.215
	0376
	-
	11.15.0
	Rel‑11
	Reference update to align with the published BBF documents
	approved
	F
	11.16.0
	BBAI_BBI-CT
	C3

	CP-150023
	29.228
	0639
	1
	12.4.0
	Rel‑12
	IMSI Encoding over Cx
	approved
	F
	12.5.0
	TEI12
	C4

	CP-150023
	29.229
	0273
	1
	12.4.0
	Rel‑12
	SIP-Authentication-Scheme AVP encoding
	approved
	F
	12.5.0
	TEI12
	C4

	CP-150020
	29.230
	0435
	-
	12.7.0
	Rel‑12
	AVP codes for GCSE MB2-C
	approved
	F
	12.8.0
	GCSE_LTE-CT
	C4

	CP-150018
	29.230
	0436
	1
	11.12.0
	Rel‑11
	Location reporting in emergency 1xSRVCC
	approved
	F
	11.13.0
	TEI11
	C4

	CP-150018
	29.230
	0437
	1
	12.7.0
	Rel‑12
	Location reporting in emergency 1xSRVCC
	approved
	A
	12.8.0
	TEI11
	C4

	CP-150028
	29.230
	0438
	1
	12.7.0
	Rel‑12
	Allocation of code for Authorized-Discovery-Range AVP (TS 29.344)
	approved
	B
	12.8.0
	ProSe-CT4
	C4

	CP-150039
	29.230
	0439
	1
	12.7.0
	Rel‑13
	AVP codes for Np protocol
	approved
	B
	error
	UPCON-DOTCON-CT
	C4

	CP-150028
	29.230
	0440
	2
	12.7.0
	Rel‑12
	Location update trigger
	approved
	F
	12.8.0
	ProSe-CT4
	C4

	CP-150028
	29.230
	0441
	1
	12.7.0
	Rel‑12
	Title^^^^AVP codes allocation for Validity related AVPs for TS 29.345
	approved
	F
	12.8.0
	ProSe-CT4
	C4

	CP-150020
	29.230
	0442
	1
	12.7.0
	Rel‑12
	New AVPs and range of transient failure result codes in TS 29.214
	approved
	F
	12.8.0
	TEI12
	C4

	CP-150028
	29.230
	0443
	1
	12.7.0
	Rel‑12
	Code allocation for the Integrity Check aspect AVPs
	approved
	F
	12.8.0
	ProSe-CT
	C4

	CP-150015
	29.230
	0444
	1
	9.17.0
	Rel‑9
	Renaming of Location-Type AVP
	approved
	F
	9.18.0
	TEI9
	C4

	CP-150015
	29.230
	0445
	-
	10.13.0
	Rel‑10
	Renaming of Location-Type AVP
	approved
	A
	10.14.0
	TEI9
	C4

	CP-150015
	29.230
	0446
	-
	11.12.0
	Rel‑11
	Renaming of Location-Type AVP
	approved
	A
	11.13.0
	TEI9
	C4

	CP-150015
	29.230
	0447
	-
	12.7.0
	Rel‑12
	Renaming of Location-Type AVP
	approved
	A
	12.8.0
	TEI9
	C4

	CP-150030
	29.238
	0058
	1
	12.4.0
	Rel‑12
	MG located Bearer Level ALG package
	approved
	F
	12.5.0
	eMEDIASEC-CT4
	C4

	CP-150035
	29.272
	0582
	1
	13.0.0
	Rel‑13
	Clarification on the usage of SV in IMEI check procedure
	approved
	F
	13.1.0
	TEI13
	C4

	CP-150021
	29.273
	0401
	1
	12.6.0
	Rel‑12
	Usage of decorated NAI
	approved
	F
	12.7.0
	TEI12
	C4

	CP-150021
	29.273
	0404
	1
	12.6.0
	Rel‑12
	Clarification of user de-registration
	approved
	F
	12.7.0
	TEI12
	C4

	CP-150037
	29.274
	1547
	3
	13.0.0
	Rel‑13
	MBMS Alternative IP Multicast Distribution Address
	approved
	B
	13.1.0
	TEI13
	C4

	CP-150037
	29.274
	1550
	1
	13.0.0
	Rel‑13
	Clarification of RAC encoding
	approved
	F
	13.1.0
	TEI13
	C4

	CP-150037
	29.274
	1551
	1
	13.0.0
	Rel‑13
	MBMS Flow Identifier clarification
	approved
	F
	13.1.0
	TEI13
	C4

	CP-150025
	29.274
	1552
	2
	12.7.0
	Rel‑12
	ULI IE condition in Create session Request message
	approved
	F
	12.8.0
	TEI12
	C4

	CP-150025
	29.274
	1553
	2
	13.0.0
	Rel‑13
	ULI IE condition in Create session Request message
	approved
	A
	13.1.0
	TEI12
	C4

	CP-150037
	29.274
	1554
	1
	13.0.0
	Rel‑13
	Unexpected GTP message clarification
	approved
	F
	13.1.0
	TEI13
	C4

	CP-150037
	29.274
	1556
	1
	13.0.0
	Rel‑13
	UE Registration Query
	approved
	C
	13.1.0
	CSPS_Coord
	C4

	CP-150037
	29.274
	1557
	3
	13.0.0
	Rel‑13
	Correction on definition of IMSI
	approved
	F
	13.1.0
	TEI13
	C4

	CP-150037
	29.274
	1559
	1
	13.0.0
	Rel‑13
	Bearer Contexts in Create Bearer Response, Update Bearer Response and Delete Bearer Response for partial failure and success cases
	approved
	F
	13.1.0
	TEI13
	C4

	CP-150037
	29.274
	1561
	1
	13.0.0
	Rel‑13
	Cause IMSI not known
	approved
	F
	13.1.0
	TEI13
	C4

	CP-150025
	29.274
	1562
	1
	12.7.0
	Rel‑12
	PDN Type in PAA IE for S2b case
	approved
	F
	12.8.0
	TEI12
	C4

	CP-150025
	29.274
	1563
	1
	13.0.0
	Rel‑13
	PDN Type in PAA IE for S2b case
	approved
	A
	13.1.0
	TEI12
	C4

	CP-150041
	29.274
	1565
	1
	13.0.0
	Rel‑13
	Paging Policy Indication in Downlink Data Notification message
	approved
	B
	13.1.0
	voE_UTRAN_PPD-CT
	C4

	CP-150037
	29.274
	1566
	1
	13.0.0
	Rel‑13
	TWAN Release Cause
	approved
	B
	13.1.0
	TEI13
	C4

	CP-150025
	29.274
	1567
	1
	12.7.0
	Rel‑12
	ULI change reporting upon inter-RAT mobility
	approved
	F
	12.8.0
	TEI12
	C4

	CP-150025
	29.274
	1568
	1
	13.0.0
	Rel‑13
	ULI change reporting upon inter-RAT mobility
	approved
	A
	13.1.0
	TEI12
	C4

	CP-150025
	29.275
	0318
	1
	13.0.0
	Rel‑13
	Update reference RFC Separation of Control and User Plane for PMIPv6
	approved
	A
	13.1.0
	TEI12
	C4

	CP-150025
	29.275
	0319
	-
	12.5.0
	Rel‑12
	Update reference RFC Separation of Control and User Plane for PMIPv6
	approved
	F
	12.6.0
	TEI12
	C4

	CP-150025
	29.280
	0074
	-
	12.2.0
	Rel‑12
	Correct the wrong reference
	approved
	F
	12.3.0
	TEI12
	C4

	CP-150025
	29.280
	0075
	1
	12.2.0
	Rel‑12
	Usage of the GTPv2-C Header in Sv interface
	approved
	F
	12.3.0
	TEI12
	C4

	CP-150096
	29.311
	0034
	2
	8.3.0
	Rel‑8
	Bugfix: do not send negative-delivery IMDN after sending SIP 4xx/5xx response
	approved
	F
	8.4.0
	MESSIW
	C3

	CP-150096
	29.311
	0035
	2
	9.2.0
	Rel‑9
	Bugfix: do not send negative-delivery IMDN after sending SIP 4xx/5xx response
	approved
	A
	9.3.0
	MESSIW
	C3

	CP-150096
	29.311
	0036
	2
	10.5.0
	Rel‑10
	Bugfix: do not send negative-delivery IMDN after sending SIP 4xx/5xx response
	approved
	A
	10.6.0
	MESSIW
	C3

	CP-150096
	29.311
	0037
	2
	11.1.0
	Rel‑11
	Bugfix: do not send negative-delivery IMDN after sending SIP 4xx/5xx response
	approved
	A
	11.2.0
	MESSIW
	C3

	CP-150096
	29.311
	0038
	2
	12.0.0
	Rel‑12
	Bugfix: do not send negative-delivery IMDN after sending SIP 4xx/5xx response
	approved
	A
	12.1.0
	MESSIW
	C3

	CP-150023
	29.328
	0510
	1
	12.7.0
	Rel‑12
	HSS access keys for multiple data references
	approved
	F
	12.8.0
	TEI12
	C4

	CP-150040
	29.328
	0511
	2
	12.7.0
	Rel‑13
	IMS service data shared among multiple subscribers
	approved
	B
	13.0.0
	SHARED_SubData_UPD
	C4

	CP-150038
	29.328
	0512
	-
	12.7.0
	Rel‑13
	T-ADS clarification
	approved
	F
	13.0.0
	TEI13
	C4

	CP-150026
	29.333
	0077
	2
	12.4.0
	Rel‑12
	Support of CLUE bearer level signalling
	approved
	B
	12.5.0
	IMS_TELEP-CT
	C4

	CP-150026
	29.333
	0078
	2
	12.4.0
	Rel‑12
	CLUE carriage over Mp interface
	approved
	B
	12.5.0
	IMS_TELEP-CT
	C4

	CP-150030
	29.334
	0074
	1
	12.5.0
	Rel‑12
	TCP basic connection control package
	approved
	F
	12.6.0
	eMEDIASEC-CT4
	C4

	CP-150030
	29.334
	0075
	1
	13.0.0
	Rel‑13
	TCP basic connection control package
	approved
	A
	13.1.0
	eMEDIASEC-CT4
	C4

	CP-150030
	29.334
	0076
	1
	12.5.0
	Rel‑12
	TLS basic session control package
	approved
	F
	12.6.0
	eMEDIASEC-CT4
	C4

	CP-150030
	29.334
	0077
	1
	13.0.0
	Rel‑13
	TLS basic session control package
	approved
	A
	13.1.0
	eMEDIASEC-CT4
	C4

	CP-150030
	29.334
	0078
	1
	12.5.0
	Rel‑12
	Stream endpoint interlinkage package
	approved
	F
	12.6.0
	eMEDIASEC-CT4
	C4

	CP-150030
	29.334
	0079
	1
	13.0.0
	Rel‑13
	Stream endpoint interlinkage package
	approved
	A
	13.1.0
	eMEDIASEC-CT4
	C4

	CP-150030
	29.334
	0080
	1
	12.5.0
	Rel‑12
	MG located Bearer Level ALG package
	approved
	F
	12.6.0
	eMEDIASEC-CT4
	C4

	CP-150030
	29.334
	0081
	1
	13.0.0
	Rel‑13
	MG located Bearer Level ALG package
	approved
	A
	13.1.0
	eMEDIASEC-CT4
	C4

	CP-150027
	29.334
	0084
	1
	12.5.0
	Rel‑12
	IMS WebRTC reference update
	approved
	F
	12.6.0
	IMS_WebRTC-CT
	C4

	CP-150027
	29.334
	0085
	1
	13.0.0
	Rel‑13
	IMS WebRTC reference update
	approved
	A
	13.1.0
	IMS_WebRTC-CT
	C4

	CP-150116
	29.343
	0002
	1
	12.1.0
	Rel‑12
	Roaming applicability in EPC-level ProSe discovery
	approved
	F
	12.2.0
	ProSe-CT
	C3

	CP-150028
	29.344
	0011
	1
	12.1.0
	Rel‑12
	Correction of references
	approved
	F
	12.2.0
	ProSe-CT4
	C4

	CP-150028
	29.344
	0012
	2
	12.1.0
	Rel‑12
	Introduction of Authorized Discovery Range Indication for announcing UE
	approved
	B
	12.2.0
	ProSe-CT4
	C4

	CP-150028
	29.345
	0012
	2
	12.1.0
	Rel‑12
	Correction on ProSe Service Authorization Procedures in PC6/PC7 interface
	approved
	F
	12.2.0
	ProSe-CT4
	C4

	CP-150028
	29.345
	0014
	2
	12.1.0
	Rel‑12
	Addition of Integrity Check aspects to ProSe Match Report procedure
	approved
	F
	12.2.0
	ProSe-CT4
	C4

	CP-150028
	29.345
	0015
	2
	12.1.0
	Rel‑12
	Introduction of Authorized Discovery Range Indication for announcing UE
	revised
	B
	
	ProSe-CT4
	C4

	CP-150145
	29.345
	0015
	3
	12.1.0
	Rel‑12
	Introduction of Authorized Discovery Range Indication for announcing UE
	revised
	F
	
	ProSe-CT
	C4

	CP-150149
	29.345
	0015
	4
	12.1.0
	Rel‑12
	Introduction of Authorized Discovery Range Indication for announcing UE
	approved
	F
	12.2.0
	ProSe-CT
	C4

	CP-150028
	29.345
	0016
	1
	12.1.0
	Rel‑12
	Correction in the Discovery Type description
	approved
	F
	12.2.0
	ProSe-CT4
	C4

	CP-150028
	29.345
	0020
	2
	12.1.0
	Rel‑12
	Location update trigger
	approved
	F
	12.2.0
	ProSe-CT4
	C4

	CP-150031
	29.345
	0021
	1
	12.1.0
	Rel‑12
	Update of the reference for IETF draft-ietf-dime-ovli
	approved
	F
	12.2.0
	DOCME
	C4

	CP-150016
	29.364
	0044
	-
	8.6.0
	Rel‑8
	Removal of CDIVN service
	approved
	F
	8.7.0
	TEI8
	C4

	CP-150016
	29.364
	0045
	-
	9.3.1
	Rel‑9
	Removal of CDIVN service
	approved
	A
	9.4.0
	TEI8
	C4

	CP-150016
	29.364
	0046
	-
	10.3.0
	Rel‑10
	Removal of CDIVN service
	approved
	A
	10.4.0
	TEI8
	C4

	CP-150016
	29.364
	0047
	-
	11.2.0
	Rel‑11
	Removal of CDIVN service
	approved
	A
	11.3.0
	TEI8
	C4

	CP-150016
	29.364
	0048
	-
	12.2.0
	Rel‑12
	Removal of CDIVN service
	approved
	A
	12.3.0
	TEI8
	C4

	CP-150115
	29.368
	0018
	-
	12.3.0
	Rel‑12
	Protocol enhancements to indicate support of device recall and replace by SMS-SC
	approved
	B
	12.4.0
	MTCe-SDDTE-CT
	C3

	CP-150119
	29.468
	0012
	1
	12.1.0
	Rel‑12
	TMGI and Flow ID Handling
	approved
	F
	12.2.0
	GCSE_LTE-CT
	C3

	CP-150119
	29.468
	0013
	3
	12.1.0
	Rel‑12
	Activation of an additional MBMS Bearer for a TMGI with already an active MBMS Bearer
	approved
	F
	12.2.0
	GCSE_LTE-CT
	C3

	CP-150032
	29.854
	0009
	2
	12.1.0
	Rel‑12
	Partial Failure
	approved
	B
	12.2.0
	FS_SHARED_SubData_UPD
	C4

	CP-150032
	29.854
	0010
	2
	12.1.0
	Rel‑12
	Recommendation and Conclusion on IMS Cx
	approved
	B
	12.2.0
	FS_SHARED_SubData_UPD
	C4

	CP-150032
	29.854
	0011
	2
	12.1.0
	Rel‑12
	Recommendation and Conclusion on S6a/S6d
	approved
	B
	12.2.0
	FS_SHARED_SubData_UPD
	C4

	CP-150113
	29.949
	0001
	1
	12.0.0
	Rel‑13
	Reference update: draft-holmberg-dispatch-iotl
	approved
	F
	13.0.0
	IMSProtoc7
	C3

	CP-150153
	31.101
	0079
	-
	11.1.0
	Rel‑11
	Update of reference to ETSI TS 102 221
	approved
	F
	11.2.0
	TEI11
	C6

	CP-150153
	31.101
	0079
	-
	11.1.0
	Rel‑11
	31.101 R11 - Update of reference to ETSI TS 102 221
	approved
	F
	11.2.0
	TEI11
	C6

	CP-150195
	31.101
	0080
	-
	11.1.0
	Rel‑11
	Correction of implementation error for CR0074r1
	approved
	F
	11.2.0
	TEI11
	C6

	CP-150154
	31.102
	0612
	1
	12.6.0
	Rel‑12
	Clarification of Direct Communication Radio Parameters
	revised
	F
	
	ProSe-CT
	C6

	CP-150180
	31.102
	0612
	2
	12.6.0
	Rel‑12
	Clarification of Direct Communication Radio Parameters
	approved
	F
	12.7.0
	ProSe-CT
	C6

	CP-150180
	31.102
	0612
	2
	12.6.0
	Rel‑12
	Clarification of Direct Communication Radio Parameters
	approved
	F
	12.7.0
	ProSe-CT
	C6

	CP-150154
	31.102
	0613
	1
	12.6.0
	Rel‑12
	Removal of circles geographical areas
	approved
	F
	12.7.0
	ProSe-CT
	C6

	CP-150154
	31.102
	0614
	1
	12.6.0
	Rel‑12
	ProSe Service Table
	approved
	C
	12.7.0
	ProSe-CT
	C6

	CP-150154
	31.102
	0615
	1
	12.6.0
	Rel‑12
	Addition of services for ProSe Direct Communication usage information storage and reporting
	approved
	B
	12.7.0
	ProSe-CT
	C6

	CP-150154
	31.102
	0616
	1
	12.6.0
	Rel‑12
	ProSe Direct Communication usage monitoring
	approved
	B
	12.7.0
	ProSe-CT
	C6

	CP-150155
	31.102
	0617
	3
	12.6.0
	Rel‑12
	Addition of UE configuration parameters for SM Retry restriction
	approved
	B
	12.7.0
	SINE
	C6

	CP-150156
	31.102
	0622
	3
	12.6.0
	Rel‑12
	Correction of Annex D list of tags
	approved
	F
	12.7.0
	TEI12
	C6

	CP-150157
	31.104
	0003
	1
	11.2.0
	Rel‑11
	Allocation of 3G application code for the HPSIM
	approved
	F
	11.3.0
	HPM_UICC
	C6

	CP-150157
	31.104
	0004
	1
	12.0.0
	Rel‑12
	Allocation of 3G application code for the HPSIM
	approved
	A
	12.1.0
	HPM_UICC
	C6

	CP-150158
	31.111
	0420
	2
	12.6.0
	Rel‑12
	ENVELOPE for ProSe usage information reporting
	approved
	B
	12.7.0
	ProSe-CT
	C6

	CP-150159
	31.111
	0425
	2
	12.6.0
	Rel‑12
	Essential correction to the value of the Transaction Identifier in Call disconnect event
	approved
	F
	12.7.0
	TEI12
	C6

	CP-150159
	31.111
	0426
	-
	12.6.0
	Rel‑12
	Update of reference to ETSI TS 102 223
	approved
	F
	12.7.0
	TEI12
	C6

	CP-150161
	31.121
	0194
	-
	12.1.0
	Rel‑12
	Corrections to test case 7.1.1
	approved
	F
	12.2.0
	TEI12
	C6

	CP-150161
	31.121
	0195
	1
	12.1.0
	Rel‑12
	Corrections to test case 7.1.3, 7.2.2, 7.2.3, 7.3.1, 7.3.2, 7.4.1 and 7.4.2
	approved
	F
	12.2.0
	TEI12
	C6

	CP-150160
	31.121
	0196
	-
	12.1.0
	Rel‑12
	Corrections to test case 7.1.6 and 10.2.3
	approved
	F
	12.2.0
	TEI8
	C6

	CP-150161
	31.121
	0197
	1
	12.1.0
	Rel‑12
	Corrections to test case 8.2.4
	approved
	F
	12.2.0
	TEI12
	C6

	CP-150161
	31.121
	0198
	2
	12.1.0
	Rel‑12
	Essential correction on EFEPSNSC (EPS NAS Security Context) defined for E-UTRAN/EPC UICC
	approved
	F
	12.2.0
	TEI12
	C6

	CP-150164
	31.124
	0411
	-
	12.2.0
	Rel‑12
	Added column for Rel.12 in applicability table
	approved
	B
	12.3.0
	TEI12
	C6

	CP-150164
	31.124
	0412
	1
	12.2.0
	Rel‑12
	Update of reference to ETSI TS 102 221 and release scope
	approved
	F
	12.3.0
	TEI12
	C6

	CP-150163
	31.124
	0413
	1
	11.8.0
	Rel‑11
	Update of reference to ETSI TS 102 221 and release scope
	approved
	F
	11.9.0
	TEI11
	C6

	CP-150162
	31.124
	0414
	1
	10.7.0
	Rel‑10
	Update of reference to ETSI TS 102 221 and release scope
	approved
	F
	10.8.0
	TEI10
	C6

	CP-150165
	31.124
	0415
	1
	9.6.0
	Rel‑9
	31.124 R9 - Update of reference to ETSI TS 102 221 and release scope
	approved
	F
	9.7.0
	TEI9
	C6

	CP-150164
	31.124
	0416
	-
	12.2.0
	Rel‑12
	Correction of OPEN CHANNEL Alpha Identifier handling and introduction of new alternative Terminal Response for GET CHANNEL STATUS Sequences 1.4 and 1.5 and CLOSE CHANNEL Sequence 3.2.
	approved
	F
	12.3.0
	TEI12
	C6

	CP-150164
	31.124
	0417
	-
	12.2.0
	Rel‑12
	Correction of usage of TP-Message-Reference (TP-MR) in remaining Send Short Message test cases
	approved
	F
	12.3.0
	TEI12
	C6

	SP-150060
	32.111-1
	0012
	1
	8.0.0
	Rel‑8
	Rel‑8 CR 32.111-1 Replacement of obsolete term "N interface"
	approved
	F
	8.1.0
	OAM8
	S5

	SP-150060
	32.111-1
	0013
	1
	9.0.0
	Rel‑9
	Rel‑9 CR 32.111-1 Replacement of obsolete term "N interface"
	approved
	A
	9.1.0
	OAM8
	S5

	SP-150060
	32.111-1
	0014
	1
	10.1.0
	Rel‑10
	Rel‑10 CR 32.111-1 Replacement of obsolete term "N interface"
	approved
	A
	10.2.0
	OAM8
	S5

	SP-150060
	32.111-1
	0015
	1
	11.0.0
	Rel‑11
	Rel‑11 CR 32.111-1 Replacement of obsolete term "N interface"
	approved
	A
	11.1.0
	OAM8
	S5

	SP-150060
	32.111-1
	0016
	1
	12.1.0
	Rel‑12
	Rel‑12 CR 32.111-1 Replacement of obsolete term "N interface"
	approved
	A
	12.2.0
	OAM8
	S5

	SP-150060
	32.111-2
	0074
	1
	8.1.0
	Rel‑8
	"Rel‑8 CR 32.111-2 Replacement of obsolete term "N interface"" and apply alarm probable causes also to EPS"
	approved
	F
	8.2.0
	OAM8
	S5

	SP-150060
	32.111-2
	0075
	1
	9.1.0
	Rel‑9
	"Rel‑9 CR 32.111-2 Replacement of obsolete term "N interface"" and apply alarm probable causes also to EPS"
	approved
	A
	9.2.0
	OAM8
	S5

	SP-150060
	32.111-2
	0076
	1
	10.3.0
	Rel‑10
	"Rel‑10 CR 32.111-2 Replacement of obsolete term "N interface"" and apply alarm probable causes also to EPS"""
	approved
	A
	10.4.0
	OAM8
	S5

	SP-150060
	32.111-2
	0077
	1
	11.1.0
	Rel‑11
	"Rel‑11 CR 32.111-2 Replacement of obsolete term "N interface"" and apply alarm probable causes also to EPS"""
	approved
	A
	11.2.0
	OAM8
	S5

	SP-150060
	32.111-2
	0078
	1
	12.1.0
	Rel‑12
	"Rel‑12 CR 32.111-2 Replacement of obsolete term "N interface"" and apply alarm probable causes also to EPS"""
	approved
	A
	12.2.0
	OAM8
	S5

	SP-150059
	32.111-2
	0079
	-
	12.1.0
	Rel‑12
	Rel‑12 CR 32.111-2 Remove obsolete class diagram
	approved
	F
	12.2.0
	OAM-AMI
	S5

	SP-150061
	32.155
	0005
	-
	13.0.1
	Rel‑13
	Rel‑13 CR 32155 Editorial corrections
	approved
	D
	13.1.0
	OAM13
	S5

	SP-150068
	32.251
	0394
	1
	12.8.0
	Rel‑13
	Rel‑13 CR 32.251 Use of Charging Characteristics to Activate PCC Function per UE
	approved
	B
	13.0.0
	CH13
	S5

	SP-150067
	32.251
	0395
	1
	12.8.0
	Rel‑12
	Rel‑12 CR 32.251 Consistency correction to basic principles for PS Domain online charging
	approved
	F
	12.9.0
	CH12
	S5

	SP-150067
	32.251
	0396
	1
	12.8.0
	Rel‑12
	Rel‑12 CR 32.251 Clarification of charging id usage in CHIPS
	approved
	F
	12.9.0
	CH12
	S5

	SP-150070
	32.252
	0012
	-
	8.1.0
	Rel‑8
	Rel‑8 CR 32.252 Correction on IETF references
	approved
	F
	8.2.0
	CH8
	S5

	SP-150070
	32.252
	0013
	-
	9.1.0
	Rel‑9
	Rel‑9 CR 32.252 Correction on IETF references
	approved
	A
	9.2.0
	CH8
	S5

	SP-150070
	32.252
	0014
	-
	10.2.0
	Rel‑10
	Rel‑10 CR 32.252 Correction on IETF references
	approved
	A
	10.3.0
	CH8
	S5

	SP-150070
	32.252
	0015
	-
	11.1.0
	Rel‑11
	Rel‑11 CR 32.252 Correction on IETF references
	approved
	A
	11.2.0
	CH8
	S5

	SP-150064
	32.260
	0299
	1
	9.16.0
	Rel‑9
	Rel‑9 CR 32.260 Correction for unavailable fields in E-CSCF CDR
	approved
	F
	9.17.0
	CH9
	S5

	SP-150064
	32.260
	0300
	1
	10.13.0
	Rel‑10
	Rel‑10 CR 32.260 Correction for unavailable fields in E-CSCF CDR
	approved
	A
	10.14.0
	CH9
	S5

	SP-150064
	32.260
	0301
	1
	11.14.0
	Rel‑11
	Rel‑11 CR 32.260 Correction for unavailable fields in E-CSCF CDR
	approved
	A
	11.15.0
	CH9
	S5

	SP-150064
	32.260
	0302
	1
	12.6.0
	Rel‑12
	Rel‑12 CR 32.260 Correction for unavailable fields in E-CSCF CDR
	approved
	A
	12.7.0
	CH9
	S5

	SP-150064
	32.260
	0303
	1
	13.0.0
	Rel‑13
	Rel‑13 CR 32.260 Correction for unavailable fields in E-CSCF CDR
	approved
	A
	13.1.0
	CH9
	S5

	SP-150062
	32.260
	0304
	1
	13.0.0
	Rel‑13
	Rel‑13 CR 32.260 Introduction of reason header in IMS online charging
	approved
	B
	13.1.0
	ULRELC-CH
	S5

	SP-150066
	32.273
	0034
	-
	11.2.0
	Rel‑11
	Rel‑11 CR 32.273 Correction for charging based on MBMS Data Transfer Time
	approved
	F
	11.3.0
	MBMS_EPS, CH11
	S5

	SP-150066
	32.273
	0035
	-
	12.1.0
	Rel‑12
	Rel‑12 CR 32.273 Correction for charging based on MBMS Data Transfer Time
	approved
	A
	12.2.0
	MBMS_EPS, CH11
	S5

	SP-150066
	32.273
	0036
	-
	13.0.0
	Rel‑13
	Rel‑13 CR 32.273 Correction for charging based on MBMS Data Transfer Time
	approved
	A
	13.1.0
	MBMS_EPS, CH11
	S5

	SP-150065
	32.275
	0061
	1
	10.2.0
	Rel‑10
	Rel‑10 CR 32.275 Inconsistency correction of subscriber role
	approved
	F
	10.3.0
	CH10
	S5

	SP-150065
	32.275
	0062
	1
	11.4.0
	Rel‑11
	Rel‑11 CR 32.275 Inconsistency correction of subscriber role
	approved
	A
	11.5.0
	CH10
	S5

	SP-150065
	32.275
	0063
	1
	12.2.0
	Rel‑12
	Rel‑12 CR 32.275 Inconsistency correction of subscriber role
	approved
	A
	12.3.0
	CH10
	S5

	SP-150069
	32.277
	0001
	-
	12.0.0
	Rel‑12
	Rel‑12 CR 32.277 Corrections to UE requirements for ProSe Direct Communication Charging
	approved
	F
	12.1.0
	ProSe-CH
	S5

	SP-150069
	32.277
	0002
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.277 Consistency correction to charging information for ProSe Direct Discovery
	approved
	F
	12.1.0
	ProSe-CH
	S5

	SP-150069
	32.277
	0003
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.277 Adding additional ProSe Information element
	approved
	F
	12.1.0
	ProSe-CH
	S5

	SP-150069
	32.277
	0004
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.277 Adding bindings for ProSe offline charging
	approved
	B
	12.1.0
	ProSe-CH
	S5

	SP-150069
	32.277
	0005
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.277 Correction of triggers for ProSe PF-DC-CDR charging information addition
	approved
	F
	12.1.0
	ProSe-CH
	S5

	SP-150069
	32.277
	0006
	1
	12.0.0
	Rel‑12
	Rel‑12 CR 32.277 Remove editor's note for PF-ED-CDR
	approved
	F
	12.1.0
	ProSe-CH
	S5

	SP-150064
	32.298
	0510
	1
	9.20.0
	Rel‑9
	Rel‑9 CR 32.298 Correction for unavailable fields in E-CSCF CDR
	approved
	F
	9.21.0
	CH9
	S5

	SP-150064
	32.298
	0511
	1
	10.17.0
	Rel‑10
	Rel‑10 CR 32.298 Correction for unavailable fields in E-CSCF CDR
	approved
	A
	10.18.0
	CH9
	S5

	SP-150064
	32.298
	0512
	1
	11.12.0
	Rel‑11
	Rel‑11 CR 32.298 Correction for unavailable fields in E-CSCF CDR
	approved
	A
	11.13.0
	CH9
	S5

	SP-150064
	32.298
	0513
	1
	12.6.0
	Rel‑12
	Rel‑12 CR 32.298 Correction for unavailable fields in E-CSCF CDR
	approved
	A
	12.7.0
	CH9
	S5

	SP-150064
	32.298
	0514
	-
	9.20.0
	Rel‑9
	Rel‑9 CR 32.298 Corrections for IPv6 Address Usage in PGW and SGW CDRs
	approved
	F
	9.21.0
	CH9
	S5

	SP-150064
	32.298
	0515
	-
	10.17.0
	Rel‑10
	Rel‑10 CR 32.298 Corrections for IPv6 Address Usage in PGW and SGW CDRs
	approved
	A
	10.18.0
	CH9
	S5

	SP-150064
	32.298
	0516
	-
	11.12.0
	Rel‑11
	Rel‑11 CR 32.298 Corrections for IPv6 Address Usage in PGW and SGW CDRs
	approved
	A
	11.13.0
	CH9
	S5

	SP-150064
	32.298
	0517
	-
	12.6.0
	Rel‑12
	Rel‑12 CR 32.298 Corrections for IPv6 Address Usage in PGW and SGW CDRs
	approved
	A
	12.7.0
	CH9
	S5

	SP-150067
	32.298
	0518
	-
	12.6.0
	Rel‑12
	Rel‑12 CR 32.298 Corrections for IPv6 Address Usage in ePDG and TDF CDRs
	approved
	F
	12.7.0
	CH12, ABC
	S5

	SP-150066
	32.298
	0519
	-
	11.12.0
	Rel‑11
	Rel‑11 CR 32.298 Correction for charging based on MBMS Data Transfer Time
	approved
	F
	11.13.0
	MBMS_EPS, CH11
	S5

	SP-150066
	32.298
	0520
	-
	12.6.0
	Rel‑12
	Rel‑12 CR 32.298 Correction for charging based on MBMS Data Transfer Time
	approved
	A
	12.7.0
	MBMS_EPS, CH11
	S5

	SP-150065
	32.298
	0521
	1
	10.17.0
	Rel‑10
	Rel‑10 CR 32.298 Inconsistency correction of subscriber role
	approved
	F
	10.18.0
	CH10
	S5

	SP-150065
	32.298
	0522
	1
	11.12.0
	Rel‑11
	Rel‑11 CR 32.298 Inconsistency correction of subscriber role
	approved
	A
	11.13.0
	CH10
	S5

	SP-150065
	32.298
	0523
	1
	12.6.0
	Rel‑12
	Rel‑12 CR 32.298 Inconsistency correction of subscriber role
	approved
	A
	12.7.0
	CH10
	S5

	SP-150069
	32.298
	0524
	1
	12.6.0
	Rel‑12
	Rel‑12 CR 32.298 Introduction of CDR parameters for Prose Charging
	approved
	B
	12.7.0
	ProSe-CH
	S5

	SP-150062
	32.299
	0620
	-
	12.7.0
	Rel‑13
	Rel‑13 CR 32.299 Introduction of reason header in IMS online charging
	approved
	B
	13.0.0
	ULRELC-CH
	S5

	SP-150070
	32.299
	0621
	1
	8.23.0
	Rel‑8
	Rel‑8 CR 32.299 Correction on IETF references
	approved
	F
	8.24.0
	CH8
	S5

	SP-150070
	32.299
	0622
	1
	9.19.0
	Rel‑9
	Rel‑9 CR 32.299 Correction on IETF references
	approved
	A
	9.20.0
	CH8
	S5

	SP-150070
	32.299
	0623
	1
	10.14.0
	Rel‑10
	Rel‑10 CR 32.299 Correction on IETF references
	approved
	A
	10.15.0
	CH8
	S5

	SP-150070
	32.299
	0624
	1
	11.14.0
	Rel‑11
	Rel‑11 CR 32.299 Correction on IETF references
	approved
	A
	11.15.0
	CH8
	S5

	SP-150070
	32.299
	0625
	1
	12.7.0
	Rel‑12
	Rel‑12 CR 32.299 Correction on IETF references
	approved
	A
	12.8.0
	CH8
	S5

	SP-150066
	32.299
	0626
	-
	11.14.0
	Rel‑11
	Rel‑11 CR 32.299 Correction for charging based on MBMS Data Transfer Time
	approved
	F
	11.15.0
	MBMS_EPS, CH11
	S5

	SP-150066
	32.299
	0627
	-
	12.7.0
	Rel‑12
	Rel‑12 CR 32.299 Correction for charging based on MBMS Data Transfer Time
	approved
	A
	12.8.0
	MBMS_EPS, CH11
	S5

	SP-150065
	32.299
	0628
	1
	10.14.0
	Rel‑10
	Rel‑10 CR 32.299 Inconsistency correction of subscriber role
	approved
	F
	10.15.0
	CH10
	S5

	SP-150065
	32.299
	0629
	1
	11.14.0
	Rel‑11
	Rel‑11 CR 32.299 Inconsistency correction of subscriber role
	approved
	A
	11.15.0
	CH10
	S5

	SP-150065
	32.299
	0630
	1
	12.7.0
	Rel‑12
	Rel‑12 CR 32.299 Inconsistency correction of subscriber role
	approved
	A
	12.8.0
	CH10
	S5

	SP-150069
	32.299
	0631
	1
	12.7.0
	Rel‑12
	Rel‑12 CR 32.299 Introducing new AVPs for ProSe charging
	approved
	B
	12.8.0
	ProSe-CH
	S5

	SP-150061
	32.425
	0156
	1
	13.0.0
	Rel‑13
	CR R13 32.425 Enhance the HWC counters in MRO
	approved
	B
	13.1.0
	OAM13
	S5

	SP-150075
	33.107
	0165
	-
	12.9.0
	Rel‑12
	Correction to referenced in-house clauses
	approved
	F
	12.10.0
	LI12
	S3

	SP-150075
	33.107
	0166
	-
	12.9.0
	Rel‑12
	Adding a minor note on how to understand the architecture that support the annex M of TS 33.108 on Hi1 over Hi2
	approved
	F
	12.10.0
	LI12
	S3

	SP-150075
	33.107
	0167
	-
	12.9.0
	Rel‑12
	Clarification on X interfaces
	approved
	F
	12.10.0
	LI12
	S3

	SP-150075
	33.107
	0168
	-
	12.9.0
	Rel‑12
	Adding logical function information
	approved
	F
	12.10.0
	LI12
	S3

	SP-150075
	33.107
	0169
	-
	12.9.0
	Rel‑12
	Uniform use of "target"
	approved
	F
	12.10.0
	LI12
	S3

	SP-150075
	33.107
	0170
	-
	12.9.0
	Rel‑12
	Adding the details of ProSe one-to-many communication interception
	approved
	B
	12.10.0
	LI12
	S3

	SP-150075
	33.107
	0171
	-
	12.9.0
	Rel‑12
	WebRTC Interworking LI Stage 2
	approved
	B
	12.10.0
	LI12
	S3

	SP-150075
	33.108
	0259
	-
	12.7.0
	Rel‑12
	Correction of ASN.1 of GCSEHI2Operations
	approved
	F
	12.8.0
	LI12
	S3

	SP-150075
	33.108
	0260
	-
	12.7.0
	Rel‑12
	Remove EPSLocation in UmtsHI2Operations B.3
	approved
	F
	12.8.0
	LI12
	S3

	SP-150075
	33.108
	0261
	-
	12.7.0
	Rel‑12
	Addition of LI set-up time in the HI1 notification
	approved
	F
	12.8.0
	LI12
	S3

	SP-150075
	33.108
	0262
	-
	12.7.0
	Rel‑12
	Adding functional element information
	approved
	F
	12.8.0
	LI12
	S3

	SP-150075
	33.108
	0263
	-
	12.7.0
	Rel‑12
	Corrections on annex M (Informative) Generic LI notification (HI1 notification using HI2 method).
	approved
	F
	12.8.0
	LI12
	S3

	SP-150075
	33.108
	0264
	-
	12.7.0
	Rel‑12
	Uniform use of "target"
	approved
	F
	12.8.0
	LI12
	S3

	SP-150075
	33.108
	0265
	-
	12.7.0
	Rel‑12
	Packet Data Header Reporting Correction in IWLAN ASN.1
	approved
	F
	12.8.0
	LI12
	S3

	SP-150075
	33.108
	0266
	-
	12.7.0
	Rel‑12
	HI2_HI3 Updates for WebRTC Interworking
	approved
	B
	12.8.0
	LI12
	S3

	SP-150078
	33.187
	0002
	1
	12.1.0
	Rel‑12
	USAT Pairing update
	approved
	F
	12.2.0
	MTCe
	S3

	SP-150077
	33.303
	0052
	1
	12.2.0
	Rel‑12
	Discovery Slot Clarification
	reissued
	F
	
	ProSe
	S3

	SP-150150
	33.303
	0052
	1
	12.2.0
	Rel‑12
	Discovery Slot Clarification
	approved
	F
	12.3.0
	ProSe
	S3

	SP-150150
	33.303
	0053
	-
	12.2.0
	Rel‑12
	Clarifying PTK Identity description in TS 33.303
	approved
	F
	12.3.0
	ProSe
	S3

	SP-150077
	33.303
	0053
	-
	12.2.0
	Rel‑12
	Clarifying PTK Identity description in TS 33.303
	reissued
	F
	
	ProSe
	S3

	SP-150077
	33.303
	0054
	1
	12.2.0
	Rel‑12
	Clarification of one-to-many requirements
	reissued
	F
	
	ProSe
	S3

	SP-150150
	33.303
	0054
	1
	12.2.0
	Rel‑12
	Clarification of one-to-many requirements
	approved
	F
	12.3.0
	ProSe
	S3

	SP-150150
	33.303
	0055
	1
	12.2.0
	Rel‑12
	Security information in PDCP Header
	approved
	F
	12.3.0
	Prose
	S3

	SP-150077
	33.303
	0055
	1
	12.2.0
	Rel‑12
	Security information in PDCP Header
	reissued
	F
	
	Prose
	S3

	SP-150077
	33.303
	0056
	1
	12.2.0
	Rel‑12
	Adding a MIC Check timer to direct discovery procedures
	revised
	F
	
	ProSe
	S3

	SP-150150
	33.303
	0056
	2
	12.2.0
	Rel‑12
	Adding a MIC Check timer to direct discovery procedures
	approved
	F
	12.3.0
	ProSe
	S3

	SP-150076
	33.401
	0546
	1
	12.13.0
	Rel‑12
	Correntions on SCG security algorithm negotiation
	approved
	F
	12.14.0
	LTE_SC_enh_L1
	S3

	RP-150322
	34.108
	0971
	-
	11.12.0
	Rel‑11
	Correction to Contents of System Information Block Type 5 for condition B2 & B3
	approved
	F
	11.13.0
	TEI8_Test
	R5

	RP-150322
	34.108
	0972
	-
	11.12.0
	Rel‑11
	Correction to default value of System Information Block type 5 for FDD
	approved
	F
	11.13.0
	TEI8_Test
	R5

	RP-150325
	34.108
	0973
	-
	11.12.0
	Rel‑11
	Corrections in the default RADIO BEARER SETUP message for DC-HSDPA with MIMO
	approved
	F
	11.13.0
	TEI9_Test
	R5

	RP-150327
	34.108
	0974
	-
	11.12.0
	Rel‑11
	Corrections in the default RADIO BEARER SETUP message for 4C-HSDPA
	approved
	F
	11.13.0
	TEI10_Test
	R5

	RP-150339
	34.108
	0975
	-
	11.12.0
	Rel‑11
	Corrections in the default RADIO BEARER SETUP message for Multiflow
	approved
	F
	11.13.0
	HSDPA_MFTX-UEConTest
	R5

	RP-150322
	34.108
	0976
	-
	11.12.0
	Rel‑11
	Correction to UTRAN Radio Bearer Setup Message for condition A30
	approved
	F
	11.13.0
	TEI8_Test
	R5

	RP-150321
	34.108
	0977
	-
	11.12.0
	Rel‑11
	Correction to the default RADIO BEARER SETUP message for A28a MIMO/nonMIMO
	approved
	F
	11.13.0
	TEI7_Test
	R5

	RP-150338
	34.121-1
	1597
	-
	11.6.0
	Rel‑12
	Update Test Tolerance analyses for enhCELL_FACH Test cases 8.3.5.2B and 8.3.5.2D
	approved
	F
	12.0.0
	Cell_FACH_enh-UEConTest
	R5

	RP-150325
	34.122
	0435
	-
	11.9.0
	Rel‑11
	Correction to test procedure of TC 8.7.15 and 8.7.17
	approved
	F
	11.10.0
	TEI9_Test
	R5

	RP-150320
	34.123-1
	3705
	-
	11.5.0
	Rel‑11
	Correction to 8.1.5.7: addition of new capabilities
	approved
	F
	11.6.0
	TEI_Test
	R5

	RP-150321
	34.123-1
	3706
	-
	11.5.0
	Rel‑11
	Correction to Rel‑7 MIMO/nonMIMO test cases 8.2.271 and 8.2.2.72
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150322
	34.123-1
	3707
	-
	11.5.0
	Rel‑11
	Correction to MAC-i/is test case 7.1.7.3
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150322
	34.123-1
	3708
	-
	11.5.0
	Rel‑11
	Correction to Rel‑8 CSG testcase 12.3.1.10
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150322
	34.123-1
	3709
	-
	11.5.0
	Rel‑11
	Correction to Rel‑8 Supplementary Services testcase 15.8.9
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150339
	34.123-1
	3710
	-
	11.5.0
	Rel‑11
	Addition of a new Multiflow test case 7.1.11
	approved
	F
	11.6.0
	HSDPA_MFTX-UEConTest
	R5

	RP-150321
	34.123-1
	3711
	-
	11.5.0
	Rel‑11
	Correction to Rel‑7 MIMO/nonMIMO test cases 8.3.11.17 and 8.3.11.18
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150321
	34.123-1
	3712
	-
	11.5.0
	Rel‑11
	Correction to NISPCA test case 11.3.2a
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150322
	34.123-1
	3713
	-
	11.5.0
	Rel‑11
	Correction to UTRAN test case 7.1.8.7
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150322
	34.123-1
	3714
	-
	11.5.0
	Rel‑11
	Correction to idle mode test case 6.3.2.1
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150322
	34.123-1
	3715
	-
	11.5.0
	Rel‑11
	Correction to ETWS test case 8.1.1.13
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150322
	34.123-1
	3716
	-
	11.5.0
	Rel‑11
	Correction to SS test case 15.7.11 and 15.7.12
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150322
	34.123-1
	3717
	-
	11.5.0
	Rel‑11
	Correction to SS test case 15.8.8
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150320
	34.123-1
	3718
	-
	11.5.0
	Rel‑11
	Correction to SMS test case 16.1.1 and 16.1.2
	approved
	F
	11.6.0
	TEI_Test
	R5

	RP-150320
	34.123-1
	3719
	-
	11.5.0
	Rel‑11
	Correction to SMS test case 16.2.1 and 16.2.2
	approved
	F
	11.6.0
	TEI_Test
	R5

	RP-150321
	34.123-1
	3720
	-
	11.5.0
	Rel‑11
	Correction to test case 11.1.5.2
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150325
	34.123-1
	3721
	-
	11.5.0
	Rel‑11
	Correction to DC-HSUPA test case 8.3.4.20
	approved
	F
	11.6.0
	TEI9_Test
	R5

	RP-150322
	34.123-1
	3722
	-
	11.5.0
	Rel‑11
	Correction to Rel‑8 Absolute Priority Cell reselection testcase 8.3.1.52
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150322
	34.123-1
	3723
	-
	11.5.0
	Rel‑11
	Correction to Rel‑8 Absolute Priority Cell reselection testcase 8.3.1.53
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150322
	34.123-1
	3724
	-
	11.5.0
	Rel‑11
	Correction to Rel‑8 Absolute Priority Cell reselection testcase 8.3.1.54
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150327
	34.123-1
	3725
	-
	11.5.0
	Rel‑11
	Correction to Rel‑10 testcase 9.4.3.3a
	approved
	F
	11.6.0
	TEI10_Test
	R5

	RP-150327
	34.123-1
	3726
	-
	11.5.0
	Rel‑11
	Correction to Rel‑10 testcase 12.4.1.4f
	approved
	F
	11.6.0
	TEI10_Test
	R5

	RP-150325
	34.123-1
	3727
	-
	11.5.0
	Rel‑11
	Correction of test case 8.2.2.77
	approved
	F
	11.6.0
	TEI9_Test
	R5

	RP-150325
	34.123-1
	3728
	-
	11.5.0
	Rel‑11
	Correction of test case 8.2.2.78
	approved
	F
	11.6.0
	TEI9_Test
	R5

	RP-150322
	34.123-1
	3729
	-
	11.5.0
	Rel‑11
	Correction of Improved L2 UL MAC test case 7.2.2.15
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150338
	34.123-1
	3730
	-
	11.5.0
	Rel‑11
	Correction to Further Enhancement to CELL_FACH test cases 8.3.1.49b
	approved
	F
	11.6.0
	Cell_FACH_enh-UEConTest
	R5

	RP-150338
	34.123-1
	3731
	-
	11.5.0
	Rel‑11
	Correction to Further Enhancement to CELL_FACH test cases 8.3.1.49c
	approved
	F
	11.6.0
	Cell_FACH_enh-UEConTest
	R5

	RP-150339
	34.123-1
	3732
	-
	11.5.0
	Rel‑11
	Correction to Multiflow RLC test cases 7.2.5.4 and 7.2.5.5
	approved
	F
	11.6.0
	HSDPA_MFTX-UEConTest
	R5

	RP-150339
	34.123-1
	3733
	-
	11.5.0
	Rel‑11
	Addition of new Multiflow HSDPA test case 8.2.2.85.2 test
	approved
	F
	11.6.0
	HSDPA_MFTX-UEConTest
	R5

	RP-150339
	34.123-1
	3734
	-
	11.5.0
	Rel‑11
	Addition of new Multiflow test cases 7.2.5.1 and 7.2.5.2
	approved
	F
	11.6.0
	HSDPA_MFTX-UEConTest
	R5

	RP-150321
	34.123-1
	3735
	-
	11.5.0
	Rel‑11
	Correction to CPC test case 7.1.6.2.11
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150339
	34.123-1
	3736
	-
	11.5.0
	Rel‑11
	Correction to Multiflow HSDPA clause 8.2.2.85 and test case 8.2.2.85.1
	approved
	F
	11.6.0
	HSDPA_MFTX-UEConTest
	R5

	RP-150321
	34.123-2
	0725
	-
	11.5.0
	Rel‑11
	Corrections to title in applicability table for test case 8.2.2.63a
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150339
	34.123-2
	0726
	-
	11.5.0
	Rel‑11
	Adding applicability for new test cases 8.2.2.85.2
	approved
	F
	11.6.0
	HSDPA_MFTX-UEConTest
	R5

	RP-150321
	34.123-2
	0727
	-
	11.5.0
	Rel‑11
	Correction of test case 8.1.7.3
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150339
	34.123-2
	0728
	-
	11.5.0
	Rel‑11
	Addition of new MAC-ehs and RLC test cases for Multiflow
	approved
	F
	11.6.0
	HSDPA_MFTX-UEConTest
	R5

	RP-150320
	34.123-2
	0729
	-
	11.5.0
	Rel‑12
	Correction to the applicability condition for the Test cases 11.1.1.1 and 12.2.1.5a
	approved
	F
	12.0.0
	TEI_Test
	R5

	RP-150320
	34.123-2
	0730
	-
	11.5.0
	Rel‑11
	Correction to the applicability condition for the Test case 12.2.1.11
	approved
	F
	11.6.0
	TEI_Test
	R5

	RP-150325
	34.123-2
	0731
	-
	11.5.0
	Rel‑11
	Correction of applicability condition for IMS Emergency test cases 13.4.1 to 13.4.5
	approved
	F
	11.6.0
	TEI9_Test
	R5

	RP-150322
	34.123-2
	0732
	-
	11.5.0
	Rel‑11
	Update to GMM Test case 12.3.1.10 applicability condition
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150339
	34.123-2
	0733
	-
	11.5.0
	Rel‑11
	Remove Multiflow RLC test case 7.2.5.5
	approved
	F
	11.6.0
	HSDPA_MFTX-UEConTest
	R5

	RP-150322
	34.123-3
	3295
	-
	11.5.0
	Rel‑11
	Addition of TC 12.4.2.5e to the list of cases which requires more than two radio frequencies
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150339
	34.123-3
	3296
	-
	11.5.0
	Rel‑11
	HSDPA Multiflow Test Model for RLC test cases
	approved
	F
	11.6.0
	HSDPA_MFTX-UEConTest
	R5

	RP-150338
	34.123-3
	3297
	-
	11.5.0
	Rel‑11
	Addition of Further Enhanced CELL_FACH Test Model
	approved
	F
	11.6.0
	Cell_FACH_enh-UEConTest
	R5

	RP-150320
	34.123-3
	3298
	-
	11.5.0
	Rel‑11
	Routine maintenance for TS 34.123-3
	approved
	F
	11.6.0
	TEI_Test
	R5

	RP-150331
	34.123-3
	3299
	-
	11.5.0
	Rel‑11
	Corrections for WI-010 UTRA SMS test cases 16.1.2, 16.1.9.1, 16.1.9.2, 16.1.10, 16.2.2, 16.2.10
	approved
	F
	11.6.0
	TEI_Test
	R5

	RP-150331
	34.123-3
	3300
	-
	11.5.0
	Rel‑11
	Correction to TTCN implementation for test case 9.5.2
	approved
	F
	11.6.0
	TEI_Test
	R5

	RP-150331
	34.123-3
	3301
	-
	11.5.0
	Rel‑11
	Correction to GCF WI-140 NISPC test case 11.3.2a
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150331
	34.123-3
	3302
	-
	11.5.0
	Rel‑11
	Correction in Rel‑7 Uplink 16 QAM test cases
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150331
	34.123-3
	3303
	-
	11.5.0
	Rel‑11
	Correction to UTRA SS Test Cases on IWD wk49
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3304
	-
	11.5.0
	Rel‑11
	Addidtion of Rel‑10 NAS testcase 12.4.1.4f to UTRAN testsuite
	approved
	B
	11.6.0
	TEI10_Test
	R5

	RP-150331
	34.123-3
	3305
	-
	11.5.0
	Rel‑11
	Correction to Rel‑8 CSG TCs 12.2.1.5e, 12.2.2.7e and 12.4.2.5e
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3306
	-
	11.5.0
	Rel‑11
	Addition of WI-131 Rel‑8 Enh. Cell FACH UL Test Case 7.1.8.7 to HSPA8_ENH ATS
	approved
	B
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3307
	-
	11.5.0
	Rel‑11
	Addidtion of Rel‑10 NAS testcase 9.4.3.3a to UTRAN testsuite
	approved
	B
	11.6.0
	TEI10_Test
	R5

	RP-150331
	34.123-3
	3308
	-
	11.5.0
	Rel‑11
	Correction to UTRAN Rel‑7 test case 11.3.2a
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150331
	34.123-3
	3309
	-
	11.5.0
	Rel‑11
	Addidtion of Rel‑7 NISPC testcase 11.1.5.2 to UTRAN testsuite
	approved
	B
	11.6.0
	TEI7_Test
	R5

	RP-150331
	34.123-3
	3310
	-
	11.5.0
	Rel‑11
	Correction to MAC-I/Is test case 7.1.7.3
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3311
	-
	11.5.0
	Rel‑11
	Addidtion of Rel‑8 RRC testcase 8.3.1.52 to HSPA8_ENH testsuite
	approved
	B
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3312
	-
	11.5.0
	Rel‑11
	Addidtion of Rel‑8 RRC testcase 8.3.1.53 to HSPA8_ENH testsuite
	approved
	B
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3313
	-
	11.5.0
	Rel‑11
	Addidtion of Rel‑8 RRC testcase 8.3.1.54 to HSPA8_ENH testsuite
	approved
	B
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3314
	-
	11.5.0
	Rel‑11
	Addition of WI-131 Rel‑8 Enh. Cell FACH UL Test Case 8.2.1.42 to HSPA8_ENH ATS
	approved
	B
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3315
	-
	11.5.0
	Rel‑11
	Correction to GCF WI-070 UTRA CPC Testcase 7.1.6.2.11
	approved
	F
	11.6.0
	TEI7_Test
	R5

	RP-150331
	34.123-3
	3316
	-
	11.5.0
	Rel‑11
	General Corrections to all test suites for support of A5/4 and GEA4
	approved
	F
	11.6.0
	TEI_Test
	R5

	RP-150331
	34.123-3
	3317
	-
	11.5.0
	Rel‑11
	Addition of WI-187 Rel‑9 A5/4 and UEA1/UIA1 test case 8.3.7.1c to HSPA9_ENH ATS
	approved
	B
	11.6.0
	TEI9_Test
	R5

	RP-150331
	34.123-3
	3318
	-
	11.5.0
	Rel‑11
	Addition of WI-187 Rel‑9 A5/4 and UEA2/UIA2 test case 8.3.7.1d to HSPA9_ENH ATS
	approved
	B
	11.6.0
	TEI9_Test
	R5

	RP-150331
	34.123-3
	3319
	-
	11.5.0
	Rel‑11
	Addition of WI-188 Rel‑9 GEA4 and UEA2/UIA2 test case 8.3.11.1c to HSPA9_ENH ATS
	approved
	B
	11.6.0
	TEI9_Test
	R5

	RP-150331
	34.123-3
	3320
	-
	11.5.0
	Rel‑11
	Corrections to UTRA CSG test case 6.3.1.4
	approved
	F
	11.6.0
	TEI9_Test
	R5

	RP-150331
	34.123-3
	3321
	-
	11.5.0
	Rel‑11
	Addition of WI-130 MAC-IS/I 7.1.7.5 to HSPA8_ENH ATS
	approved
	B
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3322
	-
	11.5.0
	Rel‑11
	Correction to Attach Accept procedures for UTRAN34 testcases
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3323
	-
	11.5.0
	Rel‑11
	Correction to Rel‑8 Supplementary service test cases based on 14wk49 ATS
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3324
	-
	11.5.0
	Rel‑11
	Corrections to GCF WI-158 UTRA CSG test case 12.3.1.10
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3325
	-
	11.5.0
	Rel‑11
	Corrections to the UTRA CSG test case 6.3.1.1
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150331
	34.123-3
	3326
	-
	11.5.0
	Rel‑11
	Corrections to UTRA CSG test case 6.3.2.2
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150330
	34.123-3
	3327
	-
	11.5.0
	Rel‑11
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	11.6.0
	TEI8_Test
	R5

	RP-150325
	34.229-1
	0620
	-
	12.4.1
	Rel‑12
	Correction to IMS test case 8.16
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150325
	34.229-1
	0621
	-
	12.4.1
	Rel‑12
	Correction to Test case 19.5.8
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150322
	34.229-1
	0622
	-
	12.4.1
	Rel‑12
	Correction to Test case 15.10a
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150325
	34.229-1
	0623
	-
	12.4.1
	Rel‑12
	Correction to Test case 19.5.7
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150325
	34.229-1
	0624
	-
	12.4.1
	Rel‑12
	Add reference document of RFC4488
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150322
	34.229-1
	0625
	-
	12.4.1
	Rel‑12
	Correction to GCF WI-154 IMS Emergency call Testcase 19.5.7
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0626
	-
	12.4.1
	Rel‑12
	Correction to GCF WI-154 IMS Emergency call Testcases
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150325
	34.229-1
	0627
	-
	12.4.1
	Rel‑12
	Correction to IMS Emergency Call test case 19.1.5
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150325
	34.229-1
	0628
	-
	12.4.1
	Rel‑12
	Correction to IMS Emergency Call test case 19.5.7
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150322
	34.229-1
	0629
	-
	12.4.1
	Rel‑12
	Three way session creation
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0630
	-
	12.4.1
	Rel‑12
	Updating RFC 4244 to RFC 7044
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0631
	-
	12.4.1
	Rel‑12
	s-lines in SDP
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150340
	34.229-1
	0632
	-
	12.4.1
	Rel‑12
	Updates to A.1 default REGISTER messages
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150340
	34.229-1
	0633
	-
	12.4.1
	Rel‑12
	Updates to A.8 default messages for CS to PS SRVCC
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150340
	34.229-1
	0634
	-
	12.4.1
	Rel‑12
	Updates to annex C.39
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150322
	34.229-1
	0635
	-
	12.4.1
	Rel‑12
	Contact header in UPDATE requests
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0636
	-
	12.4.1
	Rel‑12
	Correction for generic test procedure for IMS MO call
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150340
	34.229-1
	0637
	-
	12.4.1
	Rel‑12
	Correction to the procedure of C.40
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150325
	34.229-1
	0638
	-
	12.4.1
	Rel‑12
	Correction to the inconsistency in 19.1.3a
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150325
	34.229-1
	0639
	-
	12.4.1
	Rel‑12
	Correction to the missing part on TC19.3.2
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150325
	34.229-1
	0640
	-
	12.4.1
	Rel‑12
	Correction to IMS Emergency Call test case 19.1.3
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150322
	34.229-1
	0641
	-
	12.4.1
	Rel‑12
	Updating draft-montemurro-gsma-imei-urn to RFC
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0642
	-
	12.4.1
	Rel‑12
	Addressing Action Point AP#65.02 on o-lines in SDP
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0643
	-
	12.4.1
	Rel‑12
	Correction to GCF WI-198 IMS Video call Testcase 12.22
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150325
	34.229-1
	0644
	-
	12.4.1
	Rel‑12
	Correction to test case 19.3.2b
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150322
	34.229-1
	0645
	-
	12.4.1
	Rel‑12
	Corrections to IMS test case 15.15
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0646
	-
	12.4.1
	Rel‑12
	ACK request in C.31
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0647
	-
	12.4.1
	Rel‑12
	183 Session Progress in TC 15.8
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0648
	-
	12.4.1
	Rel‑12
	Add test case for GBA
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0649
	-
	12.4.1
	Rel‑12
	Directionality attribute in MO and MT calls
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0650
	-
	12.4.1
	Rel‑12
	Update annex C.29.2
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150340
	34.229-1
	0651
	-
	12.4.1
	Rel‑12
	Updates to annex C.40
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150340
	34.229-1
	0652
	-
	12.4.1
	Rel‑12
	Updates to annex C.42
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150322
	34.229-1
	0653
	-
	12.4.1
	Rel‑12
	Correction to C.25 - Generic test procedure for setting up MTSI MO video call for EPS
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0654
	-
	12.4.1
	Rel‑12
	Update of SDP message content for test case 17.1
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150322
	34.229-1
	0655
	-
	12.4.1
	Rel‑12
	Correction to WI-103 Conference Call TC
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150340
	34.229-1
	0656
	-
	12.4.1
	Rel‑12
	Addition of new generic procedure for UE receiving SIP REFER request for transfer of additional CS to PS Call
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150322
	34.229-2
	0136
	-
	12.3.0
	Rel‑12
	Add applicability for new GBA test case
	approved
	F
	12.4.0
	TEI8_Test
	R5

	RP-150322
	34.229-2
	0137
	-
	12.3.0
	Rel‑12
	Add capability for GBA
	approved
	F
	12.4.0
	TEI8_Test
	R5

	RP-150322
	34.229-2
	0138
	-
	12.3.0
	Rel‑12
	Clarification on A.12/23 vs A.12/35
	approved
	F
	12.4.0
	TEI8_Test
	R5

	RP-150322
	34.229-3
	0253
	-
	10.5.0
	Rel‑10
	Routine maintenance for TS 34.229-3
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0254
	-
	10.5.0
	Rel‑10
	Addition of GCF WI-154 IMS emergency call testcase 19.3.1 over 36.523-3 Test Model
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-150333
	34.229-3
	0255
	-
	10.5.0
	Rel‑10
	Correction of IMS test case 8.1: sip-instance
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0256
	-
	10.5.0
	Rel‑10
	Addition of GCF WI-198 MO MTSI Video Call test case 12.21 ^^(using 36.523-3 test model)
	approved
	B
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0257
	-
	10.5.0
	Rel‑10
	Correction to IMS Emergency call test case 19.4.1
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-150333
	34.229-3
	0258
	-
	10.5.0
	Rel‑10
	Addition of GCF WI-154 Emergency Call Testcase 19.3.4 over 36.523-3 Test Model
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-150333
	34.229-3
	0259
	-
	10.5.0
	Rel‑10
	Correction of o-lines in SDP bodies sent by SS
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0260
	-
	10.5.0
	Rel‑10
	Correction to GCF WI-171 IMS SSAC test case 12.18
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-150333
	34.229-3
	0261
	-
	10.5.0
	Rel‑10
	Addition of GCF WI-154 IMS Emergency Call test case 19.1.5
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-150333
	34.229-3
	0262
	-
	10.5.0
	Rel‑10
	Correction to IMS Registration Procedure
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0263
	-
	10.5.0
	Rel‑10
	Correction to GCF WI-103 IMS test case 11.2
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0264
	-
	10.5.0
	Rel‑10
	Addition of GCF WI-198 MO MTSI Video Call test case 12.22 over 36.523-3 Test Model
	approved
	B
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0265
	-
	10.5.0
	Rel‑10
	Correction to GCF WI-154 IMS emergency test case 19.5.6 and 19 5.7
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-150333
	34.229-3
	0266
	-
	10.5.0
	Rel‑10
	Correction to GCF WI-198 IMS MO Video Call Testcase 12.21
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0267
	-
	10.5.0
	Rel‑10
	Correction to GCF WI-154 IMS emergency test case 19.3.4
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-150333
	34.229-3
	0268
	-
	10.5.0
	Rel‑10
	Addition of GCF WI-103 IMS Conference Call Testcase 15.17 over 36.523-3 Test Model
	approved
	B
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0269
	-
	10.5.0
	Rel‑10
	Addition of GCF WI-103 IMS Conference Call Testcase 15.19 over 36.523-3 Test Model
	approved
	B
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0270
	-
	10.5.0
	Rel‑10
	Correction of IMS TC 15.10a: not-registered condition
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0271
	-
	10.5.0
	Rel‑10
	Correction to GCF WI-103 IMS 15.x XCAP Testcases
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-150333
	34.229-3
	0272
	-
	10.5.0
	Rel‑10
	Correction of XCAP TCs on usage of str2oct
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0273
	-
	10.5.0
	Rel‑10
	Correction of IMS Emergency Call testcase 19.4.5
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-150333
	34.229-3
	0274
	-
	10.5.0
	Rel‑10
	Correction of IMS SSAC Testcases 12.18, 12.19, 12.20, 12.18a, 12.19a and 12.20a
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-150333
	34.229-3
	0275
	-
	10.5.0
	Rel‑10
	Correction of prefix to XCAP Root Uri
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0276
	-
	10.5.0
	Rel‑10
	Correction to UPDATE message for IMS MT Call Testcases
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0277
	-
	10.5.0
	Rel‑10
	Correction for record-route header in IMS MT call scenarios
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0278
	-
	10.5.0
	Rel‑10
	Correction to cr_UE_RadioAccessCapability template for IMS UTRA test cases
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0279
	-
	10.5.0
	Rel‑10
	Correction to IMS Multiple PDN
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0280
	-
	10.5.0
	Rel‑10
	Correction to DNS Query procedure for IMS Testcases
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0281
	-
	10.5.0
	Rel‑10
	Correction to SessionID in IMS signalling procedures
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150333
	34.229-3
	0282
	-
	10.5.0
	Rel‑10
	Addition of GCF WI-171 MO MTSI Video Call test case 12.19 ^^(using 36.523-3 test model)
	approved
	B
	10.6.0
	TEI9_Test
	R5

	RP-150332
	34.229-3
	0283
	-
	10.5.0
	Rel‑10
	CR to 34.229-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.229-3 (prose), Annex A
	approved
	F
	10.6.0
	TEI8_Test
	R5

	RP-150338
	34.902
	0022
	-
	9.5.0
	Rel‑11
	Add Test Tolerance analysis for 34.121-1 RRM Test cases 8.3.5.2b and 8.3.5.2d
	approved
	F
	11.0.0
	Cell_FACH_enh-UEConTest
	R5

	RP-150387
	36.101
	2760
	2
	12.6.0
	Rel‑12
	Introduce additional bands of LC MTC
	approved
	B
	12.7.0
	LC_MTC_LTE-Core
	R4

	RP-150387
	36.101
	2761
	-
	12.6.0
	Rel‑12
	CR on corrections to Dual-Layer Spatial Multiplexing with multiple CSI-RS config Rel‑12
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150384
	36.101
	2763
	-
	11.11.0
	Rel‑11
	Correction for timing offset test for intraband non-contiguous CA
	approved
	D
	11.12.0
	TEI11
	R4

	RP-150392
	36.101
	2765
	1
	12.6.0
	Rel‑12
	CR for applicability and test rules for TDD-FDD CA performance requirements
	approved
	B
	12.7.0
	LTE_CA_Mult-Perf
	R4

	RP-150392
	36.101
	2766
	-
	12.6.0
	Rel‑12
	Introduction of CQI tests for TDD-FDD CA
	approved
	B
	12.7.0
	LTE_CA_Mult-Perf
	R4

	RP-150395
	36.101
	2767
	1
	12.6.0
	Rel‑12
	CR to introduce the SU-MIMO whitening verification test
	approved
	B
	12.7.0
	LTE_SUMIMO_RX-Perf
	R4

	RP-150392
	36.101
	2768
	1
	12.6.0
	Rel‑12
	CR on power imbalance test for 3DL CA
	approved
	B
	12.7.0
	LTE_CA_Mult-Perf
	R4

	RP-150392
	36.101
	2769
	-
	12.6.0
	Rel‑12
	CR on sustained data rate test for TDD FDD CA
	approved
	B
	12.7.0
	LTE_CA_Mult-Perf
	R4

	RP-150394
	36.101
	2770
	1
	12.6.0
	Rel‑12
	CR for introduction of 256QAM demodulation performance requirements
	approved
	B
	12.7.0
	LTE_SC_enh_L1-Perf
	R4

	RP-150393
	36.101
	2772
	1
	12.6.0
	Rel‑12
	CR: DC UE performance requirements
	approved
	B
	12.7.0
	LTE_SC_enh_dualC-Perf
	R4

	RP-150390
	36.101
	2773
	1
	12.6.0
	Rel‑12
	CR: MTC demodulation performance requirements
	approved
	B
	12.7.0
	LC_MTC_LTE-Perf
	R4

	RP-150390
	36.101
	2774
	1
	12.6.0
	Rel‑12
	CR: MTC CSI requirements
	approved
	B
	12.7.0
	LC_MTC_LTE-Perf
	R4

	RP-150396
	36.101
	2775
	1
	12.6.0
	Rel‑12
	Introduction of the eIMTA functional PDSCH demodulation test
	approved
	B
	12.7.0
	LTE_TDD_eIMTA-Perf
	R4

	RP-150387
	36.101
	2776
	3
	12.6.0
	Rel‑12
	CR on RF core requirements for D2D
	approved
	B
	12.7.0
	LTE_D2D_Prox-Core
	R4

	RP-150387
	36.101
	2777
	-
	12.6.0
	Rel‑12
	Modification of CSI reference measurement channel Rel‑12
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150384
	36.101
	2778
	-
	11.11.0
	Rel‑11
	Modification of CSI reference measurement channel Rel‑11
	approved
	F
	11.12.0
	TEI11
	R4

	RP-150388
	36.101
	2779
	-
	12.6.0
	Rel‑12
	Editorial correction for CA_18A-28A
	approved
	D
	12.7.0
	LTE_CA_B18_B28-Core
	R4

	RP-150388
	36.101
	2781
	-
	12.6.0
	Rel‑12
	Removing brackets for CA_1A-28A MSD requirements
	approved
	F
	12.7.0
	LTE_CA_B1_B28-Core
	R4

	RP-150384
	36.101
	2782
	-
	11.11.0
	Rel‑11
	Editorial correction on symbols for enhanced performance requirements type A
	approved
	F
	11.12.0
	LTE_Interf_Rej-Perf
	R4

	RP-150384
	36.101
	2783
	-
	12.6.0
	Rel‑12
	Editorial correction on symbols for enhanced performance requirements type A
	approved
	A
	12.7.0
	LTE_Interf_Rej-Perf
	R4

	RP-150387
	36.101
	2784
	-
	12.6.0
	Rel‑12
	Corrections on reference measurement channel
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150388
	36.101
	2792
	-
	12.6.0
	Rel‑12
	Correction of TS 36.101 for the Pcell support of 25+41
	approved
	F
	12.7.0
	LTE_CA_B25_B41_B41-Core
	R4

	RP-150395
	36.101
	2793
	1
	12.6.0
	Rel‑12
	CR for single cell demodulation test for SU-MIMO
	approved
	B
	12.7.0
	LTE_SUMIMO_RX-Perf
	R4

	RP-150391
	36.101
	2794
	-
	12.6.0
	Rel‑12
	Introduction of CA_3A-42A and CA_3A-42C into 36.101
	approved
	B
	12.7.0
	LTE_CA_B3_B42_B42-Core
	R4

	RP-150382
	36.101
	2795
	-
	10.17.0
	Rel‑10
	UL HARQ in PDSCH and PDCCH/PCFICH demod test cases for eICIC with MBSFN ABS
	approved
	F
	10.18.0
	eICIC_LTE-Perf
	R4

	RP-150384
	36.101
	2796
	-
	11.11.0
	Rel‑11
	UL HARQ in PDSCH and PDCCH/PCFICH demod test cases for eICIC/feICIC with MBSFN ABS
	approved
	F
	11.12.0
	eICIC_LTE-Perf, eICIC_enh_LTE-Perf
	R4

	RP-150384
	36.101
	2797
	-
	12.6.0
	Rel‑12
	UL HARQ in PDSCH and PDCCH/PCFICH demod test cases for eICIC/feICIC with MBSFN ABS
	approved
	A
	12.7.0
	eICIC_LTE-Perf
	R4

	RP-150382
	36.101
	2798
	-
	10.17.0
	Rel‑10
	Correction to eICIC aggressor cell configurations
	approved
	F
	10.18.0
	eICIC_LTE-Perf
	R4

	RP-150382
	36.101
	2799
	-
	11.11.0
	Rel‑11
	Correction to eICIC aggressor cell configurations
	approved
	A
	11.12.0
	eICIC_LTE-Perf
	R4

	RP-150382
	36.101
	2800
	-
	12.6.0
	Rel‑12
	Correction to eICIC aggressor cell configurations
	approved
	A
	12.7.0
	eICIC_LTE-Perf
	R4

	RP-150387
	36.101
	2801
	-
	12.6.0
	Rel‑12
	R4-73AH-0040: Correction for uplik CA configuration in TS 36.101 Rel‑12
	approved
	F
	12.7.0
	LTE_CA_2UL-A1-Core, LTE_CA_2UL-A2-Core, LTE_CA_2UL-A3-Core, LTE_CA_2UL-A4-Core, LTE_CA_2UL-A5-Core, LTE_CA_NC_2UL-Core
	R4

	RP-150387
	36.101
	2802
	1
	12.6.0
	Rel‑12
	Correction of MSD levels for CA_1A-8A in TS 36.101 rel-12
	approved
	F
	12.7.0
	LTE_CA_2UL-A4-Core
	R4

	RP-150382
	36.101
	2803
	-
	10.17.0
	Rel‑10
	Removal of eDL-MIMO term from specification
	approved
	F
	10.18.0
	LTE_eDL_MIMO-Core
	R4

	RP-150382
	36.101
	2804
	-
	11.11.0
	Rel‑11
	Removal of eDL-MIMO term from specification
	approved
	A
	11.12.0
	LTE_eDL_MIMO-Core
	R4

	RP-150387
	36.101
	2805
	-
	12.6.0
	Rel‑12
	Removal of eDL-MIMO term from specification
	approved
	F
	12.7.0
	LTE_eDL_MIMO-Core, LC_MTC_LTE-Core
	R4

	RP-150388
	36.101
	2809
	-
	12.6.0
	Rel‑12
	Clarification of 2UL/3DL contiguous intraband CA REFSENS test
	approved
	F
	12.7.0
	LTE_CA_C_B41_3DL-Core
	R4

	RP-150392
	36.101
	2811
	1
	12.6.0
	Rel‑12
	CR on TM4 normal demodulation test for 3DL CA
	approved
	B
	12.7.0
	LTE_CA_Mult-Perf
	R4

	RP-150392
	36.101
	2812
	-
	12.6.0
	Rel‑12
	CR on introducing new DL referece measurement channels
	approved
	F
	12.7.0
	LTE_CA_Mult-Perf
	R4

	RP-150392
	36.101
	2813
	1
	12.6.0
	Rel‑12
	CR on normal demodulation test for TDD-FDD CA
	approved
	B
	12.7.0
	LTE_CA_Mult-Perf
	R4

	RP-150388
	36.101
	2815
	-
	12.6.0
	Rel‑12
	Additions of bandwidth combination set reference
	approved
	F
	12.7.0
	LTE_CA_B1_B42_B42-Core, LTE_CA_B2_B4_B4-Core, LTE_CA_B2_B2_B5-Core, LTE_CA_B2_B12_B12-Core, LTE_CA_B2_B2_B13-Core, LTE_CA_B2_B2_B29-Core, LTE_CA_B3_B3_B7-Core, LTE_CA_B4_B4_B5-Core, LTE_CA_B4_B4_B12-Core, LTE_CA_B4_B12_B12-Core, LTE_CA_B4_B4_B13-Core
	R4

	RP-150388
	36.101
	2816
	-
	12.6.0
	Rel‑12
	Correction of band number in Table 5.6A.1-2a for LTE_CA_B4_B12_B30
	approved
	F
	12.7.0
	LTE_CA_B4_B12_B30-Core
	R4

	RP-150382
	36.101
	2817
	-
	10.17.0
	Rel‑10
	UE to UE co-existence between B42/B43
	approved
	F
	10.18.0
	RInImp8-UMTSLTE3500, LTE-RF
	R4

	RP-150382
	36.101
	2818
	-
	11.11.0
	Rel‑11
	UE to UE co-existence between B42/B43
	approved
	A
	11.12.0
	RInImp8-UMTSLTE3500, LTE-RF
	R4

	RP-150382
	36.101
	2819
	-
	12.6.0
	Rel‑12
	UE to UE co-existence between B42/B43
	approved
	F
	12.7.0
	RInImp8-UMTSLTE3500, LTE-RF
	R4

	RP-150382
	36.101
	2820
	-
	10.17.0
	Rel‑10
	Corrections to CA in-band emissions requirement
	approved
	F
	10.18.0
	TEI10
	R4

	RP-150382
	36.101
	2821
	-
	11.11.0
	Rel‑11
	Corrections to CA in-band emissions requirement
	approved
	A
	11.12.0
	TEI10
	R4

	RP-150382
	36.101
	2822
	-
	12.6.0
	Rel‑12
	Corrections to CA in-band emissions requirement
	approved
	A
	12.7.0
	TEI10
	R4

	RP-150381
	36.101
	2827
	-
	9.21.0
	Rel‑9
	Uplink RMCs for sustained data rate test
	approved
	F
	9.22.0
	TEI9
	R4

	RP-150381
	36.101
	2828
	-
	10.17.0
	Rel‑10
	Uplink RMCs for sustained data rate test
	approved
	A
	10.18.0
	TEI9
	R4

	RP-150381
	36.101
	2829
	-
	11.11.0
	Rel‑11
	Uplink RMCs for sustained data rate test
	approved
	A
	11.12.0
	TEI9
	R4

	RP-150381
	36.101
	2830
	-
	12.6.0
	Rel‑12
	Uplink RMCs for sustained data rate test
	approved
	A
	12.7.0
	TEI9
	R4

	RP-150382
	36.101
	2831
	-
	10.17.0
	Rel‑10
	Corrections to the CA power imbalance test
	approved
	F
	10.18.0
	TEI10
	R4

	RP-150382
	36.101
	2832
	-
	11.11.0
	Rel‑11
	Corrections to the CA power imbalance test
	approved
	A
	11.12.0
	TEI10
	R4

	RP-150382
	36.101
	2833
	-
	12.6.0
	Rel‑12
	Corrections to the CA power imbalance test
	approved
	A
	12.7.0
	TEI10
	R4

	RP-150392
	36.101
	2839
	1
	12.6.0
	Rel‑12
	CR for soft buffer tests for TDD-FDD CA in 36.101 in Rel‑12
	approved
	B
	12.7.0
	LTE_CA_Mult-Perf
	R4

	RP-150392
	36.101
	2840
	-
	10.17.0
	Rel‑10
	Editorial CR for CA UE performance tests in 36.101 in Rel‑10
	approved
	F
	10.18.0
	LTE_CA_Mult-Perf
	R4

	RP-150392
	36.101
	2841
	-
	11.11.0
	Rel‑11
	Editorial CR for CA UE performance tests in 36.101 in Rel‑11
	approved
	A
	11.12.0
	LTE_CA_Mult-Perf
	R4

	RP-150392
	36.101
	2842
	-
	12.6.0
	Rel‑12
	Editorial CR for CA UE performance tests in 36.101 in Rel‑12
	approved
	F
	12.7.0
	LTE_CA_Mult-Perf
	R4

	RP-150382
	36.101
	2845
	-
	10.17.0
	Rel‑10
	UE spurious emissions structure correction for CA
	approved
	F
	10.18.0
	TEI10
	R4

	RP-150384
	36.101
	2846
	-
	11.11.0
	Rel‑11
	UE spurious emissions structure correction for CA
	approved
	F
	11.12.0
	TEI11
	R4

	RP-150387
	36.101
	2847
	-
	12.6.0
	Rel‑12
	UE spurious emissions structure correction for CA
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150382
	36.101
	2848
	1
	10.17.0
	Rel‑10
	Removal of Pcmax requirements for UL inter-band CA in early release
	approved
	F
	10.18.0
	LTE_CA-Core
	R4

	RP-150382
	36.101
	2849
	-
	11.11.0
	Rel‑11
	Removal of Pcmax requirements for UL inter-band CA in early release
	approved
	A
	11.12.0
	LTE_CA-Core
	R4

	RP-150387
	36.101
	2850
	-
	12.6.0
	Rel‑12
	Correction of PCMAX for uplink inter-band and intra-band carrier aggregation
	approved
	F
	12.7.0
	LTE_CA_2UL-A1-Core, LTE_CA_2UL-A2-Core, LTE_CA_2UL-A3-Core, LTE_CA_2UL-A4-Core, LTE_CA_2UL-A5-Core
	R4

	RP-150387
	36.101
	2851
	-
	12.6.0
	Rel‑12
	Exceptions for spurious response for UL CA
	approved
	F
	12.7.0
	LTE_CA_2UL-A1-Core, LTE_CA_2UL-A2-Core, LTE_CA_2UL-A3-Core, LTE_CA_2UL-A4-Core, LTE_CA_2UL-A5-Core
	R4

	RP-150388
	36.101
	2852
	1
	12.6.0
	Rel‑12
	Correction of REFSENS, OOBB and uplink configuration for 3DL/1UL CA
	approved
	F
	12.7.0
	LTE_CA-Core
	R4

	RP-150390
	36.101
	2853
	-
	12.6.0
	Rel‑12
	SNR definition for category 0 UE
	approved
	B
	12.7.0
	LC_MTC_LTE-Perf
	R4

	RP-150390
	36.101
	2854
	1
	12.6.0
	Rel‑12
	FRC for category 0 UE PDSCH performance requirements
	approved
	B
	12.7.0
	LC_MTC_LTE-Perf
	R4

	RP-150390
	36.101
	2855
	1
	12.6.0
	Rel‑12
	Introduction of new PHICH and PBCH performance requirements for category 0 UE
	approved
	B
	12.7.0
	LC_MTC_LTE-Perf
	R4

	RP-150387
	36.101
	2861
	-
	12.6.0
	Rel‑12
	Correction to FOOB reference in definition of MPR for contiguous CA with non-contiguous resource allocation
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150387
	36.101
	2862
	-
	12.6.0
	Rel‑12
	Band 31 update
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150384
	36.101
	2865
	-
	11.11.0
	Rel‑11
	Band 28 UE emissions correction
	approved
	F
	11.12.0
	LTE_APAC700-Core
	R4

	RP-150384
	36.101
	2866
	-
	11.11.0
	Rel‑11
	Implementation of CA configurations specified in later releases
	approved
	F
	11.12.0
	LTE_CA-Core
	R4

	RP-150384
	36.101
	2867
	-
	12.6.0
	Rel‑12
	Implementation of CA configurations specified in later releases
	approved
	A
	12.7.0
	LTE_CA-Core
	R4

	RP-150382
	36.104
	0627
	-
	12.6.0
	Rel‑12
	Co-location between Band 42 and Band 43 in TS 36.104
	approved
	F
	12.7.0
	RInImp8-UMTSLTE3500
	R4

	RP-150391
	36.104
	0629
	-
	12.6.0
	Rel‑12
	Introduction of CA_3A-42A and CA_3A-42C into 36.104
	approved
	B
	12.7.0
	LTE_CA_B3_B42_B42-Core
	R4

	RP-150388
	36.104
	0636
	-
	12.6.0
	Rel‑12
	MB and TDD+FDD
	approved
	F
	12.7.0
	LTE_CA_TDD_FDD-Core
	R4

	RP-150384
	36.112
	0004
	1
	12.1.0
	Rel‑12
	Update annex C.2 to match Release 11.
	approved
	F
	12.2.0
	LCS_LTE-NBPS-Core
	R4

	RP-150384
	36.116
	0010
	-
	11.3.0
	Rel‑11
	Corrections for TS 36.116 cluase 7.6: Blocking characteristics
	approved
	F
	11.4.0
	LTE_Relay2-Core
	R4

	RP-150384
	36.116
	0011
	-
	12.0.0
	Rel‑12
	Corrections for TS 36.116 cluase 7.6: Blocking characteristics
	approved
	A
	12.1.0
	LTE_Relay2-Core
	R4

	RP-150384
	36.133
	2746
	-
	11.11.0
	Rel‑11
	CR to Correct Implementation Errors in Intra-Frequency RSTD Measurement Reporting Delay Test Cases
	approved
	F
	11.12.0
	TEI11
	R4

	RP-150387
	36.133
	2747
	-
	12.6.0
	Rel‑12
	CR to Correct Implementation Error in FDD RSTD Measurement Reporting Delay Test Case and to Update Io Levels for Certain RSTD Test Cases
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150382
	36.133
	2748
	-
	10.17.0
	Rel‑10
	Remove incorrect note from CA RSTD Accuracy tests
	approved
	F
	10.18.0
	TEI10
	R4

	RP-150382
	36.133
	2749
	-
	11.11.0
	Rel‑11
	Remove incorrect note from CA RSTD Accuracy tests
	approved
	A
	11.12.0
	TEI10
	R4

	RP-150382
	36.133
	2750
	-
	12.6.0
	Rel‑12
	Remove incorrect note from CA RSTD Accuracy tests
	approved
	A
	12.7.0
	TEI10
	R4

	RP-150387
	36.133
	2751
	-
	12.6.0
	Rel‑12
	Change Nprs value for 5MHz CA RSTD Accuracy tests
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150382
	36.133
	2752
	1
	10.17.0
	Rel‑10
	Maximum allowed layers for multiple monitoring for CA
	approved
	F
	10.18.0
	LTE_CA-Perf
	R4

	RP-150383
	36.133
	2753
	-
	11.11.0
	Rel‑11
	Maximum allowed layers for multiple monitoring for CA
	revised
	A
	
	LTE_CA-Perf
	R4

	RP-150065
	36.133
	2753
	1
	11.11.0
	Rel‑11
	Maximum allowed layers for multiple monitoring for CA
	approved
	A
	11.12.0
	LTE_CA-Core
	R4

	RP-150383
	36.133
	2754
	-
	12.6.0
	Rel‑12
	Maximum allowed layers for multiple monitoring for CA
	revised
	F
	
	LTE_CA-Perf
	R4

	RP-150066
	36.133
	2754
	1
	12.6.0
	Rel‑12
	Maximum allowed layers for multiple monitoring for CA
	approved
	A
	12.7.0
	LTE_CA-Core
	R4

	RP-150387
	36.133
	2756
	-
	12.6.0
	Rel‑12
	DRX correction for interruption with dual connectivity
	approved
	F
	12.7.0
	LTE_SC_enh_dualC-Perf
	R4

	RP-150388
	36.133
	2757
	-
	12.6.0
	Rel‑12
	Correction of Interruptions with RSTD Measurements for 3DL CA
	approved
	F
	12.7.0
	LTE_CA_B1_B19_B21-Core, LTE_CA_B1_B3_B20-Core, LT
	R4

	RP-150387
	36.133
	2761
	1
	12.6.0
	Rel‑12
	RRM requirements for ProSe
	approved
	B
	12.7.0
	LTE_D2D_Prox-Core
	R4

	RP-150396
	36.133
	2763
	1
	12.6.0
	Rel‑12
	Updating the requirements applicability for TDD config 0
	approved
	F
	12.7.0
	LTE_TDD_eIMTA-Perf
	R4

	RP-150394
	36.133
	2764
	1
	12.6.0
	Rel‑12
	Cleanup for RSRQ measurement requirement for SCE
	approved
	F
	12.7.0
	LTE_SC_enh_L1-Perf
	R4

	RP-150394
	36.133
	2774
	1
	12.6.0
	Rel‑12
	Clean up the correction on discovery signal measurements
	approved
	F
	12.7.0
	LTE_SC_enh_L1-Perf
	R4

	RP-150387
	36.133
	2775
	1
	12.6.0
	Rel‑12
	Correction on MBSFN measurements
	approved
	F
	12.7.0
	MBMS_LTE_OS-Core
	R4

	RP-150394
	36.133
	2776
	-
	12.6.0
	Rel‑12
	Introduce CA measurement accuracy requirements for SCE
	approved
	F
	12.7.0
	LTE_SC_enh_L1-Perf
	R4

	RP-150382
	36.133
	2777
	-
	12.6.0
	Rel‑12
	Correction on Io in carrier aggregation test cases
	approved
	F
	12.7.0
	LTE_CA-Perf
	R4

	RP-150387
	36.133
	2783
	-
	12.6.0
	Rel‑12
	Introducing accuracy requirement for new RSRQ
	approved
	B
	12.7.0
	TEI12
	R4

	RP-150384
	36.133
	2784
	-
	11.11.0
	Rel‑11
	Time-domain measurement resource restriction pattern for serving cell in feICIC RSRP and RSRQ test cases
	approved
	F
	11.12.0
	eICIC_enh_LTE-Perf
	R4

	RP-150384
	36.133
	2785
	-
	12.6.0
	Rel‑12
	Time-domain measurement resource restriction pattern for serving cell in feICIC RSRP and RSRQ test cases
	approved
	A
	12.7.0
	eICIC_enh_LTE-Perf
	R4

	RP-150384
	36.133
	2790
	-
	11.11.0
	Rel‑11
	CR on typo of referencing clause name in CA measurements
	approved
	F
	11.12.0
	TEI11
	R4

	RP-150384
	36.133
	2791
	-
	12.6.0
	Rel‑12
	CR on typo of referencing clause name in CA measurements
	approved
	A
	12.7.0
	TEI11
	R4

	RP-150393
	36.133
	2797
	1
	12.6.0
	Rel‑12
	Clarification including PSCell in Note 1 for Ecat
	approved
	F
	12.7.0
	LTE_SC_enh_dualC-Perf
	R4

	RP-150386
	36.133
	2798
	1
	12.6.0
	Rel‑12
	Clarification of IncMon requirements for E-UTRA idle state
	approved
	F
	12.7.0
	LTE_UTRA_Incmon-Core
	R4

	RP-150386
	36.133
	2799
	1
	12.6.0
	Rel‑12
	Clarification of IncMon requirements for E-UTRA connected state
	approved
	F
	12.7.0
	LTE_UTRA_Incmon-Core
	R4

	RP-150386
	36.133
	2800
	1
	12.6.0
	Rel‑12
	Clarification concerning IncMon scaling for non-gap-assisted measurements
	approved
	F
	12.7.0
	LTE_UTRA_Incmon-Core
	R4

	RP-150382
	36.133
	2801
	-
	10.17.0
	Rel‑10
	Correction of RMC and OCNG pattern in event triggered tests without measurement gap
	approved
	F
	10.18.0
	TEI10
	R4

	RP-150382
	36.133
	2802
	-
	11.11.0
	Rel‑11
	Correction of RMC and OCNG pattern in event triggered tests without measurement gap
	approved
	A
	11.12.0
	TEI10
	R4

	RP-150382
	36.133
	2803
	-
	12.6.0
	Rel‑12
	Correction of RMC and OCNG pattern in event triggered tests without measurement gap
	approved
	A
	12.7.0
	TEI10
	R4

	RP-150394
	36.133
	2804
	-
	12.6.0
	Rel‑12
	CR on RSRQ requirements for CRS based discovery signal
	approved
	B
	12.7.0
	LTE_SC_enh_L1-Perf
	R4

	RP-150384
	36.133
	2807
	-
	11.11.0
	Rel‑11
	UE Behaviour after Measurement Gap
	approved
	F
	11.12.0
	TEI11
	R4

	RP-150387
	36.133
	2808
	-
	12.6.0
	Rel‑12
	Correction to RRM test cases
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150388
	36.133
	2809
	-
	12.6.0
	Rel‑12
	Correction to CA Testing with Different CA Configurations
	approved
	F
	12.7.0
	LTE_CA_TDD_FDD-Core
	R4

	RP-150393
	36.133
	2811
	-
	12.6.0
	Rel‑12
	Principle to test synchronous and asynchronous DC requirements
	approved
	B
	12.7.0
	LTE_SC_enh_dualC-Perf
	R4

	RP-150387
	36.133
	2814
	-
	12.6.0
	Rel‑12
	Further revision of RSRP requirement for 36.133 release 12
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150387
	36.133
	2815
	-
	12.6.0
	Rel‑12
	Additional bandwidths for EUTRAN activation and deactivation of known and unknown SCell in non-DRX
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150387
	36.133
	2816
	1
	12.6.0
	Rel‑12
	High Doppler measurement accuracy requirements
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150384
	36.133
	2817
	1
	12.6.0
	Rel‑12
	36.133 CR to change CPICH Ec/No to CPICH Ec/Io in EUTRA FDD to UTRA FDD HO test cases
	approved
	A
	12.7.0
	TEI11
	R4

	RP-150384
	36.133
	2818
	-
	11.11.0
	Rel‑11
	36.133 CR to change CPICH Ec/No to CPICH Ec/Io in EUTRA FDD to UTRA FDD HO test cases
	approved
	F
	11.12.0
	TEI11
	R4

	RP-150388
	36.133
	2822
	-
	12.6.0
	Rel‑12
	Maximum Transmission Timing Difference in 3DL CA
	approved
	F
	12.7.0
	LTE_CA_B1_B19_B21-Core, LTE_CA_B1_B3_B20-Core, LT
	R4

	RP-150053
	36.133
	2824
	-
	12.6.0
	Rel‑12
	Correction to the implementation of CR 2471r3 (Clarification for ACK/NACK feedback of CGI measurement)
	approved
	F
	12.7.0
	LTE_TDD_eIMTA-Core
	R4

	RP-150382
	36.141
	0696
	-
	12.6.0
	Rel‑12
	Co-location between Band 42 and Band 43 in TS 36.141
	approved
	F
	12.7.0
	RInImp8-UMTSLTE3500
	R4

	RP-150391
	36.141
	0698
	-
	12.6.0
	Rel‑12
	Introduction of CA_3A-42A and CA_3A-42C into 36.141
	approved
	B
	12.7.0
	LTE_CA_B3_B42_B42-Perf
	R4

	RP-150388
	36.141
	0707
	-
	12.6.0
	Rel‑12
	MB and TDD+FDD
	approved
	F
	12.7.0
	LTE_CA_TDD_FDD-Core
	R4

	RP-150366
	36.201
	0009
	2
	12.1.0
	Rel‑12
	Introduction of D2D feature into 36.201
	approved
	B
	12.2.0
	LTE_D2D_Prox-Core
	R1

	RP-150366
	36.211
	0196
	7
	12.4.0
	Rel‑12
	Inclusion of ProSe
	approved
	B
	12.5.0
	LTE_D2D_Prox-Core
	R1

	RP-150364
	36.211
	0198
	-
	12.4.0
	Rel‑12
	Correction on 256QAM applicability to PMCH
	approved
	F
	12.5.0
	LTE_SC_enh_L1-Core
	R1

	RP-150364
	36.211
	0199
	-
	12.4.0
	Rel‑12
	Correction of discovery signal transmission
	approved
	F
	12.5.0
	LTE_SC_enh_L1-Core
	R1

	RP-150366
	36.212
	0162
	3
	12.3.0
	Rel‑12
	Introduction of D2D feature into 36.212
	approved
	B
	12.4.0
	LTE_D2D_Prox-Core
	R1

	RP-150366
	36.213
	0492
	2
	12.4.0
	Rel‑12
	Introduction of D2D feature into 36.213
	approved
	B
	12.5.0
	LTE_D2D_Prox-Core
	R1

	RP-150363
	36.213
	0494
	1
	12.4.0
	Rel‑12
	Correction to PUCCH procedures in case of FDD Pcell and TDD Scell in TDD-FDD CA
	approved
	F
	12.5.0
	LTE_CA_TDD_FDD-Core
	R1

	RP-150364
	36.213
	0498
	-
	12.4.0
	Rel‑12
	Correction on higher layer parameter names for 256QAM
	approved
	F
	12.5.0
	LTE_SC_enh_L1-Core
	R1

	RP-150359
	36.213
	0499
	-
	11.9.0
	Rel‑11
	TM10 CSI-IM Interference Measurements
	approved
	F
	11.10.0
	COMP_LTE_DL-Core
	R1

	RP-150359
	36.213
	0500
	-
	12.4.0
	Rel‑12
	TM10 CSI-IM Interference Measurements
	approved
	A
	12.5.0
	COMP_LTE_DL-Core
	R1

	RP-150358
	36.213
	0501
	-
	11.9.0
	Rel‑11
	Clarification on common search reception related to MBMS
	approved
	F
	11.10.0
	LTE-Phys, TEI11
	R1

	RP-150358
	36.213
	0502
	-
	12.4.0
	Rel‑12
	Clarification on common search reception related to MBMS
	approved
	A
	12.5.0
	LTE-Phys, TEI11
	R1

	RP-150364
	36.213
	0503
	-
	12.4.0
	Rel‑12
	Correction to Discovery in Small Cell Enhancement feature
	approved
	F
	12.5.0
	LTE_SC_enh_L1-Core
	R1

	RP-150365
	36.213
	0504
	1
	12.4.0
	Rel‑12
	Corrections to Dual Connectivity feature
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R1

	RP-150361
	36.214
	0021
	2
	12.1.0
	Rel‑12
	New E-UTRA RSRQ measurement definition
	approved
	C
	12.2.0
	TEI12
	R1

	RP-150366
	36.214
	0026
	2
	12.1.0
	Rel‑12
	Inclusion of measurement for ProSe
	approved
	C
	12.2.0
	LTE_D2D_Prox-Core
	R1

	RP-150373
	36.300
	0691
	-
	12.4.0
	Rel‑12
	Clarification on DC
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R2

	RP-150373
	36.300
	0692
	-
	12.4.0
	Rel‑12
	Addition of PDCP-PDU retransmission to PDCP functions
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R2

	RP-150374
	36.300
	0693
	-
	12.4.0
	Rel‑12
	Corrections to stage 2 description of ProSe
	approved
	F
	12.5.0
	LTE_D2D_Prox-Core
	R2

	RP-150373
	36.300
	0698
	1
	12.4.0
	Rel‑12
	Minor corrections on DC 36.300
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R2

	RP-150375
	36.300
	0700
	-
	12.4.0
	Rel‑12
	Introduction of MBMS congestion management for Public Safety Group Call
	approved
	B
	12.5.0
	GCSE_LTE-MBMS_CM-Core
	R2

	RP-150373
	36.300
	0705
	-
	12.4.0
	Rel‑12
	Clarification on SCG change definition
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R2

	RP-150348
	36.300
	0706
	-
	11.12.0
	Rel‑11
	Correction of the Usage of the MultibandInfoList IE
	approved
	F
	11.13.0
	TEI11
	R2

	RP-150348
	36.300
	0707
	-
	12.4.0
	Rel‑12
	Correction of the Usage of the MultibandInfoList IE
	approved
	A
	12.5.0
	TEI11
	R2

	RP-150373
	36.300
	0708
	-
	12.4.0
	Rel‑12
	Clarification of the description of the NAICS procedure
	approved
	F
	12.5.0
	LTE_NAICS-Core
	R2

	RP-150373
	36.300
	0709
	-
	12.4.0
	Rel‑12
	Correction on SeNB behaviour for distinguishing uplink PDCP PDUs
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R2

	RP-150373
	36.300
	0710
	-
	12.4.0
	Rel‑12
	Correction on DL Data Forwarding for Split Bearer
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R2

	RP-150376
	36.302
	0059
	-
	12.2.0
	Rel‑12
	Removal of unnecessary requirement to receive MIB on SCell
	approved
	F
	12.3.0
	TEI12
	R2

	RP-150373
	36.304
	0260
	-
	12.3.0
	Rel‑12
	UE capability signaling for WLAN/3GPP radio interworking
	approved
	F
	12.4.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-150374
	36.304
	0264
	1
	12.3.0
	Rel‑12
	Introduction of ProSe
	approved
	B
	12.4.0
	LTE_D2D_Prox-Core
	R2

	RP-150373
	36.304
	0265
	1
	12.3.0
	Rel‑12
	Cleanup on RAN-assisted WLAN interworking
	approved
	F
	12.4.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-150373
	36.304
	0266
	-
	12.3.0
	Rel‑12
	Correction on WLAN identifiers
	approved
	F
	12.4.0
	UTRA_LTE_WLAN_interw-Core
	R2

	RP-150373
	36.306
	0253
	-
	12.3.0
	Rel‑12
	Introduction of total L2 buffer sizes for UEs supporting split bearers
	approved
	F
	12.4.0
	LTE_SC_enh_dualC-Core
	R2

	RP-150373
	36.306
	0257
	-
	12.3.0
	Rel‑12
	Correction to UE capabilities for Low Complexity UEs
	approved
	F
	12.4.0
	LC_MTC_LTE-Core
	R2

	RP-150373
	36.306
	0258
	-
	12.3.0
	Rel‑12
	Extended number of measurement identities capability
	approved
	F
	12.4.0
	LTE_UTRA_IncMon-Core, LTE_SC_enh_dualC-Core
	R2

	RP-150373
	36.306
	0259
	-
	12.3.0
	Rel‑12
	Clarificatoin of TDD DC capability
	approved
	F
	12.4.0
	LTE_SC_enh_dualC-Core
	R2

	RP-150379
	36.306
	0261
	1
	12.3.0
	Rel‑12
	Introduction of UL64QAM based on split of DL and UL categories
	approved
	F
	12.4.0
	LTE-L23, TEI12
	R2

	RP-150378
	36.306
	0263
	-
	10.11.0
	Rel‑10
	UE capability for modified MPR behavior
	approved
	F
	10.12.0
	LTE-L23, TEI10
	R2

	RP-150378
	36.306
	0264
	-
	11.9.0
	Rel‑11
	UE capability for modified MPR behavior
	approved
	A
	11.10.0
	LTE-L23, TEI10
	R2

	RP-150378
	36.306
	0265
	-
	12.3.0
	Rel‑12
	UE capability for modified MPR behavior
	approved
	A
	12.4.0
	LTE-L23, TEI10 
	R2

	RP-150376
	36.306
	0266
	1
	12.3.0
	Rel‑12
	Change related to configuration of the priority for frequency bands in mFBI
	approved
	C
	12.4.0
	TEI12
	R2

	RP-150374
	36.306
	0267
	-
	12.3.0
	Rel‑12
	Introduction of ProSe
	approved
	B
	12.4.0
	LTE_D2D_Prox-Core
	R2

	RP-150298
	36.306
	0268
	-
	12.3.0
	Rel‑12
	new DL UE categories
	revised
	C
	
	LTE_CA-Core, LTE_SC_enh_L1, TEI12
	R2

	RP-150458
	36.306
	0268
	1
	12.3.0
	Rel‑12
	new DL UE categories
	-
	C
	
	LTE_CA-Core, LTE_SC_enh_L1, TEI12
	R2

	RP-150387
	36.307
	0462
	-
	11.10.0
	Rel‑11
	R4-73AH-0112: Correction of UE RF requirements for dual uplik to TS 36.307 Rel‑11
	approved
	F
	11.11.0
	LTE_CA_2UL-A1-Perf, LTE_CA_2UL-A2- Perf, LTE_CA_2UL-A3- Perf, LTE_CA_2UL-A4- Perf, LTE_CA_2UL-A5- Perf, LTE_CA_NC_2UL-Core
	R4

	RP-150387
	36.307
	0463
	-
	12.6.0
	Rel‑12
	R4-73AH-0113: Correction of UE RF requirements for dual uplik to TS 36.307 Rel‑12
	approved
	F
	12.7.0
	LTE_CA_2UL-A1-Perf, LTE_CA_2UL-A2- Perf, LTE_CA_2UL-A3- Perf, LTE_CA_2UL-A4- Perf, LTE_CA_2UL-A5- Perf, LTE_CA_NC_2UL-Core
	R4

	RP-150392
	36.307
	0466
	-
	10.13.0
	Rel‑10
	CR for 36.307 on CA UE performance requirement in Rel‑10
	approved
	F
	10.14.0
	LTE_CA_Mult-Perf
	R4

	RP-150392
	36.307
	0467
	-
	11.10.0
	Rel‑11
	CR for 36.307 on CA UE performance requirement in Rel‑11
	approved
	F
	11.11.0
	LTE_CA_Mult-Perf
	R4

	RP-150392
	36.307
	0468
	-
	12.6.0
	Rel‑12
	CR for 36.307 on CA UE performance requirement in Rel‑12
	approved
	F
	12.7.0
	LTE_CA_Mult-Perf
	R4

	RP-150387
	36.307
	0469
	-
	12.6.0
	Rel‑12
	Further revision of RSRP requirement for 36.307 release 12
	approved
	F
	12.7.0
	TEI12
	R4

	RP-150388
	36.307
	0476
	1
	11.10.0
	Rel‑11
	Release independent requirements for CA_42C
	approved
	F
	11.11.0
	LTE_CA_C_B42-Core
	R4

	RP-150373
	36.321
	0751
	-
	12.4.0
	Rel‑12
	Clarification on the Logical channel prioritization in DC
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R2

	RP-150374
	36.321
	0755
	1
	12.4.0
	Rel‑12
	Introduction of ProSe in MAC
	approved
	B
	12.5.0
	LTE_D2D_Prox-Core
	R2

	RP-150371
	36.321
	0756
	-
	11.5.0
	Rel‑11
	Uplink transmission time difference
	approved
	F
	11.6.0
	LTE_CA_enh-Core
	R2

	RP-150375
	36.321
	0762
	1
	12.4.0
	Rel‑12
	Introduction of MBMS congestion management for Public Safety Group Call
	approved
	B
	12.5.0
	GCSE_LTE-MBMS_CM-Core
	R2

	RP-150371
	36.321
	0763
	2
	12.4.0
	Rel‑12
	Uplink transmission time difference
	approved
	F
	12.5.0
	LTE_CA_enh-Core, TEI12
	R2

	RP-150376
	36.322
	0105
	1
	12.1.1
	Rel‑12
	RLC concatenation for extended LI field
	approved
	F
	12.2.0
	TEI12
	R2

	RP-150374
	36.322
	0107
	-
	12.1.1
	Rel‑12
	Introduction of ProSe Direct Communication
	approved
	B
	12.2.0
	LTE_D2D_Prox-Core
	R2

	RP-150373
	36.323
	0133
	-
	12.2.0
	Rel‑12
	Reconfiguration of PDCP reordering timer
	approved
	F
	12.3.0
	LTE_SC_enh_dualC-Core
	R2

	RP-150374
	36.323
	0135
	-
	12.2.0
	Rel‑12
	Introduction of ProSe Direct Communication
	approved
	B
	12.3.0
	LTE_D2D_Prox-Core
	R2

	RP-150370
	36.331
	1726
	-
	10.15.0
	Rel‑10
	Presence of codebookSubsetRestriction
	approved
	F
	10.16.0
	TEI10
	R2

	RP-150373
	36.331
	1737
	-
	12.4.1
	Rel‑12
	Clarification on the setting of measScaleFactor without reducedMeasPerformance
	approved
	F
	12.5.0
	LTE_UTRA_IncMon-Core
	R2

	RP-150371
	36.331
	1746
	-
	11.10.0
	Rel‑11
	Clarification on Measurement Configuration handling
	approved
	F
	11.11.0
	TEI11
	R2

	RP-150371
	36.331
	1747
	-
	12.4.1
	Rel‑12
	Clarification on Measurement Configuration handling
	approved
	A
	12.5.0
	TEI11
	R2

	RP-150370
	36.331
	1748
	-
	10.15.0
	Rel‑10
	Clarification on CSI measurement subframe set
	approved
	F
	10.16.0
	eICIC_LTE-Core
	R2

	RP-150370
	36.331
	1749
	-
	11.10.0
	Rel‑11
	Clarification on CSI measurement subframe set
	approved
	A
	11.11.0
	eICIC_LTE-Core
	R2

	RP-150370
	36.331
	1751
	-
	12.4.1
	Rel‑12
	Clarification on CSI measurement subframe set
	approved
	F
	12.5.0
	eICIC_LTE-Core, LTE_SC_enh_dualC-Core
	R2

	RP-150371
	36.331
	1764
	-
	11.10.0
	Rel‑11
	Clarification to usage of field deltaTxD-OffsetPUCCH-Format1bCS-r11 in dedicated uplink power control parameter signalling
	approved
	F
	11.11.0
	LTE_CA_enh-Core
	R2

	RP-150371
	36.331
	1765
	-
	12.4.1
	Rel‑12
	Clarification to usage of field deltaTxD-OffsetPUCCH-Format1bCS-r11 in dedicated uplink power control parameter signalling
	approved
	A
	12.5.0
	LTE_CA_enh-Core
	R2

	RP-150377
	36.331
	1768
	2
	12.4.1
	Rel‑12
	Miscellaneous changes resulting from review for REL-12 ASN.1 freeze
	approved
	F
	12.5.0
	TEI12
	R2

	RP-150374
	36.331
	1770
	2
	12.4.1
	Rel‑12
	Introduction of ProSe
	approved
	B
	12.5.0
	LTE_D2D_Prox-Core
	R2

	RP-150371
	36.331
	1772
	-
	11.10.0
	Rel‑11
	Correction of DRB establishment in case of fullConfig
	approved
	F
	11.11.0
	TEI11
	R2

	RP-150368
	36.331
	1780
	-
	10.15.0
	Rel‑10
	The absence of supportedMIMO-CapabilityUL-r10
	approved
	F
	10.16.0
	LTE-L23, TEI10
	R2

	RP-150368
	36.331
	1782
	-
	11.10.0
	Rel‑11
	Handling of WB RSRQ parameters
	approved
	F
	11.11.0
	LTE-L23, TEI11
	R2

	RP-150368
	36.331
	1794
	-
	11.10.0
	Rel‑11
	The absence of supportedMIMO-CapabilityUL-r10
	approved
	A
	11.11.0
	LTE-L23, TEI10
	R2

	RP-150368
	36.331
	1795
	-
	12.4.1
	Rel‑12
	The absence of supportedMIMO-CapabilityUL-r10
	approved
	A
	12.5.0
	LTE-L23, TEI10
	R2

	RP-150370
	36.331
	1797
	-
	11.10.0
	Rel‑11
	Presence of codebookSubsetRestriction
	approved
	A
	11.11.0
	TEI10
	R2

	RP-150370
	36.331
	1798
	-
	12.4.1
	Rel‑12
	Presence of codebookSubsetRestriction
	approved
	A
	12.5.0
	TEI10
	R2

	RP-150299
	36.331
	1799
	-
	12.4.1
	Rel‑12
	new DL UE categories
	revised
	C
	
	LTE_CA-Core, LTE_SC_enh_L1, TEI12
	R2

	RP-150459
	36.331
	1799
	1
	12.4.1
	Rel‑12
	new DL UE categories
	-
	C
	
	LTE_CA-Core, LTE_SC_enh_L1, TEI12
	R2

	RP-150376
	36.355
	0125
	1
	12.3.0
	Rel‑12
	LPP clean-up
	approved
	F
	12.4.0
	TEI12
	R2

	RP-150369
	36.355
	0126
	2
	12.3.0
	Rel‑12
	Correction of GLONASS system time
	approved
	F
	12.4.0
	LCS_LTE, TEI12
	R2

	RP-150351
	36.401
	0069
	1
	12.1.0
	Rel‑12
	Correction on AP IDs for Dual Connectivity
	approved
	F
	12.2.0
	LTE_SC_enh_dualC-Core
	R3

	RP-150353
	36.413
	1230
	6
	12.4.0
	Rel‑12
	ProSe UE Authorization in S1AP
	approved
	B
	12.5.0
	LTE_D2D_Prox-Core
	R3

	RP-150356
	36.413
	1276
	1
	12.4.0
	Rel‑12
	Corrections of SON configuration transfer
	approved
	F
	12.5.0
	TEI12
	R3

	RP-150356
	36.413
	1281
	2
	12.4.0
	Rel‑12
	Rapporteur Review-ASN.1 consistency check
	approved
	F
	12.5.0
	TEI12
	R3

	RP-150352
	36.413
	1285
	2
	12.4.0
	Rel‑12
	Correction of reloading PWS Alerts
	approved
	F
	12.5.0
	REP_WMD-RFR_PWS
	R3

	RP-150353
	36.423
	0693
	5
	12.4.2
	Rel‑12
	ProSe authorized indication
	approved
	B
	12.5.0
	LTE_D2D_Prox-Core
	R3

	RP-150351
	36.423
	0782
	1
	12.4.2
	Rel‑12
	Corrections on the usage of SeNB UE AMBR in dual connectivity
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R3

	RP-150351
	36.423
	0790
	1
	12.4.2
	Rel‑12
	Corrections of Dual Connectivity in general
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R3

	RP-150356
	36.423
	0797
	1
	12.4.2
	Rel‑12
	Correction on DC stage3
	approved
	F
	12.5.0
	TEI12
	R3

	RP-150348
	36.423
	0800
	1
	11.8.0
	Rel‑11
	Correction of the Usage of the MultibandInfoList IE
	approved
	F
	11.9.0
	TEI11
	R3

	RP-150348
	36.423
	0801
	1
	12.4.2
	Rel‑12
	Correction of the Usage of the MultibandInfoList IE
	approved
	A
	12.5.0
	TEI11
	R3

	RP-150351
	36.423
	0802
	1
	12.4.2
	Rel‑12
	Introduction of Cause values for Dual Connectivity
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R3

	RP-150356
	36.423
	0803
	1
	12.4.2
	Rel‑12
	ASN.1 Corrections for X2AP
	approved
	F
	12.5.0
	TEI12
	R3

	RP-150351
	36.423
	0804
	2
	12.4.2
	Rel‑12
	Corrections for Dual Connectivity
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R3

	RP-150356
	36.423
	0805
	-
	12.4.2
	Rel‑12
	Miscellaneous Editorials for X2AP
	approved
	D
	12.5.0
	TEI12
	R3

	RP-150351
	36.423
	0806
	1
	12.4.2
	Rel‑12
	Correction on SeNB behaviour for distinguishing uplink PDCP PDUs
	approved
	F
	12.5.0
	LTE_SC_enh_dualC-Core
	R3

	RP-150351
	36.424
	0021
	1
	12.1.0
	Rel‑12
	Correction on Data Transmission over X2
	approved
	F
	12.2.0
	LTE_SC_enh_dualC-Core
	R3

	RP-150351
	36.425
	0001
	1
	12.0.0
	Rel‑12
	Correction on DL USER DATA (PDU Type 0) Format for multiple PDCP PDUs
	approved
	F
	12.1.0
	LTE_SC_enh_dualC-Core
	R3

	RP-150356
	36.443
	0092
	1
	12.1.0
	Rel‑12
	Add missing behavior for MBMS Service Counting procedure
	approved
	F
	12.2.0
	TEI12
	R3

	RP-150347
	36.443
	0098
	-
	11.3.0
	Rel‑11
	Correction of M2AP Scheduling Information
	approved
	F
	11.4.0
	TEI11
	R3

	RP-150347
	36.443
	0099
	-
	12.1.0
	Rel‑12
	Correction of M2AP Scheduling Information
	approved
	A
	12.2.0
	TEI11
	R3

	RP-150355
	36.443
	0101
	1
	12.1.0
	Rel‑12
	Support for eMBMS congestion management, via MBMS Scheduling Information procedure
	approved
	B
	12.2.0
	GCSE_LTE-MBMS_CM-Core
	R3

	RP-150354
	36.443
	0102
	-
	12.1.0
	Rel‑12
	Support for eMBMS congestion management, via new procedure
	rejected
	B
	
	GCSE_LTE-MBMS_CM-Core
	R3

	RP-150356
	36.444
	0070
	1
	12.1.0
	Rel‑12
	Rapporteur Review on 36444
	approved
	D
	12.2.0
	TEI12
	R3

	RP-150356
	36.455
	0050
	1
	12.1.0
	Rel‑12
	ASN.1 Corrections for LPPa
	approved
	D
	12.2.0
	TEI12
	R3

	RP-150356
	36.459
	0009
	-
	12.1.0
	Rel‑12
	Correction of Error Indication
	approved
	F
	12.2.0
	TEI12
	R3

	RP-150342
	36.508
	0567
	-
	12.4.1
	Rel‑12
	Correction to CA_19A-21A, CA_39A-41A
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150323
	36.508
	0568
	-
	12.4.1
	Rel‑12
	Support of 2nd PDN connectivity at UE registration - Corrections for C2K
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150345
	36.508
	0569
	-
	12.4.1
	Rel‑12
	Addition of UE Positioning testing to State 3A
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150326
	36.508
	0570
	-
	12.4.1
	Rel‑12
	Correction of MFBI Test Frequencies for Band 38->41
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150341
	36.508
	0571
	-
	12.4.1
	Rel‑12
	Addition of CA_8A-20A to Clause 6.2.3.2 of TS 36.508
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150343
	36.508
	0572
	-
	12.4.1
	Rel‑12
	Addition of CA_1A-20A to Clause 6.2.3.2 of TS 36.508
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150342
	36.508
	0573
	-
	12.4.1
	Rel‑12
	Addition of Signalling test frequecies to 36.508 for CA_23B
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150342
	36.508
	0574
	-
	12.4.1
	Rel‑12
	Addition of Signalling test frequecies to 36.508 for CA_23A-29A
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150342
	36.508
	0575
	-
	12.4.1
	Rel‑12
	Correction to TDD CA contiguous Intra-band setting for signalling test
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150342
	36.508
	0576
	-
	12.4.1
	Rel‑12
	Addition of Signalling test frequecies to 36.508 for CA_1A-7A
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150343
	36.508
	0577
	-
	12.4.1
	Rel‑12
	Addition of CA_2A-30A to Clause 6.2.3.2 of TS 36.508.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.508
	0578
	-
	12.4.1
	Rel‑12
	Addition of CA_4A-30A to Clause 6.2.3.2 of TS 36.508.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.508
	0579
	-
	12.4.1
	Rel‑12
	Addition of CA_5A-30A to Clause 6.2.3.2 of TS 36.508.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150342
	36.508
	0580
	-
	12.4.1
	Rel‑12
	Addition of Signalling test frequencies to 36.508 for CA_5A-25A and CA_12A-25A
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150343
	36.508
	0581
	-
	12.4.1
	Rel‑12
	Correction to CA_18A-28A SIG test frequency in 36.508
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150342
	36.508
	0582
	-
	12.4.1
	Rel‑12
	Addition of test frequency table for Band 23B to 36.508
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150343
	36.508
	0583
	-
	12.4.1
	Rel‑12
	Addition of test frequencies for CA_18A-28A in 36.508
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.508
	0584
	-
	12.4.1
	Rel‑12
	Addition of 3DL Intra-band Contiguous and Non-contiguous Test Frequencies
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150342
	36.508
	0585
	-
	12.4.1
	Rel‑12
	Addition of further test frequencies for Intra-band Non-contiguous 2DL CA
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150343
	36.508
	0586
	-
	12.4.1
	Rel‑12
	Update of SCC configuration for 3DL CA RF/RRM tests
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1744
	-
	12.4.0
	Rel‑12
	Addition of CA_2-30 to Clause 5.2A of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1745
	-
	12.4.0
	Rel‑12
	Addition of CA_5-30 to Clause 5.2A of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1746
	-
	12.4.0
	Rel‑12
	Addition of CA_5A-30A to Clause 5.4.2A of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1747
	-
	12.4.0
	Rel‑12
	Addition of CA_4A-5A-30A to Clause 5.4.2A of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150341
	36.521-1
	1748
	-
	12.4.0
	Rel‑12
	Addition of new TC 9.3.6.1_F.2 FDD CQI Reporting under fading conditions with Three CSI processes for CoMP
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.521-1
	1749
	-
	12.4.0
	Rel‑12
	Addition of new TC 9.3.6.2_F.2 TDD CQI Reporting under fading conditions with Three CSI processes for CoMP
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150323
	36.521-1
	1750
	-
	12.4.0
	Rel‑12
	Corrections to 1 PRB allocation performance in presence of MBSF
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150327
	36.521-1
	1751
	-
	12.4.0
	Rel‑12
	Corrections to the Common Test Parameters for User-specific Reference Symbols
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.521-1
	1752
	-
	12.4.0
	Rel‑12
	Test Tolerances for 8.3.1.2.1_D_1 FDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO Rel‑11
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.521-1
	1753
	-
	12.4.0
	Rel‑12
	Test Tolerances for 8.3.2.2.1_D_1 TDD PDSCH Dual-layer Spatial Multiplexing for eDL-MIMO Rel‑11
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.521-1
	1754
	-
	12.4.0
	Rel‑12
	Uncertainties and Test Tolerances to Annex F for PDSCH for eDL-MIMO Rel‑11
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150327
	36.521-1
	1755
	-
	12.4.0
	Rel‑12
	CA RF: Corrections to power imbalance test
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.521-1
	1756
	-
	12.4.0
	Rel‑12
	Update of non-contiguous CA Rx Test Cases
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.521-1
	1757
	-
	12.4.0
	Rel‑12
	ePDCCH RF: Corrections to sustained data rate test
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150342
	36.521-1
	1758
	-
	12.4.0
	Rel‑12
	Introduction of new CA band combinations 5+25 and 12+25 for Transmitter Characteristics
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150323
	36.521-1
	1759
	-
	12.4.0
	Rel‑12
	Correction in cl.3 of 36.521-1
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150327
	36.521-1
	1760
	-
	12.4.0
	Rel‑12
	Correction to message exceptions for eICIC performance test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1761
	-
	12.4.0
	Rel‑12
	Clean up on Performance and CSI test cases for eICIC and feICIC
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.521-1
	1762
	-
	12.4.0
	Rel‑12
	Correction to test procedure in CQI Reporting under AWGN for feICIC
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.521-1
	1763
	-
	12.4.0
	Rel‑12
	Correction to minimum test time for feICIC performance tests in G.3A.5
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150342
	36.521-1
	1764
	-
	12.4.0
	Rel‑12
	New CA band combination CA_1A-28A - Updates of 5.2A Operating bands
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150342
	36.521-1
	1765
	-
	12.4.0
	Rel‑12
	New CA band combination CA_1A-28A - Updates of 5.4.2A Channel bandwidth
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150342
	36.521-1
	1766
	-
	12.4.0
	Rel‑12
	New CA band combination CA_1A-28A - Updates of 6.2.5.3 Delta TIB
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150342
	36.521-1
	1767
	-
	12.4.0
	Rel‑12
	New CA band combination CA_1A-28A - Updates of 7.3.3 Delta RIB
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150343
	36.521-1
	1768
	-
	12.4.0
	Rel‑12
	New CA band combination CA_1A-18A-28A - Updates of 5.4.2A Channel bandwidth
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1769
	-
	12.4.0
	Rel‑12
	New CA band combinations (CA_1A-41A, CA_1A-41C) - Updates of 5.2A Operating bands
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1770
	-
	12.4.0
	Rel‑12
	New CA band combinations (CA_26A-41A, CA_26A-41C) - Updates of 5.2A Operating bands
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1771
	-
	12.4.0
	Rel‑12
	New CA band combination CA_1A-18A-28A - Updates of 5.2A Operating bands
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1772
	-
	12.4.0
	Rel‑12
	Correction to the description of duplex mode related to CA_18A-28A
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1773
	-
	12.4.0
	Rel‑12
	Correction to the test frequencies and test CC combinations for CA_18A-28A
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150342
	36.521-1
	1774
	-
	12.4.0
	Rel‑12
	Correction to requirements for test case 7.6.2A.1 and 7.6.2A.2
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150327
	36.521-1
	1775
	-
	12.4.0
	Rel‑12
	Removal of Note 1 in requirements of TC 6.2.2A
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1776
	-
	12.4.0
	Rel‑12
	Addition of &#916:RIB,c to requirements of blocking and spurios response test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1777
	-
	12.4.0
	Rel‑12
	Correction to PUSCH configuration details for 36.521-1 4x2 CA test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150342
	36.521-1
	1778
	-
	12.4.0
	Rel‑12
	Added TT in annex for TDD inter band CA performance tests
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150342
	36.521-1
	1779
	-
	12.4.0
	Rel‑12
	Updated TT in TDD inter band CA performance tests
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150343
	36.521-1
	1780
	-
	12.4.0
	Rel‑12
	Addition of CA_1A-20A to TS 36.521-1
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150342
	36.521-1
	1781
	-
	12.4.0
	Rel‑12
	Addition of 2A-12A and 5A-13A 2DL Interband CA to 36.521-1
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150323
	36.521-1
	1782
	-
	12.4.0
	Rel‑12
	Clarification on bandwidth to be tested
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-1
	1783
	-
	12.4.0
	Rel‑12
	Correction to 6.6.3.2 of Tx Spurious
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150327
	36.521-1
	1784
	-
	12.4.0
	Rel‑12
	Correction in 6.2.5A and 6.5.1A of 36.521-1
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1785
	-
	12.4.0
	Rel‑12
	Fixing numbering in Table 6.6.2.3A.1.4.1-1
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150323
	36.521-1
	1786
	-
	12.4.0
	Rel‑12
	Change of test points for A-MPR in band 26
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150342
	36.521-1
	1787
	-
	12.4.0
	Rel‑12
	Addition of BCS1 to 25A-25A CA
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150342
	36.521-1
	1788
	-
	12.4.0
	Rel‑12
	Introduction of CA_1A-7A to TS 36.521-1
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150342
	36.521-1
	1789
	-
	12.4.0
	Rel‑12
	Correction to test points for intra-band contiguous receiver test cases
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150343
	36.521-1
	1790
	-
	12.4.0
	Rel‑12
	Addition of CA_2A-30A to Clause 7.3.3 of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1791
	-
	12.4.0
	Rel‑12
	Addition of CA_2A-30A to Clause 6.2.5 of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1792
	-
	12.4.0
	Rel‑12
	Addition of CA_2A-30A to Clause 5.4.2A of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1793
	-
	12.4.0
	Rel‑12
	Addition of CA_4A-30A to Clause 7.3.3 of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1794
	-
	12.4.0
	Rel‑12
	Addition of CA_4A-30A to Clause 6.2.5 of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1795
	-
	12.4.0
	Rel‑12
	Addition of CA_4-30 to Clause 5.2A of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1796
	-
	12.4.0
	Rel‑12
	Addition of CA_4A-30A to Clause 5.4.2A of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1797
	-
	12.4.0
	Rel‑12
	Addition of CA_5A-30A to Clause 7.3.3 of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1798
	-
	12.4.0
	Rel‑12
	Addition of CA_5A-30A to Clause 6.2.5 of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1799
	-
	12.4.0
	Rel‑12
	Addition of CA_4-5-30 to Clause 5.2A of TS 36.521-1.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1800
	-
	12.4.0
	Rel‑12
	Addition of new TC FDD PDSCH Single Antenna Port Performance for CA (3DL CA)
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1801
	-
	12.4.0
	Rel‑12
	Addition of CA_2A-2A-13A to TS 36.521-1
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1802
	-
	12.4.0
	Rel‑12
	Addition of 40D,41D,41C-41A and 25A-25A BCS1 to Channel BW for CA tables
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1803
	-
	12.4.0
	Rel‑12
	Addition of multiple interband 3DL CA Combinations to Channel BW for CA tables
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150341
	36.521-1
	1804
	-
	12.4.0
	Rel‑12
	Addition of new TC 9.3.6.1_F.1 FDD CQI Reporting under fading conditions with Single CSI process for CoMP
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.521-1
	1805
	-
	12.4.0
	Rel‑12
	Addition of new TC 9.3.6.1_F.3 FDD CQI Reporting under fading conditions with Four CSI processes for CoMP
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.521-1
	1806
	-
	12.4.0
	Rel‑12
	Addition of new TC 9.3.6.2_F.1 TDD CQI Reporting under fading conditions with Single CSI process for CoMP
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.521-1
	1807
	-
	12.4.0
	Rel‑12
	Addition of new TC 9.3.6.2_F.3 TDD CQI Reporting under fading conditions with Four CSI processes for CoMP
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150342
	36.521-1
	1808
	-
	12.4.0
	Rel‑12
	Introduction of new CA band combinations 5+25 and 12+25 for Receiver Characteristics
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150343
	36.521-1
	1809
	-
	12.4.0
	Rel‑12
	Addition of CA_1A-7A-20A to TS 36.521-1
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1810
	-
	12.4.0
	Rel‑12
	Update of minimum requirements for TC 6.2.5 Configured UE transmitted Output Power
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1811
	-
	12.4.0
	Rel‑12
	Updates of minimum requirement to reference sensitivity for CA
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1812
	-
	12.4.0
	Rel‑12
	Addition of new TC TDD PDSCH Single Antenna Port Performance for CA (3DL CA)
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1813
	-
	12.4.0
	Rel‑12
	Addition of new TC FDD Sustained data rate performance for CA (3DL CA)
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1814
	-
	12.4.0
	Rel‑12
	Addition of new TC TDD Sustained data rate performance for CA (3DL CA)
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1815
	-
	12.4.0
	Rel‑12
	New CA band combinations (CA_1A-41A, CA_1A-41C) - Updates of 5.4.2A Channel bandwidth
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1816
	-
	12.4.0
	Rel‑12
	New CA band combinations (CA_26A-41A, CA_26A-41C) - Updates of 5.4.2A Channel bandwidth
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150327
	36.521-1
	1817
	-
	12.4.0
	Rel‑12
	Change in UE co-existence 6.6.3.2 harmonic emissions exceptions
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1818
	-
	12.4.0
	Rel‑12
	CA RF: Updates to in-band emissions requirements
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150345
	36.521-1
	1819
	-
	12.4.0
	Rel‑12
	Correction to test procedure of TC 7.6.1A.4
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150327
	36.521-1
	1820
	-
	12.4.0
	Rel‑12
	Update of CA sustained data rate tests
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1821
	-
	12.4.0
	Rel‑12
	Aligning Bandwidth Combination Sets with latest core specification
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.521-1
	1822
	-
	12.4.0
	Rel‑12
	Update to TC 7.5A.4 Adjacent Channel Selectivity (ACS) for CA (intra-band non-contiguous DL CA without UL CA)
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150342
	36.521-1
	1823
	-
	12.4.0
	Rel‑12
	New CA band combination CA_1A-28A - Updates of 7.3A Refsens
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150323
	36.521-1
	1824
	-
	12.4.0
	Rel‑12
	Updates to Spurious emission band UE co-existence test case 6.6.3.2
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150327
	36.521-1
	1825
	-
	12.4.0
	Rel‑12
	Updates to FDD and TDD RI Reporting test cases for CoMP
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1827
	-
	12.4.0
	Rel‑12
	Addition of CA capability in Rx tests
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1828
	-
	12.4.0
	Rel‑12
	Addition of Multi-Cluster PUSCH with One Uplink Carrier test cases to 36.521-1
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1829
	-
	12.4.0
	Rel‑12
	Addition of CA capability and applicability changes to Clause 8 36.521-1 FDD TM3 CA test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1830
	-
	12.4.0
	Rel‑12
	Changes to Annex F of 36.521-1 related to CA capability and applicability changes to FDD CA test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1831
	-
	12.4.0
	Rel‑12
	Correction to CA applicability and test rules
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1832
	-
	12.4.0
	Rel‑12
	Addition of CA capability and applicability changes to 36.521-1 FDD TM1 CA test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1833
	-
	12.4.0
	Rel‑12
	Update to LTE CA Sustained Data rate test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1834
	-
	12.4.0
	Rel‑12
	CA demod Soft Buffer test case variants merge
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1835
	-
	12.4.0
	Rel‑12
	Addition of CA capability and applicability changes to Clause 8 36.521-1 FDD TM4 CA test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150327
	36.521-1
	1836
	-
	12.4.0
	Rel‑12
	Addition of CA capability and applicability changes to FDD chap9 CA test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150343
	36.521-1
	1837
	-
	12.4.0
	Rel‑12
	Introduction of Test Case for Maximum input level for 3DL CA
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1838
	-
	12.4.0
	Rel‑12
	Addition of new TC of reference sensitivity for 3DL CA
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-1
	1839
	-
	12.4.0
	Rel‑12
	Addition of Cell IDs for 3DL CA Rx tests
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150341
	36.521-1
	1840
	-
	12.4.0
	Rel‑12
	Addition of TT for new TCs 9.3.6.1_F.1, 9.3.6.1_F.2, 9.3.6.1_F.3, 9.3.6.2_F.1, 9.3.6.2_F.2 and 9.3.6.2_F.3
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150342
	36.521-2
	0221
	-
	12.4.0
	Rel‑12
	Introduction of CA_1A-7A to TS 36.521-2
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150323
	36.521-2
	0222
	-
	12.4.0
	Rel‑12
	Corrections to title of RRM test case 8.7.1 in applicability table
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150328
	36.521-2
	0223
	-
	12.4.0
	Rel‑12
	CA: Corrections to CA capability tables
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150342
	36.521-2
	0224
	-
	12.4.0
	Rel‑12
	Introduction of RF applicability for CA band combinations 5+25 and 12+25
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150342
	36.521-2
	0225
	-
	12.4.0
	Rel‑12
	New CA band combination CA_1A-28A - Updates of Table A.4.6.3-3
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150343
	36.521-2
	0226
	-
	12.4.0
	Rel‑12
	Addition of CA_1A-20A to TS 36.521-2
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150342
	36.521-2
	0227
	-
	12.4.0
	Rel‑12
	Addition of 2A-12A and 5A-13A 2DL Interband CA to 36.521-2
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150328
	36.521-2
	0228
	-
	12.4.0
	Rel‑12
	Applicability conditions added to TCs 9.1.12.x and 9.2.11.x
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150343
	36.521-2
	0229
	-
	12.4.0
	Rel‑12
	Addition of CA_2A-2A-13A to TS 36.521-2
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150323
	36.521-2
	0230
	-
	12.4.0
	Rel‑12
	Update of FGI definitions in TS 36.521-2
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150343
	36.521-2
	0231
	-
	12.4.0
	Rel‑12
	Addition of CA_2-30 to Annex A.4.6 of TS 36.521-2.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-2
	0232
	-
	12.4.0
	Rel‑12
	Addition of CA_4-30 to Annex A.4.6 of TS 36.521-2.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.521-2
	0233
	-
	12.4.0
	Rel‑12
	Addition of CA_5-30 to Annex A.4.6 of TS 36.521-2.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150341
	36.521-2
	0234
	-
	12.4.0
	Rel‑12
	Update of applicability statements for CoMP - TCs being split
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150343
	36.521-2
	0235
	-
	12.4.0
	Rel‑12
	Addition of applicability for 3DL CA test cases
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150342
	36.521-2
	0236
	-
	12.4.0
	Rel‑12
	Addition of applicability for CA_39C in TS 36.521-2
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150345
	36.521-2
	0238
	-
	12.4.0
	Rel‑12
	Addition of applicability for newly added 20MHz+10MHz RRM test cases
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-2
	0239
	-
	12.4.0
	Rel‑12
	Addition of applicability for newly added RSRP accuracy RRM test cases
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150343
	36.521-2
	0240
	-
	12.4.0
	Rel‑12
	Addition of a new table for Supported CA configurations for Inter-band CA (three bands)
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150328
	36.521-2
	0241
	-
	12.4.0
	Rel‑12
	Addition of applicability for Multi-Cluster PUSCH with One Uplink Carrier test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150328
	36.521-2
	0242
	-
	12.4.0
	Rel‑12
	CA demod test case variants merge in 36.521-2
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.521-3
	1043
	-
	12.4.1
	Rel‑12
	Corrections to multicarrier handover from E-UTRA to UTRA requirements
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150323
	36.521-3
	1044
	-
	12.4.1
	Rel‑12
	Test Tolerances for 4.3.1.3 E-UTRAN FDD - UTRAN FDD cell re-selection
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1045
	-
	12.4.1
	Rel‑12
	Test Tolerance for 4.3.4.3 EUTRA TDD-UTRA TDD cell reselection
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1046
	-
	12.4.1
	Rel‑12
	Test Tolerances for 8.5.2 E-UTRAN FDD - UTRAN FDD SON ANR cell search reporting
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1047
	-
	12.4.1
	Rel‑12
	Test Tolerances for 8.7.3 E-UTRAN TDD - UTRAN TDD SON ANR cell search reporting
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1048
	-
	12.4.1
	Rel‑12
	Test Tolerances for 8.9.1 E-UTRAN FDD - UTRAN TDD event triggered reporting
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1049
	-
	12.4.1
	Rel‑12
	Test Tolernaces for 8.8.1+8.10.1 E-UTRAN - GSM event triggered reporting
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1050
	-
	12.4.1
	Rel‑12
	Test Tolerances for 8.8.2+8.10.2 E-UTRAN - GSM event triggered reporting when DRX is used
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1051
	-
	12.4.1
	Rel‑12
	Uncertainties to Annex F for RRM test cases
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1052
	-
	12.4.1
	Rel‑12
	Update Uncertainties for Test case 5.1.5
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1053
	-
	12.4.1
	Rel‑12
	Update Uncertainties for Test case 5.1.6
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1054
	-
	12.4.1
	Rel‑12
	Update Uncertainties for Test case 5.2.3, 5.2.6
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150343
	36.521-3
	1055
	-
	12.4.0
	Rel‑12
	Introduction of Test Cases for RSRQ Accuracy for TDD-FDD CA
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150345
	36.521-3
	1056
	-
	12.4.1
	Rel‑12
	Uncerts and Test Tols for TCs 8.16.11+8.16.12 36.521-3 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1057
	-
	12.4.1
	Rel‑12
	Uncerts and Test Tols for TCs 8.16.15+8.16.16 36.521-3 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1058
	-
	12.4.1
	Rel‑12
	Uncerts and Test Tols for TCs 9.1.18.2+9.1.19.2 36.521-3 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1059
	-
	12.4.1
	Rel‑12
	Uncerts and Test Tols for TCs 9.1.20.1+9.1.21.1 36.521-3 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1060
	-
	12.4.1
	Rel‑12
	Uncerts and Test Tols for TCs 9.1.20.2+9.1.21.2 36.521-3 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150328
	36.521-3
	1061
	-
	12.4.1
	Rel‑12
	RRM: Corrections to event triggered tests without measurement gap
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150345
	36.521-3
	1062
	-
	12.4.1
	Rel‑12
	Uncerts and Test Tols for TCs 9.2.23.1+9.2.24.1 36.521-3 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1063
	-
	12.4.1
	Rel‑12
	Uncerts and Test Tols for TCs 9.2.23.2+9.2.24.2 36.521-3 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1064
	-
	12.4.1
	Rel‑12
	Correction to RRM TCs 9.1.6.2 and 9.1.7.2
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1065
	-
	12.4.1
	Rel‑12
	Addition of cell mapping for some test cases
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150328
	36.521-3
	1066
	-
	12.4.1
	Rel‑12
	Update of Annex E and F for TCs 9.1.12 and 9.2.11
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150328
	36.521-3
	1067
	-
	12.4.1
	Rel‑12
	Correction to test procedure for LTE CA event reporting test case
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150328
	36.521-3
	1068
	-
	12.4.1
	Rel‑12
	Correction to message exceptions in eICIC MBSFN ABS
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.521-3
	1069
	-
	12.4.1
	Rel‑12
	Correction to feICIC common exceptions in AnnexH
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.521-3
	1070
	-
	12.4.1
	Rel‑12
	Clean up on cl.7 and cl.8 feICIC RRM test cases
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.521-3
	1071
	-
	12.4.1
	Rel‑12
	Clean up on cl.9 feICIC RRM test cases
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150328
	36.521-3
	1072
	-
	12.4.1
	Rel‑12
	Error correction to TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150345
	36.521-3
	1073
	-
	12.4.1
	Rel‑12
	Cell configuration mapping for Rel‑12 and forward absolute RSRP accuracy RRM cases
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150323
	36.521-3
	1074
	-
	12.4.1
	Rel‑12
	Update R8 intra frequency absolute RSRP accuracy requirements
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150323
	36.521-3
	1075
	-
	12.4.1
	Rel‑12
	Update R8 inter frequency absolute RSRP accuracy requirements
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150326
	36.521-3
	1076
	-
	12.4.1
	Rel‑12
	Update R9 inter frequency absolute RSRP accuracy requirements
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150328
	36.521-3
	1077
	-
	12.4.1
	Rel‑12
	Update R10 intra frequency absolute RSRP accuracy requirements
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150328
	36.521-3
	1078
	-
	12.4.1
	Rel‑12
	Update TDD RSRP Accuracy requirements for Carrier Aggregation
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150345
	36.521-3
	1079
	-
	12.4.1
	Rel‑12
	New TCs: intra frequency absolute RSRP accuracy requirements
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1080
	-
	12.4.1
	Rel‑12
	New TCs: inter frequency absolute RSRP accuracy requirements
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1081
	-
	12.4.1
	Rel‑12
	New TCs: RSRP absolute accuracy for E-UTRA CA
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1082
	-
	12.4.1
	Rel‑12
	New TC: E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20MHz+10MHz
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1083
	-
	12.4.1
	Rel‑12
	New TC: E-UTRAN TDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20MHz+10MHz bandwidth
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1084
	-
	12.4.1
	Rel‑12
	New TC: TDD RSRP Accuracy for E-UTRAN Carrier Aggregation for 20MHz + 10MHz
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1085
	-
	12.4.1
	Rel‑12
	New TC: TDD RSRQ Accuracy for E-UTRAN Carrier Aggregation for 20MHz + 10MHz
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150328
	36.521-3
	1086
	-
	12.4.1
	Rel‑12
	Corrections to on time to identify the target UTRA TDD cell for blind redirection
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150328
	36.521-3
	1087
	-
	12.4.1
	Rel‑12
	Update of TCs 9.1.12 for FDD RSRP Accuracy for CA 20MHz
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150328
	36.521-3
	1088
	-
	12.4.1
	Rel‑12
	Update TCs 9.2.11 for FDD RSRQ Accuracy for CA 20MHz
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150328
	36.521-3
	1089
	-
	12.4.1
	Rel‑12
	Correction to eICIC Radio link monitoring test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150328
	36.521-3
	1090
	-
	12.4.1
	Rel‑12
	Clean up on cl.7 and cl.9 eICIC RRM test cases
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150345
	36.521-3
	1092
	-
	12.4.1
	Rel‑12
	Update R11 RSRP Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1093
	-
	12.4.1
	Rel‑12
	Uncerts and Test Tols for TCs 8.16.13+8.16.14 36.521-3 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1094
	-
	12.4.1
	Rel‑12
	Uncerts and Test Tols for TCs 8.16.9+8.16.10 36.521-3 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.521-3
	1095
	-
	12.4.1
	Rel‑12
	Cell configuration mapping for 20MHz +10MHz CA RRM new cases
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150328
	36.521-3
	1096
	-
	12.4.1
	Rel‑12
	Editorial correction to 8.14.2 and 8.15.2
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150323
	36.521-3
	1097
	-
	12.4.1
	Rel‑12
	Corrections to RRM test cases in clauses 5 and 8
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150345
	36.521-3
	1098
	-
	12.4.1
	Rel‑12
	Uncerts and Test Tols for TCs 9.1.18.1+9.1.19.1 36.521-3 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150328
	36.521-3
	1099
	-
	12.4.1
	Rel‑12
	CA RRM: Correction to test frequencies and Cell-IDs
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150328
	36.521-3
	1100
	-
	12.4.1
	Rel‑12
	Addition of CA capability in RRM tests
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.521-3
	1101
	-
	12.4.1
	Rel‑12
	feICIC RRM: Corrections to Cell-IDs
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150323
	36.521-3
	1102
	-
	12.4.1
	Rel‑12
	RRM: Consideration of unsent measurement reports
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150328
	36.521-3
	1103
	-
	12.4.1
	Rel‑12
	Updates of test procedures in activation and deactivation test cases
	approved
	F
	12.5.0
	TEI10_test
	R5

	RP-150323
	36.521-3
	1104
	-
	12.4.1
	Rel‑12
	RRM: Inter-frequency testing for Band 30
	approved
	F
	12.5.0
	TEI8_Test
	R5

	GP-150008
	36.523-1
	2832
	-
	12.4.0
	Rel‑12
	CR 36.523-1-2832 Correction to GERAN<>EUTRA test cases 6.2.3.23 and 6.2.3.24
	approved
	F
	12.5.0
	TEI_Test
	G3new

	GP-150009
	36.523-1
	2833
	-
	12.4.0
	Rel‑12
	CR 36.523-1-2833 Correction to GERAN<>EUTRA test cases 6.2.3.26 and 6.2.3.29
	approved
	F
	12.5.0
	TEI_Test
	G3new

	GP-150042
	36.523-1
	2834
	1
	12.4.0
	Rel‑12
	CR 36.523-1-2834 Correction to WI-087 LTE<>GERAN Testcases 6.2.3.28 and 6.2.3.30
	approved
	F
	12.5.0
	TEI8_Test
	G3new

	GP-150012
	36.523-1
	2835
	-
	12.4.0
	Rel‑12
	CR 36.523-1-2835 6.2.3.26 Corrections and cleanup to GERAN-LTE cell re-selection test cases
	approved
	F
	12.5.0
	GELTE
	G3new

	GP-150013
	36.523-1
	2836
	-
	12.4.0
	Rel‑12
	CR 36.523-1-2836 6.2.3.27 Corrections and cleanup to GERAN-LTE cell re-selection test cases
	approved
	F
	12.5.0
	GELTE
	G3new

	GP-150014
	36.523-1
	2837
	-
	12.4.0
	Rel‑12
	CR 36.523-1-2837 6.2.3.28 Corrections and cleanup to GERAN-LTE cell re-selection test cases
	approved
	F
	12.5.0
	GELTE
	G3new

	GP-150015
	36.523-1
	2838
	-
	12.4.0
	Rel‑12
	CR 36.523-1-2838 6.2.3.29 Corrections and cleanup to GERAN-LTE cell re-selection test cases
	approved
	F
	12.5.0
	GELTE
	G3new

	RP-150324
	36.523-1
	2839
	-
	12.4.0
	Rel‑12
	Correction of Idle mode test case 6.1.1.2
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150324
	36.523-1
	2840
	-
	12.4.0
	Rel‑12
	Correction of Idle mode test case 6.1.1.9
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150329
	36.523-1
	2841
	-
	12.4.0
	Rel‑12
	Forgotten removal of TC 6.3.12 from TS 36.523-1
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.523-1
	2842
	-
	12.4.0
	Rel‑12
	Correction to eMDT test case 8.6.4.5
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2843
	-
	12.4.0
	Rel‑12
	Correction to eMDT test case 8.6.6.6
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150326
	36.523-1
	2844
	-
	12.4.0
	Rel‑12
	Correction to MFBI test case 6.1.2.20
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150341
	36.523-1
	2845
	-
	12.4.0
	Rel‑12
	Correction to test case 6.2.4.3
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150329
	36.523-1
	2846
	-
	12.4.0
	Rel‑12
	Update of Idle mode test case 6.2.3.35
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150345
	36.523-1
	2847
	-
	12.4.0
	Rel‑12
	Correction of EUTRA<>UTRA bSRVCC Testcase 13.4.3.20
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150324
	36.523-1
	2848
	-
	12.4.0
	Rel‑12
	Correction to GCF WI-082 EUTRA ESM test case 10.4.1
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150329
	36.523-1
	2849
	-
	12.4.0
	Rel‑12
	Correction the parameter in TC 13.4.3.28
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.523-1
	2850
	-
	12.4.0
	Rel‑12
	Correction to CA intra band non-contiguous clause 7.1 rel-11 test cases
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150345
	36.523-1
	2851
	-
	12.4.0
	Rel‑12
	Correction to CA intra band non-contiguous clause 7.1 rel-12 test cases
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150341
	36.523-1
	2852
	-
	12.4.0
	Rel‑12
	Correction to CA intra band non-contiguous clause 8.2 rel-11 test cases
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150345
	36.523-1
	2853
	-
	12.4.0
	Rel‑12
	Correction to CA intra band non-contiguous clause 8.2 rel-12 test cases
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150341
	36.523-1
	2854
	-
	12.4.0
	Rel‑12
	Correction to CA intra band non-contiguous clause 8.3 rel-11 test cases
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2855
	-
	12.4.0
	Rel‑12
	Correction to CA intra band non-contiguous clause 8.4 rel-11 test cases
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2856
	-
	12.4.0
	Rel‑12
	Correction to CA intra band non-contiguous clause 8.5 rel-11 test cases
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150324
	36.523-1
	2857
	-
	12.4.0
	Rel‑12
	Correction to ESM test case 10.4.2 test case
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150326
	36.523-1
	2858
	-
	12.4.0
	Rel‑12
	Correction to IMS Emergency Call test case 11.2.4
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150326
	36.523-1
	2859
	-
	12.4.0
	Rel‑12
	Correction to IMS Emergency Call test case 11.2.5
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150326
	36.523-1
	2860
	-
	12.4.0
	Rel‑12
	Correction to IMS Emergency Call test case 11.2.8 and 11.2.8a
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150329
	36.523-1
	2861
	-
	12.4.0
	Rel‑12
	Correction to LTE-A Carrier Aggregation test cases 8.2.4.23.x
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150329
	36.523-1
	2862
	-
	12.4.0
	Rel‑12
	Updates to MDT test case 8.6.5.1
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150324
	36.523-1
	2863
	-
	12.4.0
	Rel‑12
	Update of SRVCC test case 13.4.3.2
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150329
	36.523-1
	2864
	-
	12.4.0
	Rel‑12
	Update of aSRVCC test case 13.4.3.14 and 13.4.3.16
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150345
	36.523-1
	2865
	-
	12.4.0
	Rel‑12
	Update of bSRVCC test case 13.4.3.18
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150324
	36.523-1
	2866
	-
	12.4.0
	Rel‑12
	Update of EMM test case 9.1.5.1
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150340
	36.523-1
	2867
	-
	12.4.0
	Rel‑12
	New TC 13.4.3.31 Inter-system mobility / GERAN CS voice to E-UTRA voice / rSRVCC
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150340
	36.523-1
	2868
	-
	12.4.0
	Rel‑12
	New TC 13.4.3.33 Inter-system mobility / GERAN CS voice to E-UTRA voice / alerting / rSRVCC / MO call
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150340
	36.523-1
	2869
	-
	12.4.0
	Rel‑12
	New TC 13.4.3.35 Inter-system mobility / GERAN CS voice to E-UTRA voice / alerting / rSRVCC / MT call
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150340
	36.523-1
	2870
	-
	12.4.0
	Rel‑12
	New TC 13.4.3.37 Inter-system mobility / GERAN CS voice to E-UTRA voice / rSRVCC / HO cancelled
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150326
	36.523-1
	2871
	-
	12.4.0
	Rel‑12
	Correction to IMS Emergency Call test case 11.2.7
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150340
	36.523-1
	2872
	-
	12.4.0
	Rel‑12
	Updates to TC 13.4.3.32
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150340
	36.523-1
	2873
	-
	12.4.0
	Rel‑12
	Updates to TC 13.4.3.34
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150340
	36.523-1
	2874
	-
	12.4.0
	Rel‑12
	Updates to TC 13.4.3.36
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150340
	36.523-1
	2875
	-
	12.4.0
	Rel‑12
	Updates to TC 13.4.3.38
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150326
	36.523-1
	2876
	-
	12.4.0
	Rel‑12
	Remove of test case 8.2.4.22
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150341
	36.523-1
	2877
	-
	12.4.0
	Rel‑12
	Correction to eMBMS-SC test case 17.4.2
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150329
	36.523-1
	2878
	-
	12.4.0
	Rel‑12
	Correction to RFT-117 EUTRA MFBI Testcase 6.2.3.35
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150324
	36.523-1
	2879
	-
	12.4.0
	Rel‑12
	Correction to EUTRA Idle Mode test cases 6.1.1.8 and 6.1.1.9
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150324
	36.523-1
	2880
	-
	12.4.0
	Rel‑12
	Correction to short DRX cycle test case 7.1.6.3
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150341
	36.523-1
	2881
	-
	12.4.0
	Rel‑12
	Correction to UL-Comp test case 7.1.10.1
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2882
	-
	12.4.0
	Rel‑12
	Correction to UL-Comp test case 7.1.10.2
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2883
	-
	12.4.0
	Rel‑12
	Correction to ePDCCH test case 7.1.3.14
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2884
	-
	12.4.0
	Rel‑12
	Correction to ePDCCH test case 7.1.3.15
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2885
	-
	12.4.0
	Rel‑12
	New test case 8.5.4.2 for Network-requested CA Band Combination Capability Signalling
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2886
	-
	12.4.0
	Rel‑12
	New test case 8.5.4.3 for Network-requested CA Band Combination Capability Signalling
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150324
	36.523-1
	2887
	-
	12.4.0
	Rel‑12
	Correction to EUTRA RRC test case 8.5.4.1
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150341
	36.523-1
	2888
	-
	12.4.0
	Rel‑12
	Correction to CA test case 8.2.4.16.x
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150329
	36.523-1
	2889
	-
	12.4.0
	Rel‑12
	Correction to CA test case 8.2.4.20.x
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150329
	36.523-1
	2890
	-
	12.4.0
	Rel‑12
	Update of eICIC test case 8.3.1.20
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.523-1
	2891
	-
	12.4.0
	Rel‑12
	Correction to eMDT test case 8.6.2.3a
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2892
	-
	12.4.0
	Rel‑12
	Correction to eMDT test case 8.6.2.10
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2893
	-
	12.4.0
	Rel‑12
	Correction to eMDT test case 8.6.2.11
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-1
	2894
	-
	12.4.0
	Rel‑12
	Correction to test cases 8.6.4.9 and 8.6.8.2
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150329
	36.523-1
	2895
	-
	12.4.0
	Rel‑12
	Correction to test cases 8.6.5.2, 8.6.5.3 and 8.6.6.2
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150324
	36.523-1
	2896
	-
	12.4.0
	Rel‑12
	Correction to GCF WI-086 EUTRA EMM test case 9.2.1.2.1b
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150329
	36.523-1
	2897
	-
	12.4.0
	Rel‑12
	Correction to aSRVCC test case 13.4.3.28
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150345
	36.523-1
	2898
	-
	12.4.0
	Rel‑12
	Correction of Multilayer bSRVCC TC 13.4.3.19
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150326
	36.523-1
	2899
	-
	12.4.0
	Rel‑12
	"New test case ""Inter-system mobility / E-UTRA PS voice to GSM CS voice / HO cancelled / Notification procedure / SRVCC"""
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150329
	36.523-1
	2900
	-
	12.4.0
	Rel‑12
	Correction to eMBMS test case 17.3.2
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150341
	36.523-1
	2901
	-
	12.4.0
	Rel‑12
	Correction to eMBMS-SC test case 17.4.2
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150324
	36.523-1
	2902
	-
	12.4.0
	Rel‑12
	up of IE 'cs-FallbackIndicator' value in clause 13 xSRVCC handover test cases
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150340
	36.523-1
	2903
	-
	12.4.0
	Rel‑12
	"Addition of Test case - ""Inter-system mobility / UTRA CS voice + PS data to E-UTRA voice + PS data / rSRVCC"" to rSRVCC Work Plan"
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150324
	36.523-1
	2904
	-
	12.4.0
	Rel‑12
	Update of IDLE mode test case 6.2.2.5
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150329
	36.523-1
	2905
	-
	12.4.0
	Rel‑12
	Correction to test Case 8.3.1.19
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150326
	36.523-1
	2906
	-
	12.4.0
	Rel‑12
	Correction to IMS Emergency Call test case 11.2.3
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150326
	36.523-1
	2907
	-
	12.4.0
	Rel‑12
	Correction to IMS Emergency Call test case 11.2.6
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150340
	36.523-1
	2908
	-
	12.4.0
	Rel‑12
	Addition of Test Case - Intersystem mobility / UTRA CS voice to E-UTRA voice / rSRVCC / Multiple voice calls with mid-call feature
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150324
	36.523-1
	2910
	-
	12.4.0
	Rel‑12
	Correction to EMM test case 9.2.1.1.28a
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150324
	36.523-1
	2911
	-
	12.4.0
	Rel‑12
	Update of Test Case 9.1.5.1
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150341
	36.523-2
	0692
	-
	12.4.0
	Rel‑12
	Correction to applicability for CA test cases 8.2.4.16.3, 8.2.4.18.3 and 8.2.4.20.3
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150341
	36.523-2
	0693
	-
	12.4.0
	Rel‑12
	Addition of CA_8A-20A to Annex A.4.3.3 of TS 36.523-2
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150342
	36.523-2
	0694
	-
	12.4.0
	Rel‑12
	Introduction of SIG applicability for CA band combinations 5+25 and 12+25
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150324
	36.523-2
	0695
	-
	12.4.0
	Rel‑12
	Applicability update of IDLE mode test case 6.2.2.5
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150340
	36.523-2
	0696
	-
	12.4.0
	Rel‑12
	Addition of applicability statements for new rSRVCC to GERAN test cases
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150343
	36.523-2
	0697
	-
	12.4.0
	Rel‑12
	Addition of CA_1-41 and CA_26-41 in 36.523-2
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.523-2
	0698
	-
	12.4.0
	Rel‑12
	Addition of CA_1A-20A to Annex A.4.3.3 of TS 36.523-2
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150324
	36.523-2
	0699
	-
	12.4.0
	Rel‑12
	Correction to the applicability of EUTRA to UTRA HSUPA test case 8.4.1.5
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150326
	36.523-2
	0700
	-
	12.4.0
	Rel‑12
	Update of applicability for TC 8.3.4.4 'Inter-RAT SI acquisition / RRC_CONNECTED / UMTS member CSG cell'
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150342
	36.523-2
	0701
	-
	12.4.0
	Rel‑12
	Addition of Multiple 2DL Interband CA combinations to 36.523-2 Table A.4.3.3.3-3
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150324
	36.523-2
	0702
	-
	12.4.0
	Rel‑12
	Update of FGI definitions in TS 36.523-2
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150342
	36.523-2
	0703
	-
	12.4.0
	Rel‑12
	Addition of CA_1-7, CA_23 and CA_23-29 to TS 36.523-2
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150326
	36.523-2
	0704
	-
	12.4.0
	Rel‑12
	Remove applicability for test case 8.2.4.22
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150341
	36.523-2
	0705
	-
	12.4.0
	Rel‑12
	Correction to Applicability for eMDT test cases
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150324
	36.523-2
	0706
	-
	12.4.0
	Rel‑12
	Corrections in applicability conditions of Table 4-1a for 1x CS Fallback test cases
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150324
	36.523-2
	0707
	-
	12.4.0
	Rel‑12
	Corrections to applicability statements for MIMO test cases 8.2.4.12 and 12.3.1
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150341
	36.523-2
	0708
	-
	12.4.0
	Rel‑12
	Applicability of new test cases 8.5.4.2 and 8.5.4.3 (Network-requested CA Band Combination Capability Signalling)
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150326
	36.523-2
	0709
	-
	12.4.0
	Rel‑12
	"Addition of applicability statements for new test case ""Inter-system mobility / E-UTRA PS voice to GSM CS voice / HO cancelled / Notification procedure / SRVCC"""
	approved
	F
	12.5.0
	TEI9_Test
	R5

	RP-150343
	36.523-2
	0710
	-
	12.4.0
	Rel‑12
	Addition of CA_2-30 to Annex A.4.3 of TS 36.523-2.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.523-2
	0711
	-
	12.4.0
	Rel‑12
	Addition of CA_4-30 to Annex A.4.3 of TS 36.523-2.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150343
	36.523-2
	0712
	-
	12.4.0
	Rel‑12
	Addition of CA_5-30 to Annex A.4.3 of TS 36.523-2.
	approved
	F
	12.5.0
	LTE_CA_Rel12_3DL-UEConTest
	R5

	RP-150340
	36.523-2
	0713
	-
	12.4.0
	Rel‑12
	Applicability of new test cases 13.4.3.39 and 13.4.3.40
	approved
	F
	12.5.0
	rSRVCC-UEConTest
	R5

	RP-150342
	36.523-2
	0714
	-
	12.4.0
	Rel‑12
	Addition of CA_41-42 to TS 36.523-2
	approved
	F
	12.5.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-150324
	36.523-3
	2499
	-
	12.0.0
	Rel‑12
	Routine maintenance for TS 36.523-3
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150340
	36.523-3
	2500
	-
	12.0.0
	Rel‑12
	rSRVCC Test Model
	approved
	F
	12.1.0
	rSRVCC-UEConTest
	R5

	RP-150335
	36.523-3
	2501
	-
	12.0.0
	Rel‑12
	Correction to GCF WI-177 EUTRA MDT Test cases 8.6.4.5
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2502
	-
	12.0.0
	Rel‑12
	Correction to test case 9.1.5.1, function fl_TC_9_1_5_1_Body() in NAS_EMMInformation.ttcn
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2503
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A eMDT test case 8.6.4.8
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2504
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of Rel‑11 LTE-A eMDT test case 8.6.4.8
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2505
	-
	12.0.0
	Rel‑12
	Corrrection to function f_GERAN_CreatePhyCombinedCellControlCh
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2506
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 EUTRA RRC eMDT test case 8.6.2.10
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2507
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of Rel‑11 EUTRA RRC eMDT test case 8.6.2.10
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2508
	-
	12.0.0
	Rel‑12
	Addition of GCF WI-162 EUTRA RRC Carrier Aggregation test case 8.2.4.16.1
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2509
	-
	12.0.0
	Rel‑12
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.16.2
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2510
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of GCF WI-191 LTE-A additional special subframe configuration test case 7.1.3.13
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2511
	-
	12.0.0
	Rel‑12
	Correction to common function f_GetTestcaseAttrib_DlCcchMsgInSeparateMacPdu() for eMDT test cases
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2512
	-
	12.0.0
	Rel‑12
	Addition of LTE-A Carrier Aggregation test case 8.2.4.23.2
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2513
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) Carrier Aggregation test case 8.2.2.5.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2514
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) Carrier Aggregation test case 8.2.4.17.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2515
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) Carrier Aggregation test case 8.2.4.21.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2516
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) Carrier Aggregation test case 8.3.1.17.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2517
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) Carrier Aggregation test case 8.3.1.18.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2518
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) Carrier Aggregation test case 8.3.1.22.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2519
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) Carrier Aggregation test case 8.5.1.7.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2520
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) Carrier Aggregation test case 8.2.2.3.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2521
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) Carrier Aggregation test case 8.2.2.4.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2522
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) Carrier Aggregation test case 8.2.4.23.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2523
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of GCF WI-156 MFBI Idle Mode test case 6.1.2.21
	approved
	B
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2524
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of LTE-A Enhanced Minimization of Drive Tests (eMDT) Testcase 8.6.11.1
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2525
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of GCF WI-177 EUTRA RRC test Case 8.6.7.1
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2526
	-
	12.0.0
	Rel‑12
	Addition of LTE-A Carrier Aggregation test case 8.2.4.23.1
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2527
	-
	12.0.0
	Rel‑12
	LTE_TDD : Correction to GCF WI-086 EUTRA RRC test case 8.1.3.7
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2528
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A Carrier Aggregation MAC test case 7.1.9.1.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2529
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A Carrier Aggregation RRC test case 8.2.4.16.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2530
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A Carrier Aggregation test case 8.2.4.18.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2531
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A Carrier Aggregation test case 8.2.4.20.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2532
	-
	12.0.0
	Rel‑12
	Addition of LTE-A (Rel‑11) CA Handover from UTRAN test case 8.4.2.7.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2533
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A eMDT test case 8.6.2.12
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2534
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of Rel‑11 LTE-A eMDT test case 8.6.2.12
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2535
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A eMDT test case 8.6.4.9
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2536
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of Rel‑11 LTE-A eMDT test case 8.6.4.9
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2537
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A eMDT test case 8.6.6.6
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2538
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of Rel‑11 LTE-A eMDT test case 8.6.6.6
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2539
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A eMDT test case 8.6.8.5
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2540
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A eMDT test case 8.6.8.6
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2541
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of Rel‑11 LTE-A eMDT test case 8.6.8.6
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2542
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A eMDT test case 8.6.2.11
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2543
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of Rel‑11 LTE-A eMDT test case 8.6.2.11
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2544
	-
	12.0.0
	Rel‑12
	Correction to GCF WI-081 EUTRA RRC test case 8.5.1.4 and WI-082 EMM test case 9.2.3.1.9a
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2545
	-
	12.0.0
	Rel‑12
	Addition of LTE-A Carrier Aggregation test case 8.2.4.23.1
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2546
	-
	12.0.0
	Rel‑12
	Correction to function fl_IP_AddrServers_Stop
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2547
	-
	12.0.0
	Rel‑12
	Correction to Importing of Parameters in UTRAN_RAB_Functions for LTE, POS and IMS test suites
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2548
	-
	12.0.0
	Rel‑12
	Correction to GCF WI-082 EUTRA ESM Test cases 10.4.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2549
	-
	12.0.0
	Rel‑12
	LTE_TDD : Correction to EUTRA MAC TDD-SSC test cases 7.1.3.12, 7,1,3,12a, 7.1.3.13, 7.1.3.13a
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2550
	-
	12.0.0
	Rel‑12
	Correction to common function f_GERAN_SwitchPowerOff()
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2551
	-
	12.0.0
	Rel‑12
	Correction to WI-086 EUTRA Multi-layer test cases 13.1.2, 13.1.2a, 13.1.3, 13.1.15
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2552
	-
	12.0.0
	Rel‑12
	Correction of LTE-A Carrier Aggregation test cases 8.3.1.18.x
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2553
	-
	12.0.0
	Rel‑12
	Addition of GCF WI-154 IMS Emergency Call test case 11.2.3
	approved
	B
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2554
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-154 IMS Emergency Call over EPS test case 11.2.1
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2555
	-
	12.0.0
	Rel‑12
	Correction to f_EUTRA_CA_InitFrequenciesInterBand() function for CA_3A-7A_Rev band combination
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2556
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-178 LTE-A eMBMS-SC test case 17.4.3
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2557
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-178 LTE-A eMBMS-SC test case 17.4.7
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2558
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-178 LTE-A eMBMS-SC test case 17.4.1
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2559
	-
	12.0.0
	Rel‑12
	Correction to EUTRA multilayer aSRVCC test case 13.4.3.28
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-150398
	36.523-3
	2560
	-
	12.0.0
	Rel‑12
	Correction to EUTRA bSRVCC testcases 13.4.3.19
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-150335
	36.523-3
	2561
	-
	12.0.0
	Rel‑12
	Correction to function f_SS_HS_DSCH_PDSCH_Cfg_DPCH_Modify_TDD
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2562
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-178 LTE-A eMBMS-SC test case 17.4.2
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2563
	-
	12.0.0
	Rel‑12
	LTE_TDD : Correction to Multilayer test case 13.4.2.4
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2564
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-150 MFBI Testcase 6.1.2.20
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2565
	-
	12.0.0
	Rel‑12
	Correction of QCI value in EPS bearer context no.2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2566
	-
	12.0.0
	Rel‑12
	Addition of Rel‑8 EUTRA Idle Mode LTE<>GERAN test case 6.2.3.29
	approved
	B
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2567
	-
	12.0.0
	Rel‑12
	Correction to LTE-A CA test cases 8.2.4.16.x, 8.2.4.18.3 and 8.2.4.20.3
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-150398
	36.523-3
	2568
	-
	12.0.0
	Rel‑12
	Correction to EUTRA<>UTRA bSRVCC testcase 13.4.3.20
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-150335
	36.523-3
	2569
	-
	12.0.0
	Rel‑12
	Correction to LTE-A CA test case 7.1.9.1.3
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2570
	-
	12.0.0
	Rel‑12
	Correction to GCF WI-164 eMBMS test case 17.1.3
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2571
	-
	12.0.0
	Rel‑12
	Addition of GCF WI-103 ESM test case 10.4.2
	approved
	B
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2572
	-
	12.0.0
	Rel‑12
	Correction to LTE-GERAN aSRVCC test cases 13.4.3.26 & 13.4.3.28
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2573
	-
	12.0.0
	Rel‑12
	LTE_TDD : Addition of GCF WI-172 LTE-GERAN aSRVCC test case 13.4.3.26
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2574
	-
	12.0.0
	Rel‑12
	LTE_TDD : Addition of GCF WI-172 LTE-GERAN aSRVCC test case 13.4.3.28
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2575
	-
	12.0.0
	Rel‑12
	Corrections to coordinate XID and IPv6 procedures
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150398
	36.523-3
	2576
	-
	12.0.0
	Rel‑12
	Correction to multilayer bSRVCC test case 13.4.3.21
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-150335
	36.523-3
	2577
	-
	12.0.0
	Rel‑12
	Correction to EUTRA RRC Inter-mode test case 8.2.4.15a
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2578
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A CA MAC test case 7.1.3.11.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2579
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of Rel‑11 LTE-A eMDT test case 8.6.8.5
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2580
	-
	12.0.0
	Rel‑12
	Corrections to IMS emergency call test case 11.2.5
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2581
	-
	12.0.0
	Rel‑12
	Correction to GCF WI-082 SMS over SGs test cases 11.1.3, 11.1.4, 11.1.5, 11.1.6
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2582
	-
	12.0.0
	Rel‑12
	Updates to multi-PDNs implementation for CDMA2000-related procedures
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2583
	-
	12.0.0
	Rel‑12
	Addition of Rel‑8 EUTRA Idle Mode LTE<>GERAN test case 6.2.3.26
	approved
	B
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2584
	-
	12.0.0
	Rel‑12
	Addition of EMM test case 9.2.1.1.29
	approved
	B
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2585
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of LTE-A Carrier Aggregation MAC test case 7.1.9.1.2
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2586
	-
	12.0.0
	Rel‑12
	Correction to GCF WI-086 EMM test case 9.2.3.3.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2587
	-
	12.0.0
	Rel‑12
	Correction to GCF WI-081 Idle mode test cases 6.1.1.4, 6.1.1.6 and 6.1.1.6a.
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2588
	-
	12.0.0
	Rel‑12
	Correction to LTE-GERAN test case 6.2.3.1a
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2589
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-178 LTE-A eMBMS-SC test case 17.4.1, 17.4.1a, 17.4.3, 17.4.3a 17.4.4
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2590
	-
	12.0.0
	Rel‑12
	Corrections for LTE test case execution with IMS-enabled device
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2591
	-
	12.0.0
	Rel‑12
	Correction to EUTRA test cases 8.2.4.14a and 8.2.4.15
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2592
	-
	12.0.0
	Rel‑12
	Corrections for eMDT test case 8.6.2.3a and 8.6.2.10
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2593
	-
	12.0.0
	Rel‑12
	Correction to LTE-A Carrier Aggregation Enhancement test cases
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2594
	-
	12.0.0
	Rel‑12
	Implementation of Prose CR R5-145793
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2595
	-
	12.0.0
	Rel‑12
	Corrections to IMS emergency call test case 11.2.3
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2596
	-
	12.0.0
	Rel‑12
	Corrections to EUTRA Testcases with IMS enabled UE
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2597
	-
	12.0.0
	Rel‑12
	Addition of EUTRA DRX Testcase 7.1.6.3
	approved
	B
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2598
	-
	12.0.0
	Rel‑12
	LTE_TDD:Addition of EUTRA DRX Testcase 7.1.6.3
	approved
	B
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2599
	-
	12.0.0
	Rel‑12
	Correction to GCF WI-162 LTE-A CA test cases 7.1.9.1.x
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2600
	-
	12.0.0
	Rel‑12
	Correction to GCF WI-087 EUTRA EMM test case 9.2.1.2.1b
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2601
	-
	12.0.0
	Rel‑12
	Correction for IP_PTC for IMS-enabled UEs
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2602
	-
	12.0.0
	Rel‑12
	Addition of Rel‑11 LTE-A eMDT test case 8.6.4.10
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2603
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of Rel‑11 LTE-A eMDT test case 8.6.4.10
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2604
	-
	12.0.0
	Rel‑12
	Correction to GCF WI-159 LTE<> 1xRTT testcase 13.4.4.1
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2605
	-
	12.0.0
	Rel‑12
	Multi-PDN related correction to EUTRA RRC test case 8.1.2.8
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2606
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-178 LTE Advanced eMBMS-SC test case 17.4.2 & 17.4.2a
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2607
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-178 LTE Advanced eMBMS-SC test case 17.4.7
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2608
	-
	12.0.0
	Rel‑12
	Addition of RFT-117 EUTRA MFBI Testcase 6.2.3.35
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2609
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of LTE-A Carrier Aggregation test case 8.2.2.4.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2610
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of LTE-A Carrier Aggregation test case 8.2.2.5.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2611
	-
	12.0.0
	Rel‑12
	LTE_TDD:Addition of LTE-A Carrier Aggregation test case 8.2.4.18.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2612
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of LTE-A Carrier Aggregation test case 8.3.1.17.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2613
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of LTE-A Carrier Aggregation test case 8.3.1.18.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2614
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of LTE-A Carrier Aggregation test case 8.3.1.22.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2615
	-
	12.0.0
	Rel‑12
	LTE_TDD:Addition of LTE-A Carrier Aggregation test case 8.5.1.7.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2616
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of LTE-A Carrier Aggregation MAC test case 7.1.9.1.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2617
	-
	12.0.0
	Rel‑12
	Further correction for LTE TC execution with IMS-enabled devices
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2618
	-
	12.0.0
	Rel‑12
	LTE_TDD: Addition of Rel‑11 LTE_CA_enh test case 8.4.2.7.3
	approved
	B
	12.1.0
	TEI11_Test
	R5

	RP-150335
	36.523-3
	2619
	-
	12.0.0
	Rel‑12
	Addition of GEA4 and A5/4 ciphering algorithms
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150335
	36.523-3
	2620
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-87 EUTRA<>GERAN Testcase 6.2.3.28
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2621
	-
	12.0.0
	Rel‑12
	Correction of GCF WI-87 EUTRA<>GERAN Testcase 6.2.3.29
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-150335
	36.523-3
	2622
	-
	12.0.0
	Rel‑12
	LTE_TDD:Addition of GCF WI-172 TD_LTE<>TDSCDMA Testcase 13.4.3.9
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2623
	-
	12.0.0
	Rel‑12
	LTE_TDD:Addition of GCF WI-172 TD_LTE<>TDSCDMA Testcase 13.4.3.11
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150335
	36.523-3
	2624
	-
	12.0.0
	Rel‑12
	LTE_TDD:Addition of GCF WI-172 TD_LTE<>TDSCDMA Testcase 13.4.3.13
	approved
	B
	12.1.0
	TEI10_Test
	R5

	RP-150334
	36.523-3
	2625
	-
	12.0.0
	Rel‑12
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-150420
	36.844
	0010
	-
	13.1.0
	Rel‑13
	Corrections and Clarifications of UE specifications in TR 36.844 [FS_LTE_FDD_1670_US]
	approved
	F
	13.2.0
	FS_LTE_FDD_1670_US
	R4

	RP-150059
	36.850
	0002
	-
	11.1.0
	Rel‑11
	CR to TR 36.850 v11.1.0 changing the TR into a pointer to the new TR 36.852-11
	approved
	F
	11.2.0
	TEI11
	R4

	RP-150388
	36.853-12
	0001
	-
	12.0.0
	Rel‑12
	Addition of 3 Band Carrier Aggregation (3DL/1UL) of Band 25, Band 41 and Band 41
	approved
	F
	12.1.0
	LTE_CA_B25_B41_B41-Core
	R4

	RP-150388
	36.853-12
	0002
	-
	12.0.0
	Rel‑12
	Addition of Coexistence Studies for 3 Band Carrier Aggregation (3DL/1UL) of Band 25, Band 41 and Band 41
	approved
	F
	12.1.0
	LTE_CA_B25_B41_B41-Core
	R4

	RP-150413
	36.853-12
	0003
	-
	12.0.0
	Rel‑12
	Clean-up of 3 Band Carrier Aggregation (3DL/1UL) of Band 2, Band 2 and Band 12
	approved
	F
	12.1.0
	LTE_CA_B2_B2_B12-Core
	R4

	RP-150362
	36.873
	0003
	-
	12.0.0
	Rel‑12
	Change of XPR model standard deviation value and correction of sorting function for normalized delay
	approved
	F
	12.1.0
	FS_LTE_3D_channel
	R1

	RP-150329
	36.903
	0152
	-
	12.4.0
	Rel‑12
	Add Test Tolerance Analyses for TS 37.571-1 Test Cases 10.1 and 10.2
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150329
	36.903
	0153
	-
	12.4.0
	Rel‑12
	Add Test Tolerance Analyses for TS 37.571-1 Test Cases 10.1A and 10.2A
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150329
	36.903
	0154
	-
	12.4.0
	Rel‑12
	Add Test Tolerance Analyses for TS 37.571-1 Test Cases 10.1B and 10.2B
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150329
	36.903
	0155
	-
	12.4.0
	Rel‑12
	Add Test Tolerance Analyses for TS 37.571-1 Test Cases 10.1C and 10.2C
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150329
	36.903
	0156
	-
	12.4.0
	Rel‑12
	Add Test Tolerance Analyses for TS 37.571-1 Test Cases 10.3B and 10.4B
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150329
	36.903
	0157
	-
	12.4.0
	Rel‑12
	Add Test Tolerance Analyses for TS 37.571-1 Test Cases 10.3C and 10.4C
	approved
	F
	12.5.0
	TEI10_Test
	R5

	RP-150324
	36.903
	0158
	-
	12.4.0
	Rel‑12
	Update Test Tolerance Analysis for TS 36.521-3 TC 4.3.1.3
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150324
	36.903
	0159
	-
	12.4.0
	Rel‑12
	Update Test Tolerance Analysis for TS 36.521-3 TC 4.3.4.3
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150324
	36.903
	0160
	-
	12.4.0
	Rel‑12
	Update Test Tolerance Analysis for TS 36.521-3 TC 8.5.2
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150341
	36.903
	0161
	-
	12.4.0
	Rel‑12
	Update Test Tolerance Analysis for TS 36.521-3 TC 8.7.3
	approved
	F
	12.5.0
	TEI11_Test
	R5

	RP-150324
	36.903
	0162
	-
	12.4.0
	Rel‑12
	Update Test Tolerance Analysis for TS 36.521-3 TC 8.9.1
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150324
	36.903
	0163
	-
	12.4.0
	Rel‑12
	Update Test Tolerance Analysis for TS 36.521-3 TC 8.8.1+8.10.1
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150324
	36.903
	0164
	-
	12.4.0
	Rel‑12
	Update Test Tolerance Analysis for TS 36.521-3 TC 8.8.2+8.10.2
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150345
	36.903
	0165
	-
	12.4.0
	Rel‑12
	Add Test Tolerance analysis for TCs 8.16.9+8.16.10 36.903 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.903
	0166
	-
	12.4.0
	Rel‑12
	Add Test Tolerance analysis for TCs 8.16.11+8.16.12 36.903 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.903
	0167
	-
	12.4.0
	Rel‑12
	Add Test Tolerance analysis for TCs 8.16.13+8.16.14 36.903 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.903
	0168
	-
	12.4.0
	Rel‑12
	Add Test Tolerance analysis for TCs 8.16.15+8.16.16 36.903 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.903
	0169
	-
	12.4.0
	Rel‑12
	Add Test Tolerance analysis for TCs 9.1.18.1+9.1.19.1 36.903 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.903
	0170
	-
	12.4.0
	Rel‑12
	Add Test Tolerance analysis for TCs 9.1.18.2+9.1.19.2 36.903 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.903
	0171
	-
	12.4.0
	Rel‑12
	Add Test Tolerance analysis for TCs 9.1.20.1+9.1.21.1 36.903 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.903
	0172
	-
	12.4.0
	Rel‑12
	Add Test Tolerance analysis for TCs 9.1.20.2+9.1.21.2 36.903 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.903
	0173
	-
	12.4.0
	Rel‑12
	Add Test Tolerance analysis for TCs 9.2.23.1+9.2.24.1 36.903 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150345
	36.903
	0174
	-
	12.4.0
	Rel‑12
	Add Test Tolerance analysis for TCs 9.2.23.2+9.2.24.2 36.903 CR
	approved
	F
	12.5.0
	TEI12_Test
	R5

	RP-150324
	36.903
	0175
	-
	12.4.0
	Rel‑12
	Update Test Tolerance analyses for TS 36.521-3 Test case 5.1.5
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150324
	36.903
	0176
	-
	12.4.0
	Rel‑12
	Update Test Tolerance analyses for TS 36.521-3 Test case 5.1.6
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150324
	36.903
	0177
	-
	12.4.0
	Rel‑12
	Update Test Tolerance analyses for TS 36.521-3 Test case 5.2.3, 5.2.6
	approved
	F
	12.5.0
	TEI8_Test
	R5

	RP-150341
	36.904
	0019
	-
	11.2.0
	Rel‑11
	Test Tolerance Analysis for TS 36.521-1 TC 8.3.1.2.1_D_1+8.3.2.2.1_D_1
	approved
	F
	11.3.0
	TEI11_Test
	R5

	RP-150382
	37.104
	0250
	-
	12.6.0
	Rel‑12
	Co-location between Band 42 and Band 43 in TS 37.104
	approved
	F
	12.7.0
	RInImp8-UMTSLTE3500
	R4

	RP-150388
	37.104
	0251
	-
	12.6.0
	Rel‑12
	MB and TDD+FDD
	approved
	F
	12.7.0
	LTE_CA_TDD_FDD-Core
	R4

	RP-150382
	37.141
	0375
	-
	12.6.0
	Rel‑12
	Co-location between Band 42 and Band 43 in TS 37.141
	approved
	F
	12.7.0
	RInImp8-UMTSLTE3500
	R4

	RP-150388
	37.141
	0382
	-
	12.6.0
	Rel‑12
	MB and TDD+FDD
	approved
	F
	12.7.0
	LTE_CA_TDD_FDD-Core
	R4

	RP-150326
	37.571-1
	0113
	-
	12.1.0
	Rel‑12
	Updates to RSTD values and terminology following changes in RAN 4
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-150329
	37.571-1
	0114
	-
	12.1.0
	Rel‑12
	Remove incorrect note from CA RSTD accuracy tests
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-150329
	37.571-1
	0115
	-
	12.1.0
	Rel‑12
	Uncertainties and Test Tolerances for RSTD test cases 10.1, 10.1A, 10.1B, 10.1C, 10.2, 10.2A, 10.2B, and 10.2C
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-150329
	37.571-1
	0116
	-
	12.1.0
	Rel‑12
	Uncertainties and Test Tolerances for RSTD test cases 10.3B, 10.3C, 10.4B, and 10.4C
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-150326
	37.571-1
	0117
	-
	12.1.0
	Rel‑12
	Corrections to table headings in CA RSTD tests
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-150341
	37.571-1
	0118
	-
	12.1.0
	Rel‑12
	Very minor corrections to references for feICIC test cases, 8.1.5 and 8.1.6
	approved
	F
	12.2.0
	TEI11_Test
	R5

	RP-150344
	37.571-1
	0119
	-
	12.1.0
	Rel‑12
	Abbrevation Corrections for BDS in 37.571-1
	approved
	F
	12.2.0
	LCS_BDS-UEConTest
	R5

	RP-150344
	37.571-1
	0120
	-
	12.1.0
	Rel‑12
	Addition of BDS ICD reference
	approved
	F
	12.2.0
	LCS_BDS-UEConTest
	R5

	RP-150344
	37.571-1
	0121
	-
	12.1.0
	Rel‑12
	Corrections to BDS Test Requirements for Minimum Performance tests
	approved
	F
	12.2.0
	LCS_BDS-UEConTest
	R5

	RP-150329
	37.571-1
	0122
	-
	12.1.0
	Rel‑12
	The lo Unit Parameter is Incorrect
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-150326
	37.571-1
	0123
	-
	12.1.0
	Rel‑12
	Inconsistent Text Referenced
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-150326
	37.571-1
	0124
	-
	12.1.0
	Rel‑12
	Missing Abbreviations in Specification
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-150345
	37.571-1
	0125
	-
	12.1.0
	Rel‑12
	New TC: TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz+10MHz bandwidth
	approved
	F
	12.2.0
	TEI12_Test
	R5

	RP-150329
	37.571-1
	0126
	-
	12.1.0
	Rel‑12
	New TC: TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz +10MHz Bandwidth
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-150344
	37.571-2
	0051
	-
	12.0.0
	Rel‑12
	Abbrevation Corrections for BDS in 37.571-2
	approved
	F
	12.1.0
	LCS_BDS-UEConTest
	R5

	RP-150329
	37.571-3
	0025
	-
	12.1.0
	Rel‑12
	Remove incorrect note from CA RSTD accuracy tests
	approved
	F
	12.2.0
	TEI10_Test
	R5

	RP-150344
	37.571-3
	0026
	-
	12.1.0
	Rel‑12
	Typo in name of parameter pc_BDS_B1I
	approved
	F
	12.2.0
	LCS_BDS-UEConTest
	R5

	RP-150326
	37.571-3
	0027
	-
	12.1.0
	Rel‑12
	Missing Abbreviations in Specification
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-150326
	37.571-3
	0028
	-
	12.1.0
	Rel‑12
	Missing Fine Time Assistance Conditions
	approved
	F
	12.2.0
	TEI9_Test
	R5

	RP-150345
	37.571-3
	0029
	-
	12.1.0
	Rel‑12
	Applicability for new 20+10MHz RSTD test cases
	approved
	F
	12.2.0
	TEI12_Test
	R5

	RP-150344
	37.571-4
	0046
	-
	10.8.0
	Rel‑12
	Addition of BeiDou Test Model
	approved
	F
	12.0.0
	LCS_BDS-UEConTest
	R5

	RP-150337
	37.571-4
	0047
	-
	10.8.0
	Rel‑10
	Correction of errors in implementation of positioning CRs
	approved
	F
	10.9.0
	TEI9_Test
	R5

	RP-150337
	37.571-4
	0048
	-
	10.8.0
	Rel‑10
	Addition of GCF WI-166 EUTRA UE Positioning test case 7.3.4.1.4s
	approved
	B
	10.9.0
	TEI9_Test
	R5

	RP-150336
	37.571-4
	0049
	-
	10.8.0
	Rel‑10
	Add new verified and e-mail agreed TTCN test cases in the TC lists in 37.571-4 (prose), Annex A
	approved
	F
	10.9.0
	TEI9_Test
	R5

	RP-150326
	37.571-5
	0107
	-
	12.0.0
	Rel‑12
	Updates to expectedRSTD values following changes in RAN 4
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150329
	37.571-5
	0108
	-
	12.0.0
	Rel‑12
	Change Nprs value in tests 10.3B, 10.3C, 10.4B, 10.4C
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-150344
	37.571-5
	0109
	-
	12.0.0
	Rel‑12
	LBS Perf: Correction to simulated BDS satellites
	approved
	F
	12.1.0
	LCS_BDS-UEConTest
	R5

	RP-150326
	37.571-5
	0110
	-
	12.0.0
	Rel‑12
	Missing Abbreviations in Specification
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-150329
	37.571-5
	0111
	-
	12.0.0
	Rel‑12
	Missing OTDOA CA Test Cases
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-150344
	37.571-5
	0112
	-
	12.0.0
	Rel‑12
	Abbreviation Corrections for BDS in 37.571-5
	approved
	F
	12.1.0
	LCS_BDS-UEConTest
	R5

	RP-150356
	37.822
	0001
	2
	12.1.0
	Rel‑12
	Inclusion of solution evaluation for MRO Re-establishment scenarios
	approved
	F
	12.2.0
	TEI12
	R3

	GP-150119
	44.018
	1014
	4
	11.7.0
	Rel‑11
	Support for extended EARFCN value range in GERAN (Radio Interface)
	Approved
	F
	11.8.0
	TEI11
	G2

	GP-150120
	44.018
	1015
	3
	12.4.0
	Rel‑12
	Support for extended EARFCN value range in GERAN (Radio Interface)
	Approved
	A
	12.5.0
	TEI11
	G2

	GP-150237
	44.018
	1019
	1
	12.4.0
	Rel‑12
	NewToN Cleanup
	Approved
	F
	12.5.0
	NewToN
	G2

	GP-150240
	44.031
	0224
	1
	12.1.0
	Rel‑12
	Galileo System Time Origin issue
	Approved
	F
	12.2.0
	TEI12
	G2

	GP-150202
	44.031
	0225
	-
	12.1.0
	Rel‑12
	Corrections to BDS information
	Approved
	F
	12.2.0
	LCS_BDS_GERAN
	G2

	GP-150181
	44.060
	1601
	4
	11.8.0
	Rel‑11
	Support for extended EARFCN value range in GERAN (Radio Interface)
	Approved
	F
	11.9.0
	TEI11
	G2

	GP-150180
	44.060
	1603
	4
	12.3.0
	Rel‑12
	Support for extended EARFCN value range in GERAN (Radio Interface)
	Approved
	F
	12.4.0
	TEI12
	G2

	GP-150238
	44.060
	1605
	1
	12.3.0
	Rel‑12
	NewToN Cleanup
	Approved
	F
	12.4.0
	NewToN
	G2

	GP-150124
	45.002
	0181
	-
	12.2.0
	Rel‑12
	Extended TSC sets correction
	approved
	F
	12.3.0
	NewToN
	G1

	GP-150294
	45.005
	0577
	-
	12.4.0
	Rel‑12
	Corrections on VAMOS III Performance Requirements for VDTS4 - RBER
	approved
	F
	12.5.0
	MSRD_VAMOS
	G1

	GP-150125
	45.050
	0011
	-
	12.1.0
	Rel‑12
	Extended TSC sets correction
	approved
	F
	12.2.0
	NewToN
	G1

	GP-150016
	51.010-1
	5048
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5048 44.2.1.1.1a Step number and editorial corrections
	approved
	F
	12.3.0
	TEI10_Test
	G3new

	GP-150017
	51.010-1
	5049
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5049 44.2.1.1.11 Clause numbers corrected
	approved
	F
	12.3.0
	TEI10_Test
	G3new

	GP-150018
	51.010-1
	5050
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5050 44.2.3.3.2a Step number references incorrect
	approved
	F
	12.3.0
	TEI10_Test
	G3new

	GP-150019
	51.010-1
	5051
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5051 26.6.8.7 AUTHEN. RESPONSE Parameter reported in AUTHENTICATION RESPONSE
	approved
	F
	12.3.0
	TEI9_Test
	G3new

	GP-150020
	51.010-1
	5052
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5052 26.6.8.8 AUTHEN. RESPONSE Parameter reported in AUTHENTICATION RESPONSE
	approved
	F
	12.3.0
	TEI9_Test
	G3new

	GP-150021
	51.010-1
	5053
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5053 44.2.5.1.3 AUTHEN. RESPONSE Parameter reported in GMM AUTHENTICATION and CIPHERING RESPONSE
	approved
	F
	12.3.0
	TEI9_Test
	G3new

	GP-150022
	51.010-1
	5054
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5054 44.2.5.2.1 AUTHEN. RESPONSE Parameter reported in GMM AUTHENTICATION and CIPHERING RESPONSE
	approved
	F
	12.3.0
	TEI9_Test
	G3new

	GP-150023
	51.010-1
	5055
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5055 44.2.5.2.4 AUTHEN. RESPONSE Parameter reported in GMM AUTHENTICATION and CIPHERING RESPONSE
	approved
	F
	12.3.0
	TEI9_Test
	G3new

	GP-150024
	51.010-1
	5056
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5056 46.1.2.7.5-4 AUTHEN. RESPONSE Parameter reported in GMM AUTHENTICATION and CIPHERING RESPONSE
	approved
	F
	12.3.0
	TEI9_Test
	G3new

	GP-150025
	51.010-1
	5057
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5057 21.13 Correction of the acutal BEP limit in test procedure step c
	approved
	F
	12.3.0
	VAMOS_Mstest
	G3new

	GP-150031
	51.010-1
	5058
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5058 New test case: 58b.2.9 Concurrent Downlink Multi Carrier TBF / Frequency Hopping,Carrier selection
	approved
	F
	12.3.0
	DMCG-MStest
	G3new

	GP-150032
	51.010-1
	5059
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5059 New test case: 58b.2.10 Concurrent Downlink Multi Carrier TBF / Downlink Multi Carrier Configuration / Channel Quality Reporting with UFPS
	approved
	F
	12.3.0
	DMCG-MStest
	G3new

	GP-150033
	51.010-1
	5060
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5060 New test case: 58b.2.13 Concurrent Downlink DLMC configuration using Non-contiguous intra-band reception
	approved
	F
	12.3.0
	DMCG-MStest
	G3new

	GP-150034
	51.010-1
	5061
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5061 New test case: 58b.2.14 Concurrent Downlink DLMC configuration using Inter-band reception
	approved
	F
	12.3.0
	DMCG-MStest
	G3new

	GP-150035
	51.010-1
	5062
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5062 New test case: 58b.3.4 DLMC Assignment abnormal Flexibile resource assignment
	approved
	F
	12.3.0
	DMCG-MStest
	G3new

	GP-150036
	51.010-1
	5063
	-
	12.2.0
	Rel‑12
	CR 51.010-1-5063 New test case: 58b.3.5 DLMC Assignment abnormal case single carrier fallback
	approved
	F
	12.3.0
	DMCG-MStest
	G3new

	GP-150038
	51.010-2
	0856
	-
	12.2.0
	Rel‑12
	CR 51.010-2-0856 New test case's added Part2 for DLMC
	approved
	F
	12.3.0
	DMCG-MStest
	G3new

	GP-150026
	51.010-5
	0139
	-
	10.10.0
	Rel‑10
	CR 51.010-5-0139 Update for the latest version of TTCN
	approved
	F
	10.11.0
	TEI_Test
	G3new

	GP-150027
	51.010-5
	0140
	-
	10.10.0
	Rel‑10
	CR 51.010-5-0140 Correction to IR_G test case 60.1a
	approved
	F
	10.11.0
	TEI_Test
	G3new

	GP-150028
	51.010-5
	0141
	-
	10.10.0
	Rel‑10
	CR 51.010-5-0141 Addition of GCF WI-187 Rel‑9 A5/4 InterRAT test case 60.1b
	approved
	F
	10.11.0
	TEI_Test
	G3new

	GP-150029
	51.010-5
	0142
	-
	10.10.0
	Rel‑10
	CR 51.010-5-0142 Addition of GCF WI-188 Rel‑9 UEA2/UIA2 and GEA4 test case 20.22.29c
	approved
	F
	10.11.0
	TEI_Test
	G3new

	GP-150039
	51.010-7
	0029
	-
	12.1.0
	Rel‑12
	CR 51.010-7-0029 Introduction of BDS into A-GNSS Minimum Performance tests
	approved
	B
	12.2.0
	LCS_BDS_GERAN-MStest
	G3new

	GP-150040
	51.010-7
	0030
	-
	12.1.0
	Rel‑12
	CR 51.010-7-0030 Introduction of BDS into A-GNSS Minimum Performance files
	approved
	B
	12.2.0
	LCS_BDS_GERAN-MStest
	G3new


1717 CRs (1681 approved)
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