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7.3
3GPP2 specific AVPs

For the purpose of offline and online charging, the use of the AVPs defined for 3GPP2 Access is provided in table 7.3.1, and the specification including the detailed definition and description, is referred to.

These AVPs shall be used together with value 5535 (3GPP2) as Vendor-Id.

Table 7.3.1: 3GPP2 specific AVPs

	
	

	
	

	

	
	
	
	
	
	
	
	
	
	

	

	


	
	
	
	
	
	
	
	
	
	
	
	


	AVP Name
	AVP

Code
	Used in
	 Reference

	
	
	ACR
	ACA
	CCR
	CCA
	

	3GPP2-BSID
	9010
	X
	-
	X
	-
	 [215]


7.4
ETSI specific AVPs

For the purpose of offline and online charging, the use of the AVPs defined for Fixed Broadband Access is provided in table 7.4.1, and the specification including the detailed definition and description, is referred to.

These AVPs shall be used together with value 13019 (ETSI) as Vendor-Id.
NOTE:
The Fixed-User-Location-Info AVP is a fixed access specific AVP defined by 3GPP and listed in Table 7.2.0.1. The Fixed-User-Location-Info AVP uses the Vendor-Id specified in clause 7.2.0.
Table 7.4.1: ETSI specific AVPs

	
	

	
	

	

	
	
	
	
	
	
	
	
	
	

	

	


	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	


	AVP Name
	AVP

Code
	Used in
	Reference

	
	
	ACR
	ACA
	CCR
	CCA
	

	Logical-Access-ID
	302
	X
	-
	X
	-
	 [300]

	Physical-Access-ID
	313
	X
	-
	X
	-
	 [300]
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