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The following CRs were agreed by SA WG2 and are provided to TSG SA#69 for approval:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.060
	1974
	2
	Rel-13
	Introducing extended Idle mode DRX feature
	B
	13.3.0
	S2-110
	S2-152619
	Qualcomm Incorporated
	eDRX
	6.5.1, 6.5.3, 6.9.1.2, 6.9.1.3, 6.9.2.1, 8.1.2a (new), 8.2.3a (new), 13.2.3, 13.4
	

	23.060
	1982
	3
	Rel-13
	Introduction of support for extended Idle mode DRX for Gb mode
	B
	13.3.0
	S2-110
	S2-152671
	Ericsson
	eDRX
	8.1.2a.2(new), 8.1.4
	

	23.060
	1983
	-
	Rel-13
	Introducing the solution for S/P-GW retransmissions when handling Network originated control plane procedure
	B
	13.3.0
	S2-110
	S2-152535
	Ericsson
	eDRX
	6.12.1, 6.12.1A, 9.2.2.1, 9.2.2.1A, 9.2.2.3, 9.2.2.3A, 9.2.3.2, 9.2.3.2A, 9.2.4.3, 9.2.4.3B, 13.2.3
	

	23.271
	0410
	1
	Rel-13
	MT Location procedures when a UE is in Idle eDRX mode
	B
	12.1.0
	S2-110
	S2-152556
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	eDRX
	3.3,9.1.6, 9.1.15
	

	23.272
	0947
	2
	Rel-13
	Mobile Terminating SMS handling for extended I-DRX
	B
	13.0.0
	S2-110
	S2-152621
	Qualcomm Incorporated
	eDRX
	2, 8.2.4a (new), C6
	

	23.401
	2887
	1
	Rel-13
	Introducing the solution for S/P-GW retransmissions when handling Network originated control plane procedure
	B
	13.3.0
	S2-110
	S2-152534
	Ericsson
	eDRX
	5.3.2.1, 5.3.4.1, 5.4.1, 5.4.2.1, 5.4.3, 5.4.4.1, 5.7.2, 5.10.2
	

	23.401
	2889
	2
	Rel-13
	Introducing extended Idle mode DRX feature to LTE
	B
	13.3.0
	S2-110
	S2-152618
	Qualcomm Incorporated
	eDRX
	4.6.3, 5.3.2.1, 5.3.3,5.7.2, 5.7.5, 5.x (new)
	

	23.682
	0126
	2
	Rel-13
	Introducing Extended Idle mode DRX
	B
	13.2.0
	S2-110
	S2-152616
	Qualcomm Incorporated
	eDRX
	2, 4.5.x
	


