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The following CRs were agreed by SA WG2 and are provided to TSG SA#69 for approval:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.060
	1972
	3
	Rel-13
	Introducing eDRX for High latency communication
	B
	13.3.0
	S2-110
	S2-152707
	Ericsson, Qualcomm Incorporated
	HLcom
	5.3.13.7
	TS 23.401, TS 23.682



	23.060
	1973
	1
	Rel-13
	Non-Applicability of HLCom Monitoring Events feature to Gn/Gp-SGSN
	F
	13.3.0
	S2-110
	S2-152580
	Alcatel-Lucent
	HLcom
	5.3.13.7, 6.9.1.2.2, 6.9.1.2.2a, 6.12.0, 6.12.2
	TS 23.682 CR 0124



	23.060
	1979
	1
	Rel-13
	Clarification of High latency communication
	F
	13.3.0
	S2-110
	S2-152579
	Huawei, HiSilicon
	HLcom
	6.9.1.2.2
	

	23.401
	2883
	3
	Rel-13
	Introducing eDRX for High latency communication
	B
	13.3.0
	S2-110
	S2-152706
	Ericsson, Qualcomm Incorporated
	HLcom
	4.3.17.7, 5.3.3.2
	TS 23.682, TS 23.060



	23.401
	2884
	-
	Rel-13
	Non-Applicability of HLCom Monitoring Events feature to Gn/Gp-SGSN
	F
	13.3.0
	S2-110
	S2-152217
	Alcatel-Lucent
	HLcom
	D.1, D.3.5
	TS 23.682 CR xxxx



	23.401
	2895
	1
	Rel-13
	Clarification of High latency communication
	F
	13.3.0
	S2-110
	S2-152578
	Huawei, HiSilicon
	HLcom
	5.3.3.2, 5.3.3.6, 5.3.4.3, 5.7.3, Annex D.3.6
	

	23.682
	0122
	4
	Rel-13
	Introducing eDRX for High latency communication
	B
	13.2.0
	S2-110
	S2-152705
	Ericsson, Qualcomm Incorporated
	HLcom
	4.5.7
	TS 23.401, TS 23.060



	23.682
	0124
	-
	Rel-13
	Non-Applicability of HLCom Monitoring Events feature to Gn/Gp-SGSN
	F
	13.2.0
	S2-110
	S2-152216
	Alcatel-Lucent
	HLcom
	4.5.7,  5.7.1.1,  5.7.1.2
	TS 23.401, TS 23.060



	23.682
	0128
	1
	Rel-13
	Providing DL Data Buffer Expiration Time and the Suggested number of buffered downlink Packets
	F
	13.2.0
	S2-110
	S2-152577
	InterDigital Communications
	HLcom
	4.5.7; 5.6.1.4
	


