
3GPP TSG-SA3 Meeting #81 
S3-152478
Anaheim, CA, USA 9-13 November 2015











Revision of S3-152378
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	33.303
	CR
	0102
	rev
	1
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Align LCID allocation with RAN specification

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	S3

	
	

	Work item code:
	eProSe-EXT-SA3
	
	Date:
	2015-11-09

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	RAN2 want SA3 to use different LCID for signalling messages

	
	

	Summary of change:
	Change assigned LCID values to those proposed by RAN2  

	
	

	Consequences if not approved:
	Mis-aligned specifications

	
	

	Clauses affected:
	6.5.6.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


**** FIRST CHANGE ****

6.5.6.1
General

Protection for the traffic between the UEs is provided at the PDCP layer. As the security is not preserved through a drop of the connection, all signalling messages that need to be sent before security is established, may be sent with no protection. 

Editor’s note: This exact message that may be sent without protection are FFS. 

All other messages shall be both integrity and confidentiality protected except the Direct Security Mode Command which is sent integrity protected only.

The bearer with LCID = 28 shall be used to carry signalling messages that are not protected.

The bearer with LCID = 29 shall be used for Direct Security Mode Command and Direct Security Mode Complete.

The bearer with LCID = 30 shall be used for other signalling messages that are confidentiality and integrity protected.

The bearer with LCID = 1 to 10 may be used for user plane traffic with confidentiality protection.
**** END OF CHANGES ****
