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*** FIRST MODIFICATION ***

B.9	Intercept related information (HI2 SAE/EPS and IMS)
Declaration of ROSE operation eps-sending-of-IRI  is ROSE delivery mechanism specific. When using FTP delivery mechanism, data EpsIRIsContent must be considered.
ASN1 description of IRI (HI2 interface)
EpsHI2Operations {itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) hi2eps(8) r12(12) version-59 (59)} 

DEFINITIONS IMPLICIT TAGS ::=

BEGIN



Services-Data-Information ::= SEQUENCE
{
	gPRS-parameters [1] GPRS-parameters OPTIONAL,
	...
}

GPRS-parameters ::= SEQUENCE 
{
	pDP-address-allocated-to-the-target 	[1] DataNodeAddress OPTIONAL,
	aPN 					[2] OCTET STRING (SIZE(1..100)) OPTIONAL,
	    -- The Access Point Name (APN) is coded in accordance with
		-- 3GPP TS 24.008 [9] without the APN IEI (only the last 100 octets are used).
		-- Octets are coded according to 3GPP TS 23.003 [25].

	pDP-type 				[3] OCTET STRING (SIZE(2)) OPTIONAL, 
   -- Include either Octets 3 and 4 of the Packet Data Protocol Address information element
    -- of 3GPP TS 24.008 [9] or Octets 4 and 5 of the End User Address IE of 3GPP TS 29.060 [17].
	-- when PDP-type is IPv4 or IPv6, the IP address is carried by parameter
	-- pDP-address-allocated-to-the-target
	-- when PDP-type is IPv4v6, the additional IP address is carried by parameter
	-- additionalIPaddress
	...,
	nSAPI					[4] OCTET STRING (SIZE (1)) OPTIONAL,
    -- Include either Octet 2 of the NSAPI IE of 3GPP TS 24.008 [9] 
    -- or Octet 2 of the NSAPI IE of 3GPP TS 29.060 [17].
	additionalIPaddress		[5] DataNodeAddress OPTIONAL
}

GPRSOperationErrorCode ::= OCTET STRING
-- The parameter shall carry the GMM cause value or the SM cause value, as defined in the
-- standard [9], without the IEI.




*** END OF MODIFICATIONS ***


