Page 1



3GPP TSG-SA4 Meeting #88 
S4-160411
Memphis, TN, USA, 18-22 April, 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	26.114
	CR
	0370
	rev
	-
	Current version:
	13.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Addition of information to support IANA registration of new SDP attribute

	
	

	Source to WG:
	Ericsson LM

	Source to TSG:
	S4

	
	

	Work item code:
	QOSE2EMTSI
	
	Date:
	2016-04-12

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	A new SDP attribute “a=bw-info” has been introduced and needs to be registered with the IANA.

	
	

	Summary of change:
	Information needed for the IANA registration of the new SDP attribute is added

	
	

	Consequences if not approved:
	The new SDP attribute would have no IANA registration

	
	

	Clauses affected:
	19.1, Annex M.6 (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** Start changes ***

19.1
General

This clause describes additional bandwidth properties that can be used when the existing bandwidth modifiers (b=AS, etc) give insufficient information. The additional information can be used to, for example (but not limited to): align the resource allocation end-to-end; align the bearer setup in different networks; or to assist how the MTSI clients should adapt in case of degraded operating conditions. The bandwidth properties are defined in clause 19.2.

A new SDP attribute ‘a=bw-info’ is defined in clause 19.3 and can be used to negotiate the additional bandwidth properties end-to-end. The SDP attribute allows for future extensions. 
The IANA registration information on the new SDP attribute is provided in Annex M.6.

*** Next change ***

M.6
bw-info

Contact name, email address, and telephone number:

3GPP Specifications Manager

3gppContact@etsi.org

+33 (0)492944200

Attribute Name (as it will appear in SDP) 

bw-info

Long-form Attribute Name in English:

Additional bandwidth information attribute

Type of Attribute

Media level

Is Attribute Value subject to the Charset Attribute?

This Attribute is not dependent on charset.

Purpose of the attribute:

This attribute is used to negotiate additional bandwidth information for sessions where the "b="-line bandwidth provides insufficient information or no information at all.

Appropriate Attribute Values for this Attribute:

See clause 19.3.

Additional attribute values may be defined in the future.
MUX Category for this Attribute:

IDENTICAL-PER-PT
*** End changes ***

