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<<< FIRST SET OF CHANGES >>>
10.1.4
MCPTT user profile

10.1.4.1
General

An MCPTT user is associated with at least one MCPTT user profile and can be associated with several. The MCPTT user profile is associated with the user’s MCPTT ID. The MCPTT user profile is stored in MCPTT user database.MCPTT user profile information is downloaded to the MCPTT UE. For the same MCPTT user there can be different MCPTT user profiles active on different MCPTT UEs or on the same MCPTT UE at different times. Only one MCPTT user profile per MCPTT client is active at a time.

Different parts of the MCPTT user profile are provisioned by the Mission Critical Organization, by the MCPTT service provider and by the MCPTT user, respectively. The MCPTT user profile provisioning can be initiated by configuration management client (e.g. upon MCPTT user’s initial log on or on reconnect to MCPTT service), or initiated by configuration management server (e.g. the dynamic attributes applied to MCPTT service due to role change or organization change).
Information contained in the MCPTT user profile is listed in annex B.
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Figure 10.1.4.1-1: The relationship of MCPTT ID, MCPTT User Profile

10.1.4.1a
Information flows for MCPTT user profile

10.1.4.1a.1
Get MCPTT user profile request
Table 10.1.4.1a.1-1 describes the information flow get MCPTT user profile request from the configuration management client to the configuration management server.

Table 10.1.4.1a.1-1: Get MCPTT user profile request
	Information element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the MCPTT user.


10.1.4.1a.2
Get MCPTT user profile response
Table 10.1.4.1a.2-1 describes the information flow get MCPTT user profile response from the configuration management server to the configuration management client.

Table 10.1.4.1a.2-1: Get MCPTT user profile response
	Information element
	Status
	Description

	MCPTT user profile data
	M
	One or more MCPTT user profiles (identified as specified in subclause 10.1.4.1) associated with the MCPTT ID provided in the associated get MCPTT profile request.


10.1.4.1a.3
Notification for MCPTT user profile data update
Table 10.1.4.1a.3-1 describes the information flow notification for MCPTT user profile data update from the configuration management server to the configuration management client.

Table 10.1.4.1a.3-1: Notification for MCPTT user profile data update
	Information element
	Status
	Description

	Pointer to modified MCPTT user profile data.
	M
	Pointer to the modified MCPTT user profile data.


10.1.4.1a.4
Get updated MCPTT user profile data request
Table 10.1.4.1a.4-1 describes the information flow get updated MCPTT user profile data request from the configuration management client to the configuration management server.

Table 10.1.4.1a.4-1: Get updated MCPTT user profile data request
	Information element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the originating MCPTT user.

	Pointer to modified MCPTT user profile data.
	M
	Pointer to the modified MCPTT user profile data.


10.1.4.1a.5
Get updated MCPTT user profile data response
Table 10.1.4.1a.5-1 describes the information flow get updated MCPTT user profile data response from the configuration management server to the configuration management client.

Table 10.1.4.1a.5-1: Get updated MCPTT user profile data response
	Information element
	Status
	Description

	Updated MCPTT user profile data
	M
	MCPTT user profile data that has been modified.


10.1.4.1a.6
Update MCPTT user profile data request
Table 10.1.4.1a.6-1 describes the information flow update MCPTT user profile data request from the configuration management client to the configuration management server.

Table 10.1.4.1a.6-1: Update MCPTT user profile data request
	Information element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the originating MCPTT user.

	Updated MCPTT user profile data
	M
	The contents of the user profile data to be updated.


10.1.4.1a.7
Update MCPTT user profile data response
Table 10.1.4.1a.7-1 describes the information flow update MCPTT user profile data response from the configuration management server to the configuration management client.

Table 10.1.4.1a.7-1: Update MCPTT user profile data response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure


<<< NEXT SET OF CHANGES >>>
10.1.4.2
MCPTT user obtains the MCPTT user profile(s) from the network
The procedure for the MCPTT user obtaining the MCPTT user profiles is illustrated in figure 10.1.4.2-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in the identity management server.
-
The MCPTT UE has secure access to the configuration management server.
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Figure 10.1.4.2-1: MCPTT user obtains the MCPTT user profile(s) from the network
1.
The configuration management client sends get MCPTT user profile request message to the configuration management server. This message provides the MCPTT ID and identifies the MCPTT user profile.

2.
The configuration management server obtains the MCPTT user profile information.

3.
The configuration management server sends get MCPTT user profile response message to the configuration management client. When a download is necessary, this message carries requested MCPTT user profile information that is associated with the MCPTT ID.
10.1.4.3
MCPTT user receives updated MCPTT user profile data from the network
The procedure for MCPTT user obtaining user profile updates that is initiated by the network is illustrated in figure 10.1.4.3-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.

-
The MCPTT UE has secure access to the configuration management server.
-
The MCPTT UE has already obtained one or more MCPTT user profiles.
-
The configuration management server has access to the MCPTT user profile(s) associated with the MCPTT ID of the MCPTT user.
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Figure 10.1.4.3-1: MCPTT user receives updated MCPTT user profile data from the network
1.
The configuration management server obtains updated MCPTT user profile data.

2.
The configuration management server sends a notification for MCPTT user profile data update to the configuration management client.

3.
The configuration management client sends get updated MCPTT user profile data request to the configuration management server. 

4.
The configuration management server sends get updated MCPTT user profile data response to the configuration management client, which includes the updated MCPTT user profile data requested in step 3.

10.1.4.4
MCPTT user updates MCPTT user profile data to the network
The procedure for MCPTT user updating the MCPTT user profile data is illustrated in figure 10.1.4.4-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.

-
The MCPTT UE has secure access to the configuration management server.
-
The MCPTT UE has already obtained one or more MCPTT user profiles.
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Figure 10.1.4.4-1: MCPTT user updates MCPTT user profile data to the network
1.
The configuration management client is triggered (e.g. by user interaction operation or by receiving information from the configuration management server per step 2 in subclause 10.1.4.3) to upload the MCPTT user data.

2.
The configuration management client sends upload MCPTT user data request to the configuration management server. The message carries the user data information to be uploaded.

3.
The configuration management server stores the MCPTT user data to the database.

4.
The configuration management server sends upload MCPTT user data response to configuration management client to confirm the upload is completed.
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