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10.7
Transfer of data during emergency calls
Emergency calls may be supplemented with emergency related data [1]. Typically this data enables the accurate geographic location of a manually or automatically activated emergency calling device e.g. an in vehicle system (IVS), to be provided to the Public Safety Answering Point (PSAP).

The following requirements apply to UEs designed to be able to perform eCalls and to networks supporting eCall:

-
The data may be sent prior to, in parallel with, or at the start of the voice component of an eCall.
-
Should the PSAP request additional data then this may be possible during the established eCall.
-
The realisation of the transfer of data during an eCall shall minimise changes to the originating and transit networks.
-
Both the voice and data components of the eCall shall be routed to the same PSAP or designated emergency call centre.

-
The transmission of the data shall be acknowledged and if necessary data shall be retransmitted.
-
The UE shall indicate at call setup if the emergency call will carry supplementary data, i.e. is an eCall.

UEs designed to be able to perform eCalls and configured to only perform eCalls (eCall only mode) shall comply with the following additional requirements:

· The UE shall not perform mobility management procedures, including registration on a PLMN, except when attempting to initiate and during an eCall, or to initiate a test or reconfiguration of the terminal upon request from the user.
· For UEs that have the ability to be called back by the PSAP, the UE shall be capable to continue mobility management procedures for a limited duration following the termination of the eCall.

-
The UE shall contain an USIM application.

-
In the case where the user subscribes to other services provided by the PLMN, it shall be possible for the network operator to reconfigure the UE so that it can access the subscribed services.

-
It shall be possible for the user of the UE to change network operator/service provider (i.e. to use a different USIM) or for the subscriber to modify the existing subscription used with the UE.
-
It shall be possible for the UE upon request from the user to initiate a call to an operator designated non-emergency MSISDN for the purpose of accessing test and terminal reconfiguration services.
Additional national and regional requirements are as specified in Annex A.
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