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------------------------------------------------------------First Change---------------------------------------------------

5.7.2.1
Interworking between 5G systems

[PR 5.7.2.1-001] The 3GPP system shall provide support for a UE with a 5G subscription roaming into a 5G Visited Mobile Network which has a roaming agreement with the UE's Home Mobile Network. A 5G Visited Mobile Network shall be able to provide support for establishing home network provided data connectivity as well as visited network provided data connectivity. A 5G Visited Mobile Network shall be able to provide support for services provided in the home network as well as provide services in the visited network. Whether a service is provided in the visited network or in the home network is determined on a service by service basis.
[PR 5.7.2.1-002] The 3GPP system shall provide a mechanism for a network operator to limit access to its services for a roaming subscriber with a 5G UE and subscription, e.g., based on a specific service logic agreement in a roaming agreement.
[PR 5.7.2.1-003] The 3GPP system shall provide a mechanism for a network operator to direct a UE onto a partnership  network for  routing all or some of the UE user plane traffic over the partnership network, subject to a bilateral agreement between the operators being in place.
------------------------------------------------------------Second Change---------------------------------------------------

7.14.1
Interworking between 5G systems

[PR 5.7.2.1-001] The 3GPP system shall provide support for a device or UE with a 5G subscription roaming into a 5G Visited Mobile Network which has a roaming agreement with the device or UE's Home Mobile Network. 
[PR 5.7.2.1-001a] The 3GPP system shall enable a Visited Mobile Network to provide support for establishing home network provided data connectivity as well as visited network provided data connectivity.

[PR 5.7.2.1-001b] The 3GPP system shall enable a Visited Mobile Network to provide support for services provided in the home network as well as provide services in the visited network. Whether a service is provided in the visited network or in the home network is determined on a service by service basis.
[PR 5.7.2.1-002] The 3GPP system shall provide a mechanism for a network operator to limit access to its services for a roaming subscriber with a 5G device or UE and subscription, e.g., based on a specific service logic agreement in a roaming agreement.
[PR 5.7.2.1-003] The 3GPP system shall provide a mechanism for a network operator to direct a UE onto a partnership network for routing all or some of the UE user plane traffic over the partnership network, subject to a bilateral agreement between the operators being in place.
