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--- 1st change ---
5.6.2
Potential Requirements

1. Multiple Access Support 

[PR 5.6.2-001] The 3GPP system shall be able to provide data transmission by using both a 5G RAT and E-UTRA RAT simultaneously, i.e., in this case dual radio UE capability is required.

[PR 5.6.2-002] When a UE is using both the 5G RAT and E-UTRA RAT simultaneously, the 3GPP system shall be able to select a radio access technology (either a 5G RAT or E-UTRA RAT) to assign each data flow, taking into account e.g., service, traffic characteristics, radio characteristics, and UE’s moving speed.

[PR 5.6.2-003] The 3GPP system shall support UEs with dual radio capability as well as UEs with single radio capability, i.e. a UE that cannot transmit on the 5G RAT and the E-UTRA RAT simultaneously.
2. Optimized Connection per Traffic Type 

[PR 5.6.2-004] Based on operator policy, the 3GPP system shall provide a mechanism such that a specific traffic type (from a specific application or service) to/from a UE can be routed via specific RAN nodes, and traffic in one RAN node can be offloaded towards a defined IP network close to the UE's point of attachment to the access network, while other traffic type to/from that same UE is not offloaded.  
[PR 5.6.2-005] Based on operator policy, the 3GPP network shall provide a mechanism such that a specific traffic type (from a specific application or service) to/from a UE can be routed via a partnership 3rd party network.  
[PR 5.6.2-006] The 3GPP system shall be able to support a capability for the UE to select a PLMN based on extensive operator policy including network supported services /slices, specific traffic type (from a specific application or service), multiple radio capability, level of trust and preferred partners.

3. 3GPP/Non-3GPP Access Integration 

[PR 5.6.2-007] The 3GPP system shall be able to provide 3GPP services to a UE that is connected via 3GPP or non-3GPP access networks (e.g., WLAN, fixed broadband access, Bluetooth). 
[PR 5.6.2-008] The 3GPP system shall support mobility between 3GPP and non-3GPP access networks.
[PR 5.6.2-009] The 3GPP system shall support a capability for a UE to select 3GPP or non-3GPP access networks, based on operator policy.
 
[PR 5.6.2-010] The 3GPP system shall support authentication allowing a UE to access the 3GPP network through a non-3GPP access network using 3GPP credentials.
--- End 1st change ---
--- Start 2nd change ---
7.13.2
3GPP/non-3GPP access integration

[PR 5.6.2-007] The 3GPP system shall be able to provide 3GPP services to the UE using various 3GPP and non-3GPP access networks (e.g., WLAN, fixed broadband access, Bluetooth).  

[PR 5.6.2-008] [PR 5.6.2-009] The3GPP system shall be able to support at least the following 3GPP/non-3GPP access interworking capabilities:

· Inter-system mobility between 3GPP and non-3GPP access networks, 

· Capability for the UE to select the 3GPP or non-3GPP access based on operator policy, 
· Simultaneous connection to different accesses, and capability for the UE to access the 3GPP services provided by the core network using non-3GPP access (e.g., FMSS).
--- End 2nd change ---
