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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected

	23.285
	0001
	2
	Rel-14
	V2X message handling over LTE Uu
	F
	14.0.0
	S2-117
	S2-166038
	Ericsson
	V2XARC
	4.4.1.2.1, 4.4.1.2.2, 4.4.3.2, 4.4.3.3

	23.285
	0003
	1
	Rel-14
	Update of V2X impacts to EPC procedures
	B
	14.0.0
	S2-117
	S2-166032
	Huawei, Hisilicon, LG Electronics, Ericsson
	V2XARC
	5.5.1, 5.5.2, 5.5.3, 5.5.4, 5.5.5

	23.285
	0004
	1
	Rel-14
	Mapping between PPPP and latency for autonomous resources selection mode
	B
	14.0.0
	S2-117
	S2-166029
	Huawei, Hisilicon, LG Electronics, Ericsson
	V2XARC
	4.4.1.1.2, 4.4.5.1

	23.285
	0005
	2
	Rel-14
	Update of Functional entities description
	F
	14.0.0
	S2-117
	S2-166039
	Huawei, Hisilicon
	V2XARC
	4.3.1.1, 4.3.2, 4.3.3

	23.285
	0006
	1
	Rel-14
	Subscription to V2X services
	B
	14.0.0
	S2-117
	S2-166033
	LG Electronics
	V2XARC
	4.4.x (new)

	23.285
	0007
	-
	Rel-14
	Clarification on MBMS for LTE-Uu based V2X architecture reference model
	F
	14.0.0
	S2-117
	S2-165637
	LG Electronics
	V2XARC
	4.2.2

	23.285
	0009
	1
	Rel-14
	Uplink distribution deployment option
	F
	14.0.0
	S2-117
	S2-166034
	KPN, LG Electronics
	V2XARC
	Annex X (new)

	23.285
	0010
	1
	Rel-14
	Clarification on location mapping at V2X Application Server
	F
	14.0.0
	S2-117
	S2-166036
	Qualcomm Incorporated, Ericsson,
	V2XARC
	2, 5.4.2.1.2,

	23.285
	0012
	1
	Rel-14
	Definition of the USD for Uu based V2X communication and V2X Application Server discovery
	F
	14.0.0
	S2-117
	S2-166031
	Qualcomm Incorporated
	V2XARC
	4.4.1.2.2; 4.4.3.3; (new) 4.4.x; 5.4.1.2

	23.285
	0013
	1
	Rel-14
	Clarification of multiple TMGIs uses in overlapping areas
	F
	14.0.0
	S2-118
	S2-166974
	ITRI
	V2XARC
	4.4.1.2.2; 4.4.3.3

	23.285
	0015
	1
	Rel-14
	V2X communication over PC5 is used for UEs in limited service state
	F
	14.0.0
	S2-118
	S2-166973
	LG Electronics
	V2XARC
	4.4.x (new)

	23.285
	0016
	2
	Rel-14
	Resolve EN related to source IP change for IP based V2X communication over PC5
	F
	14.0.0
	S2-118
	S2-166979
	LG Electronics
	V2XARC
	4.5.1

	23.285
	0017
	1
	Rel-14
	Charging support for V2X Communication
	B
	14.0.0
	S2-118
	S2-166970
	Qualcomm Incorporated, LG Electronics, KPN
	V2XARC
	2, 4.4.x (new)

	23.285
	0018
	1
	Rel-14
	Parameter pre-configuration and usage of the UE for V2X communication
	B
	14.0.0
	S2-118
	S2-166972
	Qualcomm Incorporated, Ericsson
	V2XARC
	2; 4.4.1.1.2; 4.4.1.1.y (new)

	23.285
	0020
	1
	Rel-14
	Procedure for V2 reference point
	F
	14.0.0
	S2-118
	S2-166976
	Huawei, Hisilicon
	V2XARC
	4.4.1.2.2

	23.303
	0323
	-
	Rel-14
	Resolve EN related to PC5-U stack
	F
	14.0.0
	S2-118
	S2-166470
	LG Electronics, KPN
	V2XARC
	5.1.2.1


