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	Reason for change:
	An IVS shall attempt to make a second attempt on the other domain as per TS22.101 clause 10.1.2.1 in the case where an IMS emergency call based eCall attempt has not been successful even if the MSD was successfully received by a PSAP.

This can lead to the case where the emergency services receive multiple instances of an MSD and therefore may duplicate their responses.

	
	

	Summary of change:
	This CR clarifies that the responsibility of the handling of this potential duplicate information is out of scope of 3GPP
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	Other comments:
	


~~~ 1st Change ~~~
A.27.3 
Requirements for the transfer of eCall data in an IMS emergency call

The MSD should typically be available to the PSAP when the end to end connection with the PSAP has been established.

Note: 
There are cases where a UE delivers multiple instances of an MSD to one or more PSAPs, for example as per 3GPP TS 22.101 clause 10.1.2., when an IMS emergency call based eCall attempt has not been successful but the MSD was successfully received by a PSAP. It is out of the scope of 3GPP as to how to manage any duplicate information received by the PSAP(s) or emergency services as a result of this.
Additional data (i.e. data not contained in the initial MSD) may be transferred at any time during the eCall (e.g. MSD acknowledgement, resending of the MSD if requested by a PSAP).

The call setup time of an eCall shall be the same as for an IMS emergency call.

The IVS shall not emit any audible tones in order to transfer the MSD or other eCall related data. 

~~~ End 1st Change ~~~
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