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***********BEGIN CHANGE*********************
10.14.3.3
Ambient listening call release – server initiated

Figure 10.14.3.3-1 illustrates the information flow for ambient listening call release – server initiated when trigger by the MCPTT administrator. This procedure is applied for both remotely initiated ambient listening call and the locally initiated ambient listening call.

Pre-conditions:

-
MCPTT client 1 is the MCPTT client of the authorized user, who initiated the ambient listening call at MCPTT client 2. 

-
There is an ongoing ambient listening call between MCPTT client 2 and MCPTT client 1.
-
MCPTT user 1 is the current user at MCPTT client 1 who is listening, and MCPTT user 2 is the current user at MCPTT client 2 who is being listened to.
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Figure 10.14.3.3-1: Ambient listening call release – server initiated

1.
The ambient listening call release is triggered by the MCPTT administrator or by one of the following events:
-
the MCPTT server receives MCPTT call requests towards MCPTT client 2; or
-
the MCPTT client 2 initiates MCPTT call requests;
2.
The MCPTT server sends an ambient listening call release request to MCPTT client 2.

3.
MCPTT client 2 stops transmitting media to MCPTT client 1.

NOTE:
MCPTT client 2 does not provide any indication of the ambient listening call release to its user.
4.
MCPTT client 2 provides an ambient listening call release response to the MCPTT server.

5. 
The MCPTT server sends an ambient listening call release notification to MCPTT client 1 together with a reason code identifying that the call was released.

6.
MCPTT client 1 notifies the authorized user 1.

***********END CHANGE*********************
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