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* * * First Change * * * *

10.2.4
Group regrouping
10.2.4.1
Temporary group formation - group regrouping within an MC system

Figure 10.2.4.1-1 below illustrates the group regroup operations to create a temporary group within an MC system. For simplicity, only the case of two MC service groups being combined is represented, but the procedure is the same if more than two groups are combined.

NOTE:
The temporary group formation is applicable only for groups configured with common MC service(s).
Pre-conditions:

1.
The group management client, group management server, MC service server and the MC service group members belong to the same MC system.
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Figure 10.2.4.1-1: Group regroup for the groups within the same MC system

1.
The group management client of the MC service user requests group regroup operation to the group management server, where the groups being combined are within the same MC system. The identities of the groups being combined shall be included in this message. The group management client may indicate the security level required for the temporary group. The group management client may indicate the priority level required for the temporary group.

2.
The group management server checks whether group regroup operation is performed by an authorized MC service user, based on group policy. The group management server checks whether group1 or group2 is a temporary group. If group 1 or group2 is a temporary group, then the group regrouping will be rejected, otherwise the group regrouping can proceed. 

3.
The group management server creates and stores the information of the temporary group, including the temporary MC service group ID, the MC service group ID of the groups being combined, the priority level of the temporary group and the security level of the temporary group. If the authorized MC service user does not specify the security level and the priority level, the group management server shall set the lowest security level and the highest priority of the constituent groups. If MC service types of the groups being combined are not identical, group management server determines the overlapping part and stores the MC service list for the  temporary group.
4.
The group management server notifies the MC service server regarding the temporary group creation with the information of the constituent groups, i.e. temporary MC service group ID, group1's MC service group ID and group2's MC service group ID. If MC service list is included, MC service server stores it and provides MC service types accordingly. 
5.
The group management server notifies the affiliated MC service group members of the constituent MC service groups, possibly with an indication of lower security level.

6.
The group management server provides a group regroup response to the group management client of the authorized MC service user. If MC service list is included, group management client stores it and initiates MC service types accordingly.
* * * Next Change * * * *

10.2.2.8
Group regroup notify

Table 10.2.2.8-1 describes the information flow group regroup notify from the group management server to the MC service server.

Table 10.2.2.8-1: Group regroup notify
	Information element
	Status
	Description

	MC service group ID list
	M
	List of constituent MC service group IDs

	MC service group ID
	M
	MC service group ID of the temporary group

	MC service list
	O
	List of MC services whose service communications are to be enabled on this temporary group.


* * * Next Change * * * *

10.2.2.4
Group regroup response (group management server – group management client)
Table 10.2.2.4-1 describes the information flow group regroup response from the group management server to the group management client.

Table 10.2.2.4-1: Group regroup response
	Information element
	Status
	Description

	MC service group ID
	O (NOTE)
	MC service group ID of the temporary group

	MC service list
	O
	List of MC services whose service communications are to be enabled on this temporary group

	Result
	M
	Indicates the success or failure of group regroup

	NOTE:
Shall be present if the Result information element indicates that the group regroup operation is successful.  Otherwise MC service group ID shall not be present.


* * * Next Change * * * *
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