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*******************************Start of the change***********************************
[bookmark: _Toc485388185]4.7	Unlicensed access requirements
This section describes the requirements for collecting data for usage over unlicensed access. The requirements also apply in the roaming case. 
Data collected on usage over unlicensed access shall contain sufficient information for operating purpose (e.g., accounting, charging and charging and network planning).
[bookmark: _Toc485388186]4.8	Void
This section describes the requirements to enable operator collection of charging data for an Evolved ProSe Remote UE using an Indirect 3GPP Communication. The requirements also apply in the roaming case.
Online and offline charging shall be supported whenever an Evolved ProSe Remote UE using a direct 3GPP communication or an Indirect 3GPP Communication.
[bookmark: OLE_LINK6]The 3GPP core network shall be able to provide charging information for an Evolved ProSe Remote UE using a direct 3GPP communication or an Indirect 3GPP Communication independently of charging data of the other UEs, with following information:
-	Initiation/termination;
-	Duration and amount of data transmitted / received;
-	QoS, if via E-UTRAN (e.g. levels of availability, allocated resource);
-	Inter-operator communication;
-	Inter-operator signalling;
-	Identification of UEs involved;
-	Identification of E-UTRA or WLAN involved;
-	Timestamp when the connection mode changes.
The 3GPP core network shall be able to collect charging data for an Evolved ProSe Remote UE which accesses the EPC through an Indirect 3GPP Communication, when the connection between the Evolved ProSe Remote UE and the Evolved ProSe UE-to-network Relay connected to the Evolved ProSe Remote UE uses E-UTRA or WLAN.
The 3GPP core network shall be able to identify the relayed traffic of an Evolved ProSe UE-to-network Relay, e.g. to be able to apply different rating.


[bookmark: _Toc485388187]5	Collection of charging information
The standard shall support the collection and transfer of charging information in order to facilitate:
-	interworking with Release 98 and earlier releases 
-	fraud management procedures;
-	unsuccessful calls and sessions documentation (e.g. for billing purposes); 
Note: collection of charging information due to error in the signalling flows (e.g. incomplete or erroneus call setup) are not required;
-	detailed itemised billing
-	allow for prepay charging
Generally, the charging information collected shall support the high level principles in section 4 (above) and the requirements identified for inter-operator charging as elaborated by the GSM Association. The information listed below is the minimum requirement.


*******************************End of the change***********************************

