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Overall description:

ITU-R Working Party 5A (WP 5A) implemented the input submitted by 3GPP towards the Revision of the Recommendation ITU-R M.2084-0 on ITS applications.

However RAN4 realised that the current text on bands supporting the Uu interface may cause misinterpretation in ITU-R and a review is proposed in this document. 
Actions:

3GPP TSG SA asks 3GPP PCG to review and approve this document. 

It is reminded that before final submission to ITU-R, in footnote 1 of this document, the source PCG doc number has to be updated as soon as it is available.

The submission deadline for the submission of the material to ITU-R is May 14th, 2018. As a consequence 3GPP PCG is asked to review and provide the approved version at PCG#40.

----------------- [remove 3GPP review part before submission to ITU] -----------------
[ITU member]

ON THE REVISION OF RECOMMENDATION ITU-R M.2084-0
3GPP thanks ITU-R WP 5A for the information contained in Document 5A/TEMP/262(Rev.1) Liaison statement to External Organizations on the Revision of the Recommendation ITU-R M.2084-0.

After reviewing the current version of the document, 3GPP realised that the current text on bands supporting the Uu interface in Table 8 of Annex 6 may be misleading.
Therefore 3GPP RAN would like to propose the following modification to Table 8:

TABLE 8
Characteristics of the transmission scheme

	Item
	Transmission Characteristic

	
	Uu interface
	PC5 interface

	Operating frequency range
	All the bands specified in TS 36.101 [Ref] support operation with the Uu interface, except Band 47.

Bands for Uu interface when used in combination with PC5 in a single UE, for Rel-14

Band 3:
UL: 1 710-1 785 MHz




DL: 1 805-1 880 MHz

Band 7: 
UL: 2 500-2 570 MHz




DL: 2 620-2 690 MHz

Band 8:
UL: 880-915 MHz




DL: 925-960 MHz

Band 39:
1 880-1 920 MHz

Band 41:
2 496-2 690 MHz
	For Rel-14

Band 47:
5 855-5 925 MHz

	RF channel bandwidth
	1.4, 3, 5, 10, 15, or 20 MHz per channel
	10 or 20 MHz per channel

	RF Transmit Power/EIRP
	Max 43 dBm for eNB
Max 23 or 33 dBm for UE
	Max 23 or 33 dBm

	Modulation scheme
	Uplink: QPSK SC-FDMA, 16QAM SC-FDMA, 64QAM SC-FDMA;
Downlink: QPSK OFDMA, 16QAM OFDMA, 64QAM OFDMA 
	QPSK SC-FDMA, 16QAM SC-FDMA

	Forward error correction
	Convolutional coding and turbo coding
	Convolutional coding and turbo coding

	Data transmission rate
	Uplink: From 1.4 Mbit/s to 36.7 Mbit/s for 10 MHz channel
Downlink: From 1.4 Mbit/s to 75.4 Mbit/s for 10 MHz channel

	From 1.3 Mbit/s to 15.8 Mbit/s for 10 MHz channel

	Media access control
	Centralized scheduling by eNB

	centralized scheduling or distributed scheduling 

	Duplex method
	FDD or TDD
	TDD


[Ref] TS 36.101 “Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception” http://www.3gpp.org/DynaReport/36-series.htm
� 	This contribution was developed in 3GPP TSG RAN and it is being submitted by the co-sourcing companies on behalf of 3GPP (source: PCG#40_xx).






