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[37]
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[44]
3GPP TS 23.401: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".

[45]
3GPP TS 23.402: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Architecture enhancements for non-3GPP accesses".

[46]
3GPP TS 29.274: "3GPP Evolved Packet System (EPS); Evolved General Packet Radio Access (GPRS) Tunneling Protocol for Control Plane (GTPv2-C); Stage 3".

[47]
3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".

[48]
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[49]
3GPP TS 24.303: "Mobility management based on Dual-Stack Mobile IPv6; Stage 3".

[50]
(void)

[51]
(void)

[52]
3GPP TS 24.147: "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Conferencing Using the IP Multimedia (IM) Core Network (CN) subsystem 3GPP Stage 3".

[53]
3GPP TS 29.273: "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Evolved Packet System (EPS); 3GPP EPS AAA interfaces".

[54]
3GPP TS 33.328: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; IP Multimedia Subsystem (IMS) media plane security".

[55]
ATIS-0700005 "Lawfully Authorized Electronic Surveillance (LAES) for 3GPP IMS-based VoIP and other Multimedia Services".

[56]
3GPP TS 29.212: "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Policy and Charging Control(PCC); Reference points".

[57]
Void.

[58]
IETF RFC 4217: "Securing FTP with TLS".

[59]
3GPP TS 29.272: "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Evolved Packet System (EPS); Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related interfaces based on Diameter protocol".

[60]
3GPP TS 33.310: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Network Domain Security (NDS); Authentication Framework (AF)".
[61]
IETF RFC 6043: "MIKEY-TICKET: Ticket-Based Modes of Key Distribution in Multimedia Internet KEYing (MIKEY)", available at www.ietf.org
[62]
3GPP TS 25.413: "UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling".

[63]
3GPP TS 29.279: "Mobile IPv4 (MIPv4) based mobility protocols; Stage 3".

[64]
3GPP TS 29.118: "Mobility Management Entity (MME) –Visitor Location Register (VLR) SGs interface specification"

[65]
ANSI/J-STD-025-B: "Lawfully Authorized Electronic Surveillance", July 17, 2006.

[66]
3GPP TS 24.007: "Mobile Radio Interface Signalling Layer 3; General Aspects".

[67]
IETF RFC 3966: "The Tel URIs for Telephone Numbers", December, 2004.

[68]
IETF RFC 791: "Internet Protocol"
[69]
IETF RFC 2460: "Internet Protocol, Version 6 (IPv6) Specification".

[70]
IEFT RFC 3697: "IPv6 Flow Label Specification".

[71]
IETF RFC 4776: "Dynamic Host Configuration Protocol (DHCPv4 and DHCPv6) Option for Civic Addresses Configuration Information".

[72]
IETF RFC 5139: "Revised Civic Location Format for Presence Information Data Format Location Object (PIDF-LO)".
[73]
ISO.3166-2: International Organization for Standardization, "Codes for the representation of names of countries and their subdivisions - Part 2: Country subdivision code".

[74]
UPS SB42-4: Universal Postal Union (UPU), "International Postal Address Components and Templates".
[75]
ISO 639-1:2002: "Codes for the representation of names of languages -- Part 1: Alpha-2 code".

[76]
3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

[77]
3GPP TS 24.623: "Technical Specification Group Core Network and Terminals; Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating Supplementary Services".

[78]
3GPP TS 22.173: "IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1".

[79]
3GPP TS 24.109: "Universal Mobile Telecommunications System (UMTS); Bootstrapping interface (Ub) and network application function interface (Ua); Protocol details".
[80]
IETF RFC 4825:"The Extensible Markup Language (XML) Configuration Access Protocol (XCAP)".

[81]
IETF RFC 7254: "A Uniform Resource Name Namespace for the Global System for Mobile Communications Association (GSMA) and the International Mobile station Equipment Identity (IMEI)"

[82]
IETF RFC 7255: "Using the International Mobile station Equipment Identity (IMEI) Uniform Resource Name (URN) as an Instance ID".

[83]
3GPP TS 22.468: "Group Communication System Enablers for LTE (GCSE_LTE)".

[84]
3GPP TS 23.468: "Group Communication System Enablers for LTE (GCSE_LTE); Stage 2".

[85]
3GPP TS 25.321: "Medium Access Control (MAC) protocol specification".
[86]
3GPP TS 24.371: " Web Real-Time Communications (WebRTC) access to the IP Multimedia (IM) Core Network (CN) subsystem (IMS); Stage 3".

[87]
ITU-T Recommendation E.212: "The international identification plan for public networks and subscriptions".

[88]
OMA MLP TS: "Mobile Location Protocol", OMA-TS-MLP-V3_4-20150512-A.
[89]
MMS Architecture OMA-AD-MMS-V1_3-20110913-A.
[90]
Multimedia Messaging Service Encapsulation Protocol OMA-TS-MMS_ENC-V1_3-20110913-A.
[91]
3GPP TS 22.140: "Multimedia Messaging Service (MMS); Stage 1".
[92]
IETF RFC 2822: "Internet Message Format".
[XX]
3GPP TS 29.229 : "Cx and Dx interfaces based on the Diameter protocol; Protocol details".
*** NEXT CHANGE ***

7
Multi-media domain
7.0
Introduction

Clause 7 deals with IRI reporting in the IMS. IRI reporting in the multi-media domain specified in this clause does not depend on the IP-Connectivity Access Network (IP-CAN), defined in TS 23.228 [40], used to transport the CC. When the IP-CAN is the UMTS PS domain, annexes C and G apply for CC interception at the SGSN/GGSN. However, such CC interception may intercept more than just the CC associated with an IMS based voice service. Hence, for separated VoIP CC intercept and reporting, refer to clause 12.
In addition, this clause also specifies IRI reporting from the HSS handling subscriber data for IMS network. Target identities to be used for interception of IRIs at the HSS are specified in TS 33.107 [19].
According to TS 33.107 [19], interception in the CSCFs shall be supported in the S‑CSCF and optionally in the P‑CSCF where the S-CSCF and the P-CSCF are in the same network. For roaming scenarios where the P-CSCF is in the Visited Network, interception at the P-CSCF is mandatory. The target identities for the intercept of traffic at the CSCFs are only the SIP-URI, TEL‑URI and IMEI (described in TS 23.003 [25], obtained from the Instance IDs, described also in TS 23.003 [25] as requested in clause7A.8 of TS 33.107 [19]. In the intercepting nodes (CSCF's) the relevant SIP-Messages are duplicated and forwarded to the MF HI2.

The enhanced P-CSCF (eP-CSCF) shall adhere to all the LI requirements pertaining to a P-CSCF. Any additional LI requirements pertaining to the support of Web Real Time Communications (WebRTC) Interworking as specified in TS 23.228 [40] that only apply to the eP-CSCF are described distinctly.

In case of target manipulation of IMS supplementary service setting, the interception shall be made by XCAP servers maintaining XCAP resources related to the supplementary service settings defined in TS 22.173 [78] made on the interface Ut as described in TS 24.623 [77]. Any other points related to attempts to access to Target's XCAP servers or, XCAP change/transaction in services setting related to the target, are for further studies.

Ut based XCAP manipulation messages for the IMS services for the target is reported. Any copy "en clair" of the XCAP exchanges (aggregated or not), between the UE and the AS, will be transmitted to the LEMF in the HI2 interface through the DF 2, that will encapsulate the XCAP Ut transactions in ASN.1. Such XCAP transactions on the Ut interface have to include any exchange of data, which are contained in the XCAP payload (e.g. the get, put, and delete operations on the XCAP resources).

NOTE:
Interception of the target's supplementary service setting management or modifications that are made outside the Ut interface is for further studies.

For clarification, see Figure 7.1. If the P‑CSCF and S‑CSCF are in the same network and LI is provided at both P-CSCF and S-CSCF, the events are sent twice to the LEMF.
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Figure 7.1: IRI Interception at a CSCF

*** NEXT CHANGE ***

7.1
Identifiers

7.1.0
General

Specific identifiers are necessary to identify a target for interception uniquely and to correlate between the data, which is conveyed over the different handover interfaces (HI2 and HI3). The identifiers are defined in the subsequent subclauses of clause 7.1.

For the delivery of CC and IRI the SGSN, GGSN and CSCF's provide correlation numbers and target identities to the HI2 and HI3. The correlation number provided in the PS domain (SGSN, GGSN) is unique per PDP context and is used to correlate CC with IRI and the different IRI's of one PDP context. However, where separated delivery of IMS based VoIP is required, to ensure that the CC related to an IMS based VoIP call is intercepted and reported separately from other PS domain services while being correlated to the IMS based VoIP IRI, refer to clause 12.

Interception is performed on an IMS identifier(s) associated with the target including identifiers such as IMEI, SIP‑URI and Tel‑URI, ETSI EN 300 356 [30].
In addition, in case of interception at the HSS, IMSI shall be supported as target identity if it is available in the subscription data stored in the HSS and the association with IMS identities can be done.

IMEI and MSISDN shall be supported as target identities if the HSS is shared with access services (e.g. PS, EPS) and the association with IMS identities can be done.
Non-Local ID interception is based on SIP-URI or Tel URI. Non-Local Id may be present in any of the SIP headers used to identify either the calling party information and redirecting party information present in the incoming SIP message for incoming calls from target Non-Local ID, or the called party information present in the outgoing SIP message for outgoing calls to target Non-Local ID.

For Non-Local ID target interception, the CSP is not responsible for the deduplication of events.

*** NEXT CHANGE ***

7.1.3
Correlation number

Two parameters are defined to enable further correlation than can be accomplished via a LIID alone. The first is called a Correlation number while the second is simply called Correlation. The Correlation Number was initially defined to carry a GPRS/EPS Correlation Number and is limited to those access types that support a PDP Context/EPS Bearer. Subsequently, the Correlation parameter was defined to enable a more general correlation. The value used in the Correlation number parameter or the Correlation parameter may be generated by the CSCF.

When clause 12 is used to provide separated IMS VoIP intercept and delivery, imsVoIP (as defined in clause 12) may be used to provide the correlation between the IRI and CC of an IMS VoIP session and also between IRI messages of the same IMS VoIP session.

See clause 6.1.3 for a definition of the GPRS Correlation Number. See clause 10.5.0 for EPS Correlation Number.

NOTE 1:
Void.

It is an implementation matter how the CSCF generates a correlation number parameter value. The CSCF should use the gPRSCorrelationNumber/ePSCorrelationNumber ASN.1 parameter as a container.

For a GPRS/UMTS access or LTE access, if two PDP contexts or two EPS Bearers are used for the communication (one for signalling and one for bearer) two correlation numbers may be delivered via the CSCFs. Different identifiers may be used for correlating a target's various SIP messages such as:

-
LIID;

-
implementation dependent number.

NOTE 2:
The implementation dependent number may be e.g. a 'Call-id'. However, when a CSCF acts as a back-to-back user agent a CSCF can have different 'Call-id' values for different legs of signalling. Therefore some other number would be needed in such a case.

NOTE 3:
The LIID may be used to associate SIP messages with respective GSN IRI records. In case the target is only permitted to have a single SIP session with a single CC bearer active at any time, the LIID is sufficient to correlate IMS IRI records with GSN IRI records. In all other case s, e.g., the target is permitted to have multiple SIP sessions active concurrently, a combination of the LIID and an implementation dependent number may be used to correlate the IMS IRI records with the GSN IRI records.

In case the LIID of a given target has different values in the GSN and in the CSCF, it is up to the LEMF to recover the association between the two LIIDs.

SIP correlation number is used to correlate events of one specific SIP session.
Correlation number is not applicable to interception at the HSS.
*** NEXT CHANGE ***

7.5
IRI for IMS

7.5.0
Introduction

In addition, information on non-transmission related actions of a target constitute IRI and is sent via HI2, e.g. information on SIP message with call forwarding configuration information.

The IRI may be subdivided into the following categories:

1.
Control information for HI2 (e.g. correlation information).

2.
Basic data context information, for standard data transmission between two parties (e.g. SIP- or XCAP-message).

3.
Information needed to decrypt media traffic between the parties.

For each event, a Record is sent to the LEMF, if this is required. The following table gives the mapping between event type received at DF2 level and record type sent to the LEMF.

Table 7.1: Mapping between IMS Events and HI2 Records Type

	Event
	IRI Record Type

	SIP-message
	REPORT

	XCAP-request
	REPORT

	XCAP response
	REPORT

	Media decryption keys available
	REPORT

	Start of interception for already established IMS session 
	REPORT

	Serving System
	REPORT

	Subscriber record change
	REPORT

	Registration Termination
	REPORT

	Location Information Request
	REPORT


A set of information is used to generate the record. The records used transmit the information from mediation function to LEMF. This set of information can be extended in the CSCF or DF2 MF, if new IEs are available and if this is necessary in a specific country. The following table gives the mapping between information received per event and information sent in records.

Once IRI only interception is underway, LEMF receives IMS specific IRI only (SIP IRI) from CSCF or IRI only (XCAP Message IRI) from the XCAP server managing the XCAP resource associated with the IMS supplementary service setting, or IRI only from the HSS. LEMF does not receive CC, and therefore it is not possible to correlate IMS specific IRI with CC.

Once IRI and CC interception is underway, LEMF receives IMS specific IRI both from a GSN and from a CSCF. LEMF receives SIP messages also from a GSN within CC. LEMF receives IRI of XCAP events from functions such as XCAP authentication and resource management function. In certain cases, however, SIP messages may be encrypted between UE and CSCF. XCAP message between the UE and the AS managing the target's IMS supplementary service settings may be encrypted. In these cases LEMF needs to receive unencrypted SIP or XCAP messages in IMS specific IRI provided from CSCF, or from the XCAP server managing the target's IMS supplementary service settings. The LI service delivery of XCAP events related to XCAP authentication process is for further study.

In some cases the CC is encrypted according to one of the IMS media security solutions specified in TS 33.328 [54]. In these cases the LEMF receives encrypted CC and decrypts it based on the decryption information received over the HI2 interface.
NOTE 0:
CC interception is not applicable at the HSS.
When the InstanceID is present in IMS signalling TS 24.229 [76], and contains an IMEI URN [81], [82], the IMEI shall be extracted and converted to the reporting format defined for partyInformation (imei).

NOTE 1:
Delivery of decrypted CC in the above scenario is FFS.

NOTE 1a:
GSN has no possibility to decrypt SIP messages based on the IMS security architecture.

NOTE 2:
Security mechanisms for protecting delivery of key material over the HI2 in line with TS 33.328 [54] are FFS.

NOTE 2a: When the CSCF is not aware of the activation of multiple lawfully authorized intercepts on a single target, the MF/DF needs to generate the REPORT with Start of Interception on an already established IMS session on its own using information that it has retained.           

The DF2 shall not send the REPORT with Start of Interception with an already established IMS session to the LEMFs that were already intercepting the session due to a previous LI activation on the same target.
Table 7.2: Mapping between IMS Events Information and IRI Information

	Parameter
	Description
	HI2 ASN.1 parameter

	Observed SIP URI
	Observed SIP URI
	partyInformation (sip-uri)

	Observed TEL URI
	Observed TEL URI
	partyInformation (tel-uri)

	Observed IMEI
	Observed IMEI
	partyInformation (imei)

	Observed IMPI
	Observed IMPI (NOTE 12)
	partyInformation (impi)

	Observed IMSI
	Observed IMSI (NOTE 12)
	partyInformation (imsi)

	Observed MSISDN
	Observed MSISDN (NOTE 12)
	partyInformation (mSISDN)

	Event type
	IMS Event

It indicates whether the IRI contains a CC unfiltered SIP message, a CC filtered SIP message, an XCAP request,
an XCAP response, or the media decryption keys.
For interception at the HSS, it indicates whether the IRI contains a Serving system, a Subscriber Record Change, a Registration Termination or a Location Information Request.
	iMSevent

	Event date
	Date of the event generation in the CSCF or in the XCAP server managing the target's IMS supplementary service setting(s).
	timeStamp

	Event time
	Time of the event generation in the CSCF or in the XCAP server managing the target's IMS supplementary service setting(s).
	

	Network identifier
	Unique number of the intercepting CSCF or the XCAP server managing the target's IMS supplementary service setting(s).
	networkIdentifier

	Correlation number
	Unique number for each PDP context/Bearer delivered to the LEMF, to help the LEA, to have a correlation between each PDP Context/Bearer and the IRI.
	gPRSCorrelationNumber

	Correlation
	Correlation number; unique number for each PDP context/Bearer delivered to the LEMF, to help the LEA, to have a correlation between each PDP Context/Bearer and the IRI.

ASN.1 as: iri-to-CC

Signalling PDP context/Bearer correlation number; unique number for signalling PDP context/Bearer delivered to the LEMF, to help the LEA, to have a correlation between each PDP Context/Bearer and the IRI.

Used in the case two PDP contexts/Bearers are used.

ASN.1 as: iri-to-CC

SIP correlation number; either Call-id or some implementation dependent number that uniquely identify SIP messages of the same SIP session.

ASN.1 as: iri-to-iri

XCAP transaction correlation number: It correlates the XCAP request and reponse.
	correlation

	Lawful interception identifier
	Unique number for each lawful authorization.
	lawfulInterceptionIdentifier

	SIP message
	Either whole SIP message, or SIP message header (plus SDP body, if any). SIP message header (plus SIP message body part conveying IRI such as SDP) is used if warrant requires only IRI. In such cases, specific content in the SIP Message (e.g. 'Message', etc.) must be deleted; unknown headers shall not be deleted. For intercepts requiring IRI only delivery, depending on national regulations, SMS content may be excluded while SMS headers (which convey information including originating and destination addresses, SMS centre address) are included, if available. Location information that the service provider is aware of (e.g. location in PANI header) is removed when delivery of such information is not lawfully authorized.
	sIPMessage

	Media-decryption-info
	Session keys and additional info for the decryption of the CC streams belonging to the intercepted session.


This field is present if available at the DF/MF
	mediaDecryption-info

Contain for each key the follow triplet:

 cCCSID,

 cCDecKey,

 cCSalt (optionally)

	SIP message header offer
	Header of the SIP message carrying the SDP offer (NOTE 10).
	sipMessageHeaderOffer

	SIP message header answer
	Header of the SIP message carrying the SDP answer (NOTE 10).
	sipMessageHeaderAnswer

	SDP offer
	SDP offer used for the establishment of the IMS session (NOTE 10).
	sdpOffer

	SDP answer
	SDP answer used for the establishment of the IMS session (NOTE 10).
	sdpAnswer

	MediaSec key retrieval failure indication 
	Provides the information that the procedure to get encryption keys from the KMS failed.
	mediaSecFailureIndication

	PANI header information
	Elements of P-Access-Network-Info headers in SIP message; defined in TS 24.229 [76] §7.2A.4.
	pANI-Header-Info

	XCAP message
	XCAP message (i.e. to report separately the XCAP request and XCAP response between the UE and the XCAP server managing the XCAP resources of the target's IMS supplementary service setting(s); based on TS 24.623 [77]).
	xCAPMessage

	Changed (old/new) IMSI or MSISDN/TEL URI/SIP URI/IMPI or IMEI
	Provides the identity changes in Subscriber Record Change Event.
	change-Of-Target-Identity

	Other User Identities
	Provides other IMPU or IMPI that was allocated to the Target being deregistered in HSS.
	otherIdentities

	Deregistration Reason
	Provides the reason of de-registration in HSS

Coded according to 3GPP TS 29.229 [XX], values would be coded according to Reason-Code AVP when deregistration is initiated by HSS, and to Server-Assignment-Type AVP when indicated by SCSF.
	deregistrationReason

	Previous serving system identifier
	Provides an identifier as defined in 3GPP TS 29.229 [XX] that allows the home network to identify the previous visited network when deregistration is done.
	visitedNetworkId

	Current Serving System Identifier
	Provides an identifier as defined in 3GPP TS 29.229 [XX] that allows the home network to identify the current visited network.
	visitedNetworkId

	Other update
	Carrier specific information related to implementation or subscription process on HSS. Raw data will be provided. CSP will provide to LEMF elements to understand such data.
	carrierSpecificData

	Requesting network identifier
	The requesting network identifier PLMN id (Mobile Country Code and Mobile Network Code, defined in E.212 [87]).
	requesting-Network-Identifier

	Requesting node identifier
	The requesting node identifier
	requesting-Node-Identifier

	Requesting node type
	Type of requesting node such as MSC, SMS Centre, GMLC, MME, SGSN.
	requesting-Node-Type


NOTE 3:
Void.

NOTE 4: Void.

NOTE 5:
Void.

NOTE 6:
Void.

NOTE 7:
LIID parameter must be present in each record sent to the LEMF.

NOTE 8:
Details for the parameter SIP message. If the warrant requires only signaling information, specific content in the parameter 'SIP message' like IMS (Immediate Messaging) has to be deleted/filtered. It should be noted that SDP content within SIP messages is reported even for warrants requiring only IRI.

NOTE 9:
In case of IMS event reporting involving the correlation number parameter, the gPRSCorrelationNumber HI2 ASN.1 parameter, which is also used in the IRIs coming from UMTS PS nodes, is used as container.

NOTE 10:
This parameter is applicable only in case of start of interception for an already established IMS session.

NOTE 11:
For separated IMS VoIP, the imsVoIP (as defined in clause 12) may be used instead of Correlation Number or Correlation shown in table 7.2.
NOTE 12: Applicable to HSS only.
pANI-header-info parameter includes elements present in the P-Access-Network-Info (PANI) header in intercepted SIP messages originated by the target's UE and handled by the CSCFs. The mediation function shall parse these intercepted SIP messages and copy from the PANI header the type/class of access and, if required by the warrant, location information in the related parameters specified in Annexes B.3 and B.9. In such case, the SIP messages carrying the PANI header shall also be sent to the LEMF unmodified.

In case the warrant does not require providing target's location information, any location information shall be filtered from the intercepted raw SIP messages, prior that these are delivered to the LEMF. In such case, as an implementation option, location information may be masked (e.g. filled with blanks or other characters) instead of filtered.

*** NEXT CHANGE ***

7.5.1
Events and information

This clause describes the information sent from the Delivery Function (DF) to the Law Enforcement Monitoring Facility (LEMF) to support Lawfully Authorized Electronic Surveillance (LAES). The information is described as records and information carried by a record. This focus is on describing the information being transferred to the LEMF.

The IRI events and data are encoded into records as defined in the Table 7.1: Mapping between IMS Events and HI2 Records Type and Annexes B.3 and B.9 Intercept related information (HI2). IRI is described in terms of a 'causing event' and information associated with that event. Within each IRI Record there is a set of events and associated information elements to support the particular service.

The communication events described in Table 7-1: Mapping between the IMS Event and HI2 Record Type and Table 7.2: Mapping between IMS Events Information and IRI Information convey the basic information for reporting the disposition of a communication. This clause describes those events and supporting information.

Each record described in this clause consists of a set of parameters. Each parameter is either:

mandatory (M)
-
required for the record,

conditional (C)
-
required in situations where a condition is met (the condition is given in the Description), or

optional (O)
-
provided at the discretion of the implementation.

The information to be carried by each parameter is identified. Both optional and conditional parameters are considered to be OPTIONAL syntactically in ASN.1 Stage 3 descriptions. The Stage 2 inclusion takes precedence over Stage 3 syntax.

Table 7.3: SIP-Message REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the target (if available).

	observed TEL-URI
	C
	TEL URI of the target (if available).

	observed IMEI 
	C
	IMEI of the target (if available).

	event type
	M
	Provide IMS event type.

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	correlation number
	C
	If available and not included in the SIP-message. NOTE 1

	correlation
	C
	If applicable for this communication. NOTE 1

	SIP message
	M
	The relevant SIP message or SIP message header.

	PANI header information
	O
	P-Access-Network-Access-Info header information in SIP messages; described in TS 24.229 [76] §7.2A.4. Provided if available and applicable.


If transfer of ticket related information, as specified in TS 33.328 [54], is detected by the MF/DF via an intercepted SIP messages analysis during an IMS session, the DF/MF, after extracting and collecting the exchanged tickets and getting the corresponding decryption keys info from the KMS, as specified in TS 33.107 [19], shall send a Media Decryption key available IRI REPORT to the LEMF containing the information needed to decrypt the media:

Table 7.4: Media Decryption key available REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the target (if available).

	observed TEL-URI
	C
	TEL URI of the target (if available).

	observed IMEI 
	C
	IMEI of the target (if available).

	event type
	M
	Decryption Keys Available

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	correlation number
	C
	Provided if available. NOTE 1

	correlation
	C
	Provided if available. NOTE 1

	mediaDecryption-info.CCKeyInfo.

cCCSID
	C
	Uniquely map the session key to the SRTP streams to decrypt.

There could be several SRTP streams (audio, video, etc.) with different decryption keys and salt for a media session. The field reports the value from the CS_ID field in the ticket exchange headers as defined in the IETF RFC 6043 [61] provided if available.

	mediaDecryption-info. CCKeyInfo.cCDecKey
	C
	Decryption key in both media directions. Provided if available.

	mediaDecryption-info. CCKeyInfo.cCSalt
	C
	Provided if available.

	mediaSecFailureIndication
	O
	May be provided in case of failure


NOTE 1:
For separated IMS VoIP, the imsVoIP (as defined in clause 12) may be used instead of Correlation Number or Correlation shown in table 7.3, table 7.4 and table 7.5.
If Start of interception for an already established IMS session event is detected by the MF/DF, the DF/MF shall send a Start of Interception for already established IMS Session IRI REPORT to the affected LEMF containing the parameters listed in table 7.5:

NOTE 2:
In some situation (e.g., during activation of second, third, etc, intercepts on the target), the MF/DF may have to detect on its own that an interception is activated on an already established IMS Session.  

Table 7.5: Start of interception for already established IMS session REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the target (if available).

	observed TEL-URI
	C
	TEL URI of the target (if available).

	observed IMEI 
	C
	IMEI of the target (if available).

	event type
	M
	Start of interception for already established IMS session

	event date
	M
	Provide the date and time the event is detected.

	event time
	
	

	network identifier
	M
	Shall be provided.

	lawful intercept identifier
	M
	Shall be provided.

	correlation number
	C
	Provided if available. NOTE 1

	correlation
	C
	Provided if available. NOTE 1

	Sip message header offer
	C
	Provided if available 

	Sip message header answer
	C
	Provided if available

	SDP offer
	C
	Provided if available

	SDP answer
	C
	Provided if available

	PANI header information
	O
	Provided if available and applicable.


Table 7.6: XCAP REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the target (if available). It may come from the X 3GPP Asserted Identity Header or the X-3GPP-Intended-Identity of the target described in TS 24.623 [77] and TS 24.109 [79] or from the XUI which is described in IETF RFC 4825 [80] (if available). It is part of the URI determined by the path selector results

	observed Tel URI
	C
	Tel URI of the target (if available). It may come from the X 3GPP Asserted Identity Header or the X-3GPP-Intended-Identity of the target described in TS 24.623 [77] and TS 24.109 [79] or from the XUI which is described in IETF RFC 4825 [80] (if available). It is part of the URI determined by the path selector results

	event type
	M
	Shall be provided. Provide XCAP event type (to be defined by further studies).

	event date
	M
	Shall be provided. Provide the date the event is detected.

	event time
	M
	Shall be provided. Provide the time the event is detected.

	IMS event
	M
	Shall be provided. Provide the event information than an event related to XCAP transaction or server.

	Network identifier
	M
	Shall be provided.

	Lawful intercept identifier
	M
	Shall be provided.

	X 3GPP asserted identity
	C
	Information to complement the observed SIP URI or Tel URI (if available) as slight formal differences do happen due to XCAP usage.

	XUI
	C
	Information to complement the observed SIP URI or Tel URI (if available) as slight formal differences do happen due to XCAP usage.

	Correlation
	C
	Provided if available. It correlates the XCAP request to the XCAP response.

	XCAP message
	M
	Shall be provided with either the related XCAP request with the XCAP content, either XCAP response, with the XCAP content.


The following IRI records are applicable to HSS interception: Serving System, Subscriber Record Change, Registration Termination, Location Information Request.

Table 7.x: Serving System REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the target; provided if available

	observed Tel URI
	C
	Tel URI of the target; provided if available

	observed MSISDN
	C
	MSISDN of the target; provided if available

	observed IMSI
	C
	IMSI of the target; provided if available

	observed IMEI
	C
	IMEI of the target; provided if available

	observed IMPI
	C
	IMPI of the target; provided if available

	observed IMPU(s)
	C
	Additional IMPU(s) of the target; provided if available

	event type
	M
	Shall be provided. Provides Serving System

	event date
	M
	Shall be provided. Provides the date the event is detected

	event time
	M
	Shall be provided. Provides the time the event is detected

	Network identifier
	M
	Shall be provided

	Lawful intercept identifier
	M
	Shall be provided

	Current Serving System Identifier
	C
	Provides information about the Visited PLMN Id in case of roaming.


Table 7.y: Subscriber Record Change REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the target; provided if available

	observed Tel URI
	C
	Tel URI of the target; provided if available

	observed MSISDN
	C
	MSISDN of the target; provided if available

	observed IMSI
	C
	IMSI of the target; provided if available

	observed IMEI
	C
	IMEI of the target; provided if available

	observed IMPI
	C
	IMPI of the target; provided if available

	old observed SIP-URI
	C
	Previous SIP URI of the target; provided if available

	old observed Tel URI
	C
	Previous Tel URI of the target; provided if available

	old observed MSISDN
	C
	Previous MSISDN of the target; provided if available

	old observed IMSI
	C
	IMSI of the target; provided if available

	old observed IMEI
	C
	IMEI of the target; provided if available

	old observed IMPI
	C
	IMPI of the target; provided if available

	IMSI or MSISDN/TEL URI/SIP URI/IMPI or IMEI change type
	M
	Provides information about which identity was changed

	event type
	M
	Shall be provided. Provides Subscriber Record Change.

	event date
	M
	Shall be provided. Provide the date the event is detected.

	event time
	M
	Shall be provided. Provide the time the event is detected.

	Network identifier
	M
	Shall be provided.

	Lawful intercept identifier
	M
	Shall be provided.

	Other update
	O
	Provides carrier specific information


Table 7.w: Registration Termination REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the target; provided if available

	observed Tel URI
	C
	Tel URI of the target; provided if available

	observed MSISDN
	C
	MSISDN of the target; provided if available

	observed IMSI
	C
	IMSI of the target; provided if available

	observed IMEI
	C
	IMEI of the target; provided if available

	observed IMPI
	C
	IMPI of the target; provided if available

	event type
	M
	Shall be provided. Provides Registration Termination

	event date
	M
	Shall be provided. Provide the date the event is detected.

	event time
	M
	Shall be provided. Provide the time the event is detected.

	deregistration reason
	C
	Provided if available. Provides the reason for deregistration

	Network identifier
	M
	Shall be provided.

	Lawful intercept identifier
	M
	Shall be provided.

	Previous serving system identifier
	C
	Provided if available. Provides the identity of the previous VPLMN.

	Other User Identities
	C
	Provided if available. Includes other IMPUs or IMPIs that were allocated to the target and will be deregistered.


Table 7.z: Location Information Request REPORT Record

	Parameter
	MOC
	Description/Conditions

	observed SIP-URI
	C
	SIP URI of the target; provided if available

	observed Tel URI
	C
	Tel URI of the target; provided if available

	observed MSISDN
	C
	MSISDN of the target; provided if available

	observed IMSI
	C
	IMSI of the target; provided if available

	observed IMEI
	C
	IMEI of the target; provided if available

	observed IMPI
	C
	IMPI of the target; provided if available

	event type
	M
	Shall be provided. Provides Location Information Request

	event date
	M
	Shall be provided. Provide the date the event is detected.

	event time
	M
	Shall be provided. Provide the time the event is detected.

	Lawful intercept identifier
	M
	Shall be provided.

	Network identifier
	M
	Shall be provided.

	Requesting network identifier
	C
	Provided if available. Provides the requesting network identifier PLMN id (Mobile Country Code and Mobile Network Code, defined in E212 [87]).

	Requesting node identifier
	M
	Shall be provided. Provides the requesting node identifier.

	Requesting node type
	C
	Provides the requesting node type (GMLC); provided if available.


*** NEXT CHANGE ***

B.9
Intercept related information (HI2 SAE/EPS and IMS)

Declaration of ROSE operation eps-sending-of-IRI is ROSE delivery mechanism specific. When using FTP delivery mechanism, data EpsIRIsContent must be considered.

ASN1 description of IRI (HI2 interface)

EpsHI2Operations {itu-t(0) identified-organization(4) etsi(0) securityDomain(2) lawfulintercept(2) threeGPP(4) hi2eps(8) r14(14) version-1 (1)}

DEFINITIONS IMPLICIT TAGS ::=

BEGIN

IMPORTS



OPERATION,



ERROR




FROM Remote-Operations-Information-Objects




{joint-iso-itu-t(2) remote-operations(4) informationObjects(5) version1(0)}



LawfulInterceptionIdentifier,



TimeStamp,



Network-Identifier,



National-Parameters,



National-HI2-ASN1parameters,



DataNodeAddress,



IPAddress,



IP-value,



X25Address




FROM HI2Operations




{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)

 



  lawfulIntercept(2) hi2(1) version18(18)} -- Imported from TS 101 671v3.12.1

  

CivicAddress,



ExtendedLocParameters,



LocationErrorCode



FROM UmtsHI2Operations

    

{itu-t(0) identified-organization(4) etsi(0) securityDomain(2)

   



lawfulintercept(2) threeGPP(4) hi2(1)  r14 (14) version-0 (0)};

    


-- Imported from 3GPP TS 33.108, UMTS PS HI2

-- Object Identifier Definitions

-- Security DomainId

lawfulInterceptDomainId OBJECT IDENTIFIER ::= {itu-t(0) identified-organization(4) etsi(0)

securityDomain(2) lawfulIntercept(2)}

-- Security Subdomains

threeGPPSUBDomainId OBJECT IDENTIFIER ::= {lawfulInterceptDomainId threeGPP(4)}

hi2epsDomainId OBJECT IDENTIFIER
::= {threeGPPSUBDomainId hi2eps(8) r14(14) version-1 (1)}

eps-sending-of-IRI  OPERATION ::=

{


ARGUMENT
EpsIRIsContent


ERRORS

{ OperationErrors }


CODE

global:{threeGPPSUBDomainId hi2eps(8) opcode(1)}

}

-- Class 2 operation . The timer shall be set to a value between 3 s and 240 s.

-- The timer.default value is 60s.

-- NOTE:
The same note as for HI management operation applies.

EpsIRIsContent

::= CHOICE

{


epsiRIContent


EpsIRIContent,


epsIRISequence


EpsIRISequence

}

EpsIRISequence

::= SEQUENCE OF EpsIRIContent

-- Aggregation of EpsIRIContent is an optional feature.

-- It may be applied in cases when at a given point in time

-- several IRI records are available for delivery to the same LEA destination.

-- As a general rule, records created at any event shall be sent

-- immediately and not withheld in the DF or MF in order to

-- apply aggragation.

-- When aggregation is not to be applied,

-- EpsIRIContent needs to be chosen.

-- EpsIRIContent includes events that correspond to EPS and UMTS/GPRS.

EpsIRIContent

::= CHOICE

{


iRI-Begin-record

[1] IRI-Parameters,
-- include at least one optional parameter


iRI-End-record


[2] IRI-Parameters,


iRI-Continue-record

[3] IRI-Parameters,
-- include at least one optional parameter


iRI-Report-record

[4] IRI-Parameters
-- include at least one optional parameter

}

-- the EpsIRIContent may provide events that correspond to UMTS/GPRS as well.

unknown-version 

ERROR ::= { CODE local:0}

missing-parameter

ERROR ::= { CODE local:1}

unknown-parameter-value
ERROR ::= { CODE local:2}

unknown-parameter

ERROR ::= { CODE local:3}

OperationErrors ERROR ::=

{


unknown-version |


missing-parameter |


unknown-parameter-value |


unknown-parameter

}

-- These values may be sent by the LEMF, when an operation or a parameter is misunderstood.

-- Parameters having the same tag numbers must be identical in Rel-5 and onwards modules.

IRI-Parameters

::= SEQUENCE

{


hi2epsDomainId



[0]
OBJECT IDENTIFIER,  -- 3GPP HI2 EPS domain


lawfulInterceptionIdentifier
[1] LawfulInterceptionIdentifier,



-- This identifier is associated to the target.


timeStamp



[3] TimeStamp,



-- date and time of the event triggering the report.)


initiator 



[4] ENUMERATED


{



not-Available

(0),



originating-Target
(1),




-- in case of GPRS, this indicates that the PDP context activation, modification




-- or deactivation is MS requested




-- in case of EPS, this indicated that the EPS detach, bearer activation, modification




-- or deactivation is UE requested



terminating-Target
(2),




-- in case of GPRS, this indicates that the PDP context activation, modification or




-- deactivation is network initiated




-- in case of EPS, this indicated that the EPS detach, bearer activation, modification




-- or deactivation is network initiated


...


} OPTIONAL,


locationOfTheTarget

[8] Location OPTIONAL,



-- location of the target


partyInformation 

[9] SET SIZE (1..10) OF PartyInformation OPTIONAL,



-- This parameter provides the concerned party, the identiy(ies) of the party



--)and all the information provided by the party.


serviceCenterAddress
[13] PartyInformation OPTIONAL,



-- e.g. in case of SMS message this parameter provides the address of  the relevant



-- server


sMS





[14] SMS-report OPTIONAL,



-- this parameter provides the SMS content and associated information


national-Parameters

[16] National-Parameters OPTIONAL,


ePSCorrelationNumber
[18] EPSCorrelationNumber OPTIONAL,



-- this parameter provides GPRS Correlation number when the event corresponds to UMTS/GPRS.


ePSevent 



[20] EPSEvent OPTIONAL,



-- This information is used to provide particular action of the target



-- such as attach/detach


sgsnAddress 


[21] DataNodeAddress OPTIONAL,


gPRSOperationErrorCode 
[22] GPRSOperationErrorCode OPTIONAL,


ggsnAddress 


[24] DataNodeAddress OPTIONAL,


qOS





[25] UmtsQos OPTIONAL,


networkIdentifier

[26] Network-Identifier OPTIONAL,


sMSOriginatingAddress 
[27] DataNodeAddress OPTIONAL,


sMSTerminatingAddress 
[28] DataNodeAddress OPTIONAL,


iMSevent



[29] IMSevent OPTIONAL,


sIPMessage



[30] OCTET STRING  OPTIONAL,


servingSGSN-number

[31] OCTET STRING (SIZE (1..20))
OPTIONAL,


servingSGSN-address

[32] OCTET STRING (SIZE (5..17)) 
OPTIONAL,









-- Octets are coded according to 3GPP TS 23.003 [25]


...,

 


-- Tag


[33] was taken into use by ETSI module in TS 101 671v2.13.1


ldiEvent
 


[34] LDIevent OPTIONAL,


correlation 


[35] CorrelationValues OPTIONAL,

    ePS-GTPV2-specificParameters   [36] EPS-GTPV2-SpecificParameters OPTIONAL,

         -- contains parameters to be used in case of GTPV2 based intercepted messages

    ePS-PMIP-specificParameters    [37] EPS-PMIP-SpecificParameters OPTIONAL,

         -- contains parameters to be used in case of PMIP based intercepted messages

    ePS-DSMIP-SpecificParameters   [38] EPS-DSMIP-SpecificParameters OPTIONAL,

         -- contains parameters to be used in case of DSMIP based intercepted messages

    ePS-MIP-SpecificParameters     [39] EPS-MIP-SpecificParameters OPTIONAL,

         -- contains parameters to be used in case of MIP based intercepted messages

    servingNodeAddress             [40] OCTET STRING               OPTIONAL,

         -- this parameter is kept for backward compatibility only and should not be used

         -- as it has been superseeded by parameter visitedNetworkId

    visitedNetworkId               [41] UTF8String                 OPTIONAL,

         -- contains the visited network identifier inside the Serving System Update for

         -- non 3GPP access and IMS, coded according to [53] and 3GPP TS 29.229 [XX]

mediaDecryption-info
       [42] MediaDecryption-info OPTIONAL,


servingS4-SGSN-address
       [43] OCTET STRING OPTIONAL,


-- Diameter Origin-Host and Origin-Realm of the S4-SGSN based on the TS 29.272 [59].


-- Only the data fields from the Diameter AVPs are provided concatenated


-- with a semicolon to populate this field.

    sipMessageHeaderOffer   [44] OCTET STRING OPTIONAL,

    sipMessageHeaderAnswer  [45] OCTET STRING OPTIONAL,

    sdpOffer                [46] OCTET STRING OPTIONAL,

    sdpAnswer               [47] OCTET STRING OPTIONAL,

    uLITimestamp            [48] OCTET STRING (SIZE (8)) OPTIONAL,

    -- Coded according to 3GPP TS 29.060 [17]; Only the ULI Timestamp value is reported.


packetDataHeaderInformation

   [49] PacketDataHeaderInformation
OPTIONAL,

    mediaSecFailureIndication          [50] MediaSecFailureIndication OPTIONAL,


csgIdentity


[51] OCTET STRING (SIZE (4)) OPTIONAL,  -- Octets are coded

      -- according to 3GPP TS 23.003 [25].  The 27 bits specified in TS 23.003 shall be encoded as.

      -- follows The most significant bit of the CSG Identity shall be encoded in the most

      -- significant bit of the first octet of the octet string and the least significant bit coded

      -- in bit 6 of octet 4.


heNBIdentity


[52] OCTET STRING OPTIONAL,

      -- 4 or 6 octets are coded with the HNBUnique Identity


  -- as specified in 3GPP TS 23.003            [25], Clause 4.10.


heNBiPAddress

[53] IPAddress  OPTIONAL,


heNBLocation


[54] HeNBLocation  OPTIONAL,


tunnelProtocol

[55] TunnelProtocol  OPTIONAL,


pANI-Header-Info

[56] SEQUENCE OF PANI-Header-Info

OPTIONAL,

    -- information extracted from P-Access-Network-Info headers of SIP message;


-- described in TS 24.229 §7.2A.4 [76]


imsVoIP 



[57] IMS-VoIP-Correlation




OPTIONAL,


xCAPmessage


[58] OCTET STRING OPTIONAL,


    -- The HTTP message (HTPP header and any XCAP body) of any of the target's IMS supplementary


-- service setting management or manipulation XCAP messages occuring through the Ut interface

    -- defined in the 3GPP TS 24 623 [77].


logicalFunctionInformation
[59] DataNodeIdentifier OPTIONAL,


ccUnavailableReason

[60] PrintableString
OPTIONAL,


carrierSpecificData




[61] OCTET STRING OPTIONAL,


-- Copy of raw data specified by the CSP or his vendor related to HSS.


current-previous-systems


[62] Current-Previous-Systems OPTIONAL,


change-Of-Target-Identity



[63] Change-Of-Target-Identity OPTIONAL,


requesting-Network-Identifier

[64] OCTET STRING OPTIONAL,


-- the requesting network identifier PLMN id (Mobile Country Code and Mobile Network Country,


-- defined in E212 [87]).


requesting-Node-Type




[65] Requesting-Node-Type OPTIONAL,


serving-System-Identifier



[66] OCTET STRING OPTIONAL,


-- the serving network identifier PLMN id (MNC, Mobile Country Code and MNC,Mobile Network



-- Country, defined in E212 [87]) and 3GPP TR 21.905 [38], that may be included in the Diameter


-- AVP to and from the HSS.

    proSeTargetType                    [67] ProSeTargetType OPTIONAL,

    proSeRelayMSISDN                   [68] OCTET STRING (SIZE (1..9)) OPTIONAL,

    -- coded according to 3GPP TS 29.274 [46]

    proSeRelayIMSI                     [69] OCTET STRING (SIZE (3..8)) OPTIONAL,

    -- coded according to 3GPP TS 29.274 [46]

    proSeRelayIMEI                     [70] OCTET STRING (SIZE (8)) OPTIONAL,

    -- coded according to 3GPP TS 29.274 [46] 

extendedLocParameters 
[71] 
ExtendedLocParameters OPTIONAL, -- LALS extended parameters


locationErrorCode

[72]
LocationErrorCode OPTIONAL,
-- LALS error code
    otherIdentities                    [73] SEQUENCE OF PartyInformation OPTIONAL,

    deregistrationReason               [74] DeregistrationReason OPTIONAL,

    requesting-Node-Identifier         [75] OCTET STRING OPTIONAL,

national-HI2-ASN1parameters
[255]
National-HI2-ASN1parameters
OPTIONAL

}

-- Parameters having the same tag numbers must be identical in Rel-5 and onwards modules

-- PARAMETERS FORMATS

DataNodeIdentifier ::= SEQUENCE

{


dataNodeAddress

[1] DataNodeAddress OPTIONAL,


logicalFunctionType
[2] LogicalFunctionType OPTIONAL,


dataNodeName

[3] PrintableString(SIZE(7..25)) OPTIONAL,


--Unique identifier of a Data Node within the CSP domain. Could be a name/number combination.

...

}

LogicalFunctionType ::= ENUMERATED

{


pDNGW

(0),


mME


(1),


sGW


(2),


ePDG

(3),


hSS


(4),

...

}

PANI-Header-Info
::= SEQUENCE

{

    access-Type 

[1] OCTET STRING 

OPTIONAL,

    -- ASCII chain '3GPP-UTRAN-TDD', '3GPP-E-UTRAN-TDD',... : see TS 24.229 §7.2A.4 [76]

    access-Class  

[2] OCTET STRING

OPTIONAL,

    -- ASCII chain '3GPP-UTRAN', '3GPP-E-UTRAN',... : see TS 24.229 §7.2A.4 [76]

    network-Provided
[3] NULL



OPTIONAL,

    -- present if provided by the network

    pANI-Location

[4] PANI-Location 

OPTIONAL,

    ...

}

PANI-Location  ::= SEQUENCE

{

    raw-Location     [1] OCTET STRING 
OPTIONAL,

    -- raw copy of the location string from the P-Access-Network-Info header

    location          [2] Location      OPTIONAL,

    ePSLocation       [3] EPSLocation   OPTIONAL,

    ...

}

PartyInformation 


::= SEQUENCE

{


party-Qualifier 
[0]  ENUMERATED


{



gPRSorEPS-Target(3),



...


},


partyIdentity 

[1] SEQUENCE


{



imei




[1] OCTET STRING (SIZE (8)) OPTIONAL,




-- See MAP format [4]



imsi




[3] OCTET STRING (SIZE (3..8)) OPTIONAL,




-- See MAP format [4] International Mobile




-- Station Identity E.212 number beginning with Mobile Country Code



msISDN




[6] OCTET STRING (SIZE (1..9)) OPTIONAL,




-- MSISDN of the target, encoded in the same format as the AddressString




-- parameters defined in MAP format document TS 29.002 [4]



e164-Format



[7] OCTET STRING    (SIZE (1 .. 25)) OPTIONAL,




-- E164 address of the node in international format. Coded in the same format as




-- the calling party number  parameter of the ISUP (parameter part:[29])



sip-uri




[8] OCTET STRING 
OPTIONAL,




-- See [26]



...,



tel-uri




[9] OCTET STRING 
OPTIONAL,




-- See [67]

        nai                    [10] OCTET STRING    OPTIONAL,

            -- NAI of the target, encoded in the same format as defined by [EPS stage 3 specs]



x-3GPP-Asserted-Identity [11] OCTET STRING 
OPTIONAL,




-- X-3GPP-Asserted-Identity header (3GPP TS 24.109 [79]) of the target, used in



-- some XCAP transactions as a complement information to SIP URI or Tel URI.



xUI





[12] OCTET STRING 
OPTIONAL,


-- XCAP User Identifier (XUI)is a string, valid as a path element in an XCAP URI, that is



-- may be associated with each user served by a XCAP resource server. Defined in IETF RFC



-- 4825[80] as a complement information to SIP URI or Tel URI.
        iMPI                    [13] OCTET STRING   OPTIONAL

        
-- Private User Identity as defined in 3GPP TS 23.003 [25]

},


services-Data-Information 
[4] Services-Data-Information OPTIONAL,



-- This parameter is used to transmit all the information concerning the



-- complementary information associated to the basic data call


...

}

Location
::= SEQUENCE

{


e164-Number         [1] OCTET STRING (SIZE (1..25)) OPTIONAL,
        -- Coded in the same format as the ISUP location number (parameter
        -- field) of the ISUP (see EN 300 356 [30]).    

globalCellID

[2] GlobalCellID
OPTIONAL,



--see MAP format (see [4])



rAI




[4] Rai

OPTIONAL,



-- the Routeing Area Identifier in the current  SGSN is coded in accordance with the



-- § 10.5.5.15 of document [9] without the Routing Area Identification IEI



-- (only the last 6 octets are used)


gsmLocation


[5] GSMLocation OPTIONAL,

 
umtsLocation

[6] UMTSLocation OPTIONAL,


sAI




[7] Sai
OPTIONAL,



-- format:
PLMN-ID
3 octets (no. 1 – 3)



--


LAC

2 octets (no. 4 – 5)



--


SAC

2 octets (no. 6 – 7)



--


(according to 3GPP TS 25.413 [62])


...,


oldRAI



[8] Rai

OPTIONAL,



-- the Routeing Area Identifier in the old SGSN is coded in accordance with the



-- § 10.5.5.15 of document [9] without the Routing Area Identification IEI



-- (only the last 6 octets are used).


civicAddress

[9] CivicAddress OPTIONAL

}

GlobalCellID
::= OCTET STRING  (SIZE (5..7))

Rai



::= OCTET STRING (SIZE (6))

Sai



::=
OCTET STRING (SIZE (7))

GSMLocation 
::= CHOICE

{


geoCoordinates 
[1] SEQUENCE



{



latitude

[1]
PrintableString (SIZE(7..10)),








-- format : 
XDDMMSS.SS



longitude

[2]
PrintableString (SIZE(8..11)),








-- format : 
XDDDMMSS.SS



mapDatum

[3]
MapDatum DEFAULT wGS84,



...,



azimuth


[4] INTEGER (0..359) OPTIONAL




-- The azimuth is the bearing, relative to true north.


},



-- format : 
XDDDMMSS.SS



-- 



X 


: N(orth), S(outh), E(ast), W(est)



--



DD or DDD 
: degrees (numeric characters)



--



MM


: minutes (numeric characters)



--



SS.SS 

: seconds, the second part (.SS) is optionnal



-- Example :



--


latitude short form

N502312



--


longitude long form

E1122312.18


utmCoordinates
[2] SEQUENCE



{



utm-East 

[1] PrintableString (SIZE(10)),





utm-North 

[2] PrintableString (SIZE(7)),





-- example
utm-East
32U0439955




--


utm-North
5540736



mapDatum

[3]
MapDatum DEFAULT wGS84,



...,



azimuth


[4] INTEGER (0..359) OPTIONAL




-- The azimuth is the bearing, relative to true north.

 
},


utmRefCoordinates  
[3] SEQUENCE


{



utmref-string

PrintableString (SIZE(13)),



mapDatum


MapDatum DEFAULT wGS84,



...


},



-- example
32UPU91294045




wGS84Coordinates  
[4] OCTET STRING



-- format is as defined in [37].

}

MapDatum ::= ENUMERATED

{



wGS84,


wGS72,


eD50, 
-- European Datum 50


...

}

UMTSLocation ::= CHOICE {


point




[1]
GA-Point,


pointWithUnCertainty
[2]
GA-PointWithUnCertainty,


polygon




[3]
GA-Polygon

}

GeographicalCoordinates ::= SEQUENCE {


latitudeSign


ENUMERATED { north, south },


latitude



INTEGER (0..8388607),


longitude



INTEGER (-8388608..8388607),


...

}

GA-Point ::= SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


...

}

GA-PointWithUnCertainty ::=SEQUENCE {


geographicalCoordinates

GeographicalCoordinates,


uncertaintyCode



INTEGER (0..127)

}

maxNrOfPoints





INTEGER ::= 15

GA-Polygon ::= SEQUENCE (SIZE (1..maxNrOfPoints)) OF


SEQUENCE {



geographicalCoordinates

GeographicalCoordinates,



...


}

SMS-report

::= SEQUENCE

{


sMS-Contents
[3] SEQUENCE


{



sms-initiator

[1] ENUMERATED 
-- party which sent the  SMS



{




target


(0),




server


(1),




undefined-party
(2),




...



},



transfer-status

[2] ENUMERATED



{




succeed-transfer
(0), 

-- the transfer of the SMS message succeeds




not-succeed-transfer(1),




undefined


(2),




...



} OPTIONAL,



other-message

[3] ENUMERATED 
-- in case of terminating call, indicates if












-- the server will send other SMS



{




yes


(0),




no


(1),




undefined
(2),




...



} OPTIONAL,



content



[4] OCTET STRING (SIZE (1 .. 270)) OPTIONAL,










-- Encoded in the format defined for the SMS mobile



...


}


}

EPSCorrelationNumber ::= OCTET STRING

       -- In case of PS interception, the size will be in the range (8..20)

CorrelationValues ::= CHOICE {



iri-to-CC 
[0]

IRI-to-CC-Correlation, -- correlates IRI to Content(s)



iri-to-iri
[1]

IRI-to-IRI-Correlation, -- correlates IRI to IRI



both-IRI-CC
[2]

SEQUENCE { -- correlates IRI to IRI and IRI to Content(s)









iri-CC
[0]
IRI-to-CC-Correlation,









iri-IRI
[1]
IRI-to-IRI-Correlation}

}

IMS-VoIP-Correlation ::= SET OF SEQUENCE {




ims-iri

[0]

IRI-to-IRI-Correlation,




ims-cc

[1]

IRI-to-CC-Correlation 

OPTIONAL

}

IRI-to-CC-Correlation ::= SEQUENCE { -- correlates IRI to Content




cc 

[0] SET OF 
OCTET STRING,-- correlates IRI to multiple CCs




iri 
[1] 

OCTET STRING OPTIONAL










-- correlates IRI to CC with signaling

}

IRI-to-IRI-Correlation ::= OCTET STRING -- correlates IRI to IRI

EPSEvent ::= ENUMERATED

{


pDPContextActivation 




(1),


startOfInterceptionWithPDPContextActive
(2),


pDPContextDeactivation




(4),


gPRSAttach 







(5),


gPRSDetach 







(6),


locationInfoUpdate 





(10),


sMS 








(11),


pDPContextModification




(13),


servingSystem






(14),


... ,


startOfInterceptionWithMSAttached

(15),


e-UTRANAttach






(16),


e-UTRANDetach                           (17),


bearerActivation                        (18),


startOfInterceptionWithActiveBearer     (19),


bearerModification                      (20),


bearerDeactivation                      (21),


uERequestedBearerResourceModification   (22),


uERequestedPDNConnectivity              (23),


uERequestedPDNDisconnection             (24),


trackingAreaEpsLocationUpdate           (25),


servingEvolvedPacketSystem              (26),


pMIPAttachTunnelActivation              (27),


pMIPDetachTunnelDeactivation            (28),


startOfInterceptWithActivePMIPTunnel    (29),


pMIPPdnGwInitiatedPdnDisconnection      (30),


mIPRegistrationTunnelActivation         (31),


mIPDeregistrationTunnelDeactivation     (32),


startOfInterceptWithActiveMIPTunnel     (33),


dSMIPRegistrationTunnelActivation       (34),


dSMIPDeregistrationTunnelDeactivation   (35),


startOfInterceptWithActiveDsmipTunnel   (36),


dSMipHaSwitch                           (37),


pMIPResourceAllocationDeactivation      (38),


mIPResourceAllocationDeactivation       (39),


pMIPsessionModification                 (40),


startOfInterceptWithEUTRANAttachedUE    (41),


dSMIPSessionModification                (42),


packetDataHeaderInformation



(43),


hSS-Subscriber-Record-Change


(44),


registration-Termination



(45),


-- FFS


location-Up-Date





(46),


-- FFS


cancel-Location






(47),


register-Location





(48),


location-Information-Request


(49),

    proSeRemoteUEReport                     (50),

    proSeRemoteUEStartOfCommunication       (51),

    proSeRemoteUEEndOfCommunication         (52),

    startOfLIwithProSeRemoteUEOngoingComm   (53),

    startOfLIforProSeUEtoNWRelay            (54)

}

-- see [19]

IMSevent ::= ENUMERATED

{


unfilteredSIPmessage (1),



-- This value indicates to LEMF that the whole SIP message is sent , i.e. without filtering

        -- CC; location information is removed by the DF2/MF if not required to be sent.


...,


sIPheaderOnly (2),



-- If warrant requires only IRI then specific content in a 'sIPMessage'



-- (e.g. 'Message', etc.) has been deleted before sending it to LEMF.

    decryptionKeysAvailable (3),



-- This value indicates to LEMF that the IRI carries CC decryption keys for the session

        -- under interception.

    startOfInterceptionForIMSEstablishedSession (4),

        -- This value indicates to LEMF that the IRI carries information related to

        -- interception started on an already established IMS session.


xCAPRequest (5),



-- This value indicates to LEMF that the XCAP request is sent.


xCAPResponse (6) ,



-- This value indicates to LEMF that the XCAP response is sent.


ccUnavailable
(7),

-- This value indicates to LEMF that the media is not available for interception for intercept


-- orders that requires media interception.


sMSOverIMS
(8),

-- This value indicates to LEMF that the SMS utilized by SMS over IP (using IMS) is


-- being reported.
    servingSystem(9),

    
-- Applicable to HSS interception

    subscriberRecordChange(10),

    
-- Applicable to HSS interception
    registrationTermination(11),
    
-- Applicable to HSS interception

    locationInformationRequest(12)

        -- Applicable to HSS interception
}

Services-Data-Information ::= SEQUENCE

{


gPRS-parameters [1] GPRS-parameters OPTIONAL,


...

}

GPRS-parameters ::= SEQUENCE

{


pDP-address-allocated-to-the-target 
[1] DataNodeAddress OPTIONAL,


aPN 




[2] OCTET STRING (SIZE(1..100)) OPTIONAL,


    -- The Access Point Name (APN) is coded in accordance with



-- 3GPP TS 24.008 [9] without the APN IEI (only the last 100 octets are used).



-- Octets are coded according to 3GPP TS 23.003 [25].


pDP-type 



[3] OCTET STRING (SIZE(2)) OPTIONAL,

   -- Include either Octets 3 and 4 of the Packet Data Protocol Address information element

    -- of 3GPP TS 24.008 [9] or Octets 4 and 5 of the End User Address IE of 3GPP TS 29.060 [17].


-- when PDP-type is IPv4 or IPv6, the IP address is carried by parameter


-- pDP-address-allocated-to-the-target


-- when PDP-type is IPv4v6, the additional IP address is carried by parameter


-- additionalIPaddress


...,


nSAPI




[4] OCTET STRING (SIZE (1)) OPTIONAL,

    -- Include either Octet 2 of the NSAPI IE of 3GPP TS 24.008 [9]

    -- or Octet 2 of the NSAPI IE of 3GPP TS 29.060 [17].


additionalIPaddress

[5] DataNodeAddress OPTIONAL

}

GPRSOperationErrorCode ::= OCTET STRING

-- The parameter shall carry the GMM cause value or the SM cause value, as defined in the

-- standard [9], without the IEI.

LDIevent ::= ENUMERATED

{


targetEntersIA 


(1),


targetLeavesIA


(2),


...

}

UmtsQos ::= CHOICE

{


qosMobileRadio [1] OCTET STRING,



-- The qosMobileRadio parameter shall be coded in accordance with the § 10.5.6.5 of



-- document [9] without the Quality of service IEI and Length of



-- quality of service IE (. That is, first



-- two octets carrying 'Quality of service IEI' and 'Length of quality of service

 

-- IE' shall be excluded).


qosGn [2] OCTET STRING



-- qosGn parameter shall be coded in accordance with § 7.7.34 of document [17]

}

EPS-GTPV2-SpecificParameters ::= SEQUENCE

{

    pDNAddressAllocation                 [1]   OCTET STRING                       OPTIONAL,

    aPN                                  [2]   OCTET STRING (SIZE (1..100))       OPTIONAL,

    protConfigOptions                    [3]   ProtConfigOptions                  OPTIONAL,

    attachType                           [4]   OCTET STRING (SIZE (1))            OPTIONAL,

    -- coded according to TS 24.301 [47]

    ePSBearerIdentity                    [5]   OCTET STRING                       OPTIONAL,

    detachType                           [6]   OCTET STRING (SIZE (1))            OPTIONAL,

    -- coded according to TS 24.301 [47], includes switch off indicator

    rATType                              [7]   OCTET STRING (SIZE (1))            OPTIONAL,

    failedBearerActivationReason         [8]   OCTET STRING (SIZE (1))            OPTIONAL,

    ePSBearerQoS                         [9]   OCTET STRING                       OPTIONAL,

    bearerActivationType                 [10]  TypeOfBearer                       OPTIONAL,

    aPN-AMBR                             [11]  OCTET STRING                       OPTIONAL,

    -- see 3GPP TS 29.274 [46] parameters coding rules defined for EPS-GTPV2-SpecificParameters.

    procedureTransactionId               [12]  OCTET STRING                       OPTIONAL,

    linkedEPSBearerId                    [13]  OCTET STRING                       OPTIONAL,

    --The Linked EPS Bearer Identity shall be included and coded according to 3GPP TS 29.274 [46].

    tFT                                  [14]  OCTET STRING                       OPTIONAL,

    -- Only octets 3 onwards of TFT IE from 3GPP TS 24.008 [9] shall be included.

    handoverIndication                   [15]  NULL                               OPTIONAL,

    failedBearerModReason                [16]  OCTET STRING (SIZE (1))            OPTIONAL,

    trafficAggregateDescription          [17]  OCTET STRING                       OPTIONAL,

    failedTAUReason                      [18]  OCTET STRING (SIZE (1))            OPTIONAL,

    -- coded according to TS 24.301 [47]

    failedEUTRANAttachReason             [19]  OCTET STRING (SIZE (1))            OPTIONAL,

    -- coded according to TS 24.301 [47]

    servingMMEaddress                    [20]  OCTET STRING                       OPTIONAL,


-- Contains the data fields from the Diameter Origin-Host and Origin-Realm AVPs


-- as received in the HSS from the MME according to the TS 29.272 [59].


-- Only the data fields from the Diameter AVPs are provided concatenated


-- with a semicolon to populate this field.

    bearerDeactivationType               [21]  TypeOfBearer                       OPTIONAL,

    bearerDeactivationCause              [22]  OCTET STRING (SIZE (1))            OPTIONAL,
    ePSlocationOfTheTarget               [23]  EPSLocation                        OPTIONAL,
      -- the use of ePSLocationOfTheTarget is mutually exclusive with the use of locationOfTheTarget

      -- ePSlocationOfTheTarget allows using the coding of the parameter according to SAE stage 3.

    ...,


pDNType                              [24]   OCTET STRING (SIZE (1))           OPTIONAL,

    -- coded according to TS 24.301 [47]


    requestType                          [25]  OCTET STRING (SIZE (1))            OPTIONAL,

      -- coded according to TS 24.301 [47]

    uEReqPDNConnFailReason               [26]  OCTET STRING (SIZE (1))            OPTIONAL,

      -- coded according to TS 24.301 [47]


extendedHandoverIndication


 [27]  OCTET STRING (SIZE (1)) 


  OPTIONAL,


-- This parameter with value 1 indicates handover based on the flags in the TS 29.274 [46].


-- Otherwise set to the value 0.


-- The use of extendedHandoverIndication and handoverIndication parameters is


-- mutually exclusive and depends on the actual ASN.1 encoding method.

    uLITimestamp                         [28]  OCTET STRING (SIZE (8))            OPTIONAL,

    uELocalIPAddress                     [29]  OCTET STRING                       OPTIONAL,

    uEUdpPort                            [30]  OCTET STRING (SIZE (2))            OPTIONAL,

    tWANIdentifier                       [31]  OCTET STRING                       OPTIONAL,

    tWANIdentifierTimestamp              [32]  OCTET STRING (SIZE (4))            OPTIONAL,

    proSeRemoteUeContextConnected        [33]  RemoteUeContextConnected           OPTIONAL,

    proSeRemoteUeContextDisconnected     [34]  RemoteUeContextDisconnected        OPTIONAL
    }

   -- All the parameters within EPS-GTPV2-SpecificParameters are coded as the corresponding IEs

   -- without the octets containing type and length. Unless differently stated, they are coded

   -- according to 3GPP TS 29.274 [46]; in this case the octet containing the instance

   -- shall also be not included.

TypeOfBearer ::= ENUMERATED

{

    defaultBearer          (1),
    dedicatedBearer        (2),

    ...

}



EPSLocation
::= SEQUENCE

{

   

userLocationInfo    [1] OCTET STRING (SIZE (1..39)) OPTIONAL,
        -- see 3GPP TS 29.274 [46] parameters coding rules defined for EPS-GTPV2-SpecificParameters.


gsmLocation


[2] GSMLocation OPTIONAL,

 
umtsLocation

[3] UMTSLocation OPTIONAL,


olduserLocationInfo
[4] OCTET STRING (SIZE (1..39))
OPTIONAL,

        -- coded in the same way as userLocationInfo


lastVisitedTAI
    [5] OCTET STRING (SIZE (1..5))
OPTIONAL,

        -- the Tracking Area Identity is coded in accordance with the TAI field in 3GPP TS 29.274
        -- [46].


tAIlist


    [6] OCTET STRING (SIZE (7..97))
OPTIONAL,

       -- the TAI List is coded acording to 3GPP TS 24.301 [47], without the TAI list IEI

    ...,


threeGPP2Bsid

[7] OCTET STRING (SIZE (1..12)) OPTIONAL,



-- contains only the payload from the 3GPP2-BSID AVP described in the 3GPP TS 29.212 [56].


civicAddress

[8] CivicAddress OPTIONAL

}


ProtConfigOptions ::= SEQUENCE

{

    ueToNetwork                           [1]  OCTET STRING (SIZE(1..251))        OPTIONAL,

    -- This shall be coded with octet 3 onwards of the Protocol Configuration Options IE in

    -- accordance with 3GPP TS 24.008 [9].

 
networkToUe                           [2]  OCTET STRING (SIZE(1..251))        OPTIONAL,

    -- This shall be coded with octet 3 onwards of the Protocol Configuration Options IE in

    -- accordance with 3GPP TS 24.008 [9].

...

}

RemoteUeContextConnected ::= SEQUENCE OF RemoteUEContext

RemoteUEContext ::= SEQUENCE

{

    remoteUserID                          [1]    RemoteUserID,

    remoteUEIPInformation                 [2]    RemoteUEIPInformation,

...

}

RemoteUserID ::= OCTET STRING

RemoteUEIPInformation ::= OCTET STRING

RemoteUeContextDisconnected ::= RemoteUserID

EPS-PMIP-SpecificParameters ::= SEQUENCE

{

    lifetime                              [1]  INTEGER (0..65535)                 OPTIONAL,

    accessTechnologyType                  [2]  OCTET STRING (SIZE (4))            OPTIONAL,

    aPN                                   [3]  OCTET STRING (SIZE (1..100))       OPTIONAL,

    iPv6HomeNetworkPrefix                 [4]  OCTET STRING (SIZE (20))           OPTIONAL,

    protConfigurationOption               [5]  OCTET STRING                       OPTIONAL,

    handoverIndication                    [6]  OCTET STRING (SIZE (4))            OPTIONAL,

    status                                [7]  INTEGER (0..255)                   OPTIONAL,

    revocationTrigger                     [8]  INTEGER (0..255)                   OPTIONAL,

    iPv4HomeAddress                       [9]  OCTET STRING (SIZE (4))            OPTIONAL,

    iPv6careOfAddress                     [10] OCTET STRING                       OPTIONAL,

    iPv4careOfAddress                     [11] OCTET STRING                       OPTIONAL,

    ...,

    servingNetwork                        [12] OCTET STRING (SIZE (3))            OPTIONAL,

    dHCPv4AddressAllocationInd            [13] OCTET STRING (SIZE (1))            OPTIONAL,

    ePSlocationOfTheTarget                [14] EPSLocation                        OPTIONAL

    -- parameters coded according to 3GPP TS 29.275 [48] and RFCs specifically


-- referenced in it.

}

EPS-DSMIP-SpecificParameters ::= SEQUENCE

{

    lifetime                              [1]   INTEGER (0..65535)                OPTIONAL,

    requestedIPv6HomePrefix               [2]   OCTET STRING (SIZE (25))          OPTIONAL,

    -- coded according to RFC 5026

    homeAddress                           [3]   OCTET STRING (SIZE (8))           OPTIONAL,

    iPv4careOfAddress                     [4]   OCTET STRING (SIZE (8))           OPTIONAL,

    iPv6careOfAddress                     [5]   OCTET STRING (SIZE(16))           OPTIONAL,

    aPN                                   [6]   OCTET STRING (SIZE (1..100))      OPTIONAL,

    status                                [7]   INTEGER (0..255)                  OPTIONAL,

    hSS-AAA-address                       [8]   OCTET STRING                      OPTIONAL,

    targetPDN-GW-Address                  [9]   OCTET STRING                      OPTIONAL,

    ...

    -- parameters coded according to 3GPP TS 24.303 [49] and RFCs specifically


-- referenced in it.

}

EPS-MIP-SpecificParameters ::= SEQUENCE

{

    lifetime                              [1]   INTEGER (0.. 65535)               OPTIONAL,

    homeAddress                           [2]   OCTET STRING (SIZE (4))           OPTIONAL,

    careOfAddress                         [3]   OCTET STRING (SIZE (4))           OPTIONAL,

    homeAgentAddress                      [4]   OCTET STRING (SIZE (4))           OPTIONAL,

    code                                  [5]   INTEGER (0..255)                  OPTIONAL,

    foreignDomainAddress                  [7]   OCTET STRING (SIZE (4))           OPTIONAL,

    ...

    -- parameters coded according to 3GPP TS 29.279 [63] and RFCs specifically


-- referenced in it.

}

MediaDecryption-info ::= SEQUENCE OF CCKeyInfo



-- One or more key can be available for decryption, one for each media streams of the

        -- intercepted session.

CCKeyInfo ::= SEQUENCE

{


cCCSID
 [1]
OCTET STRING,




-- the parameter uniquely mapping the key to the encrypted stream.


cCDecKey [2]
OCTET STRING,


cCSalt   [3]    OCTET STRING OPTIONAL,

        -- The field reports the value from the CS_ID field in the ticket exchange headers as

        -- defined in IETF RFC 6043 [61].


...

}

MediaSecFailureIndication  ::= ENUMERATED

{

    genericFailure  (0),

    ...

}

PacketDataHeaderInformation ::= CHOICE

{


packetDataHeader

[1]
PacketDataHeaderReport,


packetDataSummary
[2]
PacketDataSummaryReport,

...

}

PacketDataHeaderReport ::= CHOICE

{


packetDataHeaderMapped
[1]
PacketDataHeaderMapped,


packetDataHeaderCopy
[2]
PacketDataHeaderCopy,

...

}

PacketDataHeaderMapped ::= SEQUENCE

{


sourceIPAddress


[1] IPAddress,


sourcePortNumber

[2] INTEGER (0..65535) OPTIONAL,



destinationIPAddress
[3] IPAddress,


destinationPortNumber
[4] INTEGER (0..65535) OPTIONAL,


transportProtocol

[5] INTEGER,


-- For IPv4, report the "Protocol" field and for IPv6 report "Next Header" field.


-- Assigned Internet Protocol Numbers can be found at


-- http://www.iana.org/assignments/protocol-numbers/protocol-numbers.xml


packetsize



[6] INTEGER OPTIONAL,


flowLabel



[7] INTEGER OPTIONAL,


packetCount



[8] INTEGER OPTIONAL,


direction



[9] TPDU-direction,

...

}

TPDU-direction ::= ENUMERATED

{


from-target 
(1),


to-target 

(2),


unknown 

(3)

}

PacketDataHeaderCopy ::= SEQUENCE

{


direction



[1] TPDU-direction,


headerCopy



[2] OCTET STRING,
-- includes a copy of the packet header at the IP





-- network layer and above including extension headers, but excluding contents.

...

}

PacketDataSummaryReport ::= SEQUENCE OF PacketFlowSummary

PacketFlowSummary ::= SEQUENCE

{


sourceIPAddress


[1] IPAddress,


sourcePortNumber

[2] INTEGER (0..65535) OPTIONAL,



destinationIPAddress
[3] IPAddress,


destinationPortNumber
[4] INTEGER (0..65535) OPTIONAL,


transportProtocol

[5] INTEGER,


-- For IPv4, report the "Protocol" field and for IPv6 report "Next Header" field.


-- Assigned Internet Protocol Numbers can be found at


-- http://www.iana.org/assignments/protocol-numbers/protocol-numbers.xml


flowLabel



[6] INTEGER OPTIONAL,


summaryPeriod


[7] ReportInterval,


packetCount



[8] INTEGER,


sumOfPacketSizes

[9] INTEGER,


packetDataSummaryReason
[10] ReportReason,

...

}

ReportReason ::= ENUMERATED

{


timerExpired


(0),



countThresholdHit

(1),


pDPComtextDeactivated   (2),


pDPContextModification
(3),


otherOrUnknown


(4),


...

}

ReportInterval ::= SEQUENCE

{


firstPacketTimeStamp
[0] TimeStamp,


lastPacketTimeStamp

[1] TimeStamp,


...

}

TunnelProtocol ::= CHOICE

{

  rfc2868ValueField [0] OCTET STRING, -- coded to indicate the type of tunnel established between

  -- the HeNB and the SeGW as specified in TS 33.320.  The actual coding is provided in 3 octets

  -- with the Value field of the Tunnel Type RADIUS attribute as specified in IETF RFC 2868.

  -- This corresponds to the outer layer tunnel between the HeNB and the SeGW as viewed by the

  -- SeGW

  nativeIPSec       [1] NULL, -- if native IPSec is required by TS 33.320 between HeNB and SeGW

...

}

HeNBLocation ::= EPSLocation

Requesting-Node-Type ::= ENUMERATED

{


mSC



(1),


sMS-Centre

(2),


gMLC


(3),


mME



(4),


sGSN


(5),


...

}

Change-Of-Target-Identity ::= SEQUENCE

{


new-MSISDN







[1] PartyInformation OPTIONAL,


-- new MSISDN of the target, encoded in the same format as the AddressString


-- parameters defined in MAP format document TS 29.002 [4]


new-AMSISDN



[2] PartyInformation OPTIONAL,


-- new A MSISDN of the target, encoded in the same format as the AddressString


-- parameters defined in MAP format document TS 29.002 [4]


old-MSISDN



[3] PartyInformation OPTIONAL,


-- new MSISDN of the target, encoded in the same format as the AddressString


-- parameters defined in MAP format document TS 29.002 [4]


old-AMSISDN



[4] PartyInformation OPTIONAL,


-- new A MSISDN of the target, encoded in the same format as the AddressString


-- parameters defined in MAP format document TS 29.002 [4]


new-IMSI 







[5] PartyInformation OPTIONAL,




-- See MAP format [4] International Mobile



-- Station Identity E.212 number beginning with Mobile Country Code


old-IMSI 







[6] PartyInformation OPTIONAL,




-- See MAP format [4] International Mobile



-- Station Identity E.212 number beginning with Mobile Country Code


new-IMEI 







[7] PartyInformation OPTIONAL,




-- See MAP format [4] International Mobile



-- Equipement Identity defined in MAP format document TS 29.002 [4]


old-IMEI 







[8] PartyInformation OPTIONAL,




-- See MAP format [4] International Mobile



-- Equipement Identity defined in MAP format document TS 29.002 [4]

...,
    new-IMPI                            [9] PartyInformation OPTIONAL,
    old-IMPI                            [10] PartyInformation OPTIONAL
}

Current-Previous-Systems ::= SEQUENCE

{


serving-System-Identifier


[1] OCTET STRING OPTIONAL,


-- VPLMN id (Mobile Country Code and Mobile Network Country, E. 212 number [87]).


current-Serving-MME-Address


[2] DataNodeIdentifier OPTIONAL,


-- The IP address of the serving SGSN or the Diameter Origin-Host and Origin-Realm of the


-- serving node.


previous-Serving-System-Identifier

[3] OCTET STRING OPTIONAL,


-- VPLMN id (Mobile Country Code and Mobile Network Country, defined in E212 [87]).


previous-Serving-MME-Address


[4] DataNodeIdentifier OPTIONAL,


-- The IP address of the previous serving node or its Diameter Origin-Host and Origin-Realm.

...

}

ProSeTargetType ::= ENUMERATED

{


pRoSeRemoteUE

(1),


pRoSeUEtoNwRelay
(2),


...

}

DeregistrationReason ::= CHOICE

{


reason-CodeAVP


[1] INTEGER,


server-AssignmentType
[2] INTEGER,



-- Coded according to 3GPP TS 29.229 [XX]


...

}
END -- OF EpsHI2Operations
3GPP


