Page 1



3GPP TSG-SA5 Meeting #115 
S5-175306
Busan, Korea, 16-20 October 2017












Revision of S5-175213
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	32.299
	CR
	0791
	rev
	-
	Current version:
	14.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction where RAN-NAS-Release-Cause is defined as a squence

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	S5

	
	

	Work item code:
	ULRELC-CH
	
	Date:
	2017-10-18

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In 3GPP TS 29.274 it is stated that if both a RAN cause and a NAS cause are generated, then several IEs with the same type and instance value shall be included to represent a list of causes.

	
	

	Summary of change:
	Change the definition of Enhanced-Diagnostics AVP to be able to hold a sequence.

	
	

	Consequences if not approved:
	The RAN/NAS Cause values from TS 29.274 cannot correctly be represented in the CDR.

	
	

	Clauses affected:
	7.2.58A

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	X
	
	 O&M Specifications
	TS 32.298 CR#0645 

	
	

	Other comments:
	


	First change


7.2.58A
Enhanced-Diagnostics AVP
The Enhanced-Diagnostics AVP (AVP code 3901) is of type Grouped and provides a set of causes for the release. It complements the Change-Condition AVP for Offline Charging from PCN Nodes.

It has the following ABNF grammar:

Enhanced-Diagnostics :: = 
< AVP Header: 3901>


*[ RAN-NAS-Release-Cause ]
NOTE: The RAN-NAS-Release-Cause AVP is under a grouped AVP to allow extensions to other types of release causes in the future. 
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