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* * * First Change * * * *

4.18.2
PFD management via PFDF
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Figure 4.18.2-1 procedure for PFD management via NEF (PFDF)
1.
The AF invokes the Nnef_PFDManagment_Create service. The AF request inclues a PFD operation which indicates if  the PFD is to be created, updated or removed in the operator's network. The Allowed Delay is an optional parameter. If the Allowed Delay is included, it indicates that the list of PFDs in this request should be deployed within the time interval indicated by the Allowed Delay.

2.
NEF checks whether the Application is authorized to perform this request based on the operator policies.

3.
The NEF (PFDF) invokes the Nudr_DM_Update (Application Identifier, one or more sets of PFDs, PFD operation, Allowed Delay) to the UDR.

4.
The UDR updates the list of PFDs for the Application Identifier.

5.
The UDR sends a Nudr_DM_Update Response to the NEF (PFDF).

6.
The NEF sends Nnef_PFDManagement_Create Response to the Application Function.
* * * Second Change * * * *

5.2.6.1
General

The following table shows the NEF Services and Service Operations:
	Service Name
	Service Operations
	Operation

Semantics
	Example Consumer(s)

	Nnef_EventExposure
	Subscribe
	Subscribe/Notify


	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	Nnef_PFDManagement
	Fetch
	Request/Response
	SMF

	
	Subscribe
	Subscribe/Notify


	SMF

	
	Notify
	
	SMF

	
	Unsubscribe
	
	SMF

	
	Create
	Request/Response
	AF

	Nnef_ParameterProvision
	Update
	Request/Response
	AF

	Nnef_Trigger
	Request
	Request/Response
	AF

	
	UpdateNotify
	Subscribe/Notify
	AF


* * * Third Change * * * *

5.2.6.3.x
Nnef_PFDmanagement_Create service operation
Service operation name: Nnef_PFDManagement_Create
Description: The consumer requests PFD management

Inputs (required): AF ID, Transaction Reference ID(s), External Application Identifier and one or more sets of PFDs and PFD operation
Inputs (optional): Allowed Delay.

Outputs (required): Transaction Reference ID(s)
* * * End of Changes * * * *
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