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	Reason for change:
	According to DRX framework, UE specific DRX values is negotiated during Registration procedure. UE provides DRX parameter if UE wants to use. If the UE doesn’t provide DRX parameters during Registration procedure, the DRX cycle broadcasted by RAN is applied to the UE.

Current specification of 23.501 allows the UE specific DRX parameter can be sent from the old AMf to the new AMF as part of MM context in case of AMF change mobility. However, the usage of this parameter in the new AMF is not clear. 
-  When UE performs Registration procedure and AMF change mobility occurs, UE includes the DRX parameters if UE wants to use UE specific DRX parameters. The new AMF determines the parameter to be used based on the value in the registration request message. Therefore, there is no point of usage of the UE specific DRX parameter received from the old AMF. 

- If UE doesn’t provide UE specific DRX parameters during mobility registration, even though there is received DRX parameters from the old AMF, the new AMF doesn’t use the information at all. 

	
	

	Summary of change:
	Remove description “The UE specific DRX Parameters are sent from the old AMF to the new AMF as part of the MM context information during the AMF change mobility” in clause 5.4.5.

	
	

	Consequences if not approved:
	Unnecessary information can be sent between the old AMF and the new AMF.
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	Other comments:
	Coversheet is updated


* * * First Change * * * *

5.4.5
DRX (Discontinuous Reception) framework
The 5G System supports DRX architecture which allows Idle mode DRX cycle is negotiated between UE and the AMF. The Idle mode DRX cycle applies in CM-IDLE state. During the registration procedure, a UE may provide DRX parameters (i.e. Idle mode DRX cycle) that the UE wants to use and the AMF returns the DRX parameters to be used. For details of DRX parameters, see TS 38.300 [27].
If the UE does not provide any DRX parameters during registration procedure to the AMF, the DRX cycle broadcasted by the RAN is applied to the UE.
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