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* * * First Change * * *
5.2.2.3
Namf_EventExposure service

5.2.2.3.1
General

Service description: This service enables an NF to subscribe and get notified about an event.

 Following UE access and mobility information event are considered:

-
Location changes (TAI, Cell ID, N3IWF node, UE local IP address and optionally UDP source port number, area of interest);
-
UE moving in or out of a subscribed "area of interest" as described in clause 5.6.11 in TS 23.501 [2];

-
Time zone changes (UE Time zone);

-
Access Type changes (3GPP access or non-3GPP access);
-
Registration state changes (Registered or Deregistered);
-
Connectivity state changes (IDLE or CONNECTED);

-
UE loss of communication;

-
UE reachability status;

 -
UE indication of switching off SMS over NAS service; and
-
Event triggers for 3GPP access type defined in Table 6.1.3.5-2 of TS 23.503 [20].
Eevnt Filters are used to specify the conditions to match for notifying the event (i.e "List of Parameter values to match"). If there are no conditions to match for a specific Event ID, then the Event Filter is not provided. The following table provides as an example how the conditions to match for event reporting can be specified for vaious Event IDs.
Table 5.2.2.3.1-1: Example of Event Filters for AMF exposure events  
	Event ID
	Event Filter (List of Parameter Values to Match)

	Area of Interest
	<Parameter Type = TAI, Value = TA1>
<Parameter Type = PRA ID, Value = PRA ID value>

	Access Type
	<Parameter Type=AN Type, Value=3GPP Access">

	Location
	<Parameter Type=TAI, Value=wildcard> (to report any TAI change)


An Event co-relation ID is used to identify the event subscription at the AMF. The Event co-relation ID associates the subscription to an event, identified with an Event ID, with the consumer NF. The Event co-relation ID is unique within the scope of the AMF.
The following service operations are defined for the Namf_EventExposure service.
* * * Next Change * * *
5.2.8.3
Nsmf_EventExposure Service

5.2.8.3.1
General

Service description: This service provides events related to PDU Sessions towards consumer NF. The service operations exposed by this service allow other NFs to subscribe and get notified of events happening on the PDU Session. The following are the key functionalities of this NF service.

-
Allow consumer NFs to Subscribe and unsubscribe for events on a PDU Session; and

-
Notifying events on the PDU Session to the subscribed NFs.
The following are the events which can be subscribed by a NF consumer:

-
Access independent event triggers defined in Table 6.1.3.5-1 of TS 23.503 [20];

-
DNAI change as described in TS 23.501 [2], clause 5.6.7;

-
UPF change. When UPF change event is subscribed, the UPF change event report exposed through the Nsmf_EventExposure_Notify service operation can contain the following reports:

-
Addition of PDU Session Anchor to the PDU Session; and

-
Removal of PDU Session Anchor from the PDU Session.

-
PDU Session Release.
Eevnt Filters are used to specify the conditions to match for notifying the events (i.e "List of Parameter values to match"). If there are no conditions to match for a specific Event ID, then the Event Filter is not provided. The following table provides as an example how the conditions to match for event reporting can be specified for vaious Event IDs.
Table 5.2.8.3.1-1: Example of Event Filters for SMF exposure events 

	Event ID
	Event Filter (List of Parameter Values to Match)

	UE Presence in Presence Reporting Area
	<Parameter Type = PRA, Value = PRA ID>



	DNAI Change
	None

	UPF Change
	None

	PDU Session Release
	<Parameter Type=PDU Session ID, Value = PDU Session ID value>


A unique Event co-relation ID is used to identify the event subscription at the SMF. The Event co-relation ID associates the subscription to an event, identified with an Event ID (contained within the Event Filter), with a particular PDU Session and the consumer NF. The Event co-relation Id is unique in the scope of the SMF.
* * * End of Changes * * *
