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* * * First Change * * * *

8.3.2.1
Service API publish request

Table 8.3.2.1-1 describes the information flow service API publish request from the API publishing function to the CAPIF core function.

Table 8.3.2.1-1: Service API publish request

	Information element
	Status
	Description

	API publisher information
	M
	The information of the API publisher may include identity, authentication and authorization information

	Service API information
	M
	The service API information includes the service API name, service API type, communication type, description, interface details (e.g. IP address, port number, URI), protocols, version numbers, and data format.


* * * Next Change * * * *

8.5.2.2
Service API get response

Table 8.5.2.2-1 describes the information flow service API get response from the CAPIF core function to the API publishing function.

Table 8.5.2.2-1: Service API get response

	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure of retrieving the service API information

	Service API information
	O (see NOTE)
	The service API information includes the service API name, service API type, communication type, description, interface details (e.g. IP address, port number, URI), protocols, version numbers, and data format.

	NOTE:
Shall be present if the Result information element indicates that the service API get request is successful. Otherwise service API information shall not be present.


* * * Next Change * * * *

8.6.2.1
Service API update request

Table 8.6.2.1-1 describes the information flow service API update request from the API publishing function to the CAPIF core function.

Table 8.6.2.1-1: Service API update request

	Information element
	Status
	Description

	API publisher information
	M
	The information of the API publisher may include identity, authentication and authorization information

	Service API published information reference
	M
	The information (set) provided by the CAPIF core function about the published service API which can be used for reference by the API publishing function.

	Service API information
	M
	The service API information includes the service API name, service API type, communication type, description, interface details (e.g. IP address, port number, URI), protocols, version numbers, and data format which is required to replace the existing service API information

	Reason
	O
	The reason of the update (e.g. change log)


* * * Next Change * * * *

8.7.2.1
Service API discover request

Table 8.7.2.1-1 describes the information flow service API discover request from the API invoker to the CAPIF core function.

Table 8.7.2.1-1: Service API discover request
	Information element
	Status
	Description

	API invoker identity information
	M
	Identity information of the API invoker discovering service APIs 

	Query information
	M
	Criteria for discovering matching service APIs (e.g. service API type, interfaces, protocols) (See NOTE)

	NOTE:
It should be possible to discover all the service APIs.


8.7.2.2
Service API discover response

Table 8.7.2.2-1 describes the information flow service API discover response from the CAPIF core function to the API invoker.

Table 8.7.2.2-1: Service API discover response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure of the discovery of the service API information

	Service API information
	O (See NOTE)
	List of service APIs corresponding to the request, including API description such as service API name, service API type, interface details (e.g. IP address, port number, URI), protocols, version, data format

	NOTE:
Shall be present if the Result information element indicates that the service API discover operation is successful. Otherwise service API information shall not be present.


* * * Next Change * * * *

B.0
CAPIF utilization by service API provider 

Figure B.0-1 illustrates the service API interaction with the CAPIF for utilizing framework aspects provided by the CAPIF.
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Figure B.0-1: CAPIF utilization by service API provider
The service API aspects of the 3GPP network services and capabilities such as subscriber management, mobility management, transport and other communication services can be exposed for consumption by external 3rd party applications (e.g. API invoker). 

Framework aspects typically horizontal in nature caters to common functionality such as onboarding, offboarding, publishing, unpublishing, update service API, discovery, authentication, registration, authorization, logging, charging, monitoring, configuration, topology hiding, that are required to provide service APIs to API invokers. Service APIs can utilize the functions of the API provider domain (i.e. API exposing function, API publishing function, API management function) and interfaces CAPIF-3, CAPIF-4 and CAPIF-5 as specified in this specification. 

The service API exposure function is connected to 3GPP network entity(s) via 3GPP internal interface(s). The API publishing function provides the service API information for publishing to the CAPIF core function. 

For consuming service API, the API invoker interacts with the service API exposure function via service API interface and CAPIF-2/2e. While the service API interface is responsible for providing service aspects, CAPIF-2/2e supports service API by providing framework aspects such as authentication of the API invoker, authorization verification for the API invoker upon accessing the service API.B.1
CAPIF relationship with 3GPP EPS network exposure
* * * End Change * * * *
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