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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected

	23.501
	0196
	1
	Rel-15
	5_16_6_Mission Critical Services - Reference Update
	F
	15.1.0
	S2-127
	S2‑184275
	FirstNet, AT&T, Motorola Solutions, Airwave
	5GS_Ph1
	2 and 5.16.6

	23.501
	0197
	1
	Rel-15
	5_16_6_Mission Critical Services - Editorial Changes and Clarifications
	F
	15.1.0
	S2-127
	S2‑184276
	FirstNet, AT&T, Motorola Solutions, Airwave
	5GS_Ph1
	5.16.5 and 5.16.6

	23.501
	0219
	2
	Rel-15
	AMF Selection aspects
	F
	15.1.0
	S2-127
	S2‑184395
	Nokia, Nokia Shanghai Bell, NTT Docomo, Verizon, AT&T, Telicom Italia, SK Telecom
	5GS_Ph1
	5.9.4, 5.9.5, 6.3.5

	23.501
	0220
	1
	Rel-15
	AMF functionality clarification - to add SUCI
	F
	15.1.0
	S2-127
	S2‑184387
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	6.2.1

	23.501
	0229
	-
	Rel-15
	Abbreviations supplement
	F
	15.1.0
	S2-127
	S2‑183278
	China Telecom
	5GS_Ph1
	3.2

	23.501
	0231
	1
	Rel-15
	3GPP PS Data Off Clarification
	F
	15.1.0
	S2-127
	S2‑184112
	Intel, Telecom Italia, Deutsche Telekom, Nokia, Nokia Shanghai Bell, Huawei, HiSilicon, Qualcomm, ZTE, MediaTek Inc., CMCC, China Unicom, OPPO, CATT
	5GS_Ph1
	5.24

	23.501
	0270
	-
	Rel-15
	AMF Name and AMF N2AP UE ID
	F
	15.1.0
	S2-127
	S2‑183441
	Huawei, Hisilicon
	5GS_Ph1
	5.9.5, 5.9.x, 5.21.2

	23.501
	0296
	4
	Rel-15
	Add indication of Notification Control to QoS rules sent to UE
	F
	15.1.0
	S2-127BIS
	S2‑186157
	Huawei, HiSilicon, Nokia, MediaTek Inc.
	5GS_Ph1
	5.7.2.4

	23.501
	0306
	1
	Rel-15
	Alignment of the name of the network function
	F
	15.1.0
	S2-127
	S2‑184610
	Samsung
	5GS_Ph1
	3.2, 6.3.2

	23.501
	0394
	3
	Rel-15
	Alignment of radio capabilities procedure
	F
	15.1.0
	S2-127BIS
	S2‑186178
	Qualcomm Incorporated
	5GS_Ph1
	5.4.4.1

	23.501
	0401
	1
	Rel-15
	Add table of CHF Spending Limit Control service in 7.2.x
	F
	15.1.0
	S2-127BIS
	S2‑185548
	KDDI, Ericsson
	5GS_Ph1
	7.2.16 (new)

	23.501
	0405
	1
	Rel-15
	AF influence on traffic routing for Ethernet type PDU Session
	F
	15.1.0
	S2-127BIS
	S2‑186024
	Huawei, Hisilicon
	5GS_Ph1
	5.6.6, 5.6.7

	23.501
	0433
	-
	Rel-15
	Alignment of selective activation of UP connection of existing PDU Session
	F
	15.1.0
	S2-127BIS
	S2‑185349
	Huawei, HiSilicon
	5GS_Ph1
	5.6.8

	23.501
	0435
	1
	Rel-15
	Alignment of PCF selection description
	F
	15.1.0
	S2-127BIS
	S2‑185972
	Huawei, HiSilicon
	5GS_Ph1
	6.3.7.1

	23.501
	0447
	1
	Rel-15
	Adding default value for Averaging Window
	F
	15.1.0
	S2-127BIS
	S2‑186002
	Huawei, HiSillicon, Nokia, Nokia Shanghai Bell
	5GS_Ph1
	5.7.4

	23.502
	0353
	-
	Rel-15
	23.502: Alignment of terminologies regarding PDU Session
	F
	15.1.0
	S2-127
	S2‑183693
	Samsung
	5GS_Ph1
	4.3.1, 4.3.2.2.1, 4.3.2.2.2, 4.3.3.2, 5.2.3.3.2, 5.2.3.3.3, 5.2.8.2.2

	23.502
	0357
	6
	Rel-15
	Additional DataSet and Datakey
	F
	15.1.0
	S2-127BIS
	S2‑185639
	ZTE, Ericsson, Nokia, Nokia Shanghai Bell
	5GS_Ph1
	5.2.12.1, 5.2.12.2.1

	23.502
	0418
	3
	Rel-15
	AMF Context Retrieval upon relocation
	F
	15.1.0
	S2-127BIS
	S2‑186167
	Nokia, Nokia Shanghai Bell, NTT DoCoMo
	5GS_Ph1
	4.2.2.2.1

	23.502
	0452
	1
	Rel-15
	AF influence on traffic routing for Ethernet type PDU Session
	F
	15.1.0
	S2-127BIS
	S2‑186025
	Huawei, Hisilicon
	5GS_Ph1
	4.3.2.3

	23.502
	0458
	1
	Rel-15
	Align Namf_Communication_N1N2TransferFailure service operation
	F
	15.1.0
	S2-127BIS
	S2‑185781
	Huawei, Hisilicon
	5GS_Ph1
	4.2.3.3; 5.2.2.1; 5.2.2.2

	23.502
	0481
	1
	Rel-15
	Allowed NSSAI RAN awareness
	F
	15.1.0
	S2-127BIS
	S2‑186074
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	4.2.2.2.2, 4.2.3, 4.12.2.2

	23.502
	0487
	1
	Rel-15
	Adding number of supported packet filters in PDU Session Modification
	F
	15.1.0
	S2-127BIS
	S2‑186019
	Intel
	5GS_Ph1
	4.3.2.2.1; 4.3.2.2.2; 5.2.8.2.2

	23.503
	0019
	7
	Rel-15
	Additional PDU Session Type in Route Selection Descriptor
	F
	15.1.0
	S2-127BIS
	S2‑185965
	Huawei, HiSilicon, China Mobile
	5GS_Ph1
	6.6.2.1, 6.1.2.2.1

	23.503
	0051
	2
	Rel-15
	Alignment with the definition of PCF-AMF and PCF-SMF interfaces
	F
	15.1.0
	S2-127
	S2‑184212
	Nokia, Nokia Shanghai Bell, Ericsson
	5GS_Ph1
	5.3.2, 5.3.3, 5.3.4

	23.503
	0082
	2
	Rel-15
	Alignement for policy control application specific information
	F
	15.1.0
	S2-127BIS
	S2‑185598
	Nokia, Nokia Shanghai Bell
	5GS_Ph1
	6.2.1.6, 5.3.5


