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*** BEGIN CHANGES ***
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

5GC
5G Core Network

5GS
5G System
5G-AN
5G Access Network

5G-GUTI
5G Globally Unique Temporary Identifier
5G-S-TMSI
5G S-Temporary Mobile Subscription Identifier
5QI
5G QoS Identifier
AF
Application Function

AMF
Access and Mobility Management Function

AS
Access Stratum

AUSF
Authentication Server Function

BSF
Binding Support Function

CAPIF
Common API Framework for 3GPP northbound APIs

CP
Control Plane

DL
Downlink

DN
Data Network
DNAI
DN Access Identifier
DNN
Data Network Name

EBI
EPS Bearer Identity

FQDN
Fully Qualified Domain Name

GFBR
Guaranteed Flow Bit Rate
GMLC
Gateway Mobile Location Centre
GPSI
Generic Public Subscription Identifier

GUAMI
Globally Unique AMF Identifier

HR
Home Routed (roaming)
LADN
Local Area Data Network
LBO
Local Break Out (roaming)

LMF
Location Management Function

LRF
Location Retrieval Function
MFBR
Maximum Flow Bit Rate

MICO
Mobile Initiated Connection Only
N3IWF
Non-3GPP InterWorking Function
NAI
Network Access Identifier

NEF
Network Exposure Function

NF
Network Function

NR
New Radio

NRF
Network Repository Function
NSI ID
Network Slice Instance Identifier

NSSAI
Network Slice Selection Assistance Information
NSSF
Network Slice Selection Function

NSSP
Network Slice Selection Policy
PCF
Policy Control Function

PEI
Permanent Equipment Identifier
PER
Packet Error Rate
PFD
Packet Flow Description 
PPD
Paging Policy Differentiation
PPF
Paging Proceed Flag
PPI
Paging Policy Indicator
PSA
PDU Session Anchor
QFI
QoS Flow Identifier
QoE
Quality of Experience

(R)AN
(Radio) Access Network

RQA
Reflective QoS Attribute

RQI
Reflective QoS Indication
SA NR
Standalone New Radio

SBA
Service Based Architecture

SBI
Service Based Interface
SD
Slice Differentiator
SEAF
Security Anchor Functionality

SEPP
Security Edge Protection Proxy
SMF
Session Management Function

S-NSSAI
Single Network Slice Selection Assistance Information

SSC
Session and Service Continuity

SST
Slice/Service Type
SUCI
Subscription Concealed Identifier
SUPI
Subscription Permanent Identifier

UDSF
Unstructured Data Storage Function

UL
Uplink

UL CL
Uplink Classifier

UPF
User Plane Function
UDR
Unified Data Repository

URSP
UE Route Selection Policy
*** END CHANGES ***
*** BEGIN CHANGES ***
5.4.1.1
General

Reachability management is responsible for detecting whether the UE is reachable and providing UE location (i.e. access node) for the network to reach the UE. This is done by paging UE and UE location tracking. The UE location tracking includes both UE registration area tracking (i.e. UE registration area update) and UE reachability tracking ((i.e. UE periodic registration area update)). Such functionalities can be either located at 5GC (in the case of CM-IDLE state) or NG-RAN (in the case of CM-CONNECTED state).

The UE and the AMF negotiate UE reachability characteristics for CM-IDLE state during registration and Registration Update procedures.

Two UE reachability categories are negotiated between UE and AMF for CM-IDLE state:

1.
UE reachability allowing Mobile Terminated data while the UE is CM-IDLE state.

-
The UE location is known by the network on a Tracking Area List granularity

-
Paging procedures apply to this category.

-
Mobile originating and mobile terminated data apply in this category for both CM-CONNECTED and CM-IDLE state.

2.
Mobile Initiated Connection Only (MICO) mode:

-
Mobile originated data applies in this category for both CM-CONNECTED and CM-IDLE state.

-
Mobile terminated data is only supported when the UE is in CM-CONNECTED state.

Whenever a UE in RM-REGISTERED state enters CM-IDLE state, it starts a periodic registration timer according to the periodic registration timer value received from the AMF during a Registration procedure.

The AMF allocates a periodic registration timer value to the UE based on local policies, subscription information and information provided by the UE. After the expiry of the periodic registration timer, the UE shall perform a periodic registration. If the UE moves out of network coverage when its periodic registration timer expires, the UE shall perform a Registration Update when it next returns to the coverage.
The AMF runs a Mobile Reachable timer for the UE. The timer is started with a value longer than the UE's periodic registration timer whenever the CM state for the UE in RM-REGISTERED state changes to CM-IDLE. If the AMF receives an elapsed time from RAN when RAN initiate UE context release indicating UE unreachable, the AMF should deduce a Mobile Reachable timer value based on the elapsed time received from RAN and the normal Mobile Reachable timer value. The AMF stops the Mobile Reachable timer, if the UE CM state in the AMF moves to CM-CONNECTED state. If the Mobile Reachable timer expires, the AMF determines that the UE is not reachable.

However, the AMF does not know for how long the UE remains not reachable, thus the AMF shall not immediately de-register the UE. Instead, after the expiry of the Mobile Reachable timer, the AMF should clear the PPF and shall start an Implicit De-registration timer, with a relatively large value. The AMF shall stop the Implicit De-registration timer and set the PPF if the AMF moves the UE CM state in the AMF to CM-CONNECTED state.
NOTE:
If the UE CM state in the AMF is CM-IDLE, then AMF considers the UE always unreachable if the UE is in MICO mode (refer to clause 5.4.1.3).

If the PPF is not set, the AMF does not page the UE and shall reject any request for delivering DL signalling or data to this UE.

If the Implicit De-registration timer expires before the UE contacts the network, the AMF implicitly de-register the UE.

As part of deregistration for a particular access (3GPP or non-3GPP), the AMF shall request the UE's related SMF to release the PDU Sessions established on that access.
*** END CHANGES ***
