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***** Start of Change # 1 *****
4.2.5
Data Storage architectures

As depicted in Figure 4.2.5-1, the 5G System architecture allows any NF to store and retrieve its unstructured data into/from a UDSF (e.g. UE contexts). The UDSF belongs to the same PLMN where the network function is located. CP NFs may share a UDSF for storing their respective unstructured data or may each have their own UDSF (e.g. a UDSF may be located close to the respective NF).


[image: image1.emf]N18/Nudsf Any NF UDSF


Figure 4.2.5-1: Data storage architecture for unstructured data from any NF

NOTE 1:
3GPP will specify (possibly by referencing) the N18/Nudsf interface.

As depicted in Figure 4.2.5-2, the 5G System architecture allows the UDM, PCF and NEF to store data in the UDR, including subscription data and policy data by UDM and PCF, structured data for exposure and application data (including Packet Flow Descriptions (PFDs) for application detection, AF request information for multiple UEs) by the NEF. UDR can be deployed in each PLMN and it can serve different functions as follows:
-
UDR accessed by the NEF belongs to the same PLMN where the NEF is located.

-
UDR accessed by the UDM belongs to the same PLMN where the UDM is located if UDM supports a split architecture.

-
UDR accessed by the PCF belongs to the same PLMN where the PCF is located.

NOTE 2:
The UDR deployed in each PLMN can store application data for roaming subscribers.
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Figure 4.2.5-2: Data storage architecture

NOTE 3:
There can be multiple UDRs deployed in the network, each of which can accommodate different data sets or subsets, (e.g. subscription data, subscription policy data, data for exposure, application data) and/or serve different sets of NFs. Deployments where a UDR serves a single NF and stores its data, and, thus, can be integrated with this NF, can be possible.
NOTE 4: The internal structure of the UDR in figure 4.2.5-2 is shown for information only.
The Nudr interface is defined for the network functions (i.e. NF Service Consumers), such as UDM, PCF and NEF, to access a particular set of the data stored and to read, update (including add, modify), delete, and subscribe to notification of relevant data changes in the UDR. 
Each NF service consumer accessing the UDR, via Nudr, shall be able to add, modify, update or delete only the data it is authorised to change. This authorisation shall be performed by the UDR on a per data set and NF service consumer basis and potentially on a per UE, subscription granularity.
The following data in the UDR sets exposed via Nudr to the respective NF service consumer and stored shall be standardized:
-
Subscription Data,

-
Policy Data,

-
Structured Data for exposure,

-
Application data: Packet Flow Descriptions (PFDs) for application detection and AF request information for multiple UEs, as defined in clause 5.6.7.

The service based Nudr interface defines the content and format/encoding of the 3GPP defined information elements exposed by the data sets.
In addition, it shall be possible to access operator specific data sets by the NF Service Consumers from the UDR as well as operator specific data for each data set.

NOTE 5:
The content and format/encoding of operator specific data and operator specific data sets are not subject to standardization.

NOTE 6:
The organization of the different data stored in the UDR is not to be standardized.

***** Start of Change # 2 *****
5.6.7
Application Function influence on traffic routing

The content of this clause applies to non-roaming and to LBO deployments i.e. to cases where the involved entities (AF, PCF, SMF, UPF) belong to the VPLMN or AF belongs to a third party with which the VPLMN has an agreement. AF influence on traffic routing does not apply in the case of Home Routed deployments. PCF shall not apply AF requests targeting "all users" to PDU Sessions established in Home Routed mode.

An AF may send requests to influence SMF routeing decisions for traffic of PDU Session. The AF requests may influence UPF (re)selection and allow routeing user traffic to a local access to a Data Network (identified by a DNAI)

The AF may issue requests on behalf of applications not owned by the PLMN serving the UE.

If the operator does not allow an AF to access the network directly, the AF shall use the NEF to interact with the 5GC, as described in clause 6.2.10.

The AF may be in charge of the (re)selection or relocation of the applications within the local DN. Such functionality is not defined. For this purpose, the AF may request to get notified about events related with PDU Sessions.

The AF requests are sent to the PCF via N5 (in the case of requests targeting specific on-going PDU Sessions of individual UE(s), for an AF allowed to interact directly with the 5GC NFs) or via the NEF. The AF requests that target existing or future PDU Sessions of multiple UE(s) or of any UE are sent via the NEF and may target multiple PCF(s), as described in clause 6.3.7.2. The PCF(s) transform(s) the AF requests into policies that apply to PDU Sessions. When the AF has subscribed to UP path management event notifications from SMF(s), such notifications are sent either directly to the AF or via an NEF (without involving the PCF)

Such AF requests may contain at least:

1)
Information to identify the traffic. The traffic can be identified in the AF request by

-
Either a DNN and possibly slicing information (S-NSSAI) or an AF-Service-Identifier

-
When the AF provides an AF-Service-Identifier i.e. an identifier of the service on behalf of which the AF is issuing the request, the 5G Core maps this identifier into a target DNN and slicing information (S-NSSAI)

-
When the NEF processes the AF request the AF-Service-Identifier may be used to authorize the AF request.

-
an application identifier or traffic filtering information (e.g. 5 Tuple). The application identifier refers to an application handling UP traffic and is used by the UPF to detect the traffic of the application

When the AF request is for influencing SMF routing decisions, the information is to identify the traffic to be routed.

When the AF request is for subscription to notifications about UP path management events, the information is to identify the traffic that the events relate to.
2)
Information about the N6 traffic routing requirements for traffic identified as defined in 1). This is provided implicitly by reference, in the form of a list of routing profile IDs, corresponding each to a DNAI, if the details of the N6 routing requirements are preconfigured in the 5GC. Otherwise, it is provided explicitly by value, in the form of a list of DNAIs and associated N6 traffic routing information. Based on the information about the N6 traffic routing requirements the PCF determines traffic steering policy IDs sent to SMF that each corresponds to a steering behaviour which is preconfigured on the SMF or UPF.

NOTE 1:
The N6 traffic routing requirements are related to the mechanism enabling traffic steering in the local access to the DN. They are expected to correspond to local rules configured in the UPFs in order to support traffic steering. The routing profile IDs refer to a pre-agreed policy between the AF and the 5GC. This policy may refer to different steering policy ID(s) sent to SMF and e.g. based on time of the day etc.
NOTE 2:
The mechanisms enabling traffic steering in the local access to the DN are not defined.

3)
Potential locations of applications towards which the traffic routing should apply. The potential location of application is expressed as a list of DNAI(s). If the AF interacts with the PCF via the NEF, the NEF may map the AF-Service-Identifier information to a list of DNAI(s). The DNAI(s) may be used for UPF (re)selection.

4)
Information on the UE(s). This may correspond to:
-
Individual UEs identified using GPSI, or an IP address/Prefix.
-
groups of UEs identified by an External Group Identifier as defined in TS 23.682 [36] when the AF interacts via the NEF, or Internal-Group Identifier (see clause 5.9.7) when the AF interacts directly with the PCF.
-
any UE accessing the combination of DNN, S-NSSAI and DNAI(s).

If the PDU Session type is IPv4 or IPv6 or IPv4v6, when the AF provides an IP address and/or an IP Prefix this allows the PCF to identify the PDU Session for which this request applies and the AF request applies only to that specific PDU Session of the UE. In this case, additional information such as the UE identity may also be provided to help the PCF to identify the correct PDU Session.


Otherwise the request targets multiple UE(s) and shall apply to any existing or future PDU Sessions that match the parameters in the AF request.

When the AF request targets any UE or a group of UE, the AF request is likely to influence multiple PDU Sessions possibly served by multiple SMFs and PCFs.


When the AF request targets a group of UE it provides one or several group identifiers in its request. The group identifiers provided by the AF are mapped to Internal-Group identifiers. Members of the group have this Group Identifier in their subscription. The Internal-Group Identifier is stored in UDM, retrieved by SMF from UDM and passed by SMF to PCF at PDU Session set-up. The PCF can then map the AF requests with user subscription and determine whether an AF request targeting a Group of users applies to a PDU Session.
When the AF request is for influencing SMF routing decisions, the information is to identify UE(s) whose traffic is to be routed.

When the AF request is for subscription to notifications about UP path management events, the information is to identify UE(s) whose traffic the events relate to.
5)
Indication of application relocation possibility. This indicates whether an application can be relocated once a location of the application is selected by the 5GC. If application relocation is not possible, the 5GC shall ensure that for the traffic related with an application, no DNAI change takes place once selected for this application.

6)
Temporal validity condition. This allows to provide a time interval or duration during which the AF request is valid.


When the AF request is for influencing SMF routing decisions, the temporal validity condition indicates when the traffic routing is to apply.


When the AF request is for subscription to notifications about UP path management events, the temporal validity condition indicates when the notifications are to be generated.
7)
Spatial validity condition on the UE(s).location. This is provided in the form of validity area(s). If the AF interacts with the PCF via the NEF, it may provide a list of geographic zone identifier(s) and the NEF maps the information to areas of validity based on pre-configuration. The PCF in turn determines area(s) of interest based on validity area(s).

When the AF request is for influencing SMF routing decisions, the spatial validity condition indicates that the request applies only to the traffic of UE(s) located in the specified location.


When the AF request is for subscription to notifications about UP path management events, the spatial validity condition indicates that the subscription applies only to the traffic of UE(s) located in the specified location.
8)
Type of notifications regarding UP path management events.

The AF subscription can be for early notification and/or late notification. In the case of a subscription for early notification, the SMF sends the notification before the UP path is configured. In the case of a subscription for late notification, the SMF sends the notification after the UP path is configured.

9)
An AF transaction identifier referring to the AF request. This allows the AF to update or remove the AF request and to identify corresponding UP path management event notifications when the notifications include the AF transaction identifier. The AF transaction identifier is generated by the AF.

When the AF interacts with the PCF via the NEF, the NEF maps the AF transaction identifier to an AF transaction internal identifier, which is generated by the NEF and used within the 5GC to identify the information associated to the AF request. The NEF maintains the mapping between the AF transaction identifier and the AF transaction internal identifier. The relation between the two identifiers is implementation specific.


When the AF interacts with the PCF directly, the AF transaction identifier provided by the AF is used as AF transaction internal identifier within the 5GC.

An AF may send requests to influence SMF routeing decisions, for event subscription or for both.
The AF may subscribe to notifications about UP path management events, e.g., when the request becomes active or inactive, or when a change of DNAI occurs for the PDU Session. The corresponding notification about a change from source DNAI (or no DNAI) to target DNAI (or no DNAI) sent by the SMF to the AF includes the AF transaction internal identifier, the type of notification (i.e. early notification or late notification), the Identity of the source and/or target DNAI, the IP address/prefix of the UE, the SUPI and the N6 routing information related to the 5GC UP. The UE identity information and the N6 routing information related to the 5GC UP are optional if the PDU Session type is IP. The nature of the N6 traffic routing information related to the 5GC UP is described in clause 5.6.10.3.
When notifications about UP path management events are sent to the AF via the NEF, if required, the NEF maps the UE identify information, e.g. SUPI, to the GPSI and the AF transaction internal identifier to the AF transaction identifier before sending the notifications to the AF.
The PCF authorizes the request received from the AF based on information received from the AF, operator's policy, etc. and determines the traffic steering policy. The traffic steering policy indicates the list of suitable traffic steering policy IDs configured in SMF and if the N6 routing information associated to the application is explicitly provided by the AF, the N6 routing information. The traffic steering policy IDs are related to the mechanism enabling traffic steering to the DN.

The DNAIs are related to the information considered by SMF for UPF selection, e.g. for diverting (locally) some traffic matching traffic filters provided by the PCF.
The PCF acknowledges the request to the AF or to the NEF.

For PDU Session that corresponds to the AF request, the PCF provides the SMF with PCC rules that are generated based on the AF request and taking into account UE location presence in area of interest (i.e. Presence Reporting Area). The PCC rules may contain the AF transaction internal identifier, information to identify the traffic and/or information about the DNAI(s) towards which the traffic routing should apply and/or indication of application relocation possibility and/or a list of traffic steering policy IDs and/or information on AF subscription to SMF events (type of notifications). If the N6 routing information associated to the application is explicitly provided in the AF request, the PCF also provides the N6 routing information to the SMF as part of PCC rules. This is done by providing policies at PDU Session set-up or by initiating a PDU Session Modification procedure. When initiating a PDU Session set-up or PDU Session Modification procedure, the PCF considers the latest known UE location to determine the PCC rules provided to the SMF. The PCF evaluates the temporal validity condition of the AF request and informs the SMF to activate or deactivate the corresponding PCC rules according to the evaluation result. When policies specific to the PDU Session and policies general to multiple PDU Sessions exist, the PCF gives precedence to the PDU Session specific policies over the general policies.
The spatial validity condition is resolved at the PCF. In order to do that, the PCF subscribes to the SMF to receive notifications about change of UE location in an area of interest (i.e. Presence Reporting Area). The subscribed area of interest may be the same as spatial validity condition, or may be a subset of the spatial validity condition (e.g. a list of TAs) based on the latest known UE location. When the SMF detects that UE entered the area of interest subscribed by the PCF, the SMF notifies the PCF and the PCF provides to the SMF the PCC rules described above by triggering a PDU Session Modification. When the SMF becomes aware that the UE left the area subscribed by the PCF, the SMF notifies the PCF and the PCF provides updated PCC rules by triggering a PDU Session Modification. SMF notifications to the PCF about UE location in or out of the subscribed area of interest are triggered by UE location change notifications received from the AMF or by UE location information received during a Service Request or Handover procedure.

When the PCC rules are activated, the SMF may, based on local policies, take the information in the PCC rules into account to:

-
(re)select UPF(s) for PDU Sessions. The SMF is responsible for handling the mapping between the UE location (TAI / Cell-Id) and DNAI(s) associated with UPF and applications and of the selection of the UPF(s) that serve a PDU Session. This is described in clause 6.3.3.

-
activate mechanisms for traffic multi-homing or enforcement of an UL Classifier (UL CL). Such mechanisms are defined in clause 5.6.4. This may include providing the UPF with traffic forwarding (e.g. break-out) rules and the associated N6 routing information if the N6 routing information is part of the PCC rules. In the case of UP path reselection, the SMF may configure the source UPF to forward traffic to the UL CL/BP so that the traffic is steered towards the target UPF.
-
inform the AF of the (re)selection of the UP path (change of DNAI).
***** Start of Change 3 *****
6.2.11
UDR
The Unified Data Repository (UDR) supports the following functionality:

-
Storage and retrieval of subscription data by the UDM.
-
Storage and retrieval of policy data by the PCF.
-
Storage and retrieval of structured data for exposure. 
-
Application data (including Packet Flow Descriptions (PFDs) for application detection, AF request information for multiple UEs), by the NEF.
The Unified Data Repository is located in the same PLMN as the NF service consumers storing in and retrieving data from it using Nudr. Nudr is an intra-PLMN interface.
NOTE 1:
Deployments can choose to collocate UDR with UDSF.
***** End of Changes *****
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