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	Reason for change:
	The Subscriber Record IRI event generated by the HLR for CS contains parameters that are not defined/used in the stage 3 specification and also in line with the same event reported for other access types.   
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	Removed the parameters that do not have stage 3 equivalents.       
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	Other comments:
	


*** START OF FIRST MODIFICATION ***
6.3.5.2
HLR subscriber record change
This event will be used to report any change of association between IMSI or MSISDN or IMEI of the target, mainly with messages such as MAP_INSERT_SUBSCRIBER_DATA or MAP_DELETE_SUBSCRIBER_DATA (clause of 8.8 of TS 29.002 [61]).
The following elements, such as old and new IMSI or MSISDN or IMEI will be delivered to DF2, if available:

	New Observed MSISDN 

	Observed MSISDN

	

	

	New Observed IMSI

	Observed IMSI 

	New Observed IMEI (if available)

	Observed IMEI (if available)

	

	

	

	

	

	

	

	Event Type 

	Event Time 

	Event Date 

	Network Element Identifier (HLR id...)

	IMSI or MSISDN or IMEI change type

	Other update: carrier specific


NOTE:
The change of IMEI can be detected by the HLR. Automatic Device Detection function clause 7.4 of TS 22.101 [60], may require IMEI to be notified to HLR especially in case of update location service, clause 8.1.2 TS 29.002 [61].
*** END OF FIRST MODIFICATION ***
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