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* * * First change * * * *

10.6.2.2.19
Group call rejoin response (MCPTT server – MCPTT client)

Table 10.6.2.2.19-1 describes the information flow group call rejoin response from the MCPTT server to the MCPTT client.

Table 10.6.2.2.19-1 Group call rejoin response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the MCPTT group member rejoining the group call

	Functional alias
	O
	The functional alias of the MCPTT group member re-joining the group call

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is on-going

	SDP answer
	M
	Media parameters selected

	Emergency indicator
	O
	Indicates that the ongoing group call is an MCPTT emergency group call

	Imminent peril indicator
	O
	Indicates that the ongoing group call is an MCPTT imminent peril group call


* * * Second change * * * *

10.6.2.3.1.1.5
Rejoining call
Procedures in figure 10.6.2.3.1.1.5-1 are the signalling control plane procedures for the MCPTT client to rejoin an ongoing MCPTT group call (e.g. coming back from out of coverage).
Pre-conditions:

-
It is assumed that MCPTT users on MCPTT client 2 to MCPTT client n are on an ongoing call. Optionally, the MCPTT users may use activated functional aliases.
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Figure 10.6.2.3.1.1.5-1: Rejoin call

1.
MCPTT client 1 has necessary information for rejoining an ongoing group call, then the MCPTT client 1 initiates group call rejoin request including the ongoing group call information. The group call rejoin request may contain a functional alias of MCPTT client 1 as selected by the MC service user.
2.
MCPTT server checks whether the MCPTT client 1 can rejoin the ongoing call (e.g. based upon affiliation status) and checks the functional alias, if present.

3.
MCPTT client 1 is informed that the group call rejoin is successful by sending a group call rejoin response. If the ongoing group call is emergency or imminent peril group call, the response shall contain emergency or imminent peril indicator. 
4.
MCPTT client 1 is successfully added to the ongoing group call and MCPTT users at MCPTT client 1 to MCPTT client n may be notified about the MCPTT client 1 joining the group call and the functional alias of MCPTT client 1 may be displayed.
5.
The floor taken with the information of the current talker is sent to MCPTT client 1. 
* * * End change * * * *
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