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The following CRs were agreed by SA WG2 and are provided to TSG SA#80 for approval:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version
	@ Mtg
	S2 TD
	Source to WG
	Work Item
	Clauses affected

	23.501
	0254
	4
	Rel-15
	Clarification on the support of Delay Critical resource type
	F
	15.1.0
	S2-127BIS
	S2‑186008
	Nokia, Nokia Shanghai Bell, MediaTek Inc.
	5GS_Ph1
	3.1, 5.7.1.2, 5.7.1.7, 5.7.2.5, 5.7.3.1, 5.7.3.2, 5.7.3.4~5.7.3.7

	23.501
	0262
	1
	Rel-15
	Clarification to the usage of Internal-Group Identifiers
	F
	15.1.0
	S2-127
	S2‑184263
	Nokia, Nokia Shanghai Bell, ZTE
	5GS_Ph1
	5.9.7; 6.3.7.2

	23.501
	0282
	2
	Rel-15
	Clarifying handling of reachability state
	F
	15.1.0
	S2-127
	S2‑184492
	Ericsson
	5GS_Ph1
	3.2, 5.4.1.1

	23.501
	0289
	2
	Rel-15
	Clarification on the use of shared AMF Pointer value
	F
	15.1.0
	S2-127
	S2‑184396
	Intel
	5GS_Ph1
	5.19.3

	23.501
	0313
	3
	Rel-15
	Clarifications required resulting from 6-bit QFI limit
	F
	15.1.0
	S2-127
	S2‑184550
	Samsung, CATT, Ericsson, Nokia, Nokia Shanghai Bell
	5GS_Ph1
	5.7.1.3, 5.7.4

	23.501
	0325
	-
	Rel-15
	Clarification to the NRF Roaming architecture
	F
	15.1.0
	S2-127
	S2‑183860
	DeutscheTelekom
	5GS_Ph1
	4.2.4

	23.501
	0349
	2
	Rel-15
	Clarify GUTI aspects for single-registration mode UEs for interworking without N26
	F
	15.1.0
	S2-127BIS
	S2‑185883
	Qualcomm Incorporated
	5GS_Ph1
	5.17.2.3.2

	23.501
	0383
	2
	Rel-15
	Clarification on usage of PLMN ID received via PCO during PDN connection establishment
	F
	15.1.0
	S2-127BIS
	S2‑186219
	LG Electronics
	5GS_Ph1
	5.15.7.1

	23.501
	0391
	1
	Rel-15
	Clarification to PDU Session Types: MTU
	F
	15.1.0
	S2-127BIS
	S2‑185925
	MediaTek Inc., Nokia, Nokia Shanghai Bell, Ericsson
	5GS_Ph1
	5.6.10.1, 5.6.10.2, 5.6.10.3

	23.501
	0416
	2
	Rel-15
	Clarify the relationship between GFBR and MDBV
	F
	15.1.0
	S2-127BIS
	S2‑186158
	CATT, Huawei
	5GS_Ph1
	5.7.2.5

	23.502
	0254
	2
	Rel-15
	Clarifications on Nudr interactions between PCF and UDR
	F
	15.1.0
	S2-127
	S2‑184570
	Ericsson
	5GS_Ph1
	4.16 & 5.2.12

	23.502
	0270
	2
	Rel-15
	Clarify related description for Network Sharing and Interworking
	F
	15.1.0
	S2-127
	S2‑184539
	Intel, ZTE, Ericsson
	5GS_Ph1
	4.11.1.2.1, 4.11.1.2.2, 4.11.1.3.3, 4.11.1.5.X, 5.2.2.2.2

	23.502
	0271
	2
	Rel-15
	Clarifications to Registration and UE triggered Service Request procedure
	F
	15.1.0
	S2-127
	S2‑184506
	Ericsson
	5GS_Ph1
	4.2.2.2.2, 4.2.3.2

	23.502
	0303
	1
	Rel-15
	Clarification to handling of packet filters at PDU Session Modification
	F
	15.1.0
	S2-127
	S2‑184354
	MediaTek Inc.
	5GS_Ph1
	4.3.3.2

	23.502
	0327
	1
	Rel-15
	Clarifications on Nudr interactions between PCF and UDR for Application Data
	F
	15.1.0
	S2-127
	S2‑184005
	Ericsson
	5GS_Ph1
	4.16 & 5.2.12

	23.502
	0334
	1
	Rel-15
	Clarification on the use of shared AMF Pointer value
	F
	15.1.0
	S2-127
	S2‑184297
	Intel
	5GS_Ph1
	4.2.7.1

	23.502
	0369
	4
	Rel-15
	Clarification on the EBI assignment, PDU session ID list in Registration and PDU session correlation.
	F
	15.1.0
	S2-127BIS
	S2‑186221
	Qualcomm Incorporated
	5GS_Ph1
	4.11.1.4.1, 4.11.1.3.3, 4.11.2.3, 5.2.2.2.13

	23.502
	0377
	2
	Rel-15
	Clarification on Nnwdaf_Analytics_Info service
	F
	15.1.0
	S2-127
	S2‑184589
	China Mobile
	5GS_Ph1
	5.2.11.3.1, 5.2.11.3.2

	23.502
	0404
	1
	Rel-15
	Clarify GUTI aspects for single-registration mode UEs for interworking without N26
	F
	15.1.0
	S2-127BIS
	S2‑185876
	Qualcomm Incorporated
	5GS_Ph1
	4.11.2.3, 4.11.2.4.1

	23.502
	0425
	2
	Rel-15
	Clarification on the roaming aspects of SMF related policy
	F
	15.1.0
	S2-127BIS
	S2‑185597
	LG Electronics
	5GS_Ph1
	4.16.4, 4.16.5.1, 4.16.5.2, 4.16.6

	23.502
	0476
	1
	Rel-15
	Clarification on UE configuration update procedure
	F
	15.1.0
	S2-127BIS
	S2‑186188
	vivo
	5GS_Ph1
	4.2.4.2

	23.502
	0502
	1
	Rel-15
	Clarifying UE Reachability Notification Procedure
	F
	15.1.0
	S2-127BIS
	S2‑186112
	Cisco Systems
	5GS_Ph1
	4.2.5.1, 4.2.5.2, 4.2.5.3

	23.503
	0043
	7
	Rel-15
	Clarification on using PSI
	F
	15.1.0
	S2-127BIS
	S2‑186227
	OPPO, China Unicom
	5GS_Ph1
	6.1.2.2.2

	23.503
	0044
	7
	Rel-15
	Clarification on UE policy configuration
	F
	15.1.0
	S2-127BIS
	S2‑185914
	OPPO, China Unicom, China Telecom
	5GS_Ph1
	6.6.2.3


