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1st Change 

[bookmark: _Toc523825415]3	Definitions, abbreviations and measurement family
[bookmark: _Toc523825416]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
IP Latency:  IP latency refers to the time it takes to transfer a first/initial packet in a data burst from one point to another. 
[bookmark: _Hlk522875377]Mapped 5QI:  In case when a single 5QI is assigned to the DRB, the mapped 5QI refers to the 5QI that is used for a DRB within the gNB. In this case the mapped 5QI is used for separating certain measurements per QoS class.
NOTE: Individual QoS  flows into a common 5QI is specified in TS 38.473 [6].
Packet Delay:  Packet delay refers to the time it takes to transfer any packet from one point to another. 
Packet Drop Rate:  Packet drop rate describes share of packets that were not sent to the target due to congestion or traffic management and should be seen as a part of the packet loss rate. 
Packet Loss Rate:  Packet loss rate describes share of packets that could not be received by the target. The packet loss rate includes packets droped, packets lost in transmission and packets received in wrong format. 
Performance Indicators: The performance data aggregated over a group of NFs which is derived from the performance measurements collected at the NFs that belong to the group, according to the aggregation method identified in the Performance Indicator definition

[bookmark: _Toc523825417]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
PI			Performance Indicator
[bookmark: _Toc523825418]3.4	Measurement family
The measurement names defined in the present document are all beginning with a prefix containing the measurement family name. This family name identifies all measurements which relate to a given functionality and it may be used for measurement administration.
The list of families currently used in the present document is as follows:
-	DRB (measurements related to Data Radio Bearer)
-	RRC (measurements related to Radio Resource Control)
-	UECNTX (measurements related to UE Context)
-	RRU (measurements related to Radio Resource Utilization)
-	RM (measurements related to Registration Management)
-	SM (measurements related to Session Management)
-	GTP (measurements related to GTP Management)
-	IP (measurements related to IP Management)
-	PA (measurements related to Policy Association)


Next Change 


[bookmark: _Toc523825419]4	Concepts and overview
4.1	Performance indicators
Performance Indicators are the performance data aggregated over a group of NFs, such as, for example, average latency along the NSI. The Performance Indicators can be derived from the performance measurements collected at the NFs that belong to the group. The aggregation method is identified in the Performance Indicator definition
Performance Indicators at the NSSI level can be derived from the performance measurements collected at the NFs that belong to the NSSI or to the constituent NSSIs. The Performance Indicators at the NSSI level can be made available via the corresponding performance management service for NSSI. 
The Performance Indicators at the NSI level, can be derived from the NSSI level Performance Indicators collected at the constituent NSSIs and/or NFs. The NSI level Performance Indicators can be made available via the corresponding performance management service for NSI. 
[bookmark: _GoBack]
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