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	[bookmark: _Toc485126596]First change


[bookmark: _Toc516562106]6.3.1.4	Supported features 
The Supported features information that is used for PS domain charging is based on the information defined for the supported features mechanism specified in clause 6.5.x 10 TS 32.299 [50].
The following table defines the features applicable for the feature lists with a Feature-List-ID of 1.
Table 6.3.1.4: Features of Feature-List-ID 1 used in PS charging 
	Feature bit
	Feature
	Description
	Online/Offline

	0
	EDCE5-CH
	This feature indicates the support of 5G New Radio via Dual Connectivity based on clause 5.2.1.11	Data Volume Reporting for Secondary RAT usage.
	Offline only

	1
	eFMSS_CH
	This feature indicates the support of Flexible Mobile Service Steering based on clause 5.1.6.
	Both

	2
	WAEPC_CH_Untrusted
	This feature indicates the support of extensions of UWAN location information  
	Both

	3
	WAEPC_CH_trusted
	This feature indicates the support of extensions of TWAN location information  
	Both

	4
	EDCE5-CH_Extended-BW-NR
	[bookmark: _GoBack]This feature indicates the support of 5G New Radio extended QoS.
	Both

	Feature bit:	The order number of the bit within the Feature-List AVP where the least significant bit is assigned number "0".
Feature:	A short name that can be used to refer to the bit and to the feature, e.g. "EPS".
Feature in this table is always mandatory since it relates to the charging functionality of a network feature. 
Description:	A clear textual description of the feature.
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