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*** First Change ***
[bookmark: _Toc524536867]21.4.0	PTC General
PTC Service events defined below are using the PTC Surveillance Events from Table 21.3. 4.1. These events are deliverable for either type of service provided by the SP e.g.,i.e. PoC or MCPTT. 
*** End of first Change ***

*** Second Change ***

[bookmark: _Toc524536875]21.4.8	PTC Pre-Established Session
This event occurs when a pre-established session is setup between the PTC service client present within the target’s UE and the PTC server associated with the PTC client. The PTC client may use the pre-established session for originating or terminating calls after pre-established session establishment.the PTC Intercept target’s has an on-going PTC Session(s) when LI is initiated (e.g. the PTC target is part of a one- to-one or a member of a Pre-Arranged PTC Group or Chat PTC Group), regardless of whether the PTC target is actively transmitting or receiving talk bursts. 
Table 21.4.8: PTC Pre-Established Session
	Observed SIP URI

	Observed TEL URI

	Observed IMEI

	MCPTT ID

	Event type

	Event Time

	Event Date

	Network Element Identifier

	TargetIdentity

	PTC_Server_URI

	RTP_Setting

	PTC_Media_Capability

	PreEstablishSessionId

	PreEstablishedStatus

	TalkburstControl_Setting

	MediaStream_Availability

	Location

	BearerCapability

	Correlation information




*** End of second Change ***

*** Third Change ***

[bookmark: _Toc524536877]21.4.10	PTC Party Join event
This event occurs when a request to join (or re-joins) a PTC Group Session (e.gi.e.. Pre-arranged PTC Group, Ad-hoc PTC Chat Group) that is already in progress is received from the PTC target. 
Table 21.4.10: PTC Party Join event 
	Observed SIP URI

	Observed TEL URI 

	Observed IMEI

	MCPTT ID

	Event type

	Event Time

	Event Date

	Network Element Identifier

	PTCCorrelationId

	PTCSessionInfo

	TargetIdentity

	Inviting_PTC_user

	Join_PTC_user

	AssociatePresenceStatus

	BearerCapability



*** End of third Change ***

*** Fourth Change ***
21.4.5	PTC Session Start
This event occurs when a PTC Session (e.g. One-to-One, One-to-Many, or One-to-Many-to-One) is answered, and voice communication begins. The PTC client may use the pre-established session for PTC session Start. 

*** End of fourth Change ***

*** Fifth  Change ***

21.4.6	PTC Session End
The PTC Session End event occurs when the PTC Session is released for any reason (i.e. normal or abnormal release) and voice communications ends. The PTC client may use the pre-established session for terminating a PTC session.

*** End of fifth Change ***


*** End of all changes ***


